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PREFACE TO FIRST EDITION 


HYPERBOLIC functions have numerous, well recognized uses 
in applied science, particularly in the theory of charts (Mercator's 
projection), and in mechanics (strains) But it is only within 
recent years that their applications to electrical engineering 
have become evident. Wherever a line, or series of lines, of 
uniform linear constants is met with, an immediate field of 
usefulness for hyperbolic functions presents itself, particularly 
in high-frequency alternating-current lines. 

The following pages are intended to cover the scope and 
purport of five lectures given for the University of London, at 
The Institution of Electrical Engineers, Victoria Embankment, 
by kind permission of the Council, May 29 to June 2, 1911, 
bearing the same title as this book. 

The central ideas around which those lectures, and this 
presentation, have been framed are— 


(1) That the engineering quantitative theories of continuous- 
currents and of alternating-currents are essentially one and the 
same; all continuous-current formulas for voltage, current, 
resistance, power and energy being applicable to alternating- 
current circuits, when complex numbers are substituted for real 
numbers. Thus there appears to be only one continuous-current 
formula in this book (277) which is uninterpretable vectorially 
in alternating-current terms; namely, as shown in Appendix J, 
that which deals with the mechanical forces developed in a 
кер receiving instrument, such forces being essentially 

real” and not complex quantities. 

(2) That there is a proper analogy between circular and 
hyperbolic trigonometry, which permits of the extension of the 
notion of an * angle " from the circular to the hyperbolic sector. 
The conception of the “hyperbolic angle" of a continuous- 
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current line is useful and illuminating, leading immediately, 
in two-dimensional arithmetie, to an easy comprehension of 
alternating-current lines. 


The subject, which is very large, very useful, and very 
beautiful, is only outlined in the following, pages. There are 
many directions in which accurate and painstaking research is 
needed, in the laboratory, the factory, and the field. Fortunately 
there are already а number of workers in this field, and good 
progress is, therefore, to be looked for. It is earnestly hoped 
that this book may serve as an additional incentive to such 
research. 

The author desires to acknowledge his indebtedness to the 
writings of Heaviside, Kelvin, J. А. Fleming, C. P. Steinmetz, 
and many others. А necessarily imperfect, bibliography of the 
subject, in order of date, is offered in an Appendix. He is also 
indebted to the Engineering Departments of the British Post 
Office, the National Telephone Company and Mr. B. S. Cohen, 
the Eastern Telegraph Company and Mr. Walter Judd, also the 
American Telegraph and Telephone Company and Dr. F. B. 
Jewett, for data and information ; likewise to Mr. Robert Herne, 
Superintendent of the Commercial Cable Company, in Rockport, 
Massachusetts, for kind assistance in obtaining measured cable 
signals. He also has to thank Professor John Perry, Professor 
Silvanus P. Thompson, and Mr. W. Duddell for valued sug- 
gestions. In particular, he is indebted to the great help and 
courtesy of Dr. R. Mullineux Walmsley, in the presentation of 
the lectures, and in the publication of this volume. 

Although care has been taken to secure accuracy in the 
mathematics, yet errors, by oversight, may have crept in. If 
any should be detected by the reader, the author will be grateful 
for criticisms or suggestions, 

А. E. К. 


Cambridge, Mass. (U.S. A.), 
December. 1911. 


PREFACE TO SECOND EDITION 


Now that fairly extensive Tables, and curve-sheet charts for 
their rapid interpolation, have been sent to press,* it may be said 
that hyperbolic functions applied to alternating-current circuits 
have risen from the stage of theory outlined in the first edition 
of this book, to a stage of practical utility; because problems 
which would take hours of labor to solve by other methods, may 
be solved in a few minutes by the use of the hyperbolic Tables 
and curve sheets. In fact, with the atlas open at the proper 
chart, any complex hyperbolic function can be read off within a 
few seconds of time, ordinarily, to at least such a degree 
of precision as is offered by a good 25-centimeter slide rule. 
Consequently, hyperbolic trigonometry becomes a practical 
engineering tool of great swiftness and power, in dealing with 
alternating-current circuits having both series impedance and 
shunt admittance. 

Since the publication of the first edition, a considerable number 
of tests, made in the laboratory, on alternating-current artificial 
lines, at various frequencies up to 1000 cycles per second, have 
demonstrated the practical serviceability of the hyperbolic 
analytical methods presented to the reader. No intimation has 
been received by the author as to inaccuracies in the original 
text, which had to be proof-read from across the Atlantic Ocean. 
A few typographical errors have, however, been eliminated from 
the text in this edition, a few additional formulas offered, and 
two new appendices added. The most important addition is the 
proposition that on any and every uniform section of line AB, 
in the steady single-frequency state, there exists a hyperbolic 
angle 0 subtended by the section, and also definite hyperbolic 


* Bibliography, 92 and 93. 


vil 


viii PREFACE TO SECOND EDITION 


position-angles 5, and ёв at the terminals, which depend upon 
the power delivery, and which differ by 6. The potential at any 
point P of the line is always directly proportional to the sine, 
and the current to the cosine, of the position angle òp of the 
point, which position-angle is in direct intermediate relation to 
the distances of P from the terminals. Consequently, as soon 
as the power distribution over an alternating-current line-system 
has become steady, each and every point of the system virtually 
acquires а hyperbolie position-angle, such that along any 
uniform line-section in the system, the potential and current 
are respectively simple sine and cosine properties of that 
position-angle. 
А. E. К. 
Harvard University, 
Cambridge, Mass. (U.S.A.). 


PREFACE TO THIRD EDITION 


IN the preparation of this third edition, certain parts of the 
original, text have been replaced by new and more recent 
material a few corrections effected, and five new appendices 
added. 

Prominent among additions to the applications of hyperbolic 
functions since the presentation of the second edition, are the 
mean-to-mid theorem set forth in the new Appendix S, and 
the establishment of the 7 and JJ of a network of alternating- 
current conductors with respect to any two pairs of terminals 
in the same, set forth in new Appendix O. 

А. E. К. 

Cambridge, Mass. ( U.S.A.). 
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THE APPLICATION OF 
HYPERBOLIC FUNCTIONS TO ELECTRICAL 
ENGINEERING PROBLEMS 


CHAPTER I 


ANGLES IN CIRCULAR AND HYPERBOLIC 
TRIGONOMETRY 


Generation of Circular Angles.—If we plot to Cartesian 
co-ordinates the locus of y ordinates for varying values of 
æ abscissas in the equation— 

у + 22 = 1. . (cm,, ог units of length)? (1) 
we obtain the familiar graph of a circle, as indicated in Fig. 1; 
where О is both the origin of co-ordinates 2, y, and the centre 
of the portion of a circle Ад. The radius OA, on the axis 
of abscissas, is taken as of unit length. As 2 diminishes from 
+1 to 0, y increases from 0 to +1, and the radius-vector OE 
moves its terminal E over the circular arc AEg. At any 
position such as OE, the tangent Ef to the path of the moving 
terminal is perpendicular to the radius-vector. As the radius- 
vector rotates * about the centre O, it describes a circular sector 
AOE and a circular angle, В = АОЕ. The magnitude of this 
circular angle may be defined in either of two ways, namely— 

(1) By the ratio of the circular arc length s described, during 
the motion, by the terminal E, to the length p of the radius- 
vector; 

* Only the positive root of equation (1) is here considered, with the 
corresponding positive or counter-clockwise rotation of the radius-vector. 


In what follows, a hyperbola may be understood to be in all cases a 
rectangular hyperbola. i 
B 
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(2) By the area of the circular sector AOE swept out by the 
radius-vector during the motion. 

Generation of Hyperbolic Angles.—If we plot to Cartesian 
co-ordinates the locus of y ordinates for varying values of 2 
abscissas in the equation— 


y —a49—1. . (ст., ог units of length) (2) 


we obtain the familiar graph of a rectangular hyperbola, as 
indicated in Fig. 2; where O is both the origin of co-ordinates 
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Fic. 1.— Circular Sector and Fic. 2.—Hyperbolic Sector 
Circular Functions. and Hyperbolic Functions. У, 


х, у, and the centre of the hyperbola branch f'Af. The radius 
or semi-axis OA, on the axis of abscissas, is taken as of unit 
length. Аз æ increases from 1 to oc, y increases from 0 
to + ос, and the radius-vector OE moves its terminal E over 
the hyperbolic аге AEf. At any position, such as OE, at which 
the radius-vector makes a circular angle В with the X axis, the 
tangent Ef to the path of the moving terminal makes a cir- 
cular angle В with the Y axis; or a circular angle of 28 with 
a perpendicular to the radius-vector. As the radius-vector 
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rotates about the centre О, it describes * a hyperbolic sector 
AOE, a circular angle B=AOHE, and also a hyperbolic angle 
AOE. The magnitude of this hyperbolic angle may be defined 
in either of two ways, namely— 

(1) By the ratio of the hyperbolic are distance s described, 
during the motion, by the terminal Е, to the length p of the 
radius-vector ; 

(2) By the area of the hyperbolic sector AOE swept out by 
the radius-vector during the motion. 

Algebraic Definition of any Angle, Circular or Hyperbolic.— 
In the circular locus AEg of Fig. 1, or in the hyperbolic 
locus AEf of Fig. 2, let the rotating radius-vector OE generate 
at any time an element of arc of length— 


ds = „[(4у)? + (2). . . . . em. (8) 
and let 
p= Jy te... . . 1 « y (8а) 


be the corresponding instantaneous value of the radius-vector 
length. Then the element of angle described during the 
motion will be 


аВ = 40 = - circular or hyperbolic radian (numeric) (4) 


That is, the element of angle described in the circular locus of 
Fig. 1 will be a circular angle element dfi, and will be express- 
ible in units of circular radians; while the element of angle 
described in the hyperbolic locus of Fig. 2 will be a hyperbolic 
angle element d0, and will be expressible in units of hyperbolic 
radians. 

As the motion proceeds in Figs. 1 and 2 from an initial to 
a final position of the radius-vector, the ш angle described 
during the motion will Е 


В = 0 = $ circular or hyperbolic radians (5) 


In the case of the circular locus of Fig. 1, the radius- 


* Only the positive root of equation (2) is here considered, with the 
corresponding positive or counter-clockwise rotation of the radius-vector, 
| B2 
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vector p is а constant, and equal, by assumption, to unity; 
consequently, equation (5) becomes for the circular case 


В = - e = circular radians (numeric) * (6) 


where s is the length of the circular are described between 
the limits s, and з, while f is the corresponding angle in 
circular radians. 

In the case of the hyperbolic locus of Fig. 2, the radius- 
vector p varies. Consequently, equation (5) becomes for the 
hyperbolic case | 


0=/ — = » hyperbolic radians (numeric) T (7) 


where s is the length of the hyperbolic arc described between 
the limits s, and s; while p'is the integrated mean value of 
p during the motion, as defined by (7), and @ is the corre- 
sponding angle in hyperbolic radians. 

Angles in Terms of Sector Area.—In the circular sector of 
Fig. 1, or the hyperbolic sector of Fig. 2, the magnitude of the 
angle described by the radius-vector OE, between an initial 
and a final position, is numerically twice the area of the sector 
swept out by the radius-vector during the motion. Thus 
in Fig. 1, with the radius ОА — 1 cm., if the radius-vector 
describes the heavy arc A, b, c, d, E, then the circular angle В 
will be, in circular radians, double the sector area AOE in sq. 
cm.; or will be equal to the shaded double-sector area EOE’ 
in sq. cm. Similarly, in Fig. 2, with the radius OA = 1 cm. 
if the radius-vector describes the heavy arc A, 5, c, d, E, then 

0 will be, in hyperbolic radians, double the sector area AOE 
in sq. cm.; or will be equal to the shaded double-sector area 
EOE’, in sq. em. In Fig. 1, the circular angle AOE = is 

* The dimensions of all angles, whether circular or hyperbolic, are 
assumed in this discussion to be zero; so that an angle is accepted as 
а numerical quantity, notwithstanding the fact that the arc ds has a 


different direction in the Cartesian plane from that of the radius-vector p. 
T See Appendix L. 
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represented as 1 circular radian, and the double-shaded sector 
area is 1 sq. cm. if ОА — 1 cm. Similarly, in Fig. 2, the 
hyperbolie angle AOE — 0 is represented as 1 hyperbolic 


O i: 


Fic. 3.—A Circular Angle of 1 circular radian, in five sections of 0:2 radian 
ds 
each, expressed as 8 — S ra 


radian, and the double-shaded sector area is 1 sq. cm. if 
ОА — 1 em. 

It is evident that the hyperbolic angle 6 of the sector AOE 
in Fig. 2 must be carefully distinguished from the cir- 
cular angle f of the same sector. In the case represented 
0 — 1 hyperbolic radian; whereas f = 0°65087 circular radian 


(37° 17’ 837). 
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The preceding algebraic relations between arc and radius- 
vector ratios of circular aid hyperbolic angles are illustrated 
in greater detail by Figs. 8 and 4. In Fig. 3 each of the 
circular arcs AB, BC, CD, DE, EF possesses a length of 072, 
if the radius OA be taken as of unit length. Consequently, 
each of the circular angles in the sectors AOB, BOC, COD, 


— 


—-y003 


Fic. 4.—A Hyperbolic Angle of 1 hyperbolio radian, in five sections of 0-2 radian 
each, expressed as 0 = / — 
p 


DOE, and EOF is 02 circular radian. The total circular 
angle AOF of the sector AOF is thus 1 circular radian. 

In Fig. 4 each of the hyperbolic segments AOB, BOC, COD, 
DOE, and EOF contains a hyperbolic angle of 0:2 hyperbolic 
radian, the length of the ares AB, BC, CD, DE and EF, increas- 
ing as the hyperbolic angle increases, and also the lengths of the 
integrated mean radii-vectores p' which are indicated in Fig. 4 
for each sector. Consequently, the total hyperbolic angle of 
the sector AOF is 1 hyperbolic radian, the arc ABCDEF 
having a total length of 1:3167 units, if the radius OA be taken 
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as of unit length. The integrated mean radius-vector p' for 
the total hyperbolic angle of the sector AOF intersects the 
curve at f. 

For brevity, we may use the term “hyp.” as an abbreviation 
for the unit hyperbolic radian; so that in Fig. 4 we may say 
that each of the sectors contains, and each of the arcs subtends, 
a hyperbolic angle of 0'2 hyp.; while the total sector AOF 
contains, and the arc ABCDEF subtends, a hyperbolic angle 
of 1 hyp.’ | 

Hyperbolic angles and hyperbolic trigonometry are of great 
importance in the theory of electric conductors as used in 
electric engineering. 


TRIGONOMETRIC FUNCTIONS OF CIRCULAR AND HYPERBOLIC 
ANGLES. 


Trigonometry recognizes certain functions or ratios of 
lengths in connection with circular and hyperbolic angles. 
If we retain the initial radius as of unit length, the ratios 
become simplified into the numerical lengths of certain straight 
lines. In Figs. 1 and 2, XE is the sine, OX is the cosine, 
and А? the tangent of the angle of the sector, circular or 
hyperbolic.* 

It is evident that when the angle is very small, both the 
hyperbolie and circular sines are likewise very small; the 
hyperholic and circular tangents are likewise very small, while 
the hyperbolic and circular cosines are very nearly unity. As 
the angle increases through many radians, the circular sine 
periodically fluctuates between the limits + 1 and — 1, while 
the hyperbolic sine increases steadily from 0 to o. The 
circular cosine periodically fluctuates between + 1 and — 1, 
while the hyperbolic cosine increases steadily from 1 to œ. 
. The circular tangent periodically fluctuates discontinuously 
between + o and — «, while the hyperbolic tangent steadily 


* Reference is here made only to the numerical lengths of these 
functions; and their proper direction in the plane, real or imaginary, 
is ignored. 
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increases from 0 {о 1. Fig. 5 shows the graphs of the hyper- 
bolic functions for the first few hyps., the hyperbolic angle 
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being marked along the axis of abscissas, and the numerical 
value of the function along the axis of ordinates. 
In order to distinguish between hyperbolic and circular 
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functions, the letter A is affixed to the function when the 
hyperbolic function is denoted; thus, the sine, cosine, versine, 
tangent, secant, cosecant, and cotangent of a hyperbolic angle 6 
are respectively indicated by the customary notation— 

sinh 0, cosh 0, versh 0, tanh 0, sech 0, cosech 0, coth 0. 

By the process described in Appendix A, the standard 
formulas of circular trigonometry may be readily transformed 
into corresponding formulas of hyperbolic trigonometry. 1% 
wil be found that circular function formulas involving only 
first powers, in general transform into corresponding hyperbolic 
function formulas without change. "Thus the formula— 


sin 28 = 2 sin В cos f . . . numeric (8) 
transforms directly into— 
sinh 20 = 2 sinh 0 cosh 0.. . j (9) 


But circular function formulas involving squares, or second 
powers of functions, usually involve one or more changes of 
sign in hyperbolic transformation. Thus— 


соз?В + sin?f —1. . . . numeric (10) 
becomes— eosh?ü — sinh? —1.. . . . 5 (11) 
With this reservation in mind, it is not worth while pre- 
paring a special list of hyperbolic trigonometric formulas. 
They may be obtained from the corresponding circular trigono- 
metric formulas by transformation on inspection. Conse- 
quently, no appreciable additional mental labour is needed 
for memorizing formulas when learning to apply hyperbolic 
trigonometry, after the student has learned to apply circular 
trigonometry. The formulas already learned with the latter 
suffice for both. A short list of comparative formulas in circu- 
lar and hyperbolic trigonometry is given in Appendix В. 


CHAPTER II 


APPLICATIONS OF HYPERBOLIC FUNCTIONS TO СОМ. 
TINUOUS-CURRENT LINES OF UNIFORM RESIST- 
ANCE AND LEAKANCE IN THE STEADY STATE 


Perfectly Insulated Lines. Rectilinear Graphs.—Let us first 
consider a uniform conducting line such as a telegraph line 
L kilometers long, but perfectly insulated from the ground 
and from all other conductors. Such a line will have a 
uniform linear conductor-resistance of r ohms per km., and its 
total conductor-resistance will be Lr ohms; but it will, by 
assumption, be devoid of leakance. 

If we free the distant end B of this line AB, Fig. 6, and 
apply an e.m.f. of E, volts to the home end A, as by means 
of the battery shown, it is evident that all parts of the line 
conductor will take the same electric potential, and the graph 
of this potential as ordinates, to distance along the line as 
abscissas, will be the straight line AB parallel to the axis of 
abscissas. 

Again, if we ground the distant end B of the line, as in 
Figs. 7 and 8, the graph of electric potential will be the 
inclined straight line AB, Fig. 7, falling from E, volts at A 
to zero at В; while at any distance L, km. from A the potential 
will be 

e— E, —ILmr. . . . . volts (12) 


Moreover, since there is no current leakage along the line, 
the current strength will be the same at all points, and the 
current graph will be the straight line AB, Fig. 8, parallel to 
the axis of abscissas. 

Similarly, if the line instead of being either freed or 
grounded at B, is grounded there through some constant 
resistance, 16 is evident that the graph of potential along 

| 10 
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the line under an impressed e.m.f£. E, at A, would still be a 
straight line, but a straight line of lesser inclination than AB 
in Fig. 7; while the graph of current would still be a straight 
line parallel to the axis of abscissas, but a straight line lower 
than AB in Fig. 8. | 

Similar reasoning applies when an e.m.f. is applied at B, 
either alone, or in conjunction with an e.m.f. at A. 

А В 


FIG. 6 


CURVE OF POTENTIAL ALONG 
-== A PERFECTLY INSULATED LINE, 
T==- FREE AT THE DISTANT END 


FIG.8 


CURVE OF CURRENT 
STRENGTH ALONG A 
—-_ PERFECTLY INSULATED 


-Æ LINE, GROUNDED AT 
T THE FAR END. 


CURVE OF POTENTIAL 

ALONG A PERFECTLY 

== INSULATED LINE. 

GROUNDED AT THE FAR 
END. 


Consequently we may include all possible conditions under 
the statement that the graphs of potential and current over 
any uniform perfectly insulated conductor, in the steady state, 
are straight lines.* | 

Lines of Uniform Resistance and Leakance.—If now the line, 
instead of being perfectly insulated, has a uniform linear 
leakance of g mhos per km.; then if we free the distant end 
B, and apply an e.m.f. Ea to the home end A, as in Fig. 9, 
the graph of electric potential along the line will become 


* The steady state of current flow will be assumed to have been established 
in all cases considered. * 


12 APPLICATION OF HYPERBOLIC FUNCTIONS 


a catenary, or curve of hyperbolic cosines, such as AB, 
and the graph of current along the line will be a catenary- 
slope curve, or curve of hyperbolic sines, such as the dotted 
line Ab, Fig. 9. In the case there represented L = 500 
km. 7-10 ohms per km, and 9 = 05 x 1075 mho per 
km., or half а micromho per km. corresponding to a linear 
insulation-resistance of 2 megohm-kilometers. 


eo 
e 
we 
N 


Kilometers. 


Fia. 9.—Fall of Pressure and Current along a uniformly leaky line, free 
at the far end. 


Under these conditions, as shown in Appendix C, we obtain 
the following fundamental equations for potential and current. 
With no leakage— 

| Ea — 11.7 = е = Ев + 1. . volts (13) 
Ia =1= Íg. . . . amperes (14) 

With uniform leakage— 
E, cosh Іа — Iar, sinh L,a = e = Eg cosh L,a + Isr, sinh La 
volts (15) 


I, cosh La — Ai sinh La = t = Ig cosh Lia + 7 sinh „а 


amperes (16) 
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where E, and I, are the e.m.f. and current at A 


» Es » Ip » » » B 
» € „f j j - some intermedi- 
ate point, distant L, km. from А, and L, km. from B (Fig. 10) 
also— a=/rg . . . . hyp. рег кю. (17) 
To = ; e ә е е œ . • ohms (18) 


The constant a is to be considered as a hyperbolic angle 
subtended by unit length of line. It is called the attenuation- 


constant of the line. Its dimensions are I or а numeric 
length 


divided by a length. 
Е 


Le = -ranan a a [ а» ан б» an >= >» 


Fie. 10.—Diagram of Simple Ground-Return Circuit : A, Generator End; B, 
Motor or Receiving End ; P, Intermediate Point. 


The constant 7, is to be considered as a characteristic 
resistance pertaining to the line. It is the resistance which 
an indefinitely long line, of the given linear constants r and g, 
would offer at either end say A, as measured to ground, 
whether the other end were freed, grounded, or left in any 
intermediate condition of ground through resistance. It is 
called the surge-resistance of the line. In the case of the line 
considered with Fig. 9, the surge-resistance is— 

T, = А/10 x 2,000,000 = 4472 ohms. 

The attenuation-constant for the case indicated in Fig. 9 is 
a=,/10 x 05 x 1079 = 0:002236 hyp. рег km. The physical 
meaning of the constant is that when an impressed e.m.f. E 
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volts is applied to one end of a line, which is either indefinitely 
long, or is grounded at the distant end through a resistance 
equal to the surge-resistance of the line, the potential at a 
distance of one km. from the home end will have fallen from 
E to Ee—* volts, where e is the base of Naperian logarithms, or 
2°71828. In each and every unit length of line the potential will 
fall by the factor e—*. Consequently, after І, km. the potential 
will have fallen to Ke—* volts. The factor e—* is called the 
normal attenuation-factor for the length L, Thus, in the 
case of the line represented by Fig. 9, with an attenuation- 
constant of 0:002236 hyp. per km., if an e.m.f. of say E, = 200 
volts be impressed at А, and the line 1з grounded at B through 
4472 ohms, the potential at 1 km. from А will have fallen to 
200 0002286 — 199:552 volts. The potential in each and every 
km. will fall by 0:2236 per cent., and, after running 500 km., 
the potential will fall to 200 2—1118 = 200 х 0:3269 = 65:88 volts. 
The normal attenuation-factor for 500 km. of this line is 
therefore 0:3269. If the line were grounded at B through 
more or less than r, ohms, the attenuation-factor would be 
greater or less than the normal. 
Angle subtended by a Uniform Line. —A uniform line pos- 
sesses, or may be said to subtend, a hyperbolic angle— 
6=La=Liurg=/SRG.. . hyps (19) 
where R = Lr is the total conductor-resistance of the line in 
ohms, and G = Lg is the total dielectric conductance of the 
line in mhos. That is, the angle of the line in hyps. is the 
geometric mean of the conductor-resistance and dielectric 
conductance. The angle of a uniform line increases directly 
with its length. The attenuation-constant a, in overland tele- 
graph lines, varies between the approximate limits of 10- and 
107? hyp. рег km., according to the condition of insulation. 
If we take 1000 km. as the greatest length of telegraph line 
likely to be operated in a single section, without repeaters, the 
angle of such a line may vary between the limits of 0:01 and 
10 hyps. In practice, however, the line would probably cease 
to be workable telegraphicaly when the leakance became 
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sufficiently great to bring the line angle to 4 hyps., for which 
the normal attenuation-factor is £ or 0°018; so that the 
received current would be only 1:8 per cent. of the current at 
the sending end, if the receiving end were grounded through 
a resistance equal to the surge-resistance of the line. A 
uniform line is а more efficient transmitter of current from 
the generating to the receiving end as its line angle is reduced ; 
although not in simple proportion. 

Trigonometrical Properties of a Simple Uniform Line in 
Relation to its Angle. Distant End freed.—lIt is easily shown 
from equations (15) and (16), substituting the proper terminal 
values of potential and current, that when a line of angle 0 is 
freed at the distant end, with a steady e.m.£ E, applied at the 
home end, the resistance offered by the line at the home 
end (see Appendix C) is.— 

| К; = т, со Ө. . . . . ohms (20) 


the current entering the line is— 


І; = Ёл tanh 0 = Ea 


r r, coth 0 


о 


. amperes (21) 


and the potential at the distant free end is— 


E 


Table I gives the potential at the distant free end of a line 
as a decimal fraction of the e.m.f. impressed at the home end, 
for different lengths of line and various attenuation-constants. 
Thus, with a line of attenuation-constant 0:0025 hyp. per mile 
or km., and a length of 500 miles or km., the line angle would 
be 1:25 hyps, and the Table shows that the voltage at the 
distant free end would be 0°53, or 53 per cent. of the impressed 
voltage. 

Distant End grounded.—Similarly operating upon the funda- 
mental formulas (15) (16) we have, with the distant end of the 
line grounded, the line resistance offered at the home end— 


R,-r,tanh0. . . . . ohms (23) 
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TABLE I 


POTENTIAL AT DISTANT FREE END, wirH Unit E.M.F. IMPRESSED ON LINE 
AT Home END. CoNwTINUVOUS-ÜURRENT CASE. 


0:001 | 0: 0:005 | 070075 | 0-01 


The current entering the line at the home end is— 


I, — ВА coth 0 = — . . amperes (24) 


The current escaping to ground at the distant end is— 
Е 
Is = ташаб‘ * amperes (25) 
So that the line behaves at the distant end as though it had 
a line resistance 7, sinh @ ohms without leakance. This ap- 
parent resistance of the line, as judged at the distant grounded 
end, is called the receiving-end resistance grounded, It is 


R =r sinh0 . . . . . ohms (26) 


Apparent Home-End Resistance of a Uniform Line. —It is 
evident from formulas (20) and (23) that— 


B | 1 R 
r, = МЕЕ, = dale . . ohms (27) 


or, that the surge-resistance of a uniformly leaky line is the 
geometrical mean of its apparent resistances when freed and 
grounded, respectively, at the distant end. When the line is 
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electrically long, 7. е. when 0 is over 2:5 hyps., tanh 0 ascend- 
ingly approaches unity within less than 0°5 per cent., and 
coth 0 descendingly approaches unity within less than 0:5 per 
cent.; so that the apparent resistance offered by an electrically 
long line converges to the surge-resistance r,, whatever the 
condition of the distant end. Moreover, dividing (23) by (20) 
obtain— 


tanh 0 = Ve Ec e e 5 . numeric (28) 

7 
so that— 0 = tanh- ЧЕ B^ « « 5. . hyps. (29) 
and— а= : . e e o . hyp. perkm. (30) 


Consequently, if the apparent resistances Ry, R,, of the line 
are correctly measured at either end, the values of r, and a are 
determined with the aid of tables of hyperbolic functions,* and 
from these the corrected linear constants of the line are found 
by the relations— 

r=ar, . e . . ohms per km. (81) 


and— I= ‚ e o . mhos perkm. (32) 
Thus, if a telegraph line, when freed at the distant end, was 
observed to offer a resistance К, = 5912 ohms, and when 
grounded at the distant end, a resistance R, = 4434 ohms, the 
surge-resistance of the line would be r, = 4/5912 x 4434 = 
5120 ohms, and the angle of the line 0 = tanh -14/5555 = 
tanh! 0:86608 = 1:317 hyps. If the line is known to have a 
length L of 800 km., the attenuation-constant, or linear angle, 
; 1:317 
5 “800 


= 0-001646 hyp. per km. Consequently, the inferred 


* The best tables of hyperbolic functions of real hyperbolic angles are 
Por Hyperbolic Functions, by G. F. Becker and C. E. van Orstrand, 

mithsonian Institution, Washington (D.C.), 1909 ; and Tafeln der Hyper- 
belfunctionen und der Kreisfunctionen, by Dr. "W. Ligowski (Berlin: 
Ernst & Korn, 1890). See also Appendix to Dr. J. A. Fleminy's Tne 
Propagation of Ele:tric Currents (London : Constable & Co. E 
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true linear resistance of the line is 7 = 5120 x 0:001646 = 
8:428 ohms per km. and the inferred true linear leakance is 


0001646 _ 0.8215 x 104 =a (3,110,600 ohm-km. linear 


I = -5120 | 
insulation resistance). The apparent or uncorrected values 


would have been 7! = an = 5:543 ohms per km., and 
1 mho 
| ee ET ф. ШО 
9 = 5619800 — 02114 X 107 йш. 


2 
= 
> 
e 
N <+ 
= | 
о ык 
> О 
© > 
со | | | | vod 5w | 5w | 5w j 5e; 
' Sw i; i Н bcc АКМ Comer 
TERRE е & Киа 
Fie. 11.—Diagram of four kilo- Fie. 12.—Diagram of four kilo- 
meters of line with 10w per loop meters composed of two separate cir- 
kilometer and 2 megohm-kilometers. cuits with ground return, each having 
5w per kilometer and 1 megohm- 
kilometer. 


The constants а and r, are more important in the theory of 
long uniform electric conductors than the constants r and g. 
The former may therefore be called the characteristic constants 
or characteristics of a line; while the latter are the secondary 
constants, 

Characteristics of Loop-Lines and of Wire-Lines—We have 
hitherto discussed the characteristic constants a and r, of 
single-wire lines with ground-return circuit, such as are used in 
wire telegraphy. We now proceed to discuss the characteristics 
of loop-lines such as are used in wire telephony. 

In Fig. 11 a loop-line or metallic circuit is indicated, 4 km. in 
length, with an e.m.f. of E, = 80 volts impressed at the sending 
end, and a load of o, — 200 ohms resistance at the receiving 
end. The linear conductor-resistance is r, —10" per loop-km., 
and the linear insulation-resistance is 2 megohm-kilometers 
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representing a linear dielectric leakance g, = 0:5 x 10-5 mho 
per loop-km. The same system is represented in Fig. 12 
with respect to а symmetrical dividing line of zero electric 
potential or neutral plane of ground potential No change 
in the distribution of potential, current, resistances, or power 
would be made by connecting the dividing line to ground, or 
by separating the two halves of the system, and completing 
each portion by a perfectly conducting ground return. In 
each half of Fig. 12, we have then an impressed e.m.f. of 
E, = E,,/2 = 40 volts, a load resistance c, = o,,/2 == 100 ohms, 
a linear resistance of 7, = r,,/2 = 5 ohms per wire-km., and a 
linear leakance of g, = 27,, = 10-5 mho per wire-km. 

The characteristics of each half of the system in Fig. 12 are— 


a, = Af 7,9, = 4/5 х 106 —2:236 x 10- hyp. per wire-km. (33) 
т, =r/7,/9,=/5 X 10° = 2236 . . . ohms per wire (34) 

'The characteristics of the double-wire system in Fig. 11 are— 
a,,=r/7,9,, = AJ 10 x 05 х 1079 = 

| 2:226 x 10°. . hyp. per loop-km. (35) 

= A7, = а, 
Ton 7 JT lI = 10/05 x 107 = 4472 ohms per loop (36) 

/ 2r, rA 
= = "I — = 2r ur 
9 9, 

Consequently, the attenuation-constant has the same value 
whether computed from the linear resistance and conductance 
per loop- or per wire-kilometer. The surge-resistance of a 
loop circuit is twice the surge-resistance of each half considered 
as a wire circuit to neutral plane. The impressed e.m.f is, 
however, also twice as great in the loop circuit as in each 
wire circuit; so that the current in the loop is the same as 
the current in each wire. 

It is, therefore, a matter of indifference, in computing an 
attenuation-constant a or a line angle 0 = La, whether we 
use secondary constants 7 and g per loop-mile or per wire- 


mile. In computing the surge-resistance, there is an obvious 
с 2 
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ratio of 2:1 in the two cases. We shall, therefore, continue 
to discuss single-wire circuits, for the greater simplicity of 
conception and representation, with the understanding that 
looped circuits are thereby included. 

Characteristics with respect to Unit of Length.—It is evident, 
from an inspection of (17) and (18), that if we change the 
‘unit of line length, say by using the mile instead of the km., 
the attenuation-constant will be increased in direct propor- 
tion to the size of the unit, whereas the surge-resistance will 
not be affected. Thus, a line of linear resistance 1°0 ohm 
per wire-km., and linear leakance of 1 micromho (10-9 mho) 


69 о о Ф Ф е ° е е» оо W woe 60 о @ 
e 


G^ . 5 . * е ° ° 


Fic. 18. —Uniform Line with distributed resistance and leakance. 


per wire-km., would have an attenuation-constant of 0'001 
hyp. per km., or 1 mill-hyp. per km., and a surge-resistance 
of 1000 ohms. The angle subtended by 1000 km. of such a 
iine would be 1 hyp. The same line would necessarily have 
a linear resistance of 1:609 ohms per wire statute English 
mile, and a linear leakance of 1:609 x 10-9 mhos per wire 
statute English mile; while its length would be 6211 English 
statute miles. Оп this basis, the attenuation-constant would 
be a = 1:609 x 10 hyp. per mile, the angle subtended by 
the whole line would be 1 hyp., and the surge-resistance would 
be 1000 ohms as before. "That is, attenuation-constants taken 
with reference to the English statute mile are 1:6093 times 
those taken with reference to the international kilometer, but 
neither line-angles nor surge-resistances are affected by such 
references. The hyperbolic angle and the surge resistance of 
a line are its primary constants, and are invariants with respect 
to units of line length. 
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Trigonometrical Properties of an Angular Point on a Line.— 
If we consider the uniform line AB, Fig. 13, in any steady 
state with the distant end B either free or to ground, and an 
electric potential of U, volts applied at the home end A, we 
may define the point P on the line as an angular point, if its 
distance from B is measured by the hyperbolic angle д hyps. 
The home end А has the angle 0 — La hyps. We then find 
from (15) and (16)— 


With В бә ^ Up = 0, 20919 volts (37) 
Ip = I4 mE . . . . amperes (88) 

Rp = Ra cor : ‚ ohms (39) 

With B grounded, Up = Us ... . . volts (40) 
Ip = nos А . amperes (41) 

Rp = Ra > CC ohms (42) 


Particular Case of Very Short Lines. Approximate Formulas. 
—When a uniform conducting line is electrically very short, 
1. e. when its angle @ is very small, say not exceeding 0'1 hyp., 
we may without much error substitute— 

0 for sinh 0 
, cosh 0 
, tanh 0 


, cosech 0 
„ sech 0 
„ coth 0 
We then have with the distant end free, by (20), (21) and (22)— 
To. Д 
К = r 0. 5. . . Ohms (48) 


L, = Ёа . . . . . amperes (44) 
Es= Ea. . .. . . . volts (44a) 


Q| = ale @ кч 
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and, with the distant end grounded, by (28), (24) and (26)— 
R,=7,90=R.... . ohms (45) 
I, 2E,/R . . . . amperes (46) 
К, = 7, 0 = К . . . . ohms (47) 


Or the conditions become equivalent to those of a very short 
line of resistance R ohms, and of very small leakage conduct- 
ance G mhos. 

Particular Case of Short Lines. Approximate Formulas.—W e 
may regard a line as a short line, although not a very short 
line, when its angle lies between 071 and 0°5 hyp. In the case 
of short lines, we may use two terms in the expansions by series 
of the trigonometric functions (Appendix B) and substitute— 


63 ; 
0 ta — ‚ for sinh Ө 


| 
1+ 5 " cosh 0. 
0-5 „ tanh 0 
02 „ cosech 0 
1-5 „ sech 0 
ats „ coth 0 


We then have with the distant end free, by (20), (21) and (22)— 
1 0 R,1 
Ry = a +5) =3 tg 7X f e ө ° ohms (48) 


І, = E,G( 1 -5)= Гут . . amperes (49) 
tg 
Es = E.(1- 5) = ы – 23). volts (50) 


That is, a short line offers a resistance at the home end 
when freed at the distant end, as though all its leakance were 
applied as a single leak one-third of the line length away from 
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the home end. The potential at the far end also behaves as 
though the leakance were lumped and applied as a single leak 
half-way along the line, the drop of pressure in the line being 


then E,G: Š volts, 


Similarly, we have with the distant end grounded, by (23), 
(24), and (26)— 


R, = R(1 — 2 = R(1 — 2) . . ohms (51) 


L.- A + e) = E (d + s) . amperes (52) 


2 
R = R(1 ЕВ а, = R(1 + oe) . . ohms (53) 

That is, a short line offers a resistance at the home end, 
when grounded at the distant end, as though the leakance 
were withdrawn and one-third of it were applied as a single 
leak at the home end. The current escaping to ground at 
the far end behaves as though two-thirds of the lumped 
leakance were applied as a single leak at the middle of the 
line. 


Angle subtended by a Terminal Load.—If instead of 
grounding a line at the distant end directly, we ground it 
through a resistance o ohms, the effect is the same as though 
a certain angle were added to the line at the distant end. 
Thus, Fig. 14 represents a uniform line AB of angle 6, 
grounded at B through a terminal load resistance CD =o ohms. 
The angle 6’ subtended by this load is such that 


tanh 9 -—. 00 © e o'o » Mumeric (54) 
ог —— & = tanh-(*) © + « o Пур. (55) 


This load angle therefore depends not upon the absolute 
value of the load-resistance, but upon the ratio which the load- 
resistance bears to the surge-resistance of the line to which it 
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is applied. Three cases have to be distinguished with con- 


: . ; 0. 
tinuous-current lines, according as "ES less than, greater than, 
о 


or equal to, unity. With alternating-current lines, the dis- 
tinction becomes unnecessary. 

First Case. Terminal Load- Resistance less than Surge-Resist- 
ance.—If о is less than v, the equivalent terminal load angle 
6’ is easily found from a table of hyp. tangents. Thus, if a 


-e& сё 
ы Ы 
d : 
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Fic. 14.—Uniform Line grounded through a terminal load with an increase in 
line-angle. 

line AB, 500 km. long, has r = 4 ohms per km, and g = 10% 
mho per km., its conductor-resistance R will be 2000 ohms 
and its dielectric leakance G will be 5 x 10~ mho. Its angle 
will be 6=,/2000 x5 х10-* = 1 hyp., and its surge-resistance 
_ 5600 
45х10“ 
a terminal load-resistance (CD, Fig. 14) of, вау, о = 500 ohms, 
the angle of this load will have as its tangent o/r, = 500/2000 
= 0:25. The angle is thus found by tables to be 0725542 hyp. 
The angle at A subtended by the terminally loaded line is 
6, = 0 + 0 = 125542 hyps. 

The resistance offered by the terminally loaded line at A is 
therefore by (23) through extension of the line angle— 


R = r, tanh дА = 7, tanh (0 4-0) . ohms (56) 


= 2000 ohms. If this line is grounded through 


To 
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The current escaping to ground at distant end is by (25) (41)— 
Ie = Ea cosh 0 Е, cosh 6” 

P qsnhó,  r,sinh (6 + 0) ` 
so that by inserting the resistance o in the ground path the 
receiving-end resistance of the line is increased from R, = 
r, sinh 0 to— 


amperes (57) 


R = aa x б) . e e . ohms (58) 

= r, sinh 0--ocosh 0. . . ohms (59) 

Formulas (40), (41), and (42) will be found to apply for any 

point P of the line AB; that is, for any angle 6 between 0' 

and (0 + 0^. The terminal load o has no angle of its own, 

but gives to the end B of the line a virtual angle of ©. 

Formulas (40) to (42) will therefore not hold for values of д 

less than 6'. 

The potential at B is by (40)— 

Us = E, iub (ey . . . volts (60) 

In the case considered, the terminally loaded line would 

offer at А a resistance of 2000 х 0:84979 = 1699:58 ohms. 

The current which would escape to ground would be the 

current escaping through the junction BC, and by (41) or (57), 


100 x 1:03279 | 
would be, with 100 volts applied at А: 2000 x 61916 161916 0 032 
Ф 025817 
ampere, and the potential at B, 100 x 161916 = 16:0 volts. 


Second Case. Terminal Load-Resistance greater than Surge- 
Resistance—If о is greater than r,, we apply formulas (87), (38), 
and (39), instead of (40), (41), and (42). That is, the line 
condition is considered as though modified from the freed 
state. 

The angle of the terminal load at B is now— 


0 = со! P», = tanh" @ . . . hyp. (61) 


which is found by a table of tangents. The angle at the home 
end А is then ô, = 6+ 0' as before. 
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The resistance offered by the line as measured at A is by 
(20)— 
Ry =r, coth à, = r, coth (0 + 0). . ohms (62) 


The potential at B is by (37)— 


cosh 0 


Un — йл үе Ө) € © о е 


volts (63) 


The current escaping at B through the load to ground is 
by (88)— 
E, sinh @’ Ea 


Ip = 7, cosh (0 + 6’) ш r sinh 6+ocosh@ ` amperes (64) 


That is, the formulas of (37), (38) and (39) apply between 
the limits ô = 0' and ô= 0+0; but fail for lower values, 
ог in attempting to apply an angle within the load-resistance 


CD. 


Third Case. Terminal Load equal to Surge-Resistance.—In 
this case the angle given to the end B by the terminal load 
is infinite, either by (55) or (61). This means that the voltage 
and current fall off exponentially. The resistance offered by 
the line at A, or at any point on the line beyond A, is 7, ohms, 
as already noticed on page 14. The potential at any point 
P, whose angular distance from A is £ hyps., is— 


0, = О, её .. . . . volts (65) 
the current at the same point 1s also— 
І, = 1, ef . . . . amperes (66) 


the current at the sending end is— 


= 2%. e +» e . amperes (67) 


and at the receiving end— 
Is = 1,85 = І, e-%. . amperes (68) 


This is the case of normal attenuation referred to on 
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page 14. In the case of a very long line, when 0 is over 
e 
4 hyps., sinh Ө becomes very nearly 2 and the receiving-end 


T, €° 
E 


impedance direct to ground The current escaping to 


ground over a very long line is thus— 
I, = 21, 25%. . . . amperes (69) 


or double the current through a terminal load equal to the 
surge-resistance. 


CHAPTER III 


EQUIVALENT CIRCUITS OF CONDUCTING LINES IN 
THE STEADY STATE 


IT is evident, and has been quantitatively demonstrated in 
the last chapter, that any given uniform conducting line in 
the steady state offers a certain resistance at the sending end, 
and also offers a certain receiving-end resistance at the re- 
ceiving end. That is, the line system, with its distributed 
resistance and leakance, may be replaced by a certain equivalent 
resistance, or group of resistances, at the sending end, and the 
same proposition applies also to the conditions at the receiving 
end. Pursuing this inquiry, it may be proved that there exist 
an infinite number of groups of resistances which, in the steady 

state, may replace the actual uniform line, with its distributed 
constants, both at the sending end and at the receiving end. 
So that, if we select any one of this infinite number of resist- 
ance groups and substitute it for the line, there will be no 
change made, by the substitution, in the distribution of poten- 
tials, currents, or powers external to the group or equivalent 
line conductor. Such an equivalent group of resistances, 
capable of being substituted for the line without disturbing 
the electrical conditions outside the line, is called an equivalent 
circuit of the line. 

Although an infinite number of equivalent circuits, made up 
of four resistances, exist for any given line, and a fortiori of 
more tlian four resistances, yet there are only two equivalent 
circuits that can be made up of three resistances, and none of 
less than three. In the case of a single uniform line, either 
unloaded or symmetrically loaded, one of these triple groups 
of resistances is a star group of three branches, or a T of 


resistances, two arms of the T, or two branches, being equal. 
28 
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and disposed in series to represent the line resistance, and the 
third branch, or staff of the T, a resistance in derivation, acting 
as a leak, or leakage conductance. The other triple group of 
resistances is a delta group, or triangle group, of three branches, 
ora П, one branch, the architrave, being disposed in series, to 
represent the line resistance, and the two other resistances, 
which are equal, are in derivation, and form the pillars of the 
П, acting as equal leaks or leakage conductances. , In Fig. 15 
we have at AB a diagram of a single uniform line of total 
actual conductor-resistance R ohms and total actual leakance 
G mhos. The angle of the line is 0 hyps. The surge-resist- 
ance of the line is z, ohms.* The surge admittance of the 
line is y,=1/z, mhos. 

At А'В (Fig. 15) is shown the equivalent T of the actual 
line AB, consisting of the two arms A’O and OB’, each equal 
to a certain resistance of p' ohms, and the staff OG' of a certain 
resistance R’, with corresponding conductance g’. 

At A” B” (Fig. 15) is shown the equivalent Т of the actual 
line AB, consisting of the architrave resistance p” ohms in the 
line or series circuit, and of two pillar resistances each equal 
to R” ohms, one connected in derivation or as a leak at A”, 
and the other in derivation or as a leak at B", each having a 
conductance of g” mhos. 

It is shown in Appendix D that the T group A'OB'G' is the 
equivalent of the uniform line AB, when the equal resistances 
of the arms and the conductance of the staff are each adjusted 
to a certain definite function of the line characteristics. What 
is true of the equivalent 7' in this respect is necessarily true 
of the equivalent J, because, by a known theorem, a certain 
resistance delta is always the external equivalent of а given 
resistance triple star, as shown in Appendix E. 

Although, as has been said, an infinite number of four or 
more branched equivalent circuits exist for any given line, yet 
the term “equivalent circuit" may be understood in what 
follows to denote one or other of the two sole equivalent 


* The symbol z, is here used for surge-resistance, instead of r, in antici- 
pation of the alternating-current case to be discussed later on. 
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circuits with three branches, viz. the equivalent T and the 
equivalent П. Sometimes it is convenient to replace a line by 
its equivalent Т'; at other times it is preferable to replace it 


А «---- -. GR = 0 = 1а. ..... >B 
= sink? 25 Z,= [p'(p'+2R’) 


= Pp coth 9. = R'sinh Ó 


= sinh" L, = f 1 2, a А E = R" 
2R* 
v " 0 
\---------у ек Аче с. “р А ETC SUPR, ry шт. =i fanny 
G 


Fic. 15.—A Single Uniform Line and its equivalent circuits with the mutual 
quantitative relations. 


by its equivalent //; consequently, both equivalent circuits 
will be discussed at length, especially because, although in 
the continuous-current case, both the T and the Z equivalents 
of a line have physical significance and can be actually con- 
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structed of resistance coils; yet in the alternating-current case, 
either the equivalent T or the equivalent 77 may have arith- 
metical meaning only, and may be devoid of simple physical 
significance; so that it cannot be constructed out of a simple 
association of resistances and reactances. 


Equivalent T.—As indicated in Fig. 15, the following values 
must be assigned to the parts of the T in order that it may be 
externally equivalent to the uniform line AB. Calling р the 
value of each arm resistance, and g’ the value of the staff 
conductance— | 


р' = 2, tanh 2 = 2, coth 0— R . . . . ohms (70) 


9 =y,sinhO . . : . . . mhos (71) 
or, since the total conductor-resistance R of the uniform line 
is by (19) and (27)— 

R20. . . . . . . ohms (72) 


and the total leakance of the uniform line, by (32), is— 
G=y,0. . . . . . . mhos (78) 


we may construct the nominal T of the line, by placing in each 
arm half the actual resistance of the uniform line, that is— 


=з 00. 6 5. . . Ohms (78а) 
and in the staff, the actual total leakance G of the uniform line. 
This nominal 7 will, however, fail to be equivalent to the 
actual uniform line; because, although the total conductor 
resistance and the total leakance of the nominal T' are respect- 
ively the same as the total conductor-resistance and leakance 
of the line; yet in the nominal T the leakance is collected into 
one lump and placed at the middle of the line; whereas in 
the line the leakance is distributed. The nominal T has, there- 
fore, an error due to the lumpiness of the leakance; whereas 
in the equivalent T this error is eliminated. The correcting 
factor which must be applied to each arm of the nominal 7, 
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in order to convert it into the corrected value, or arm of the 
equivalent T, is— 
z) 
tanh (5 


wt m V ow cus d 
2 


/ 


numeric (74) 


_ This factor approaches the value 1 as 0 becomes very small. 
It tends to diminish with increasing real values of 0. ‘hat is, 
the arms of an equivalent 7' are always smaller than those of 
the corresponding nominal T of a continuous-current line, and 
tend to become smaller as the angle of the line increases. 

The numerical values of k , are, however, subject to great 
fluctuations in the alternating-current case. 

Similarly, the correcting factor which must be applied to 
the conductance in the leak of the nominal T is— 


hy, = "910 оа. numeric (75) 


а quantity which commences at 1 when 0 = 0, and increases 
indefinitely with 0. Consequently, the correcting factor of 
both leak and arms is unity for а very short line; or the 
equivalent 7' degrades into the nominal T for 0 = 0; but as the 
line angle increases, the equivalent T diverges from the nominal 
T, the equivalent T arms diminishing relatively in resistance, 
and the equivalent T leak increasing relatively in conductance, 
in the case of a continuous-current system. 

Equivalent II.—As indicated in Fig. 15, the following values 
must be assigned to the parts of the Л in order that it may 
be externally equivalent to the uniform line AB. Calling p” 
the value of the architrave-resistance, and g” the value of the 
conductance in each pillar— 


p” =z sinh Ө... . . . ohms (75a) 
y” — y, tanh б. 0. . 5. . mhos (76) 


or, since the total conductor-resistance R of the uniform line 
is 2,0, and the total leakance у 0, we may construct the 
nominal П of the line by placing in the architrave the total 
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actual line-resistance 2,0, and half the total leakance in each 
pillar; that is, we assign a conductance of You to each pillar of 


the nominal /7. Аз before, the nominal Т will have a lumpi- 
ness error, and this error is avoided in the equivalent 77. The 
correcting factor which must be applied to the nominal archi- 
trave-resistance in order to convert it into the equivalent MI 
architrave is— 


k= sinh 0 


m x * * numeric (77) 


Similarly, the correcting factor which must be applied to the 
conductance in each pillar of the nominal /7 in order to convert 
it into the equivalent J pillar is— 


tanh (5) 


Gu = 0 ° numeric (78) 


— 


2 


It is evident that the correcting factors of the nominal T and 
П are the same, but mutually inverted, the correction tending 
in the continuous-current case (0 a real numeric) to increase 
the line-resistance of the /7 and to diminish the leaks in the 
pillars. 

Аз a numerical instance, we may take a uniform line of 
_L=100 km, 7—20 ohms per km., g = 20 x 10% mho per 
km.; so that 0 = 2 hyps., and r, = 1000 ohms. Fig. 16 shows 
the nominal T and Д of this line, as well as the equivalent 
T and П. It will be seen that the nominal circuits each place 
2000 ohms in the line, and 2 millimhos of leakance in total 


derivation. The correcting factor dE 1:81343, and the 


2 
tanh 1 is 0761594. Applying these correct- 


correcting factor 


ing factors, we obtain the equivalent circuits. Either of these 
equivalent circuits may be substituted for the uniform line AB, 
without disturbing in any way the external conditions, whether 


e.m.f. is applied at either or both ends of the line. 
D 
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Assigning a Uniform Line Equivalent to a Symmetrical T or II. 
Reversion of Equivalent T.—Just as we have seen that to any 
given uniform line there corresponds one, and only one, sym- 
metrical T or Л which is its perfect external equivalent in the 


Nominal T 


Gqnivolent T 


Fig. 16.—Nominal and Equivalent T's and П'з of a Uniform Line. 


steady state; so, conversely, to any given symmetrical 7 or JI, 
there corresponds one, and only one, uniform line with distributed 
constants. 

Suppose a symmetrical T given, as in Fig. 15, A’OBQ@’, with 
two equal arms of p ohms, and a leak of у mhos. Then the 
apparent angle of this line, treating it as a nominal T of total 
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line resistance R = 2р ohms, and total line leakance G = 7' 
mhos, would be by (19)— | 

0 = 4/2)". у . . . apparent hyps. (79) 


and the apparent semi-angle or apparent angle of half the line 
would be— 


0_ Jeg 

ә = y 9 . . . apparent hyps. (80) 
But this semi-angle cannot be correct, because it is based on a 
lumped leakance instead of a distributed leakance as assumed 
in (19). The correction-factor by which the left-hand member 
of (80) must be multiplied, in order to eliminate this error of 
assumption, is— 


= 5. 5. 5. пишепе (81) 


That is, the formula (80) becomes on correction— 


20 Jeg и 
sinh 5 = 4/ g + 5 + numeric (82) 


or the angle of the required equivalent uniform line is— 


9 = 2 sinh Af FF. 2... hyps (83) 


— 


= 2 sinh” (84) 


p 
ә ' TE x 
if R = E 18 the resistance of the staff-leak in ohms. 
Again, if we proceed to form the surge-resistance of the line 
corresponding to a nominal Т, we have, by (27)— 
„= ©.. « 5. « Ohms (85) 


But applying this process to the equivalent T, Fig. 15, with 2p’ 
instead of R and 7 instead of G, we obtain an apparent surge- 
resistance 7, ; namely— 


Pp T" 
т = А, a = ,/2p'R’ . . apparent ohms (86) 


which contains a lumpiness error. The correcting factor which 
D2 
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must be applied to the left-hand member of (86), in order to 
arrive at the true surge-resistance 7, of the equivalent uniform 
line, is— 


ky» = cosh : = s 1+ > . « . numeric (87) 
where 0 is obtained from (83) or (84). Consequently— 
r, = 1', cosh f = cosh 4 TE 2p = R’ sinh Ө ohms (88) 


i 2- APTE = pleoths „ (89) 


Reversion of NM П.—1 a symmetrical П is given, like 
that in Fig. 15, we may proceed to determine the uniform line 
which is its external equivalent. If the JZ were a nominal M, 
we should have R = p”, and G = 2g”. In that case, the angle 
of the line would be, by (19)— 


Ө = Jp'2g". . . . apparent hyps. (90) 
and the — of the line would be— 

б = ATE Dura ‚ . . apparent hyps. (91) 
But owing to the fact that E П is an equivalent, and not a 
nominal JZ, this equation contains a lumpiness error. The cor- 
rection-factor which must be applied to the left-hand member 


of (91), in order to eliminate this error, is— 


sinh (2) 
ONE 


That is, the formula (91) becomes on correction— 


ky = numeric (92) 


sinh 2 = og . e . . numeric (98) 


or the angle of the required equivalent uniform line is— 


Ө = 2sinh"? АГИ» = 2 sinh! v5 - . . . hyps. (94) 


= 2 tanh"! "E PI a tanh ү „ (95 
rg трут 9 9 
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Again, if we proceed to form the surge-resistance of the line 
corresponding to a nominal /7, we have as in (85)— 


r” = \/ f- уу = ^/ E с. . apparent ohms (96) 


which contains a lumpiness error. The correcting factor which 
must be applied to the left-hand member of (96), in order to 
arrive at the true surge-resistance 7, of the equivalent uniform, 


is— 
" 0 | 2 | 
k,n = sech = Мрт" ' numeric (97) 


where 6 is obtained from (94) ог (95). 
Consequently— 


т = T." sech m sech у А/ Р © e © e o Ohms (98) 
o о 9 9 g" 


— 77 z е 0 1 
— R” P — R” e pet р _ 
= А ЖИГИ SR шша а 9 


General Equivalent Circuit Formulas—We may write down 
the values of the elements in the equivalent circuits of a line in 
terms of the observed resistances Ву and R, of the line at the 
home end when freed and grounded respectively at the distant 
end. For the equivalent 7 we have— 


f=B (1-1-7). . « ohms (100) 


R' = К, NI 1 — E о а е ө е n (101) 


and for the equivalent JI, we have— 


p^ N - ааа (102 


"oo P Г, ‘ 
R =B (1+4/1- 4") 2 (103) 
from which— 
? R” 
= SR. a.» (104) 


p'[g" = р" |7 =R" P = К = К, К, = ту = R/G=r,? ohms? (105) 


„г? 


o'g' = p" y” = cosh Ө — 1 = versh 0 = 2 sinh? 2 numeric (106) 
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Artificial Lines.—Artificial lines are either single- or double- 
wire lines, according as they are of the telegraphic or tele- 
phonic type. All double-wire artificial lines may be divided 
symmetrically into a pair of single-wire lines, each operated 
to neutral or zero-potential plane in the manner indicated in 
Figs. 11 and 12. Consequently, it is only necessary to discuss 
the behaviour of single-wire artificial lines. In the continuous- 
current case, such lines are made up of uniform sections of 
line resistance in series, and leakance in derivation. A par- 
ticular case of such an artificial line of five sections is illustrated 
in Figs. 17, 18 and 19. Each section consists of a symmetrical 
T having 250 ohms in each arm, and a leak of 250 micromhos 
in the staff. Consequently, by what has been seen in relation 
to the equivalence of a uniform line to а given symmetrical 7, 
it follows that each such section is externally equivalent to 
a corresponding section of uniform line with distributed resist- 
ance and leakance. Applying formulas (83) and (88) to the 
case of Fig. 17, we find for the equivalent line section 0 — 0:35172 
hyp. and 7, —1436:13 ohms. The whole line, therefore, subtends 
an angle of 17586 hyps. at А. The secondary constants of the 
equivalent uniform line are by (72) and (73), R=2525°5 ohms, 
and G = 122495 millimho. In the artificial line there are 
actually 2500 ohms in series-resistance and 1:25 millimhos of 
total leakance. 

The artificial line, therefore, behaves externally in the steady 
state exactly like a uniform distributed-constant line of 17586 
hyps. and 143613 ohms surge-resistance. In Fig. 17 the arti- 
ficial line is grounded at the distant end B, and 100 volts 
potential is applied at A. The currents and potentials are 
indicated in the various elements of the line by Ohm's law 
computation; but they also conform to the hyperbolic trigo- 
nometry of a single uniform line at the ends А and B. 

Moreover, at each junction between sections, marked respect- 
ively 1, 2, 3 and 4 in Fig. 17, the hyperbolic angle is indicated, 
апа corresponds to like symmetrical points along the equivalent 
uniform line; so that the potential and current distributions 
along the artificial line conform precisely to those on the 
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Ficures 7/84). — Five-section artificial line carrying continuous currents. Sending end connected to 100 volts e.m.f. Distant 


In Figurel8 the indicatéd leak currents should be divided by ten. 


end grounded, freed, and to ground through resistance. 
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equivalent uniform line, not merely at the two ends A and B, 
but also at the four section-junctions; or at six points in all. 
In order, therefore, to compute trigonometrically the distri- 
bution of current or potential at any point on the artificial 
line, say at the second leak, it 15 only necessary to compute the 
corresponding condition at the nearest equiangular point on 
the uniform equivalent line, by formulas already given, and 
then to apply Ohm's law over the intervening semi-section of 
line-resistance or arm of a T. This trigonometrical method 
of computing the distribution is, in general, much less laborious 
than that of working along the artificial line from either end 
by Ohm's law—that is, the trigonometrical method is a labour- 
saving device in the continuous-current case, and would also 
be so in any alternating-current case, if the proper hyperbolic- 
function Tables were available. | 

In Fig. 18 the artificial line is freed at the end B with an 
impressed potential of 100 volts at А. The distribution of 
potential and current over the artificial line agrees with that 
of the above-mentioned equivalent distributed-constant line at 
the ends, and at the four section-junctions. 

If we plot the potential along the line as ordinates to line 
angle or length as abscissas, we shall have а true catenary 
falling from 100 to 33:461 volts, for the graph in the case of 
the real line; whereas we shall have & broken line or series 
of descending straight lines falling from 100 to 33:461 volts for 
the graph in the case of the artificial line. The true catenary 
will cut these straight lines at points corresponding to section- 
junction points. (See Appendix F.) 

The broken straight line is, in fact, the funicular polygon 
obtained by lumping the masses symmetrically at the centres 
of the equivalent catenary-sections. 

In Fig. 19 the artificial line is grounded at the end B 
through a resistance of 750 ohms. The effect is just the same 
as though the equivalent real line were so grounded. The 
equivalent angle subtended by the terminal load resistance is 
0' —0:57941 hyp., and the angles of all equivalent points along 
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the artificial and equivalent real lines are increased by this 
amount in the manner indicated. 

An alternative method of dealing trigonometrically with the 
distribution of potential and current over an artificial line, by 
the use of continued fractions, is discussed in Appendix F. 


CHAPTER IV 
REGULARLY LOADED UNIFORM LINES 


A LOAD in a line may be defined as an element of resistance 
inserted in the line, or an element of leakance inserted in 
derivation on the line; or a combination of both; in such a 
manner as to introduce a discontinuity into the line, or break 
up its uniform distribution of line constants. Loads inserted 
in series into a line may be called series loads, or impedance 
loads; while those added in derivation may be called leak 
loads. Loads at the end of a line are called terminal loads; 
while those elsewhere are called intermediate loads. When 
loads are inserted at regular intervals along a line, or according 
to some assigned law of succession, they are called regular 
loads. When inserted otherwise, they are called either irregular 
loads or casual loads. 

Regular Series Loading.— We may first consider the effect of 
loading a line at regular intervals with equal resistances. 
This is the simplest and most important case of regular 
loading. 

On the first row of Fig. 20, we have a line indicated which 
at uniform angular intervals of 0 = 035172 hyp. has series 
resistances inserted, each of 2 = 200 ohms. The surge- 
resistance of the line before the loading is r, = 1436:13 ohms. 
Each section of line between adjacent loads might be 100 km. 
It is required to find the characteristics of the loaded line. 

In the process represented by Fig. 20, the first step is to 
find the equivalent T of a line section. This is done with the 
aid of formulas (70) and (71). This gives us a resistance 
р of 249°985 ohms in each arm of the 7, and a resistance 
R’ of 4000:22 ohms in the staff of the T, corresponding to а 
leakance g’ = 249:02 micromhos. The angle subtended by this 

42 
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T will be the same as the angle of the line-section to which 
it corresponds (0 = 0:35172 hyp.). The actual resistance R in 
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Fic. 20.— Reduction of a Uniform Actual Line with loads in series to an 
Equivalent Unloaded Uniform Line. 
a section of the line would be 505:1 ohms, and the actual 
leakance G in the section 24499 micromhos. 
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The next step is to divide the loads 2 into two halves, of 
c ohms each, and to add о on to each arm of the equivalent T, 
as indicated on the third row of Fig. 20. The extended 7, 
which now includes half a load at each end, has a resistance 
of р = 349:985 ohms in each arm, and the same leak resist- 
ance as before, R’= 4000:22 ohms. The entire loaded line 
may now be regarded as made up of sections of these extended 
T’s. We now proceed to find by formulas (84) and (89) the 
characteristics of the sections of uniform line equivalent to 
the extended T’s. As shown on the lowest row of Fig. 20 
this is found to be 0, = 0°41532 hyp., and r,/— 1709:54 ohms. 
The conductor-resistance corresponding to such a section is 
r’ 0 = 710-06 ohms, a virtual increase of 20496 ohms; while 
the corresponding section leakance is 6,/1’, = 242:04 micromhos, 
or а virtual reduction of 2:05 micromhos. 

It is self-evident that if the 200 additional ohms of load- 
resistance per section had been inserted by uniform distribution 
instead of in lumps, there would have been only 200 ohms 
increase in the section R, with no change in the section G. 
Consequently, the effect of inserting the added resistance in 
lumps at 100 km. intervals is a virtual increase of 496 ohms 
of line-resistance per section, together with a slight virtual 
reduction in leakance. The steps of the process also indicate 
that for a given amount of additional resistance to be inserted 
at regular intervals into a line, the shorter the interval, the 
smaller is the inserted load, and the smaller the change in 
the extension of the equivalent 7's; whereas with long sections, 
large loads must be inserted at their junctions. The extensions 
of the equivalent 7's are then correspondingly enlarged, with 
increased effect on the line angle, and on the virtual extra 
resistance of the loads due to their lumpiness. 


If 0 be the angle of a section before loading (hyps.) 


» 0, э » » » after » » 

» 2 ,  Surge-resistance of the line before loading (ohms) 
ГА 

99 2 » 9 „э 2) after 99 ээ 


„ 2 = 2о be the resistance of each series load (ohms), 
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then the process above outlined leads to the following results— 


с coth : 


. . numeric (107) 


T" E UN 
sinh = = sinh 7 1+ 


| 0 
6 0 / o tanh 3 
cosh -5 = cosh > 1+ a Ew dE m (108) 


с coth - 
1 + ————_ 
tanh b, = tanh 0 Žo 
2 2 0 
o tanh 5 


1 +- 


= a/tanh 5. tanh ($49) . « » numeric (109) 


if = tanh 9. 


о 


; à 0 
In the continuous-current case, if о >z, let = coth д. 


Then coth б, == ,/coth : . coth IS + в) . numeric (110) 
Also— 
еган Е 
sinh 0, = sinh б il 1 +2 — - coth 0 + (2) "E : (111) 


cosh 0, = cosh 0 + Sinb xoxo " (112)* 
А 0 о 0 o | 
ies NIC: Ln <-)(coth э LN z) . ohms (113) 


= үп +2 coth 6 + (2) у... „аш 
z, _ sinh Ө, 
2, snhOÓ °° * ° 
Consequently, the characteristics 6, and 2’, of a section after 
loading can always be computed when the value 2 of each 


* Formula 112 was first published by Dr. G. A. Campbell. See 
Bibliography, 27. 


numeric (115) 


or— 
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resistance-load is given, as well as the characteristic constants 
6 and z, of the section before loading. On the other hand, if 
the resistance of the load were distributed uniformly over the 
section, the effect would evidently be to increase 0 and z, in 
the same ratio; that is— 


2, 2. = a = |! +2 . numeric (116) 

Regular Leak Loading.—lf as indicated on the first row of 
Fig. 21, equal leakances of conductance Г mhos are inserted 
at uniform angular distances 0 hyps. along a line, the surge- 
resistance of which is z, ohms; we may proceed to determine 
the effect of this loading on the line characteristics. 

The first step is to break each load into halves of conductance 
y mhos ([ == 2y), as on the second row of Fig. 21. 

The next step is to find the equivalent /[ of each unloaded 
section of line, as on the third row of Fig. 21, with the aid of 
formulas (75) and (76). 

We now extend each section M by adding the leak у to 
each pillar conductance, as indicated in Fig. 21, at the fourth 
row; where— | 
g, =J" +y. . e . . mhos (117) 


The extended M’s wil now subtend a new angle 0, which 
we proceed to find by reverting them to their corresponding 
uniform line-sections, using (95) and (99). 

In the case represented in Fig. 21, each leak Г has а 
conductance of 0:096971 millimho, and the line-sections are 
the same as in Fig. 20. The final equivalent line-section angle 
is 0, = 041532 hyp., and the surge-resistance 1206:4 ohms. 

With the notation of (107) we find— 


1 + yz, coth id 


tanh% = tanh > ——- . numeric (118) 
1 + У, tanh 9 


0 0 
= „tanh g tanh (5 + ð) . " r7] (119) 
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if yz, = tanh 6, and— 
2 


2 = | (1 + yz, tanh а + yz, coth 5 ) ohms (120) 
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Fic. 21.—Reduction of a Uniform Actual Line with loads in derivation to an 
Equivalent Unloaded Actual Line. 


Regular leak loads y produce the same effect on the line 
section-angle as regular series loads о, when— | 


lz? .... . ohms (121) 


The final surge-resistances in the two cases will not, however, 
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be the same, but their geometrical mean will be the original 
or unloaded surge-resistance. 

It follows from the preceding formulas that every regularly 
loaded line can be replaced by an equivalent uniform unloaded 
line of the same length, which, in turn, can be completely 
replaced for all external purposes by a certain equivalent T, 
and corresponding equivalent M. | 

The effect of loading a line at regular intervals, either with 
series resistances, or with leaks, is always to increase the 
angle 0 of the line, and reduce its normal attenuation-factor e, 
in the continuous-current case; besides the effect of long 
intervals between loads, or lumpiness, which exaggerates the 
influence. In the alternating-current case, it will be seen that 
loading always increases the numerical hyperbolic angle of the 
line; but by no means always reduces the normal attenuation- 
factor. | 
It may also be pointed out that, аз a consequence deducible 


from (120)— 
2; — sinh Ө | 
"n sinh 6, А © + e o numeric / (120a) 
or-— 
заа / (1208) 


a relation inverse to that which exists, by (115), for the case of 
regular series loading. In language, when a line is subjected 
to regular series loading, the ratio of the new to the old surge 
impedance, at any midload point, is the ratio of the sine of the 
new, to the sine of the old section-angle. Whereas, when a 
line is subjected to regular leak loading, the corresponding 
ratio 18 the ratio of the sine of the old to the sine of the new 
section-angle. In other words, the ratio of surge admittances 
with leak loading corresponds to the ratio of surge impedances 
with series loading. 


СНАРТЕВ Ў 
COMPLEX QUANTITIES 


In the discussion which has preceded, all the quantities 
employed have been simple “real” numerical quantities, 
comprised between the limits of — е and + о; so that they 
are capable of being represented geometrically by their positions 
on a single graduated straight line; 4. е. by their assignment in 
one dimensional space. 

It is, however, à seemingly universal and a wonderful law, 
that all the numerical formulas and rules of quantitative 
behaviour for continuous-current circuits, or conductors, are 
exactly the same for single frequency alternating-current 
circuits or conductors, in respect to potentials and currents as 
also (with minor reservations) to power and energy, if these 
formulas and rules are interpreted as relating to complex 
numbers; or such numbers as are represented by their positions 
on а single graduated plane; t.e. by their assignment in two- | 
dimensional] space.* 

The importance of this law will be evident, when it is 
recognized that each and all of the formulas hitherto discussed 
in relation to continuous-current lines and systems, are 
immediately applicable, without any change in notation, to 
alternating-current lines and systems, provided that we extend 
the meaning of the notation to include two-dimensional 
numbers instead of one-dimensional numbers. From this 
standpoint, it will be seen that we have already dealt with 
alternating-current lines and systems unawares, and that the 
continuous-current case is merely the particular case, in each 
formula, when the numerical quantities it employs degrade into 
ordinary one-dimensional numbers. 

* See Bibliography, 6, 9, 9a, 10, 17, 66. 
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There is, moreover, a great advantage in dealing first with the 
hyperbolic trigonometry of continuous-current lines; because 
one-dimensional arithmetic is easier to grasp and follow than 
two-dimensional arithmetic. On this account, our ideas are 
limned more clearly, and our advance proceeds more surely, 
when we deal first with the problem on the one-dimensional 
aspect which the continuous-current case supplies. After having 
mastered the subject in one dimension, we are in a strong 
position to attack the vastly wider two-dimensional fields 
which alternating-current cases offer successively to our mental 
vision. We need never have doubts or fears as to the safe road 


© 


Ето. 22.—Geometrical Representation of Simple Numbers. 


to pursue in our advance on a two-dimensional problem, if our 
formulas and weapons of attack have been forged on the one- 
dimensional hearth. 

Whenever a new problem arises in alternating-current 
technology, whether it is more conveniently dealt with by 
hyperbolic trigonometry or not, the safe rule is to find the 
corresponding problem in continuous-current technology, and 
solve it there by simple one-dimensional arithmetic. The 
equations and furmulas of the continuous-current solution then 
apply to the alternating-current solution, by extending their 
meaning into two-dimensional arithmetic. 

Simple and Complex Numbers—In Fig. 22, three simple 
numbers are represented geometrically, namely Oa = — 2, 
ОЪ = + 1:5, and Ос = + 8. These numbers all lie in one 
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direction, across the page, in the plane of the paper, and positive 
numbers are directed towards the right hand. All simple 
arithmetical operations upon such one-dimensional numbers, 
such as addition, subtraction, multiplication, division, powers, 
roots, etc., beget other one-dimensional numbers, so that all 
simple arithmetic belongs to the one-dimensional system, or to 
a single straight line in space. Any convenient straight line in 
space will serve as the line of reference. It is convenient to 


Fic. 23.—Geometrical Representation of Complex Numbers, 


take the line across the page; but the selected line might be 
say, at right angles to this, or up and down the page. 

Three complex numbers are also represented in Fig. 23, 
namely OA = 2 /45°, OB = 1| 60° and ОС = 30 .120°* It 
will be seen that each number has appended to it a circular 
angle, which defines the direction of the line representing the 
number in the single plane of reference, with respect to an 
initial direction of reference therein. We are at liberty to 
choose any convenient plane, and any convenient direction of 

* In what follows, А / 8 has the same meaning as A cis В or Ae in 
regular mathematical notations, and may be regarded as a convenient 
abbreviation for either of these forms of expression. The modulus A 
is the length-factor, or tensor, and the argument B is the circular-angle- 


factor, or versor, of the complex number. 
B2 
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reference in the same. It is convenient to select the plane of 
the page, and the direction parallel to the lines across the page 
as the direction of reference. From this standpoint, all simple 
numbers, as in Fig. 22, are numbers having the angle /0°. 

Complex numbers are sometimes called plane-vectors or, for 
brevity, vectors. They must, however, be carefully distinguished 
from three-dimensional vectors. 

It is also to be noted that negative signs are not indispensable 
when writing or specifying individual complex numbers. The 


Fic. 24.— Vector Sum of Two Complex Numbers. 


angle inseparably attached to each number is sufficient to define . 
a negative direction. Thus 10\180° is the same as —10 /0°. We 
may, therefore, use negative signs or not, as may be convenient. 
In Fig. 28, we might express O C as — 3:0 x O B, if desired. 
Addition of Complex Nwmbers.— When two complex numbers 

are added together geometrically, one of them is transferred to 
the end of the other, and the new number, or sum, is that 
corresponding to a line drawn from the origin of the latter to. 
the free end of the former so transferred. Thus in Fig. 24 
2 [45° + 1 N60" = OB = 1:991 /16°. Again 1 \60° + 3:0\120° 
= ОС = 2:0\120°. This process of adding on one vector to 
the end of another is aptly described as geometrical addition. 
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By successive additions of complex numbers, any or all parts of 
the plane of reference may be invaded. 

The process of vector addition, or geometrical addition, of 
complex numbers is easily conducted by a draughtsman at the 
drawing-board ; but in order to be carried out numerically, it is 
desirable to analyse the complex numbers into components. A 
complex number is most conveniently analysed into two 
mutually perpendicular components, one in the direction of 
reference, or across the page, and the other up and down the 
page. ‘These components are called respectively the real and 
imaginary components of the complex number, the terms having 
been bestowed by algebraists from the standpoint of one- 
dimensional arithmetic. The rule for the analysis of any 
number of length or modulus A and angle or argument B is by 
circular trigonometry— 

А /В = А cos B--j* À віп В. . . . cm / (122) 
it being understood that we are discussing the complex number 
in geometrical terms. Thus, in Fig. 23, the number OA is 1-414 
+71414; OB із 05 —7 0866; OC is — 150+ 726. The 
symbol j here indicates that the quantity to which it is prefixed 
is to be measured upwards along the “imaginary” axis. The 
sign — j prefixed to a number means that it is to be measured 
downwards along the imaginary axis. They “operator” is thus 
an operator which, when applied to a line, representing a 
number, rotates it in the positive or counter-clockwise direction 
through 90°, or z/2 circular radians, in the plane of reference. 

Two successive applications of the j operator thus reverse the 
direction of a line, or rotate it through 180°; so that у ху or 
j? is equivalent to giving the negative sign to a complex 
number without changing its angle. Thus we have the well- 
known relation— _ 

j= i /—-1. . . numeric / (125) 
and — 3 = — 1, = +1, j = — j, and so on. 

To find the sum of a plurality of complex numbers, we add 
their real components, and also their imaginary components. 


* jis used in electrotechnics, instead of i as in mathematics, to avoid 
ecnfusion with currents. 


54 APPLICATION OF HYPERBOLIC FUNCTIONS 


Thus in Fig. 28, ОА + OB + ОС, becomes in Fig. 25, ОА + AB 
+ BC = (1414 + 05 — 1:50) + (1414 — 0:866 + 2:60) 

= 0:414 + 8:148 

= ОС = 3:175 /82°5°, 
where OC is the vector sum of OA, OB, and OC, the three 
complex numbers in Fig. 23. 

In order to resolve the components of a complex quantity 

into a plane vector, let + 2 be the real component and jy 
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Ета. 25.— Vector Sum of Three Complex 
Numbers. 


the imaginary component, A / B,the resultant complex number, 
Then by circular trigonometry and (122)— 
A= J22 + 1° . . modulus, cm. (124) 


and— В = tan Ec x) argument, radians (125) 


Thus in Fig. 25, with x = + 0:414, and у = + 73°148, we have 
А = 0:414? + 38148? = ,/0°1714 + 9:9099 = 4,/10:0813 
= 81751, 
апа В = tan ~! (+ 8148 /+ 0414) = tan -1 (+ 7:604) 
= 82° 30’ or 82:5". 
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Subtraction of Complex Numbers.—Subtraction of one complex 
number А, / B, from another A, / В, merely requires that the 
negative sign be given to the former, or that, without change 
of sign, its angle / В, be changed by 180°, and addition then 
follows. On the drawing-board, this is performed by first laying 
off A, / B, and then adding —A,/ B, to the end of it. In order 
to perform the operation arithmetically, each vector is analysed 
into its components, and the subtraction then proceeds along 
each axis, as in one-dimensional arithmetic. Thus if A,/ В, 
= +2, +77 and As] В, = T Lo + 775. Then A, | b = А, / B, 
=#(@—-)+Ху,—у)= EADY. 

Multiplication of Complex Numbers—The multiplication of 
complex numbers in any order is effected by multiplying 
together their lengths or moduli, as in one-dimensional 
arithmetic, and adding their angles. 


Thus if A, /8, and A, /B, are the two numbers to be multiplied 
together, and A /8 the product, we have— 
А [B = A, [By X А, [В 
= A, А, /8, + В,. numeric / (126) 
Thus if A, /8, = OA Fig. 28 = 2 /45°, 
and А, /8,= ОВ „ , =1 \60°, 
then the product A / is 2\15°. 


If the two complex numbers to be multiplied are analysed 
into components, the multiplication may be effected, although 
less conveniently, by the rules of algebra. Thus if(+2, ЬУ.) 
and (+ 2, jy) be the two numbers, their product will be— 


+ (1,2, — VY) $I Com + жу) = X JY. 
Reciprocal of a Complex Number.—The reciprocal of a complex 
number has for its modulus the arithmetical reciprocal of the 
modulus of the number, and for its argument the negative 
value of the argument of the number. Thus, if А /f is the 


complex number, its reciprocal will be (i) \@ = ӨТ В 
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If the complex number is say 10 /20°, its reciprocal will 
be 0:1 \20°. 

If the number whose reciprocal is noue be analysed into 
components in the form (+2 +77), its reciprocal will be 
1 
+= ју 
multiplying both numerator and denominator by (+ 2 F/y). 
EY _ 2 еу. 

The result is Page + + =) TJ (= T 3) 

Division of Complex Numbers.—Division of complex numbers 
can always be effected by taking the reciprocal of the divisor 
according to the last preceding rule, and then multiplying this 
reciprocal into the dividend. Thus if A, /B, has to be divided 


by А, /B, the quotient is (а T) [Bi b /B, — А /В. If A, /В, and 
A, /B, are ОА and OB of Fig. 23 me the quotient 
is 2X 105? 

Powers and Roots of Complex Numbers.—The nth power of a 


complex number is formed by the nth arithmetical power of 
the modulus, and multiplying the argument by n. That is— 


(A /8)" = А" [np . . . numeric / (127) 


Similarly, the nth root of a complex number is formed by 
taking the nth arithmetical root of the modulus, and dividing 
the argument by ». That is— 


This may be reduced to the original form, by 


| п КА [f^) = (А J^ = А" /Е . numeric / (128) 


Summing up, we may say that two-dimensional arithmetic 
is performed by rules which degrade into those of ordinary or 
one-dimensional arithmetic when the arguments are all zero. 
When adding or subtracting complex numbers numerically, it is 
desirable to analyse them into components; but when multiply- 
ing and dividing them, or when taking powers and roots, it is 
desirable to express them in angular form. 

Trigonometrical Functions of Complex .Angles.—We have 
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already seen that in the case of a simple angle in generalized 
trigonometry (Figs. 1 and 2), the circular functions can be read 
from a circle diagram (Fig. 1), and the hyperbolic functions from 
corresponding elements of a hyperbola diagram (Fig. 2). When 
the angle to be dealt with is complex, or of the type (x +7 y) 
radians, both the circular and the hyperbolic functions can be 
derived from a mixed circle and hyperbola diagram. 

Circular Functions of a Complex Angle. Construction for 
sin (x + j y), Fig. 26.*—Take OA = 1 along the negative end of 


Y 


Fic. 26.—Construction for Sin (x + jy) and Sin-! (x + jy). 


the Y-axis. From OA as initial line, mark off the circular angle 2 


and sector area AOB = < From OB as initial line, mark off 


the hyperbolic angle y and sector area BOD = 5 Let С be 


the foot of the perpendicular from D on OB produced. Drop 
perpendiculars from C and D on the axis of reals OX, at c and 
d respectively. About с as centre, rotate cd positively through 
90° to cZ. Then will the complex vector OZ = Oc + jcd be 
the required circular sine of the complex angle x + jy radians. 


* See Bibliography, 31. 
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In the case represented, sin (1 + 71) = 1:299 + 70:635 = 
1:446 /26:05°. As y varies, Z moves along the hyperbola— 
X? Y? 


nt = 10 = 2 
sin? g cosg cm? / (129) 
as æ varies, Z moves along the ellipse— 
X? ү? , 
cosh? y + sinhy 1. . . . еш? / (130) 


502 


Fic. 27.—Construction for Cos (x + jy) and 
Сов-1 (2 + jy). 


From the same figure we have also, if Oc = u and cZ jv 
sin"! OZ = sin“! (u + jv) = sin-103 + jcosh*! OE 
= sin {vO tere VU ov) + 
= ‹ 2 


josh- (LEETE VETE, on дар 


Construction for Cos (2 + jy). Fig. 27.—Take OA = 1 along 
the positive end of the axis of reals. From OA as initial line, 


2 
=? te., 
ә е 


precisely as in the preceding paragraph. The complex vector 


mark off the circular angle z or the sector area АОВ = 
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OZ = Oc + 700 thus obtained will be the required circular 
cosine of the complex angle (2 + jy) radians. 


In the case represented— 
cos (1 +71) = 0:834 — 70-989 = 1:293 \49-866°. 
As y varies, Z moves along the hyperbola— 
X? Y? 
cos?z вір? x em^ / (182) 
As 2 varies, Z moves along the ellipse (130). 


From the figure— 
cos ^! OZ = cos! (u + jv) = соз-! Ob F cosh-! ОЕ 


ME (ATED? тта, 
jos {VO ++ МЧ = ЕР om. / (188) 


Hyperbolic Functions of a Complex Angle. Construction for 
Sinh (x + jy). Fig. 28.—ТаКе ОА = 1 along the positive end 
of the axis of reals. From OA as initial line, mark off the 
circular angle y and sector area AOB = 5. From ОВ as initial 
line, mark off the hyperbolic angle z and sector area BOD 
=F Let C be the foot of the perpendicular from D on OB 
produced. Drop perpendiculars from C and D on the axis of 
imaginary OY, at с and d respectively. About с as centre, 
rotate cd negatively, or clockwise, through 90° to cZ. Then will 
the complex vector OZ be the required hyperbolic sine of the 
complex angle x + jy radians. 

In the case presented in Fig. 28, sinh(1 +71) = 0:635 
+772985 = 1`446/63:95°. Аз x varies, Z moves along the 
hyperbola Zbz. Аз y varies Z moves along the ellipse X Ezy. 
Both the ellipse and the hyperbola have foci at F and /, points 
situated at unit distances from O on the Y axis. 


60 APPLICATION OF HYPERBOLIC FUNCTIONS 


From the same figure, if cZ = v, and Oc = jv, we have— 


sinh-! (u + jv) = cosh" {+ te p ALS | + 
jsini [s 1+0 +u — „/(1 — v) + “I 
2 


=g + jy. . . e o Пур. radians / (134) 


Fic. 28.—Graphical Constructions for Sinh (x + jy) and Sinh -1 (x + jy). 


Construction for Cosh (« + Ју). Fig. 29.— Take OA = 1 along 
the positive end of the axis of reals. From OA as initial line, 


mark off the circular angle y, or the sector area АОВ =$. 
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From OB as initial line, mark off the hyperbolic angle z and 


the sector area BOD = 5. Let С be the foot of the perpendi- 
cular from D on OB produced. Drop perpendiculars from C 


and D on the axis of reals OX, at c and d, respectively. About 


Ета. 29. —Graphical Constructions for Cosh (2 + jy) and Oosh -1 (a + jy). 


c as centre, rotate cd negatively, or clockwise, through 90° to 
cZ. Then wil the complex vector OZ = Oc + jed be the 
required hyperbolic cosine of the complex angle 2 + jy radians. 

In the case represented, cosh (1 +71) = 0:884 + 70°989 
= 1:293/49°866°. As x varies, Z moves along the hyperbola 
2м. Аз y varies, Z moves along the ellipse EZez. Both 
ellipse and hyperbola have foci at a and A, points on the real 
axis equally remote from O. 
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From the same figure, if Oc = w and cZ = jv, we have— 
түу 759 T ИЙРҮҮ ИПИ. 
созћ- 1 (0 + jv) = cosh™ мата. Е ма = +” Ч—ну + E 


Jap [s + wy 0 — „/(1 — ш)? + “| 
2 


=x% + jy. . . . . . hyp. radians / (135) 

Construction for Tanh (x + jy). Fig. 80.—Mark off on the 
axis of reals zOX, two points T and X, such that the 
former is distant by tanh z and the latter by coth x from 
the origin O. Find the point C midway between T and X. 


y 
Fig. 80.—Graphical Constructions for Tanh (x + jy) and Tanh -1 (x + jy). 


This point will incidentally be distant coth 2x from O. With 
centre С and radius CT =cosech 22, draw the circle ТХЛ. 
Mark off on the axis of imaginaries yOY two points ¢ and y, 
such that the former is distant by tan y and the latter cot y 
from the origin О. Find the point c midway between ¢ and у. 
This point will incidentally be distant cot 2y from O. With 
centre с and radius ct = cosec 2y, draw the circle ByAt. This 
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circle will cut the axis of reals at two points A and B distant 
each one unit from O. It will also intersect the circle TXZ 
orthogonally in Z. Connect OZ. This vector OZ is the required 
hyperbolic tangent of the angle x + jy radians. 

In the case presented in Fig. 30, tanh (1 +71) = 1-084 
+ j0-2718 = 1-118/14-083°. 

As x varies, Z moves along the circle AtB. Аз y varies, 
Z moves along the circle TZX, performing one complete 
revolution for each л units of increase in 7. 

From the same figure, if OZ = u + 72, 


| (1-L a 4 y 
tanh^* (и + jv) = $ log. rra 
/l+u 1,/1— wv 
qv C) 
2 
=xz+jy . . . .radians / (136) 


Principal Formulas for Derwing the Hyperbolic Functions of 
Complex Angles.—As distinguished from constructions for the 
hyperbolic functions of complex angles, the following are among 
the most important formulas for computing them— 
sinh (т + jy) = sinh т cosh jy + cosh æ sinh jy . . . (187) 

= sinh g cos y + j cosh 2 siny . . . . (138) 
= »/sinh? æ + sin? y / + tan! (coth z tan у) (139) 
= »/cosh? æ — соз? y /+ tan! (cothg tany) (140) 
cosh (x + jy) = cosh 2 cosh jy + sinh 2 sinh jy . . . (141) 
= cosh 2 cos y + j sinh дзіру . . . . (142) 
= »/cosh?x—sin?4 / t tan! (tanh ztan y) (143) 
== A/sinh?z + cos? y / X tan! (tanh ztan y) (144) 
; sinh ?z ; s'n 2 
tanh (x Jy) = cosh 2a + cos 2y tJ TIS ENTE . (145) 

Tables and charts of complex hyperbolic and circular 
funetions have been prepared,* for enabling any such function 
to be found to a degree of numerical precision sufficient for 
ordinary requirements. The tables have been computed to 


* Bibliography, 92 and 93. 
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five decimal places in modulus or size, and to three decimal 
places in argument or slope. In their use, however, it is 
ordinarily necessary to interpolate between the successive 
tabular entries, and this interpolation has to be made in two 
dimensions, since complex quantities are essentially two- 
dimensional. The aan les пенш, provide for a numerical 
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Fic. 31.—Chart IXA reduced from Chart Atlas, — 


precision of the fifth order, after interpolation may have been 
effected. In order to provide means for obtaining the numerical 
values of complex functions, to a lesser degree of precision, by 
direct inspection, and without resorting to arithmetical inter- 
polation, an atlas of 32 charts has been prepared, having for 
the most part an area of 45 cm. X 45 cm. over their ruled 
surfaces, On selecting the appropriate chart, the required 
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function can be read off at once, with graphical interpolation, 
and ordinarily to a degree of precision afforded by the ordinary 
25-cm. slide rule. 

One of the charts—No. [Xa.—is shown in Fig. 31, reduced 
to about one-fifth actual linear dimensions. It presents the 
tangent function of a complex angle over a certain portion of 
the range. That is, it gives 


tanh (2 +j) =u 4 jv... . . (146) 

To find the tangent of a complex hyperbolic angle 0 = x + jy, 
the imaginary component iy, expressible in circular radians, is 
first “quadranted” by allowing z/2 radians to the quadrant; 
4. е. by dividing y with z/2. This leaves 0 in the form æ + 73. 
Since the value of tanh (2 -+ jq) with x kept constant, but y 
variable, repeats itself regularly for every 2 quadrants of 
change in g (zt radians in y), it is only necessary to extend the 
chart from gq = 0 to д = 2 by steps of 0:01 in g variation, to 
cover the whole range of y or q from — oc to +c. The 
range of x covered in Fig. 81 is from 2 = 0:10 to x= 0-4. 
For ranges above or below these limits, other charts should be 
consulted. To find tanh (2 + 79), the chart is entered with a 
point or needle at the origin of co-ordinates, and advanced 
along the horizontal axis until the circle of the required value 
of x is met. This circle is then pursued clockwise until the 
required value of 9, neglecting all multiples of 2, is met, The 
point thus reached is held by the pointer, and read off on 
the rectilinear co-ordinate background аз u + jv, which is the 
required numerical value. 

For finding antitangents or 0 = tanh-!(vw + jv), the position 
of «+ jv is found on the rectilinear co-ordinate background, 
and the curvilinear co-ordinates corresponding thereto give 
0 = х + Jg. 

Geomctrical Model for the Projection of Complex and Hyper- 
bolic Cosines and Sines.—Figs. 32, 33 and 34 show respectively 
a perspective view, a front elevation and a plan view of a 
three-dimensional brass-wire model* for projecting ortho- 

* Bibliography, 111. 
Р 
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gonally the cosines of complex hyperbolic angles of the type 
0 = а + 39. A brass rod AB, having its axis lying in the 
horizontal plane XY, serves as the X axis of the system. O 1s 
the centre of co-ordinates. A thin wire OS, carried from O 
upwards at an elevation angle of 45°, indicates an asymptote 
of the arc CEH of a rectangular hyperbola in the XZ plane. 
Its semi-axis OC, has unit length (1 decimeter). 

If we sought the value of cosh æ, or the cosine of a real 
hyperbolic angle, we should follow the well-known construction 
of dropping a perpendicular or plummet line from a point E 


Fic. 32.— Photograph of Model. 


say, on the hyperbola distant x hyperbolic radians of arc from 
C. The foot D of this perpendicular would then indicate 
the length OD of the cosh z. When, however, there is an 
imaginary part 4g added to 2, we pick up the wire circle which 
emerges from the rod OX at the plummet point D. There is 
supposed to be such a circle for every such point. In the 
actual model, however, which is a mere skeleton construction, 
theie are only eight such brass-wire circles. They are all 
concentric, with O as their centre, and they all rise to the same 
height (1 decimeter or unity) above the XY plane, as is seen 
in Fig. 33. The first circle, of unit radius, rises perpendicu- 
larly. The remainder successively incline more and more from 
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the vertical plane. Each semicircle is divided in its own 
plane into quadrants and tenths of quadrants. Each such 
tenth quadrant will subtend 9°, as seen from the common 
centre O. 

After picking out the circle which meets the plummet foot 
from the point z along the hyperbola CEH, we follow this 
circle positively or counterclockwise for the circular аге q, 
reaching say the point G on this circle. We drop a plummet 
from this point to the horizontal XY plane beneath. If it 
touches this plane at a point P, the horizontal vector OP will 


Fic. 83.—Front Elevation of Model from a point on the OY axis —15 
units (decimeters) from О. 


be the required hyperbolic cosine of 0 = 2 + jq. Since the 
addition of 4 quadrants to g will effect one revolution around 
the chosen circle, it is evident that cosh @ is a periodic 
function of (x + jg) with x constant and g variable, the period 
being 4 quadrants. 

Fig. 34 shows that the projections of these g circles on the 
XY plane form confocal ellipses; while the curves connecting 
corresponding points on these circles project on the XY plane 
into confocal hyperbolas. 

The model is not suitable for determining the numerical 
values of cosh 0, where @ is complex. It is very effective, 


however, for giving a simple mental conception of the relation 
F 2 
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involved in forming cosh 0 geometrically. In this respect it 
is an improvement on the construction of Fig. 29. 
А. similar model of modified dimensions may be used for the 


Fie. 34.—Plan View of Model, taken from a point on the OZ axis + 15 
units (decimeters) from O. 


orthogonal projection of sinh (2 + 79) on the XY plane, or the 
same model may be used as for cosines, by using the formula— 


sinh (z + jg) = — j cosh (z 4-j(q-F 1) . (147) 


Since sinh 0 — sin GO жо ur ih ote dic В) 
or sin 0 = sinh 0 gas oy Ba) 
and since cosh 0—00870 s . 4 « » « « (199) 
ог cos 0 = cosh jð . . . . . . . (149a) 


where @ is any angle, simple or complex, it follows that the 
tables and charts of complex hyperbolic functions may also be 
used for obtaining the values of corresponding complex circular 
functions. 


CHAPTER VI 


THE PROCESS OF BUILDING-UP THE POTENTIAL AND 
CURRENT DISTRIBUTION IN A SIMPLE UNIFORM 
ALTERNATING-CURRENT LINE 


In order to present the application of hyperbolic functions to 
the analysis of alternating-current lines from an alternative and 
illuminating view-point, we shall here discuss the simplest 
elements of electromagnetic wave motion over such lines during 


А В 


Fic 37.—Simple Alternating-Current Circuit. 


the construction period which precedes the steady state. Since, 
however, the steady-state distribution is the object of our 
investigation, and the preceding unsteady state demands а like 
share of analysis for its investigation, we shall pass over the 
latter very briefly, and make certain assumptions as postulates 
which may be readily verified. 

Fig. 37 presents the essential elements of a simple а.с. (alter- 

69 
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nating-current) circuit. The line AB is uniform, and has 
uniformly distributed secondary constants; namely— 
т = linear resistance (ohms рег wire-km.) 
l= „ inductance (henrys ,„ * 9 
g= „ conductance (mhos  ,, » +) 
» capacitance (farads _,, " 
f — the frequency of the impressed e.m.f. (cycles per second) 
= the angular velocity (radians per second) = 27. 
z == (r + Јо) linear conductor impedance (ohms per wire-km.) 
у= (9 + jew) „ dielectric admittance (mhos „ „ ) 
а = „/г.у = „/(т + Јо) (g + jew). hyps. рег wire-km. (150) 
will then be the attenuation-constant or linear hyp. angle of 


c= 


I. 


Fic. 88. —Analysis of the Vector Attenuation-Constant OA == a into the real 
part ОВ = a, and the imaginary part BA = ag. 


the line. It is a vector possessing components a, + ja,; so 
that (Fig. 38)— 

a/B=a,+ja,. . . hyps per wire-km. (151) 
The imaginary component a, of a hyperbolic angle a has the 
properties of a circular angle. Again the surge-impedance 
of the line is— l 


2. NE ү е. 0. « . Ohms / (152) 


The hyperbolic angle of the line will be— 
0 [B = La /B = L (a, {+ ja) —4/Z.Y = 0, + j0,. hyps. (153) 
Where L is the line-length in km., Z is the total conductor 
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impedance of the line or L (r + Јо) = Lz ohms and Y is the 
total dielectric admittance of the line, ог L (7 + усо) = 
mhos. The real part 0, of the complex angle is expressible in 
hyperbolic radians, and the imaginary part in circular radians. 

It will be seen that (153) is merely a restatement of (19), 
(152) of (18), and (150) of (17) with two-dimensional signifi- 
cation. In other words, formulas (17), (18), and (19) for 
continuous-current circuits apply to the alternating-current 
case here to be discussed, when interpreted as involving com- 
plex resistances or impedances, and complex conductances or 
admittances. We use, therefore, z for r, Z for R, y for g, and 
Y for G, in order to emphasize the two-dimensional meaning ; 
but we may use all the preceding continuous-current formulas 
unchanged, if we keep the vectorial interpretation before the 
mind. 

The significance attached to the linear angle or vector 
attenuation-constant a, is that any wave of potential or current 
running along the uniform line, shrinks or attenuates by the 
linear attenuation-factor = in each unit of length (miles or 
km.), for the particular a.c. frequency under consideration. If 
then, when starting, at end A, a wave of potential or current 
has a value taken as unity, it will, after having run 1 km., 
have dwindled to ғ -*, after 2 km. to =. 2 =e", after n km. 
to =", and just before arriving at В, to e~'*=«~*, where 0 
is the line angle. 
шше 


L (154) 


so that &-* is the product of two factors, Bes є 79, which 
is а real numeric, and &7*, which 1з an angle, and may be 


But ee = 6-9 1 ja) = с-а Xx є јо , 


written— 
ewe = | — а, = \а, . . . radians (155) 


Consequently, we may write— 
m 


pe Na; dogs Z (156) 


and— e = е 9\0, = "ч \La, . numeric/ (157) 
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The normal attenuation-factor of the line e, which is also the 
inevitable attenuation-factor for any one wave of potential or 
current running over the line, comprises а real component €, 
and an imaginary component £79, The former is the actual 
numerical attenuation-factor which applies to the amplitude 
of the wave; while the latter is an angle, and applies only to 
the phase of the wave. If, for the moment, we leave phase 
angles out of consideration, and consider only the shrinkage 
or attenuation of the waves running over the line, then we 
only consider the real component a, of the attenuation-con- 
stant а, and the real or hyperbolic component 6, of the line 
complex angle 6. 

In practice, an alternating-current line, whether used for 
signal transmission, telegraphy, telephony, etc, may be pro- 
visionally regarded electrically as— 


а very short line if 6, is less than 0'1, e 21 being greater than 0:90 


a short line if „ із between 0:1 and 0:5, e -01 Е T 0:607 
a line of moderate length if ,, з 0:5 ,, 2:5, е-0 js m 0:100 
a long line if ,, » 2:5 ,, 4:0, є » » 0:020 
& very long line if ,, is over 4:0, e -01 being less than 0:020 


it being understood that 0, depends upon the frequency of 
alternation as well as upon the line-length and secondary 
constants. А given line when used, say, for power transmis- 
sion, is ordinarily very short with respect to the fundamental 
frequency of the generator applied to it, but perhaps long to 
some higher harmonie frequency such as the llth-frequency 
harmonic that the generator may produce. 

The essential difference with respect to attenuation between 
the line-angle 6=,/ZY of an ac. line and that of a c.c. 
(continuous-current) line 6=,/R.G., is that, in the former, 
only the real component 0 cos В, or 0,, counts, while the latter 
is all real, and all counts. Ап а.с. line may have a complex 
angle of 50 hyperbolic radians, and yet, if the real component 
is only, say, 2 radians, the line is only of moderate length; 
whereas а c.c. line of 50 radians would be of enormous elec- 
trical length. As above defined, a very short line attenuates 
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waves less than 10°/, so that they arrive at the distant end 
of the line with over 90% of their amplitude at the home 
end. А short line attenuates less than 40 7/, so that the wave 
attenuation-factor for one run over the line is over 06. A 
moderately long line reduces the wave attenuation-factor to 
something between 0:6 and 0'1. A long line may bring it 
down as low as 2%, and a very long line to yet lower values. 
These will also be the normal attenuation-factors of the lines 
in their steady ac. state, 4. e. if the terminal-load impedance 
at B is equal to their surge-impedance z,. 

In Fig. 37, let the а.с. generator have negligible impedance, 
and produce а sinusoidal e.m.f, or pure sine wave. If the 
terminal-load impedance Z, is made infinite, the line is freed 
at B, if it is made zero the line is grounded at B. If it is 
made equal to 2, the line is in the normal state as to attenua- 
tion, the attenuation-factor of the steady state being then the 
same as the attenuation-factor for any single wave in the 
unsteady state. 

The physical significance of the surge-impedance z, is that, 
at any point, the line offers this impedance to an advancing 
wave of the frequency considered. "That is, at any point— 


C=. o o o oo volts / (158) 


where e and 7 are the instantaneous values of the potential 
and current strength at the point. Consequently, the surge- 
impedance of the line is not only the natural impedance which 
it offers everywhere to surges of the frequency considered, but 
it is also the initial impedance of the line at the sending end. 
It is, therefore, also the initial sending-end impedance of the 
line, as distinguished from the impedance which the line offers 
at the sending end in the steady state, when a number of waves 
are merged together. 

The velocity with which any wave of the frequency f runs 
over the line considered, is determined by the relation— 


v=.. km. per second (159) 
2 
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When the linear conductor resistance 7 and dielectric con- 
ductance g are both made equal to zero in (150) we obtain— 


a=ja,=jo/cl . . . hyps perkm. (160) 
and the velocity over such a line would become— 


1 
к= а km. per second (161) 


which for a free uniform line, surrounded by air at all points, 
and ignoring inductance within the substance of the wire, is 
known to be the velocity v of “light” in air, or 300,000 km. 
per second, owing to the fundamental relations between the 
inductance and capacity of such a wire. Owing, however, to 
the presence of effective linear resistance of all kinds that dis- 
sipate electromagnetic wave energy into heat in the conductor, 
and to effective linear conductance g, of all kinds that dissipate 
such energy into heat in the dielectric, the speed of the waves 
drops, even in an aerial line. Moreover, when the dielectric is 
a solid, the free limiting speed of waves is reduced inversely as 
the square root of the specific inductive capacity of the material . 
so that with solid-insulated conductors, the speed of wave- 
advance may be only a small fraction of 300,000 km./sec. On 
loaded lines, the wave speed, v = w/a,, 1s artificially reduced 
still more. 

Let us assume a line having at a certain frequency an 
attenuation-constant of a = 0:07675 +j0°7854 hyps. per km. 
Then, in running 1 km. over this line, a wave shrinks in am- 
plitude by &-99/95 or 0:9259, i.e. to 92:50 77. It also shrinks in 
phase by 077854 radians (л/4 = 45°). This means that it loses 
this phase angle with respect to the phase of the wave then 
being delivered by the generator at A. When a wave of either 
potential or current is delivered to the line, that wave goes 
on with its phase unchanged with respect to its own parts. 
The crest of the wave remains a crest, and a zero-point on 
the wave remains a zero-point. But the generator keeps on 
changing its phase and the phase of the next wave that is 
emitted. Consequently, the wave which has been released and 
is travelling along the line is continually falling further and 
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further behind the instantaneous phase of the generator end. 
It loses w radians per second, and since the velocity of wave 
transmission is v =w/a, km. per second, the advancing wave 
must lose w/v = a, radians per km. 

The magnitude and phase relation of a released wave of 
either potential or current as it runs over the first 10 km. 
of the circuit here considered, are indicated in Fig. 39. Assum- 
ing the initial magnitude and phase at start to be represented 


E 


4 


Fic. 39. — Diagram of Relative Magnitudes and Phases of Outgoing Wave over 
the Line of Fig. 37, for the first ten kilometers. 


by the vector OE, these will have changed, after 1 km., to 
О, 1’, an amplitude of 0:926, and a phase lag of 45°. After 
2 km. the vector has become O, 2', with an amplitude of 
(0:926)? = 0:857, and a lag of 2(45°) = 90°. After running 
10 km. the amplitude vector is O, 10', with an amplitude of 
0:464 and a phase lag of 450^, corresponding to the attenuation- 
factor e~a +a) = g-a, Another view of the condition is 
indicated in Fig. 40, where it will be seen that at the point 
BB', 30 km. from А, the wave has fallen 3$ complete cycles 
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or 1350° 1п space-phase behind the generator at A, and the 
wave then being emitted. The length of the wave on the 
line must in all cases be— 
EES 05 o « km. (162) 
2 
a relation which holds either for the unsteady or steady state. 
The wave-length may be regarded 
as the distance through which a 
wave must run in order to lose 1 cycle, 
2л radians, or 360° with respect to 
the generator phase. 

The distance L, to which a wave 
must run over a uniform line in order 
that its amplitude may shrink to 
lleth part (1/2°71828 ог 0:3679) will 
evidently be such that L,a, = 1 or 

„= 1/а, . . . . km (168) 

Similarly the distance L4 to which 
a wave must run in order to be at- 
tenuated down to 4 amplitude or lose 
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: 50 per cent. will be— 
i 0:69315 
Bt L-— + + km. (164) 


In the case considered the waves 
would fall to 4 in 9:03 km. and to 
l/eth in 18:08 km. 

A mechanical model might be 

‚ constructed to illustrate the preced- 

ing principles, in the manner in- 
*' dicated in Fig. 41.* A wooden shaft 
Fig. 40.—Curve of wave-at- 00° is mounted in т long = ooden 

tenuation for the first 62 box so as to rotate in bearings at 

Kilometers of a circuit of opposite ends, and so as to be rotated 

0:07675 + j0°7854 per kilo. by the external handle H. The 

шее shutter ss, or lid of the box, is 


arranged to slide in a groove at the top, and is geared with the 


ч 


* This idea has evidently no novelty. See Bibliography, 34 and 44, 
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handle in such a manner that starting closed with the handle 
at the top, it slides, to open the lid, by one wave-length for 
each turn of the handle. Radial pins are then permanently 
inserted in the shaft according to the plan of Figs. 39 and 40: 
1.6. во spaced angularly as to correspond to the circular 
component a, of the linear complex angle or attenuation- 
constant, and so spaced longitudinally as to correspond to the 
hyperbolic component a,. If now light falls vertically upon 
the closed lid of the box, and the handle H is slowly turned, 
the lid begins to open and the vertically falling shadow of 
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Fic. 41.—Diagram of Model for exhibiting the propagation of the first outgoing 
wave-train along a uniform line. - 


each pin begins to execute а simple harmonie motion on the 
floor of the box. The phase and amplitude of this shadow- 
motion at any instant and distance along the model correspond 
to the phase and amplitude of the wave considered in motion 
over the line, assuming that no reflections occur. 

Terminal Reflections—In what follows it will be assumed 
that when a potential wave, or wave of electric flux, comes to 
the open end of a freed line, it is reflected backwards without 
loss of amplitude, of time, or of velocity, and without any 
change of sign. When, however, it comes to a grounded end, 
it is reflected back with reversed sign, or 180° change in phase 
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Also, when a current wave, or wave of magnetic flux, comes 
to a grounded end, it is reflected back without any change of 
sign; but when it comes to a freed end, it is reflected back 
with a reversal of sign, or 180° change in phase. The presence 
of the impedanceless generator E in the circuit, Fig. 37, does 
not change these conditions of reflection. The only action of 
the generator, which is significant in this discussion, is that it 
continually generates an electric disturbance at the home end, 
and seeks to send electromagnetic waves over the line. 

Initial Disturbances.—If we close the generator switch S at 
the peak of a positive impulse, a wave will immediately be 
urged along the line under the instantaneously applied full 
em.f. Along with the normal wave, there will however be an 
exponentially decaying wave which dies out faster than the 
accompanying normal wave element. The first few waves in 
the advancing train will therefore not be sinusoidal; although 
they will tend to recover the sinusoidal form as they advance. 
If, however, we close the generator switch at the moment 
` when the generated emf. is passing through zero, there will 
be, in the simplest condition, no abrupt disturbance to the 
system, and the outgoing waves are all sinusoidal. We shall 
assume that the switch is closed at the proper instant to avoid 
initial disturbance, as is always theoretically possible. 

Line Freed at the Distant End.—If the aerial line-length is, 
say, just 300 km., a wave would traverse it in one millisecond, if 
there were no retardation due to attrition in conductor and 
dielectric (7=0, g=o). We may suppose, for simplicity, that 
the line-length is so chosen that with the actual velocity w/a,, 
the time of one passage, or traverse-time, is just one milli- 
second. 

We now close the switch at A, and the first potential wave 
of the entering wave-train runs along the line undergoing 
attenuation as it runs. Nothing happens at B until after the 
lapse of one millisecond. Then the leading wave arrives, and 
instantly retreats backwards, as though the return were a 
prolongation of the wire that happened to be bent back 
parallel to the actual line. The amplitude of the wave at the 
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start from A was E volts. On arriving at B it had become 
Ев 7% where 0 is the complex line-angle. But the returning 
wave after reflection also has an amplitude of Ee-°; so that 
after the wave strikes the distant end B, it immediately 
doubles up, or produces an amplitude of 2 Ee-* volts, which 
continues to undergo simple harmonic variation at B. When 
the head-wave gets back to A, it goes to ground, and returns 
reflected on the line as — Ee-?? volts. It runs back again to B, 
getting there in three milliseconds from the start. Its condition 
is now —2 Ee_™, allowing for the doubling on reflection. It 
returns to А after the total lapse of four milliseconds, in the 
condition —Ez-*9. It goes to ground and comes back instantly 
reversed, or as Ece-*9, running back to B, where it arrives after 
a total lapse of five milliseconds, in the condition Ee_,,, when 
it doubles up on itself and returns again to A. This state of 
to-and-fro activity continues theoretically for eternity; but in 
any practical case the residue 1з insignificant after a compara- 
tively few traverses and milliseconds, owing to the continual 
attrition and attenuation. It is interesting to watch the process 
of accumulation at B. 


We have after the total lapse of 1 millisecond 2 Ec-?volts / 


» » » 9 milliseconds – 2 Ee- ,, 
» » ” 5 „ + 9 Ec- 26 T 
» ” PT] 7 j РЕШЕ 2 Ec — 170 5 


and so on. Each new term is added on to the general 
accumulation, and since each term is а vector, the addition 
must be made vectorially. The total accumulation at B 
becomes then— 


Ев = 2E(c-* — 6-99 p e-5 — 6-4...) . volts / (165) 


= 2Ee- *1 — e-?? + 6-40 — e- 4... ). 2 (166) 
1 
== 2Ее-® 1+ е • ° e. е ° . . . ° » (167) 
2E E 


== E pu = cosh 0 == Е sech 0 А . ° e » (168) 


a result which agrees with (22) when that formula is inter- 
preted vectorialy. That is, the hyperbolic function fina 


4 
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potential at B in the steady state is due to the superposition 
of successive jumps of potential, each smaller than its pre- 
decessor, which arrive at different amplitudes and phases 
according to а simple exponential law. 

Аз an example, we may take the case of а submarine cable 
having a linear resistance 7 = 10 ohms per naut, l= 0; 
c = $4 x 10-* farad per naut, g = o, f = 100 cycles per second, 
о = 628:3 radians per second. If an e.m.f. of 100 volts maxi- 
mum cyclie amplitude is applied without initial disturbance 
at A, required to find the potential at the distant free end 
when L, the length of the cable, is 24:006 nauts.  Here— 


z = 10 /0°, y = 2:094 x 10-4 /90°, а =„/2094 [90° x 10-1 
—0:043576 /45° = 0:03236 + /0:03236 hyps. per naut ; 
z, == 218\45° ohms; 0 = 0:8059 + /0:8059 = 1°14 /45° hyp. 


The amplitude of the first wave reaching the end B is 
100 £-9995910:8059 radian = 100 &-99059|46-2? = 4467 \46:2°. 
This doubles on arrival and becomes 89:34 \46°2°, as indicated 
at Ol in Fig. 42. That is, the first potential wave would build 
up to 89.34 volts amplitude in a simple harmonic motion, and 
if no other waves arrived, the voltage at B would be 89:34/,/2 
volts by static voltmeter. The phase of this voltage would 
be 46:2? behind that of the generator at A. The next 
return of the leading wave would be in the condition 
—100 e29 124177 = — 8:9 /1385° = +89 /41:5° The 
doubling up of this makes a rise 17:8 /41:5? volts as indicated 
in the figure at O2. The total harmonic e.m.£ at B is now 
the vector sum of O1 and O2 or O2!, and if no other reflected 
waves arrived, the potential would perform this harmonic 
motion at B with а frequency of 100 cycles per second. 
The third return of the leading wave is in the condition 
+100 6-49»95 44.0295. = 178 /230°9°, which contributes on 
doubling, the element ОЗ = 3:56 /230°9°. At the fourth return 
the condition of the leading wave is — 100 2-5% \ 5:641 = 
— 0:356 /323:3°, which contributes 0712/143:3* volts. The 


180 
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vector addition of all these components is ОВ = 8817 \85°0°. 
But by formula (22) the voltage in the steady state at B 
із E sech 0 = 100 sech (114 /45°) = 100 x 0:882 \35-0° = 
88:2 350". Consequently, neglecting all terms after the 
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Fic. 42.—Successive Leaps of the Potential at free end of a particular alternating- 
current line during the constructive stage prior to the steady state. 
fourth, the total increment of voltage agrees satisfactorily with 

the value determined by the steady-state formula. 
In the case considered, 0, the 7 component of the hyp. angle 
of the line, 4. e. the circular angle component, is 0:8059 radians, 


or а little more than 45° (46:16?). Consequently the successive 
G 
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increments of voltage, which come at phase intervals of 20,, 
are nearly perpendicular to each other. If, however, the 7 
component of the line angle happens to approximate one right 
angle, or any odd number of right angles, the successive 
increments will be nearly in the same phase, so that the final 
distant end voltage will build up; or sech 0 will be greater 
than £79. This will be particularly the case when 0, is just 
90°, or the line has one quarter wave-length. If the attenu- 
ation is small, the successive increments do not rapidly dwindle, 
and being in the same phase, they may build up to a voltage 
greatly in excess of that impressed by the generator on the 
sending end of the line. This effect is called the Ferranti- 
effect. While it must occur whenever the line is an odd 
number of quarter wave-lengths, it will only be noticcable as 
an actual increase of potential towards the distant free end 
when the real component 6, of the line angle is distinctly less 
than the imaginary component 6,, i. е. when the attenuation is 
relatively small. No rise of potential can occur towards the 
free distant end of a line in the steady state when 0, is greater 
than 0, On the other hand when 0, is made sufficiently 
small, and 0,—7:/2, the Ferranti-effect of potential rise can 
theoretically be made indefinitely great, and practically the 
free-end potential can be many times the impressed potential 
at the home end. А small terminal load usually suffices to 
destroy the effect. (See Chapter VII.) 

If on the other hand the line has half-wave length, or 
any integral multiple thereof (0, = пл), where т is any real 
integer, the successive increments of potential during the 
constructive state arrive in opposite phases; so that the 
distant end potential does not tend to build up, even with low 
attenuation. 

By а similar summation of outgoing and reflected waves at 
À, we should find the total amount to E, volts, or merely that 
impressed by the generator; because each reflection from 
ground at А takes the negative sign and cancels the effect of 
the arriving potential wave. 

Similarly, if we take the current-wave at В, with the line 
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free: on the first arrival, the amplitude is I,e * amperes, 
where— 
ie e. . amperes / (169) 


v 


is the initial outgoing current at A. But the reflected current- 
wave from the open end at B is immediately —I,e-9, which 
cancels the arrival; so that the resultant rise of current is nil. 
The same action occurs at each return of the current wave. 
Hence the current remains at zero throughout the steady 
State, as is, of course, the inevitable condition at an open 
end. | 

Again, with the distant end B still free, let us trace the 
building-up of current-waves at A. The outgoing wave, as we 
have seen, is І. On first return from B it has become — І e7”, 
which on being reflected from ground at А, takes no change of 
sign, and so doubles the increment to — 2I 7%. On second 
return from B it is + I „e74, which likewise doubles at A. 
Continuing this process, the summation at A is— 


I, = I, — 2Le-?? + 21,2740 — 21 E7 +... amperes / (170) 
= I, {1 — 28-2 (1 — e72 pe-  ... »  » (171) 


9c - 20 
= I, {1 EG a} e e е ° ° e . 9 » (172) 


2 eg? — g^? 
== I, fı — ari) = Le I — I, / coth 0 
amperes / (173) 


"CC ж DD 


2, coth 0 


which agrees with (21) when that formula is interpreted in 
complex numbers. 

Line Grounded at Distant End.—If we ground the line at B, 
the series of reflected current-waves returning to the sending 
end A is the same as in the preceding case (170) except there 
is no change of sign in the successive elements. The sum- 


mation of current at A is then— 
G2 
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I, — I, + 2I 7 + 21 et + 21в-% +... amperes / (175) 
= I (14-2e-? (14-7? + e... j „ (176) 


25:25 1 +e- 
= nfi - =) x: LIES 


ze ux ы «жол ox сл Ж „ (177) 
E, 
— z, tanh Ô e о эө c2 © 9 ө òo òo o ө » » (178) 


which agrees with (24) when that formula is interpreted in 
complex numbers. 

Again, if we ground the line at В, and sum the current-waves 
arriving at B, their conditions are I,c-?, I e75, I e75, etc. 
Being reflected at B without change of sign, they contribute 
doubled increments at B. Hence the summation at B is— 
Ip = 2(12-* + 12-8 + 12-5 -- ... . . amperes / (179) 

So ee ie oe оор x К „ (180) 


217% _„/ 2 БИР 7 
=e Моа) Sanko co s s 080) 
Е, 
p 2, sinh 0 e e e. . е e e. & e. e 99 99 (182) 


which agrees with (25) when that formula is interpreted in 
complex numbers. 

With the line grounded at B, the potential waves cancel their 
arrivals on each reflection and at each end of the line; so that 
the summation of potential at the sending end is always Е, 
and at the receiving end always zero. 

If now the line is grounded at B through an impedance 2, 
ohms, any current-wave on arriving at B is split into two parts; 
namely,a transmitted part which is absorbed to ground without 
further reflection, and a reflected part which goes back as 
though from an open end. Let m be the fraction of the wave 
that is transmitted or the transmission coefficient, and 1—m 
the fraction that is reflected or the reflection coefficient. It 
was shown by Heaviside that in the symbols here used— 


m=-—°— . . numeric / (183) 


Бон (184) 
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the reflected current-wave retreats with its sign reversed, or 
as with a coefficient m—1. 

The current-wave to ground at B on first arrival is mI e-°, 
and (m — 1)L,e-? goes back to A. It reaches A in the condition 
(m—1)I e7”, and is reflected back to B without change of 
sign. It arrives at B for the second time in the condition 
(m—1)I 7%. Of this m (m—1)I,e—™ is absorbed to ground, 
and the remainder (m—1)*I,e- retreats to A. The final 
summation current absorbed to ground at B is— 
I,=mlI,e~°-+-m (m—1)I1,e- 9? 


+m (m-—1yI-9-F ... amperes / (185) 
=ml1,e—*{1+(m—1)e—-*+(m—1)¥e-¥ + . „  , (180) 
| mnl? _ ml, 
=[—(m—le-* = #—(т—1)в-—° 

= CI "E. » » (187) 
m ze) 
ыз Л л НИИ 
( "ові 0 --sinh 0 y cosh 6+sinh 0 
Lz 
ере сек oe) 
E, 

=z sinh 0 + z, cosh 0 e e o o o o œ » » (189) 


which agrees with (59) when that formula is interpreted in 
complex numbers. 

It can readily be seen that the potential at B in the steady 
state is Igz, volts, and that potential reflections at A cancel 
off. 

We might similarly sum the potential or current waves at 
any intermediate point on the line and derive formulas (37) 
to (42). 


CHAPTER УП 


THE APPLICATION OF HYPERBOLIC FUNCTIONS TO 
ALTERNATING-CURRENT POWER-TRANSMISSION LINES. 


ALTERNATING-CURRENT power-transmission lines differ from 
alternating-current power-distribution lines in having only 
terminal loads applied to them, as distinguished from a num- 
ber, usually a large number, of intermediate distributed loads. 
They are ordinarily of the three-phase type, as indicated in Fig. 
43, and consist of three line conductors. The system may be 
regarded as being divisible into three independent single-phase 
lines, AB, A'B', A"B", each operated, at star voltage, to 


Fic. 48.—Set of Three-phase Transmission Wires. Nominal circuit of three- 
hase set of wires. Three equal condensers connected in star between mid- 
ength points O, O', 0”. 

ground, or neutral-potential surface. If the three wires are 

symmetrically disposed, the three individual single-phase lines 

will have equal w: ‘е inductances, and also equal wire capacities, 
acting like а star group of condensers, with zero potential at 

the neutral point (Fig. 43). The corresponding conditions for а 

two-wire system are indicated in Figs. 44, 45 and 46. If the 

geometrical disposition of the three wires in the system of 

Fig. 43 is dissymmetrical, the three individual inductances 

86 


APPLICATION OF HYPERBOLIC FUNCTIONS 87 


and capacities of the independent single-phase wires will be 
unequal, but can ordinarily be computed from the geometrical 
data. 


Fic. 44.—Diagram of an Alternating-current Circuit with the entire Line Capa- 
city centered at B, and the resistauce and inductance divided between the 
four choking-coils L, L, L, L. 

Every alternating-current power-transmission system may 
therefore be analysed into a group of parallel wires, each oper- 
ating independently to ground potential Strictly speaking, 


L B 


Fic. 45. — Division of the Circuit of Fig. 44 into two equal and symmetrical 
portions about the neutral mid-plane OO of zero potential. 


the capacity of each line is uniformly distributed, and it is the 
recognition of this condition that introduces hyperbolic func- 
tions as the natural key to the true behaviour of such lines 


L B L 


L В L 
Fra. 46.—Analysis of the Double-wire Circuit of Fig. 44 into two equivalent 
single-wire circuits A, B, C and A’, B’, C’, each having twice the condenser 
capacity of the circuit in Fig. 44. 


in the steady state; but, as a first approximation, which is suf- 
ficiently good for all but very long lines, at ordinary operating 
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frequencies, the capacity may be either lumped into a 
single condenser at the middle of the line, as in Figs. 45 to 47, 
thus forming the nominal T of the line; or, as is usually more 
convenient for the purposes of computation, all the capacity 
may be collected into two equal condensers, and these applied 
one at each end of the wire, as shown in Fig. 48, thus forming 
the nominal /7 of the line. This method has been called the 
A о B 
L 


G 


Fie. 47.—T-Conductor Equivalent to an alternating-current transmission wire. 


“split condenser” method of analysing approximately the 
electrical behaviour of a transmission line.* One wire AB of a 
transmission system is represented, in Fig. 49, as operated 
to neutral potential The wire has a vector impedance 
R+jX =Z / В ohms. At the receiving end В, is a motor M, 
or other load, of known magnitude and power-factor, at a given 
voltage Es. At the sending end A, a single-phase generator G, 
A B 


zt nm 
| d 


G G 


Fic. 48. —r1-Conductor Equivalent to an alternating-current transmission wire. 


delivers such a voltage E, as will maintain the given voltage 
Eg at B. Half of the capacity of the wire to neutral surface 
is applied as a condenser at A, and the other half at B. Each 
such condenser offers an admittance of Y, = Yg mhos. The 
admittance Yg receives a current I’ from the voltage Ep; 
while Y, similarly receives a current I’, from the voltage E,. 
The line current I has the same strength at all points between 
À and B. It is the vector sum of the load current Ig and the 
condenser current I's. АП voltages are r.m.s. vector star- 


* “Calculation of the High-Tension Line,” by P. B. Thomas: Trans 


Am. Inst. Electrical Engineers, Part I, vol xxviii, pp. 641—686 
June 1909. 
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voltages, in the case of a three-phase system, and all currents 
are r.m.s. vector amperes. We take the phase of the voltage 
Ев as standard, and refer all other voltages to this phase. 


E, Z=aR+jX E, 


ved сенаты днн 


бо г SUY ЕТТ Demerara 
ЕБЕТ УЮСА 


Е та. 49.— Circuit Connections and Vectcr Power Diagram for one wire of a power- 
transmission system. Nominal II. 


The diagram O a b g e, Fig. 49, is the stationary vector power 
diagram relating to this wire. Let the vector Ob represent, to 
scale, the power load delivered at Bin the branch M to the 
phase of current Ig as standard. Denote this load by— 


Рв = Eg . Ip LB . . watts L (190) 


or volt-amperes / 
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Then the horizontal componént Oa of this load 1з the effective 
power delivered ; or— 


Р,в = Ep. Ip. csf . . watts (191) 
and the vertical component аф is the reactive power; or— 
Pg = j Eg А Ip . Sin p А J watts (192) 


The power-factor of the load is cos p. 

Since the receiving end of the line is assumed to be main- 
tained at a steady star-voltage Ep, the charging current in the 
admittance Үр 1s— 


I’; —jEp. Ygs. . amperes / (193) 
The power absorbed by this admittance is— 
рв = Ев I's = J E?g s: Үв " Jj watts (194) 


This is + ï reactive power, to voltage standard phase, but 
must be reckoned as — у reactive power with respect to cur- 
rent standard phase. It is, therefore, measured along ba, and 
is indicated at bc. The power supplied at the B end of the line 
including the admittance Y, or half-line condenser, is Oc watts 
or volt-amperes. In other words, part of the reactive power 
in the load is supplied by the end-condenser Y. 

The line current is the vector-sum of the load current I, and 
the condenser current I’, ; or— 


I — Ig Ea Ig . . . . . .rm.s. amperes / (195) 
The power expended in the line is— 
PZ=PR+ IX . watts or volt-amperes / (196) 


where the phase of the line current must be taken as standard. 
This power is represented by the vector ce, cd being the effective 
or dissipated power, and de the reactive or non-dissipated power. 
Consequently, the power supplied to the line at A, beyond the 
condenser Y,, is represented, to scale, by the vector Oe = P’, 

The power developed in the condenser admittance Y, is 
—jE,Y, watts, or pa on the diagram. For this item, we 
find the value of E, ; namely— 


E,.-—Eagd-IZ & 4&4 volts / (196) 
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Finally, the power supplied by the generator G to the end A 
of the single wire considered, including the condenser Y,, is 
Of = P, vector watts or volt-amperes; of which the horizontal 
component Og = Pa = E,I, cos у is the effective component, 
and P,a = gf is the reactive component. The power-factor at 
the generator is cos у. The electrical efficiency of the line is 
Oa/Og. 

The simplest method of taking distributed capacity into 
account in such a problem is to substitute, by formulas (77) and 
(78), the equivalent M for the nominal П. 

We may take the example of а three-phase transmission line 
having a length L = 250 km. (155334 English statute miles), 
consisting of three No. 000 A.W.G. copper wires, 1:041 cm. in 
diam. (0°41’’), supported symmetrically, on pole insulators, at a 
uniform interaxial distance of 198 cm. (72") The following 
values of linear resistance, inductance and capacitance are taken 
for each of these three wires, to neutral potential surface— 


т = 0:206 ohm / wire km. = 0°33 ohm / wire mile. 

| = 122229 millihenry / wire km. = 1:967 millihenry / wire 
mile. 

с = 0:0094828 microfarad / wire km. = 001526 microfarad / 
wire mile. 


The linear leakance is taken as negligible. The frequency of 
operation is f= 25 cycles per second; or w = 157:08 radians 
per second. 

With the above linear secondary constants we obtain for the 
total line constants— 


Lr = R = 51:5 ohms, Li = 0:30557 henry, 
Le = С = 23707 microfarads. 


We may assume that the star voltage at the receiving end 
of the line is 50 kilovolts r.m.s. or 86:6 kv. between any pair of 
the three wires. 

At the above fundamental frequency, the linear reactance of 
each wire will be jx = lw = /1:22229 х 0:15708 = 70191996 
ohms per km. The total line reactance jL = j47:999 ohms. 
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The linear dielectric admittance jem = j1:48955 x 10-5 mho 
per km, and the total dielectric admittance JY = Le» = 
7872890 x 10-* mho. The total wire impedance is therefore 
Z = 51:5 + j47:999 = 70°40 /42° 59’ 05" ohms. 

Fig. 43 shows, at AB, the nominal / of this line for the 
above-mentioned frequency and conditions. It consists of a 
line impedance with half the capacity susceptance at each end ; 
4.6. j1°86194 x 10-* mho corresponding to a reactance of 
5370:74 | 90° ohms. 

The hyperbolic angle 6 subtended by the line will be, by 
(19), 0 = ZY = »/70°40/42° 59’ 05" x 3772390 x 10-*|90? 
= 4/0:0262167/132? 59’ 05" = 0101915/66? 29’ 32" 
= (0064588 + 70148476 hyp. The nominal /7 of this line is 
presented in Fig. 50, at ABGG, for the frequency of 25 —. 
The architrave impedance is the line impedance Z above 
mentioned, and half of the dielectric admittance is placed in 
each pillar. 

In order to form the equivalent J of the line, we require to 


tanh 6 


E са Ву the help of 


form and apply the ratios 7 and 


z 
2 


(139) and (145) we find— 
sinh Ө = 0161431 /66° 40’ 32" 


and tanh 2 = 00810865 /66° 23’ 17”; 


consequently— ky. =m бы 0:99703 /0° 11' 00" 
tanh j 
ky = —g— = 10016 N0? 06" 15”. 
2 


* Tables of 224. апа anh (0/2) with five significant digits have been 


computed by the writer for each degree between 60° and 90° of argument 
and each 0:1 of modulus in Ө up to 0:5. These tables are shortly to be 
published (Bibliography, 73). 
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That is, the correction-factor which transmutes the nominal 
into the equivalent // for this 250 km. line differs from unity 
25 
250 km. - 
«m 6-4.1655x10 1/66. 23- 32 
Ө = 0-16191 /66- 29-327 
A 51-50 + 147999 = 0-,0/52*39*05*. es B 


e Ls a 
w flr ^ la 
x [o = Ht 
9 Ш ә roe 
~ 
F $ x IR 
all ЯС 
e Ф 9 
es [s : 
3 3 
G G 
d = 0-997103 [0*.11".00° i 1-0016 Vo*-o6" 15° 
a 51-214.,48-01 = 70-192 [43%10°05" w b 
© o х ae) 
«5 ~ 2 о < „ | 
= @[аё S 2195 
1 p to о t 
x, БЕ о х |1 
e x х х 5 ws 
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ii iw + eu 
гә — = 
e Z oo =, “ 
ә С Є- а 
d o + * m 
PE: x 
Ке ©, з 
3 
g € 


Ета. 50. —Nominal and Equivalent II for the particular transmission line at 25 ~. 


by only 0'3 per cent. for the architrave and 016 per cent. for 
the pillars. In other words, the correction for distributed 
capacity is negligible for such a line. 
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In Fig. 50, when we multiply the architrave impedance 
AB of the nominal Л by 0:99703 /0° 11’ 00", we obtain the 
architrave impedance 70:192 /43? 10’ 05" ohms, a, b, of the 
equivalent M. This means that the line behaves in the steady 
state, at this frequency, as though its conductor resistance were 
reduced from 51:50 to 51:21 ohms, and its inductive reactance 
increased from 47:999 to 48:01 ohms. Similarly, multiplying 
the pillar admittance AG or BG, of the nominal Л, by 1:0016 
X0? 06’ 15", we obtain the pillar admittances 1:86492 x 10-4 
/89° 53” 45" mho, a,g, or b, g, of the equivalent /7.* This is 
equivalent to assuming that either a certain small resistance 
(9:73 ohms) is inserted in series with a slightly increased 
condenser (1:1873 uf); or, that a non-inductive leak of 0:339 
micromho, has been applied to each condenser in shunt. We 
shall retain the latter conception for convenience. 

The circuit-connections and the vector power diagram, for 
one wire of the line considered, are given in Fig. 51, under an 
assumed load of 4000 kw. (4 megawatts) of effective power (12 
megawatts for the entire three-phase system), at a power factor 
of 0:8. The apparent or resultant power delivered at В is, 
therefore, Pg = 5:0 /86° 52’ 12" megawatts, to standard current 


phase, and the inductively reactive power j3 megawatts. The 
current received through the load, under 50 kilovolts at B, is 
thus 80 — J60 = 100 \ 36° 52’ 12” amperes to B-voltage 
phase. That is, the load current lags by this angle behind the 
voltage at the receiving end of the line. The current in the 
leaky condenser at B is 0:01695 + /9:3245 amperes, carrying a 
power of 0:8475 + 7466°23 kw. to B-voltage phase, ог 0:8475 — 
j466:23 kw. with respect to current phase. The total power 
delivered at B, including the terminal condenser, is thus: 
4000848 + 72:58877 megawatts. All pressures and currents 
are expressed in r.m.s. values. 

The current in the line is 80:017 — /50:676 amperes to B- 


* It will be understood that the degree of arithmetical precision aimed at 
in these examples, for the sake of thoroughne:s, is much greater than i* 
necessary in ordinary transmission-engineering computation. 
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voltage phase = ea The IZ drop in the line 

is 94°714\ 32° 20’ 47” x 70:192 /43° 10’ 05" =6648 /10° 49’ 18” 
= 6530 + 71248 volts. The IZ power is (94714 /0°) x 

70:192 /43° 10’ 05" = 629686 /43? 10’ 05" watts = 0:6297 


6648 [10% 49.18" = 6530+ 1208 v 
S 94.714 2^ zo41* з 80. :07] - 450-675 a. 
NA 70-192, [43519 0$" В a, 


„ 


T 
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Fic. 51. — Circuit Connections and Power Vector Diagram for one wire of the 
particular transmission line at 25~. 


/43° 10’ 05" megawatt = 0°45926 + 7043080. In this power 
computation, the current must be taken as of standard phase, as 
all power products P = E I watts /, require one of the vectors 
E or I to be taken at standard phase, or zero argument. 

The voltage at A is the vector sum of the B-voltage and 
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the IZ line drop. It amounts to 56,530 + 71248 = 56543 
/1° 15’ 54" volts. At this voltage, the current in the leaky 
condenser at A is 56548 |l? 15’ 54” x 186492 x 1074 
[89° 53’ 45" = 105449 /91° 09’ 39” amp. = — 02136 + 
j 10:5427. The power delivered to this condenser is 56543 
[0° x 10:5449 /89 53’ 45" = 596,247 /89° 53’ 45" watts = 
1084 + 7 596,240 watts with reference to voltage phase, or 
1084 — ïj 596,240 watts with reference to current phase. Adding 
this power vectorially on the diagram, by the vector ef, we 
arrive at f, and Of is. the vector power delivered by the 
generator at А = 5:051 /27° 57’ 45" megawatts = 4461 + 
2:868 megawatts at a power-factor of 0:8838. 

The current delivered by the generator is the vector sum of 
the line current and the A-leak current ; or 79:803 — 7 40:133 = 
89:322 N26? 41’ 52" amperes, under a pressure of 56,543 
[1° 15' 54" volts, with a power of 89.322 /0° x 56,548 
[21° 51' 46" = 5,051,000 /27° 57' 46" watts (current phase) 
which checks the preceding result. 

The efficiency of the line under this load is 4/0/4:461 —0:8967. 

It is evident that the power diagram and line computations 
would be only slightly modified, in this case, if we employed the 
nominal Л of the line, instead of the equivalent Л. The com- 
putations would also be simplified; because the leaks at А and 
B are pure reactances or j-quantities in the nominal JM, and 
pertain to pure condensers ; whereas, in the equivalent M, they 
are complex quantities, or pertain to leaky condensers. 

Relation of Line Angle to Length and Frequency.—The hyper- 
bolic angle 0 subtended by a uniform alternating-current line 
manifestly increases with the length of the line. If the line 
had no conductor resistance, or dielectric leakance, the angle 


would be, by (150)— 


0 = јо Jie. . hyp. radians (197) 
= Lw,/le . circular radians (198) 


which shows that it increases directly in proportion to the 
frequency. To a first approximation, therefore, the line angle 


TO ELECTRICAL ENGINEERING PROBLEMS 97 


increases with the frequency, provided that the dissipative 
linear constants of the line (g and r) are relatively small, and 
this is true for power-transmission lines. Аз a rough rule, we 
may say that 1000 km. of wire such as is used in power- 
transmission, operated at a frequency of 50 —, has a line-angle 
of about 1 hyp. at an argument usually between 60? and 80°. 
Consequently, to the same low degree of precision, the modulus 
of the hyp. angle subtended by a wire of L km. operated at 
а frequency of f ~ is roughly— 
Tm, 


50000 * * * numeric (199) 


Thus, although the hyperbolic angle subtended by a trans- 
mission line, at its fundamental working frequency, may be so 
small that there is very little difference between its nominal 
and its equivalent T or JJ, yet steadily increasing differences 
will develop with the ascending harmonics in the impressed 
e.m.f, if such harmonics are present. 

In a properly constructed three-phase system it is well known 
that no harmonic frequencies can exist of three times, or of 3n 
times, the fundamental frequency. Such harmonics as exist 
must be of 5, 7, 11, etc. times the fundamental frequency. In 
Fig. 52, the nominal and equivalent //'s are presented for the 
quintuple frequency of 125~ in the case of the 250-km. 
line already considered. The nominal M of the line differs only 
from the nominal / at 25—, in having five times the inductive 
reactance in the architrave, and five times the condenser sus- 
ceptance in the pillars. The hyperbolic angle of the line is 
Ө = ./245°458 [11° 53’ 19" x 186194 х 10~ 3 /90° = 0676039 
188° 56° 40" = 0071818 + 70672267 hyp. The correcting 
ratios for this angle are A, = 0:02722 /0° 56’ 40", and 
k, = 1:03893 (0? 28’ 50". Applying these factors to the 
architrave and pillars of the nominal JI respectively, we obtain 
227°595 [18° 49’ 59” ohms for the architrave, and 9:6721 x 1074 
[89° 31’ 10" mho for the pillars of the equivalent Л. 

The corresponding conditions for the septuple-frequency 

н 


98 APPLICATION OF HYPERBOLIC FUNCTIONS - 


125 «2 
250 km. 


= 2]-0%156 х0“ / 93.56.00" 


a = (2-85272 +5 26-89066)10 


@= 0-676 039 [83*- 56- 40" 
А 1:5 +f 239-997 = 245-58 / тт“: 53-19" d B 
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Его. 52. —Nominal and Equivalent П for the particular transmission line at 
125~. 


harmonic 175~ are indicated in Fig. 53. The hyperbolic 
angle has reached 0:041311 /85° 38’ 34" hyp. Тһе correcting 
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If 5 ^ 
250 km. | 
ol = (2.86 057+ ] 37-5436) T 3-76 $ 25X10/ $5" 39:34" 
02 0-941311 /85°-38°34" 
А 51-5 + j 335-993 = 339-917 [81.1709 w B 
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Fig. 53.—Nominal and Equivalent TI for the particular transmission line at 175~, 


factor k, has a modulus of 0°86039, and k, 1:08088. The 


equivalent // has not only less line reactance, but also less 
H 2 
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line resistance than the nominal /7, which means that a given 
current strength delivered over the line dissipates less power in 
transmission, by reason of the uniform distribution of capacity, 
compared with that which would be dissipated with the 
capacity in two terminal lumps. 

Graphical Method of Combining Harmonic Maximum or R.M.S. 
Values of Voltage or Current into a Resultant Maximum or R.M.S. 
Value.—If the impressed e.m.f. at the generating end of the line 
is impure, and the magnitudes of the various harmonics are 
known, then, in order to determine completely the distribution 
of voltage and current over the line, taking distributed capacity 
into account, it is necessary to compute the equivalent П ог T 
of the line for each harmonic frequency, as well as for the 
fundamental, to ascertain the impedance which the load at B 
offers to each frequency respectively, and to compute the 
voltage-current distribution for each frequency independently, 
in the manner indicated at А В, Fig. 51. Finally, knowing the 
components of r.m.s. voltage, or current, at any point in the 
system, the resultant r.m.s. value is found by the process of 
“crab addition,” or the successive addition of components, 
each added perpendicularly to the last resultant. Thus, in 
Fig. 54, let OA be to scale, the r.m.s. value of а fundamental 
frequency component of voltage, or of current, at a given point 
in the system, A,B, B,C, C,D, other-frequency r.m.s. com- 
ponents of the voltage, or of the current, at the same point, 
in any order of selection. In practice A,B might be a 5th 
harmonie (quintuple-frequency harmonic) B,C a 7th har- 
monic, and CjD a 18th harmonic, and so on, but the 
proposition applies equally well to components of any 
different frequencies, whether harmonic or not. Then, no 
matter what the relative phases of the different components 
may be, the resultant rms. value of all the components 
may be found graphically by adding them rectangularly, and 
successively, in any order. Thus, taking OA as 1°0, repre- 
senting say 1000 volts rms. as the voltmeter value of a 
fundamental e.m.f, associated with a 5th harmonic of 0:333, 
ог 333 volts rms, also with a 7th harmonic of 0'111, or 
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111 volts r.m.s., also with an 11th harmonic of 0:037 or 37 volts 
r.m.s., the resultant of all would be Od = 1:0605, or 1060°5 
volts r.m.s. 

The same reasoning and process evidently applies if each 
component is expressed in terms of its maximum cyclic, instead 


A — 2:333. B 
B 25g 


0-037 


сер 


O 


Fic. 54.—Composition of Fundamental and Harmonic Frequency R.M.S. com- 
ponents of voltage or current into a resultant R.M.S. value by the process of 
“crab addition " or perpendicular summation. 


of its r.m.s. value. In such a case, the resultant would also be 
a maximum cyclic value. 

Moreover, if each harmonic component is analysed into two 
quadrature sub-components, of the sine and cosine type respect- 
ively, such sub-components, although of the same frequency, 
may be included correctly in the rectangular summation 
process. In other words, quadrature sub-components of any 
harmonic component of voltage, or current, act, in this particular, 
as though they had different frequencies. Expressing the same 
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proposition algebraically, if a complex harmonic quantity be 
analysed into the Fourier series— 


A + B sin wt + C sin 3 et + Dsin 5 wt + E sin 7 wt + 
+ b cos wt + c cos 3 wt + d cos 5 wt +e cos 7 wt + 


where the constants A B C, etc., are maximum cyclic values. 
Then the resultant modulus is well known to be— 


JETBIPBIOISTDITZTETS. 
which is obviously the value given geometrically by the rect- 
angular summation process. Moreover, since the maximum 
cyclic value of any single harmonic component is 4/2 times its 


r.m.s. value, the proposition must be capable of application either 
to maximum cyclic, or to r.m.s. values, throughout. 


Summing up, then, the conclusions reached in this chapter, 
we may say that power-transmission lines of the greatest 
lengths in ordinary industrial service to-day, operated at 
ordinary frequencies, do not require correction for distributed 
electrostatic capacity, if analysed on the basis of the nominal Л, 
or split-condenser method, unless great precision is required; 
because the hyperbolic angle subtended by such lines is usually 
less than 0:5 in modulus. If, however, high harmonics have 
to be taken into consideration, the hyperbolic angle subtended 
by the line may be over 1 hyp., and the correction for dis- 
tributed capacity in such cases may be material. 

In every case where a correction for distributed capacity 1з 
required, the simplest method of effecting it is to substitute the 
equivalent for the nominal Л of the line, at the frequency 
considered. 

Ferranti- Effect. — The property of an alternating-current 
power-transmission line to develop a higher voltage at the 
receiving end than at the sending end, or to possess а negative 
drop of potential, has been called the Ferranti-effect, having 
been first pointed out in connection with the Deptford-London 
power transmission cables in 1890.* 

* “Capacity and Self-Induction in Alternate Current Working,” by 
Gisbert Kapp, The Electrician, Dec. 19, 1890, p. 197, and Dec. 26, 1890, 


. 229. ‘On the Rise of Electromotive Force observed in the Deptford 
ains," by В. T. Glazebrook, The Electrician, Dec. 26, 1890, pp. 232-9233. 
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The Ferranti-effect is observable on such lines only at or near 
no-load. It usually disappears with a very small load on the 
line. It is commonly supposed to depend upon the influence 
of distributed electrostatic capacity in the line; but it is pro- 
duced by the charging current of the line passing through the 
inductive reactance of the 
wire, and this charging 
current may be regarded 
as due to the total line 
capacity lumped in a single 
condenser at the middle 
point, as in the nominal 
T ; or lumped in two split 
condensers,one at each end, 
as in the nominal M. The 
only influence exerted by 
the distribution of capacity 
on the Ferranti-effect is 
that due in detail to the 
substitution of the equiva- 
lent T or H for the nominal 
T or П. 

Referring to the nominal 
II of such a line-wire as 
is represented at AB, in 
Fig. 49, let E, be the r.m.s. 


vector voltage impressed Fic. 55.— Vector Diagram indicating the 
at A, in the stead y state. Limitation of the Ferranti-effect as deter- 


mined by the line-resistance. 
Let the end B of the line 
be freed, so that there is no load on the line, and let Eg be the 
vector r.m.s. voltage developed at B. Then, if Z = R 4-7 X is 
the vector impedance of the line and 2, = — jX. the vector 
impedance of the semi-line condenser at B, we have, as in the 
continuous-current circuit— 


Es E, gz . . » volts / (200) 
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That is, the B-voltage is the A-voltage multiplied by the 
Z+ Ze 
scale of ohms, the line nominal impedance Z, as the vector sum 
of the line resistance R and reactance 7X. Let be be the 
impedance Z, to the same scale, of the semi-line condenser at 
B. Then ос will be the vector sum Z+Z,. Consequently, in 
(200), the B-voltage is the A-voltage multiplied by the ratio 


Е This ratio will always be greater than unity, if the 


vector fraction 


In Fig. 55, let ob represent, to a 


condenser impedance 6c is greater than the line reactance ab, 
provided that the line resistance oa 1s less than da, the point d 
being on the circle drawn with centre с and radius cb = jZ, 
ohms. In practice, the line reactance jX is always small 
compared with the semi-line condenser reactance jZ,; so that 
the B-voltage in the steady state must exceed the A-voltage at 
no load; t.e. the Ferranti-effect must occur on any normal well 
insulated line, unless the line resistance R is more than the 
critical value da; or algebraically, unless— 


R {VX QZ, – X) . . . ohms (201) 


Thus, in the case presented by the nominal П, AB, of Fig. 50, 
where R = 51:50, X = 48, Z. = 53/07 ohms, the Ferranti- 
effect occurs, and must occur, until R is not less than 
A/48 (10741:4 — 48) = 714'8 ohms. The equivalent J of this 
line (ab, Fig. 50) differs so little from the nominal JI, that this 
deduction is scarcely affected by the uniform distribution of 
electrostatic capacitance. 

Since the linear resistance of all power-transmission lines 
must be kept relatively low, their line resistances are, in practice, 
well below the above critical value; so that they exhibit the 
Ferranti-effect, at no load, almost invariably. But the magni- 
tude of the effect is ordinarily very small, although it increases 
. when the length of the line is increased. Thus, if we repeat 
the diagram of Fig. 55 to the scale pertaining to the nominal, 
П of Fig. 50, and the 250 km. power wire operated at 25 ~ 


г 
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we obtain the diagram of Fig. 56, where ob is the line-wire 
impedance of 51:5 +748 ohms, and be the split-condenser im- 


pedance of — 75370774 ohms. b 
The vector oc is therefore q $8 
582299 \89°26'44" ohms ns ui a 
and the Ferranti - effect -7 

factor— 


bc _ 531074 |90° | RES 

oc. 5822:99 | 89° 20 447 —1:00897 \ 0° 33' 16 
which means that the voltage at the B-end of 
the line exceeds the impressed voltage at the 
A-end by 0:897 per cent., and lags in phase by 
0° 3316". The substitution of the equiva- 
lent Л for the nominal Л of the wire barely 
affects this result. 

If, however, we increase the length of the 
line ; or if, leaving the line-length unchanged, 
we increase the frequency of operation; then 
the line reactance аф increases, while the 
capacity reactance bc diminishes, so that the 
Ferranti-effect factor increases. At the same 
time, the change from the nominal to the 
equivalent /7 becomes more marked. Conse- 
quently, the Ferranti-effect, which is in- 
significant on ordinary aerial lines, at ordinary 
low frequencies, may become very large at ex- 
traordinary lengths of line, and especially at 
upper harmonic frequencies, 

In order to determine the maximum Fer- C 
ranti-effect factor that can be produced on a Fic. 56.— Vector 
given line, it is expedient to refer to Fig. 42, ваш а 
which shows the successive vector additions to tude of the Fer. 
the receiving, or B-end, free voltage, as built ud Es 
up by reflections during the unsteady state. particular line at 
It is evident from an inspection of that "load. 
diagram, that in order to build up the maximum B-voltage it 
is necessary that there shall not only be small attenuation on 


CELTES 
VLOLES 
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the line; so that the successive modulus additions may be 
large, and numerous; but also that they should arrive in the 
same phase-direction. This means that the argument of the 
angle 0 shall be B = 2/2 radians, or 90°; because the phases 
of the successive increments are —20 apart. But we have seen 
that this requires the j-component of the hyperbolic line angle 
0 to be 2/2, and the wave-length Л of the line to be just four 
times the length of the line. In other words, the line must be 
а quarter-wave in length. When a line is operated at such a 
frequency as makes 1а quarter wave-length, then the successive 
voltage increments in the preliminary unsteady state fall 
vectorially into line with each other, and build up the maximum 
Ferranti-effect multiplier that the attenuation over the line 
will permit. On the contrary, if the frequency of operation and 
line-length are such that the line has half a wave-length, then 
the successive increments of voltage in the unsteady state arrive 
in alternate directions and produce a minimum  Ferranti- 
effect factor. The same proposition applies with reduced force 
to all quarter and all half wave-lengths, as the length of line is 
increased. 

In the case of the 250-km. power-transmission line above 
considered, i& can be readily found that the frequency of 
f = 298-424 ~, with о = 1843:64 radians per second, brings 
the line into resonance at one quarter wave-length. For 
the line angle at this frequency is 0 = 0:071650 + 71°5708 
= 07071650 +7 2/2 = 1:5724338 /87° 23' 18" hyps. The at- 
tenuation-constant is also а = (2:86599 + /62:832) 107 * hyp. 
per km. The wave-length is then by (162) 4 = 2z/(62:832 
X 10- < = 1000 km. and the line-length is just one-fourth 
of this. The velocity of propagation is also, by (159) 
v = w/a, = 1843:64/6:2832 x 10-3 = 293424 km/sec. This 
frequency is 11737 times the fundamental frequency of 
operation, and is, therefore, not exactly a harmonic frequency ; 
but if the fundamental frequency were increased from 25 
to 26:675 ~ or by 6'7 per cent., it would then become exactly 
the 11th harmonic frequency. Under these special circum- 
stances of an 11th harmonic frequency, we should expect to 
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derive the maximum Ferranti-effect possible on this type of 
line-wire. 

The nominal and equivalent M of the line-wire for this 
resonant frequency are indicated in Fig. 57. It will be noticed 
that the equivalent line resistance has fallen from 51:5 to 
16:485 ohms, ignoring “skin-effect " or extra resistance due to 
imperfect conductor penetration, which begins to be appreciable 
at this frequency for the degree of precision under considera- 
tion. Тһе line reactance has fallen to 7360°31 ohms; while 
the semi-line condenser reactance has fallen to 9:855 — 785964 
ohms ; leaving in circuit a total impedance of 25790 + 70°67 = 
257985 [1° 29’ 24" ohms. 

The vector-diagram of this case is presented in Fig. 58. 

; . бб 85977 N88? 30' 36” 

The Ferranti-effect factor is the ratio oc = 951985 [1529/24 = 
13:945 |90?, which means that the B-voltage at the receiving 
end lags 90? behind the impressed voltage at A,'and is 13:945 
times as large. This checks the result of formula (22) ; because 
cosh 1:57243 /87° 23’ 18" = 0:0717109 |90°, and the voltage at 
the distant free end of the line is E, /0:0717109 90° = 
13:945 E, |90*. 

No rise of voltage nearly so great as 13°945-fold has yet 
been reported upon any actual transmission line. The con- 
ditions are, however, very special, since a 250-km. line, perfectly 
insulated, is assumed to be operated at the relatively high 
frequency of 293:424 —. Nevertheless, tests made in the 
laboratory with an artificial power-transmission line at a 
similar frequency have produced a resonant rise of potential 
of the same order, in good agreement with the results obtained 
by hyperbolic formulas, and if an actual line of the length and 
conditions here considered failed to develop so large a Ferranti- 
effect factor, it would be owing to attenuation and energy 
dissipation due to extraneous causes omitted from the preceding 
calculations, such as imperfect insulation, dielectric loss, or the 
like. 

In practice, on actual long lines, no such large Ferranti-effect 
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2934254. л, 
250 km 
o, = (2.86399 + { 62832) 10 = 6.28973 [87% 23-18" 
@ = 007165 + 41-5408 = 1-57243 [87223187 
A 51-5+ 563-302, = 565-71) [84° 46-36" w B 
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Fic. 57. —Nominal and Equivalent II for the particular transmission line and the 
resonant frequency 293°424~, 


factor is likely to be encountered at fundamental operating 
frequencies; because as the line is increased in length to 
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develop quarter-wave length, the line resistance increases, and 
so adds to the base oc of the vector-diagram, Fig. 58. More- 
over, even if the line had such a length as corresponded to the 
resonant condition, the effect disappears very rapidly as load 
is applied at B; because the large resonant rise clearly depends 
upon a somewhat sensitive adjustment of posi- 
tive line-reactance in opposition to a nearly 
equal negative condenser-reactance in the pillar 
of the equivalent M. Shunting the pillar by a 
load would tend to destroy the balance, to take 
the resonant load off the generator, and to 
keep down the excessive voltage at B. It 
would seem, therefore, that the danger of 
resonance could be avoided by keeping the 
line always under load, either at the distant 
end, or at intermediate points, or at both. 
Corona losses along the line would also prob- 
ably assist automatically in keeping down the 
excessive potential. 

But if the generator delivered voltage to the 
250-km. line at a fundamental frequency of 
26°675 ~, and happened to possess an appreci- 
able 11th harmonic, say 5 per cent. of the 
amplitude of the fundamental; then, with no 9 
load on the line, there would be a distant-end 
harmonic component of about 70 per cent. of "Dus b 


the fundamental, and the resultant B-voltage ing the Ferranti- 
eflect in the case 


» would be 1+ 07? = 1:22 times the A-voltage, of the particular 
or а Ferranti-effect of 22 per cent. due almost =e ом 
wholly to harmonic resonance. This effect 
would speedily disappear with the application of load. There- 
fore, when an aerial line of such a length as 250 km., operated 
at as low a frequency as 25 ~, displays an evident Ferranti- 
effect, the presence of an upper harmonic nearly in resonance 
with the line is to be suspected. 

For convenience of reference, in connection with the hyper- 
bolic theory of transmission lines, the data concerning the 


: So 67 


1539 
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particular 250-km. wire above considered are collected in the 
following Tables— 


Table of Fundamental Data. 


Angular Hyp. Angle Surge-Impedance MN Attenuation- 


"ST Xe Hyp. Radians. EN И Velocity | bdo 
"T rad/sec. | Modulus Argument.| Modulus Argument.| km вес. |Hyp/km,Rad/km. 
x10* x 10° 
25 157-08 | 0°161914 /66° 29/32" | 434-60 \93° 30’ 28" | 264,457 | 2:58982 593904 
125 785°398 | 0-676039 /83° 56' 40” | 368 083\ 6° 03’ 20” | 292,070 | 2:85272 26:89066 
175 1099-556 | 0-941811 /+5°38' 84” | 861:110 M* 21’ 26" | 292,875 | 2°86057 37:54862 


293:424 1843°635 | 1°572484 />7° 23" 18” | 359 768 \2° 36' 42" | 293,421 | 2:86599 62:832 


Table of Secondary Data. 


Tanh 0 Ferranti-effect 


MUT Sinh 6. Cosh 6. T Factor. * 


~ Modnlus Argun.ent.| Modulus Argument.) Modulus Argument. | Modulus Argmnt, 


25 0-161431 /66° 40’ 32” | 0°9911077 /0° 38’ 10” | 00810865 /66° 23” 17" | 100897 \0° 33’ 


125 0:626835 /84° 53’ 20” | 0°78566 /3° 14’ 37” | 0°351178 /83° 27’ 55” | 1:2728 \3° 15 
175 0°809895 /87° 00’ 23” | 0-595244 /5° 34’ 00” | 0:5082545 /84" 56’ 21" | 16800 \5° 34’ 
293:424 | 1002557 |90* 00717109 90° 1:000 [85° 53' 54" | 18 945 |90* 


Table of Correcting Factors. 


кы Sinh ө Tanh (6/2) 
A 0 (0/2) 
25 0:99703 /0* 11' 00" 10016 \0° 06 15” 
° Ф , [4 —Ó— M ÓÁ— 
125 0°92722 /0° 56' 40' 1:03:03 NO Z8 507 
. o ГА ГА —— 
175 0:86039 n 21’ 4v 1-08088 \0° 49% 13" 
293124 0 63758 /2° 36’ 42” 


127191 V1* 29° 24" 


* [n the case of an actual line in California, 248 km. long, with a total 
single-wire resistance of 50 ohms, a wire capacity to neutral surface of 2:9 
microfarads and a single-wire inductance of 0:323 henry, operated at 60 
cycles per second, by an alternator giving a fairly pure sine wave, the 
observed Ferranti-effect factor was 1:238, as reported by G. Faccicli 
(“Electric Line Oscillations”: Proc, Am. Inst. Elect. Engrs., July 1911, 
pp. 1621-1668). As the fundamental Ferranti-effect factor on this nominal 
п would only be 1:053, the assistance of harmonics is suggested. 
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Equivalent T of One Line Wire at Different Frequencies. 


| Е nt 
Frequency. = Е ке тич ч : Equivalen 
1 MN Total Wire Impedance. Wire Staff Impedance. Car nite 
| Ohms. Inductance Ohms. Mie ro, $ 
i | Henrys > 
i 
51°50 L 50 E ES | TT 
0 [9590 +Л 0°30557 - о 2-370; 
| 31 50 U 
- (51-009 + 47-952 030504 11-8649 - 72693-3 — 
| ders [17 52 50" к» \ 2693-3 80° 11’ 03 $5 
: 55:504 + 324888 А = | -9-545 — }579°15 | cs 
125 [IT ES ast E 0-31688 e А2. 2-1985 
р UNI ITE E Ў ы 579-93 AO 56 39 
^ (60-065 + 7362-124 de: -10610 – 344575 | r 
175 Gage Тш = 0-32934 awe гй 2-0403 
| \ о UZ [Sw 34° 56 | 445:873 /91°21' 49 
£411 + 771459 = -16:351 ~ 3358-48 «da 
206494. [LSA 376. тлом qase [M9 759995. 1-5131 
| L 7197528 [83 17 02 |I 358-849 /92° 36’ 42" 


Equivalent II of One Line Wire at Different Frequencies, 


Equivalent Equivalent 
ere "| Total Wire Impedance. Wire Each Pillar Impedance. Line 
Ohms, Inductance. Ohms. Capacity. 
dai Henrys. Microfarads, 
0 ul "a^ 030557 " 2-8707 
51:21 + 248-01 е 9:726 - j5362°2 C 
25 10:192 [48° 10 05” 0 30564 5362-9 \89° 53" 45" 9 87 45 
44:077  --j223:285 р 8°67 - j1033 86 : 
xd 22:505 is" 49’ sor) 0728180 105590 iss ip | 709 
37:418  4-j290-058 8:87 - j710°44 . 
175 292°461 /82° 3s’ 58” 0°26389 710-491 \89° 17' 47" н 2 5608 
; 16:435 + j360:313 ч 9:855 — j859°65 
208 424 360°69 [51° 23’ 18” 0 19544 359-77 \88° 30 367 34163 


Ferranti- Effect in Wireless Aerials.—A very marked Ferranti- 
effect on a line of very short mechanical length may be found 
in a wireless aerial conductor free at the top and grounded at 
the base through a high-frequency alternator. If the frequency 
of the alternator can be raised to the point at which the aerial 
is a. quarter-wave line, the Ferranti-effect may become very 


large. 


CHAPTER VIII 


THE APPLICATION OF HYPERBOLIC FUNCTIONS TO 
WIRE TELEPHONY 


HYPERBOLIC functions find a wide field of usefulness in the 
problems of telephone engineering. This is for the reason that 
telephone circuits are long, and subtend relatively large hyper- 
bolic angles. Consequently, the equivalent T or H of sucha 
circuit is markedly different from the nominal T or JJ, so 
different, in some cases, as occasionally to astonish the com- 
puter, who would be likely to discredit the results of some 
calculations, were it not that no discrepancy has yet been 
detected between hyperbolic theory and actual measurements 
on telephone circuits; although there is still a very large 
unexplored territory in both the theory and the measurement 
of wire telephony. 

According to the present theory, a simple telephone circuit 
consists of a pair of uniform wires, with a generating apparatus 
at one end, and a receiving apparatus at the other. The 
transmitter diaphragm at the sending end is thrown into com- 
plex vibrations, by the air vibrations incident upon it, as excited 
by the vocal organs of the speaker. The vocal tones are known 
to be very varied and complex. They vary in pitch range from 
about 100 to 10,000 cycles per second, or higher, the ordinary 
range of acoustic sensibility to pitch being between about 
16 and 20,000 cycles per second. It seems that the tele- 
phone diaphragm, when executing forced vibrations, in obedience 
to incident vocal vibrations, responds much more powerfully to 
some frequencies than to others; so that the resultant vibration 
of the diaphragm differs considerably, in detail, from the result- 
ant vibration of the air near the diaphragm. Moreover, а simple 
harmonic pressure delivered by the transmitter diaphragm to 
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the carbon granules in the adjacent microphone may, perhaps, 
set up a simple harmonic variation of electric resistance in the 
same; but a simple harmonic variation of an otherwise uniform 
resistance in a circuit cannot produce a simple harmonic 
variation in the current flowing through that circuit. It seems 
therefore probable that some distortion is produced in the 
transmitted vibrations, both by the mechanical and electrical 
constraints of the microphone transmitter. Nevertheless, the 
electromagnetic waves emitted from the transmitting apparatus, 
after undergoing further electrical distortion along the line, and 
probably yet further electromechanical distortion in exciting 
the receiver diaphragm, are still able to convey interpretable 
sounds to the listener’s ear, owing to the intelligent apprecia- 
tion—more or less trained by habit—of the listener. By 
reason of this intelligent automatic selection and interpretation, 
it is fortunately possible to dispense with transmitted sounds 
of frequency much above 2000 cycles per second. 

Fundamental Assumptions—The theory of telephony here 
presented starts with, and assumes, the terminal sending and 
receiving apparatus as standard, and deals, in the main, with 
the electrical phenomena of the line connecting them. Future 
developments of the theory will probably extend to the char- 
acteristics and phenomena of the terminal apparatus. 

It is also assumed in the present theory that the essential 
electrical phenomena in transmission of vocal electromagnetic 
frequencies along lines are steady-state phenomena. It is 
assumed, in other words, that whenever a syllable is caught and 
interpreted by the listener's ear, it has lasted long enough to 
develop à reasonable number of vibrations, and of underlying 
electromagnetic waves ; so that there will have been a sufficient 
number of such waves to permit the steady state for that 
frequency to be approached within the degree of precision 
required. Thus, a single complete vibration in à component 
complex vocal vibration entering into а syllable would, it is 
assumed, be insufficient either to set up the steady electric 
state for that frequency in the circuit, or to affect the listener’s 


ear intelligibly ; but à wave-train of, say, а dozen such vibrations, 
I 
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lasting in all perhaps, at most, only one-tenth of a second, 
would not only permit a sufficiently close approximation to the 
steady state for that frequency, but also to affect the listener's 
ear. Direct experimental demonstration for this important 
postulate is lacking; but indirect experimental support exists 
in the sense that our hyperbolic formulas apply accurately to 
the steady state of alternating-current circuits, and that no 
reliable discrepancy has yet been brought to light between the 
acoustic transmission of telephone circuits and the conclusions 
derived from the hyperbolic theory. Much remains to be 
investigated in this direction. 

On the assumption that telephonic wave-transmission over 
line conductors is essentially a steady-state phenomenon, it 
follows that the relative phases of the various frequencies as 
arriving at the receiver must ordinarily be very different from 
that existing when leaving the transmitter. According to 
Helmholiz,* the ear can analyse the complex tone into its 
constituents independently of their phase relations; whereas, if 
the syllables contained only a wave or two of some important 
tone, the phase relation of the accompanying tones might be 
significant. 

Attenuation-Factor.—All electromagnetic waves running over 
a long telephone line are subject to weakening or attenuation ; 
but owing to the sensitiveness of the normal human ear, and to 
the high degree of perfection of the normal receiving instru- 
ment, a large amount of attenuation can be permitted. If we 
define the ratio of the amplitude of a single-frequency alter- 
nating voltage or current, at a given receiving point, to the 
corresponding amplitude of that voltage or current at a given 
sending point, as the attenuation-factor, or attenuation-coefft- 
cient between those points ; then it appears that an attenuation- 
factor of 0'05 may be permitted in the most important currents 
without seriously affecting commercial telephonic transmission 
over a long line, and that an attenuation-factor of 0°01 may 
correspondingly occur over such a line before experts may 


* Sensations of Tones, by Von Helmholtz, chap. vi. 
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be unable to communicate telephonically with the standard 
apparatus. 

Distortionless Circuits, and Distortion Ratio— When the 
attenuation-factor of a circuit is the same for all the frequencies 
of current transmitted telephonically, then the circuit is said 
to be distortionless. In general, however, and especially on 
cabled conductors, the attenuation is more marked on higher 
than on lower frequencies; so that the attenuation factor may 
be only 0:05 at 800 ~ but 0-01, or less, at 2000 ~. This dis- 
parity of attenuation over a line is called electrical distortion, 
as distinguished from electro-mechanical distortion existing in 
the terminal apparatus. The effect of distortion 1s manifestly 
to alter the acoustic character of the sound-waves as repeated 
in the receiver. The quality or timbre of the voice is altered. 

The ratio of the attenuation-factor at a certain higher 
frequency to that at a particular lower frequency of reference, 
may be called the distortion ratio for that circuit and upper 
frequency. A certain amount of distortion, and distortion 
ratio, can be tolerated by the ear, and always exists in wire 
telephony, over any but the shortest lines; but when the dis- 
tortion ratio at 2000 — falls below a certain value, the tele- 
phonic service becomes unsatisfactory, even with good and clear 
enunciation on the part of the speaker. The voice becomes 
* drummy ” and indistinct. Consequently, the limiting length 
of a certain type of line over which conversation can be com- 
mercially carried on depends not only on the attenuation at the 
most important telephonic frequency of reference, but also on 
the distortion ratio between this and the highest important 
frequency. A lower attenuation factor сап be permitted on the 
standard frequency of reference, if the distortion ratio at the 
upper end of the essential telephone register is prevented from 
falling too low. 

Hyperbolic Angles of Telephone Lines. —The hyperbolic angle 
of a telephone line, disconnected from its terminal apparatus, 
is by (19) and (153), for a given frequency, a complex quantity, 
with a real and imaginary component. The real component is 


to be interpreted as a real hyperbolic angle, and the imaginary 
12 
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component as an imaginary hyperbolic angle, or as a real 
circular angle. The real or hyperbolic component affects the 
attenuation factor of the line, and the imaginary component 
the phase of the arriving waves. Telephone-line hyperbolic 
angles range up to 50 hyps. or more, in modulus. 

Attenuation-Constants.—The linear hyperbolic angle, ог hyper- 
bolic angle per unit-length of a telephone line, is, for a given 
. frequency, a similar complex quantity a/f = a, + Ја, of which 
the real hyperbolic component a,, affects the attenuation of 
the waves of that frequency, and the circular component a, the 
phase. A wave of current, starting with unit amplitude over 
the line, from a given point, becomes attenuated, after 1 kilo- 
meter, to the amplitude e~* = g-(mt/e2—6-« , g-ia = g-a Va, 
That is, it has shrunk in amplitude, from 1 to e-%, and has 
retarded in phase a, radians with respect to the phase of waves 
starting at the instant of arrival. For this reason, the linear 
hyperbolic angle of the line is called the attenuation-constant 
of the line. We have already seen that the attenuation-con- 
stant has the same numerical value in hyps. per mile or km., 
whether we take the linear resistance, inductance, capacitance, 
and leakance per wire-km. or per loop-km. In what follows, 
we shall use the wire-km. constants consistently. 

Normal and Actual Attenuation-Factors.—If a line-wire were 
indefinitely long, the attenuation-factor over a given length 
L km. would be— 


Г, = ёт . . . numeric / (202) 


But if the line, instead of continuing indefinitely beyond L, 
stops and connects to terminal apparatus, the reflection of the 
waves at this terminal load alters, in general, the attenuation- 
factor. If, however, the impedance of the terminal load happens 
io be the same as the surge-impedance z, of the line, then the 
attenuation-factor of the line is the same as is given in (202) 
for a length L of an indefinitely continuing line. This value 
may therefore be called the normal attenuation-factor of the 
length L, to distinguish it from the actual attenuation-factor in 
the presence of a particular terminal load. 
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Thus, we have by (59) the amplitude of current received 
through the terminal apparatus— 
Enma 


2 snh Lad s oh La max. cyclic amperes / (202a) 


Ів = 
where E,, is the maximum cyclic e.m.f. of the simple har- 
monic frequency considered, impressed on the sending end of 
the line at А, z, is the vector surge-impedance of the line, L `- 
the length of line in km., a the vector attenuation-constant, 
La the hyperbolic angle 0 of the line, z the vector impedance 
of the terminal apparatus to ground potential at В; or half the 
vector impedance of the terminal apparatus between the two 
wires of the loop line. The equation must be worked out by 
the rules of two-dimensional arithmetic, or plane-vectors, as 
explained in Chapter V. 

The current at the sending end of the line is also by (56) 

| es ___ Ema _ 
mac 2, tanh (La + 0^) 
where 6' is the auxiliary hyperbolic angle subtended by the 
receiving apparatus to ground when connected to this particular 
type of line, such that— 


max. cyclic amperes / (2020) 


tanh =% . . numeric / (2020) 


The actual attenuation-factor of the line at this frequency is 
therefore— 


Ls 2, tanh (La + 6’) ; 
kr, = La = 2, sinh La + z, cosh La ., numeric L (2024) 
If, however, the impedance 2, of the receiving apparatus to 
ground, happens to be identical with z,, the surge-impedance of 
the line, we obtain— 
La tanh (La+6’) _ tanh (La--0") : 
La sinh La+cosh La ^ ei вео 
At the same time, however, tanh 6’ = 1 ог 0' = ос. Conse- 
quently, tanh (La + 6’) = 1, and we conclude that— 


k= 


hy = yg = 716 m etna, . . numerie / (202/) 


a 
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or the actual attenuation-factor becomes the normal attenuation- 
factor. 

Values of Attenuation-Constants.—If we consider an aerial 
telephone line consisting of a pair of No. 10 A.W.G. (American 
Wire Gauge) copper wires, of diameter 0°2589 cm. (0°1019”), 
interaxially separated by one foot (30:48 cm.), we may take the 
following linear constants— 


r” = 10:6 ohms per loop mile. r = 3:293 ohms per wire km. 

l’ = 3676 х 10“henrys per l= 1:142 х 10? henry per 
loop mile. wire km. 

c" = 08018 x 10-8 farad per c= 09964 x 10 farad per 
loop mile. wire km. 

g" = 0. 9 = 0. 


Then using formula (150), we have for the attenuation-constant 
at various frequencies up to 15920 —, the data in Table I. 


Table 1 


For single-line copper wires No. 10 A.W.G. 0:2589 cm. diam. 
at interaxial distance of 30°48 cms. 7 = 3:293, | = 0:001142, 
g = 0,0 = 0:9964 x 10-8 kilometer units. 


/ w a а ag A v pA Lj 
Rea! Attenu. ; 
. : Vector : ; Kilo- | Free 
Cycles | Radians Attenuation- а; е. а Kilo- | meters | Air Kilo- 
8 БОП д Sekond constant, hyp. 3 т йы E т ас meters. per Velo- meters. 
per Kilometer. | Kilom eter. Second. | city. 
| 
1:06 50 |0:001281]|45*80'| 0:090898 | 0:0009134 | 6880 54,750 |18:25| 772:2 
15:92 100 |0 001812 | 46° 0:001259 0:001303 | 4822 16,750 | 25:6 550:5 
39°80 250 | 0°002869 | 47° 29’ 0:001039 0:002114 | 2972 118,300 | 39°4 857°4 
79°60 500 | 0°004080 | 49° 55’ 0:002027 0:003122 | 2012 160,154 | 534 263:8 
159:2 1,000 |0:005892 | 54° 34’ 0:003417 0:00480 1309 208,330 | 69:4 202°8 
200 1,257 | 0006700 | 56° 47’ 0 003673 0:00561 1120 224,000 , 747 1887 
898 2,500 |0':01042 | 65° 28’ 0:004326 0:00948 662°8 | 263,700 879 160°2 
796 5,000 | 0°01812 | 75° O01’ 0:004684 0:01751 858:8 | 285,600 | 95:5 148°0 
1,592 10,000 | 0°:03442 | 81° 57’ 0:004819 0:03408 184-8 | 293,430 | 97:8 148:8 
5,920 100,000 | 0:8374 .89*11'| 0004859 | 0°3373 18°62 | 296,470 | 98°8 142 6 


The Table shows that the real attenuation-constant a, in- 
creases very slowly, beyond the frequency of 400 —. Thus, 
taking the frequency of 796 — (w = 5000), as the reference 
frequency, the real attenuation-constant a, is 0'004684 hyps. 


TO ELECTRICAL ENGINEERING PROBLEMS 119 


per km., so that at this frequency a wave would diminish in 
amplitude by £-990:6: or 0-47 7. after running one km. At 
the frequency of 1592 ~ (w = 10,000) or one octave higher, the 
real attenuation-constant has only increased to 0:004819; so 
that the normal distortion-ratio is only е - 09135 for 1 km. and 
this octave. 

The wave-length 4 is obtained by formula (162), and becomes 
shorter the higher the frequency. The velocity of propagation 
v is obtained by formula (159). As the frequency increases, it 
approaches the velocity of light in air (3 х 10° km./sec.). It 
falls short of that value; first, because there is some internal 
inductance within the substance of the wire, and this constitutes 
a load distributed along the line. Only when a: wire has no 
internal inductance can the velocity of propagation attain that 
of light in the dielectric; and, second, owing to loss of energy 
into the substance of the wire, the speed of propagation falls 
short of the speed of disturbances in the external medium. 
Only when there is no loss of energy either in the conductor 
or in the dielectric, can the velocity v attain that of a 
disturbance in the medium. 

The last column gives the semi-amplitude range, or the 
distance in km. to which the waves can run, at each frequency, 
before being normally attenuated to one half of their amplitude 
at the start, as obtained from the equation— 

£77u —(y5. . . . . numeric (203) 
orsince—  £ 99935 = (5, x = 0:69315/a, km. 

In comparison with the above results, let us consider the 
attenuation-constant at different frequencies of cabled copper 
wires, No. 19 A.W.G., 00912 cm. in diameter (0:03589"), paper 
insulated in twisted pairs, with the following linear constants— 


r” = 90 ohms per loop mile. r = 27-96 ohms per wire km. 

c" = 008 х 106 farad per c= 0994 x 107 farad per 
loop mile. wire km. 

l|" = 1126 x 10- henry per = 035 x 10-3 henry рег 
loop mile. | wire km. 


g” = 0, = 0. 
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The results are given in the following Table— 


Table II 


For single-line copper wires in twisted pair cables No. 19 
A.W.G. 0:0912 cm. diam. 


/ ъ a a ag A v ^ 14 
Attenuation- | Real Attenu- Kilo- | Free 
T mus constant ааа penile Kilo- | meters | Air Kilo- 
hyp. per stant hyp.per meters. per Velo- | meters. 
Becond. | Second. | Kilometer. Kilometer, | Peter. Second. | city. 
9°95 62:5 | 0:01318 | 45* O 0:00932 000932 | 6741 6,706 2°2 74°38 
19°9 125 0°01862 45° 0’ 0:01317 0:01317 4711 9,492 8:2 52-63 
89:8 250 0-026306 | 45° 06’ 0°01790 0:01796 849:8 13,920 46 88°72 
79°6 500 10-03724 | 45° 10] 002626 0-02641 | 987:9 | 18,930 | 6:3 | 2589 
159-9 | 1,000 !0-05272 45° 207]  0:08701 | 003752 | 167°5 | 26,650 | 8-9 | 18-72 
8979 | 2,500 |0-08385 | 45° 54| 00580 0-05936 | 1050 | 41,760 | 13-9 | 11:95 
796 5,000 0 1180 | 46° 47’ 008079 0°08602 78°04 | 58,130 | 19-4 8:58 
26:6 6:26 


1592 10,000 |071672 | 48° 34’ 0:1106 foo 50°14 | 79,810 


It will be seen that the real component of the attenuation- 
constant increases with the frequency. Thus, at w = 5000, 
a, = 0:08079, and at о = 10,000, a, = 01106. The normal 
linear distortion-ratio or the distortion-ratio for 1 km., and this 
octave, is therefore, = - (07110 - 00808) — £-0028 ^ After passing 
over 50 km. (31:07 miles) the distortion-ratio would be е- 1% 
= 0:2254, so that the amplitude of the 10,000 rad-per-sec. 
waves would be 22:5 per cent. of the amplitude of the 5000 
rad-per-sec. waves, assuming normal attenuation, and that they 
started with the same initial amplitude. This is, in the present 
state of information, an approximate limit to the distortion- 
ratio for this octave in satisfactory commercial telephony. 
That is, if the normal distortion-ratio falls below 1/15 for this 
octave, the articulation is unsatisfactory. Further measure- 
ments are needed, however, in this direction. 

It should be pointed out that the real attenuation-constant 
is somewhat larger in the cable of Table II than is obtainable 
in practice; for the reason that the linear capacity is taken as 
0:08 microfarad per loop mile (0°05 uf per loop km.), whereas in 
good practice, such cables are made with a linear capacity of 


0:072 uf per loop-mile (0:046 4f per loop km.) corresponding 
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to 0:092 uf per wire-km. ог с = 0:92 x 10-1. On the other 
hand, however, the most recent measurements reported in the 
United States give an effective leakance of g = 173 x 10-6 
mho per loop mile (3:46 x 10-® mho per wire mile, =2°15 x 10-9 
mho per wire km.), and in Great Britain * 5 x 10-5 mho per 
loop mile (3:1 x 1079 mho per loop km) = 10-5 mho per wire 
mile; or g = 62 x 10-6 mho per wire km. This effective 
leakance is probably due to dielectric hysteresis aided by the 
presence of residual moisture, rather than to leakage con- 
ductance. In either case, however, it represents loss of energy 
in the dielectric, increasing as the length, and as the square 
of the voltage. This small effective leakance tends to increase 
the real attenuation-constant a, by reducing the argument 
of a. It is known that a relatively very small amount of 
moisture resident in the paper dielectric of a lead-covered 
cable will bring about an increase both of capacitance and 
leakance. Moreover, paper absorbs moisture so readily that it 
is difficult to secure and maintain the cable insulating material 
moisture-free, - The changes in a, effected by the above 
amendments are, however, relatively small. 

In comparisons of electric or acoustic properties of lines, 
telephone engineers frequently employ as their standard a 
telephone cable of the following constants. Copper wires 
No. 19 A.W.G. paper-and-air insulated in twisted pairs, dry, 
within a leaden sheath. Diameter 0:03589" (0:0912 cm.) 


1" 88 ohms per loop mile — 54:68 ohms per loop km. 
i" 10-3 henry per loop mile = 0:6213 x 10-3 henry per loop km. 
g” 5 х 10-8 mho per loop mile = 3:107 x 10-6 mho per loop km. 


c" 0°54 x 10-7 farad per loop mile = 0:3355 x 10-7 farad per loop km. 


Referring these to the wire kilometer we have— 
72:21:84; [—0:3107 X 107?; g=6214x 10-6; c—0:6711 x 1077. 
With the preceding data we obtain the following values— 

* For these data, the author is indebted to the courtesy of the Engineer- 


ing Departments of the American Telegraph & Telephone Co., and of the 
National Telephone Co. Ltd., of Great Britain, 
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Table III 


For single-line copper wires in twisted-pair * standard " cable. 


/ o | a а | ао A v РА Lj 
Semi- 
Attenuation-constant | Radians Kilo- ampli. 

png iux hyp. per Kilometer. Айе ег ня meters | Free tude 
Sevond.| Second. con- ко: Kilo- ga d Air. PEE 
Modulus. Argument. | stant. meters, | 69010. ilo- 


99°5 625 | 0°03405 | /40° 54’ 44" | 0°02573 | 002230 | 281:8 28,029 9:3 20:94 
199 1,250 | 0°04796 /43 17’ 19" | 0°03491 | 0:03288 | 191:1 38,013 | 127 19°86 
898 ` 2,500 | 0°06776 | //ї° 48’ 03" | 0°04803 | 0704775 | 181:6 52,357 17:5 14:42 


796 5,000 ,0:09586 | /46° 05' 44" | 0:06647 | 0°06907 | 90°97 | 72,895 | 241 10°43 
1592 10,000 | 0°18590 | /47° 58’ 35” | 0°09098 | 0°10096 | 62°24 | 99,051 83 7°62 


The following is an example from Table III of the method of - 
computation. It assumes w = 5000, r= 27:34, 1-= 0:3107 x 10-3, 
= 6:214 x 107%, and e = 0:6711 x 10-7. 
а = A/(2134 + j1:5535) (6:214 + j335:5)10 - 5. 
= A/(21:384 /3° 15' 08") (335/56 x 10-5 /88° 56' 20”. 
= 4/9188:91 x 10 9492? 11' 28" = 95:859 x 10 - 5 /46? 05' 44”. 
= 0:095859 /46° 05' 44" —0:066474 -- 70069066 hyp. per km.* 


27t 6:2832 
7) 5000 km. 
UR овое 
PI 069315  0'69315 — 10:427 km. 


a, 0066474 


It will be seen, from an examination of Table III, that the 
normal linear distortion-ratios of this line are in four succes- 
sive octaves, 6~ 0999, = - 0013, ¢- 0018 and ¢-°4 showing that the 
distortion increases as the frequency is increased. 


* « Standard cable” is usually taken as having negligible inductance and 
leakance; so that l=g=0. For such cable, at w= 5000, a=0-09578 Z 45° 
= 0-06773 + j0-06773 hyp. per km. (0-109 + j0-109 per mile) Under 
* normal attenuation" tho power loss in such cable, at w = 5000, over 
1 km. would be є- 071355. 10 -005883 — 0-5883 “transmission unit" (0-9467 
transmission unit per mile). 
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The attenuation-constant per English statute mile of cable is 
always obtainable from the attenuation-constant per kilometer, 
by multiplying each of the components a, and a, by 160933. ` 

The vector attenuation-constants recorded in Tables I and 


П are shown graphically in Fig. 59. The origin is at О. The 


ОАА for an aerial wire] at frequencies 
|. upto 5600 ^v 
a cable wire at frequencies 
+6 ` 


Circular Radians per kilometer 


Wave-length Constant 


6 ó б ó с ó 6 o o а 
Real Attenuation-Constant Hyperbolic Radians per kilometer 
Fic. 59.—Curves showing the Loci of Vector Attenuation-Constants. 


curve OCC indicates the locus of the attenuation-constant for 
the cabled wires of Table II, and OAA the locus of that for the 
aerial wires of Table I. The real components a, extend along 
OX, and the circular components a, along OJ. The dotted 
line OK at 45° with each axis, marks the locus of the attenua- 
tion-constants in lines of such small linear inductance, with 
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respect to capacity, that the former may be neglected. The 
small amount of linear inductance in the cabled wires of 
Table II causes the locus to bend upwards, and to leave the 
dotted line perceptibly at the frequency of 160 ~ ; while the 
relatively greater linear inductance and smaller linear capacity 
of the aerial wires in Table I cause the locus OAA to bend up 
sharply, and to become nearly parallel to the 7 axis. The real 
attenuation-constant a, is, therefore, roughly the same for all 
frequencies on the aerial line above 400 ~ ; whereas it con- 
tinually increases with the frequency in the cabled wires. 
Thus, not only 1s the electric distortion at telephone frequencies 
much more marked on cabled wires than on aerial wires, but 
the attenuation is also much greater at all telephonic frequen- 
cies on ordinary sizes of cabled wires than on ordinary sizes of 
aerial wires, so that about 50 km. of such cable, as is referred to 
in Table II, would be approximately the commercial limiting 
telephonic range, as against about 670 km. of such aerial wire 
as is referred to in Table I. 

Particular Values of the Attenuation-Constant.—In the parti- 
cular case when / = 0 and g = 0, that is, when both the linear 
inductance and leakance are negligible, a case closely approached 
by well insulated cabled wires, the argument of the conductor 
impedance, f, = 0, and the argument of the dielectric admit- 
tance „== 90°; so that the argument of the attenuation- 
constant is 45°, or may be called a semi-imaginary quantity, 
having as large a real as imaginary ry component. In sucha case— 

a, = 75 = > ‚ « hyps. per km. (204) 
Here the real attenuation-constant a, increases as the square 
root of the frequency. 

When a considerable amount of linear inductance exists, as 
in aerial lines, the real attenuation-constant a, tends to a 
limiting value as the frequency increases. This value is— 

T r 
9 . . hyps per km. (205) 


0 == - — 
{ 
АН foo 
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where Z., is the limiting value of the surge-impedance in (152) 
or a/l/c ohms. Thus, for the aerial line-wire referred to in Table І, 


4, tends to the limit 328°6 /0° ohms, and А = 1:647 ohms рег 


semikilometer. Consequently a, tends to the limit 1:647/338:6 
= 0:004864 hyps. per km., as is indicated in Table I. 

When an appreciable amount of linear leakance exists, an 
approximate value for a, can be obtained by adding a correction 
factor to (205), thus— 


" 
9 l 
a, = Л + 2 . . hyps. per km. (206) 
C 


Otherwise, the full formula for the real attenuation-constant 
is— 
а, = A/ $ GA + Pa?) (gi + ал) + (gr — leo?) 
| hyps. рег km. (207) 
and the imaginary component, or wave-length constant, is— 


a= М (irt + Bo?) (р + d) — (gr — lea) 
radians per km. (208) 


As a general rule, it is easier and more convenient to employ 
the vector formula (150), which is also readily remembered, 
than to employ the cumbersome non-vector, or scalar, formulas 
(207) and (208). Moreover, the results obtained with the scalar 
formulas are more liable to be vitiated by slight arithmetical 
errors than if the vector formula (150) is used. 

Surge-Impedances оў Telephone .Lines.—The surge-impedance 
z, of a telephone line varies considerably with the frequency, as 
is shown by formula (152). When 7, the linear conductance of 
the conductor, and g, the linear leakance of the dielectic, are 
relatively very small; or, in any case, when the angular velocity 
is high, the surge-impedance approximates to the value— 


foo = . e e « . Ohms (209) 
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and is therefore greater in acrial lines than in cabled lines. 
This is the impedance * which a line tends to offer to its own 
surges in the unsteady state. The limiting value of (209) is a 
pure resistance, or has no reactive component; so that in the 
limiting case there is no difference in phase between a wave of 
e.m.f. and its accompanying wave of current travelling along the 
line. If there be relatively greater conductor reactance, /w, than 
dielectric susceptance cw; so that the argument of the con- 


ductor impedance f, = tan (A^), exceeds the argument of the 


dielectric admittance f, = tan (77) then the actual surge- 


В, iN В, 
2 
beyond any point behaves like a positive reactance or induction 
coil. In practice, however, the reverse is the case, and the 
dielectric admittance argument f, always exceeds the conductor 
impedance argument ,; so that the argument of the surge- 
| В, — В, 
2 
аз a condenser associated with a resistance. If the surge- 
impedance of the line had a positive argument, it would 
mean that any wave of current travelling along the line would 
stow away more energy of magnetic form in the dielectric than 
is stored electrically; while, in practice, the fact that the 
surge-impedance of either unloaded aerial or unloaded cabled 
conductors has a negative argument indicates that any wave 
travelling over the line stows away more energy of electric 

form in the dielectric than is stored magnetically. 

Table IV gives the surge-impedance of the aerial line above 
considered in Table I for various frequencies between 8 and 
16,000 cycles per second, both as a vector, and as a complex 
number, of ohms per wire. If we consider the surge-impedance 
of the circuit, we know that it will be twice the surge-impedance 
per wire (36). 


impedance has a positive argument , and the line at and 


impedance is — ( ), a negative angle, and the line behaves 


* Dr. Steinmetz has recently suggested the name ‘‘natural impedance” 
for this important quantity. See Journal of the Franklin Institute, July 
1911, ** Electric Transients,” by Charles P, Steinmetz, p. 46. 
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Table IV 


Initial Sending-end Impedance per Single Wire for a pair 
of No. 10 A.W.G. Copper Wires (0:1019" or 0:2589 cm.) inter- 
axially separated 1 ft. (80°48 cms.) at different impressed 
frequencies. 


f w £, 2, 
Сус1ез Radians о Complex Quantity. 
per Second. | per Second. Modulus. ! Argument. Ohins. 
7°95 50 2570° — 44° 30’ 1833 - j 1801* 
15:9 100 1818* — 44° 00 1308 = ) 1216 
89:8 250 1152: - 42° 82’ 849 -j 7788 
79:6 500 819°0 - 40° 05’ 626°7 =j 527°4 
159°2 1,000 5914 ~ 35° 26’ 481°9 -j 342°9 
397 °9 2,500 418°4 = 24° 32’ 380°6 -j 1737 
795°8 5 863°7 = 14° 59 351 :3 -j 94:02 
че 10,000 345°4 =- 8° 03 342 :0 -j 48°36 
958 50,000 838°8 - 1°39 338 :6 -j 9°76 
15,920 100,000 338-7 - 0° 50 338-5 -j 493 


At the infra-telephonic frequency of 7:05 ~ the surge-im- 
pedance of this wire is 2570 \44° 30’ ohms, and it diminishes to 
338:7 \0° 50’ ohms at 15,920 ~; but undergoes very little change 
after reaching 800 ~. The limiting value (209) is, in fact, 
338:5 \0° ohms. | 

The wire surge-impedances of the cable circuit considered in 
Table II are also presented for various frequencies in Table V. 
At 10 ~ the impedance commences at 2122 M45? ohms, and at 
15,916 ~ it has fallen to 67:12 \ 19° 19'. It is evident that 
when a first wave of e.m.f. with local amplitude e volts moves 
along this line, at a frequency of say 796 ~,.1t propels a wave 
of current whose local amplitude is— 


e е 

2, 98Т4\43°19 ыкы) 
or a current which leads the local voltage by 43° 13’. The 
power developed in urging the current forward will be et cos 
43° 13’ watts, and the reactive power developed in storing 
energy in the dielectric will be ei sin 43° 13’ watts. 
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Table V 


Initial Sending-end Impedance per Single Wire for a twisted 
pair of No. 19 A.W.G. copper wires paper-covered in cable. 


/ w 5. £, 
Cycles Radians Vector. Complex Quantity. 
per Second. yer Second. Ohms. Ohms. 

9°95 62:5 2122 - 45° 1500 -j 1500 

19:9 125 1500 - 44° 58' 1061 ~ j 1060 
39:8 250 1061 ~ 44° 55’ 751°2 -j 7491 
79-6 500 7501 = 44° 50’ 531:9 -j 5289 
159:2 1,000 5304 = 44° 39' 877:5 -j 38728 
897-9 2,500 835-4 = 44° 07' 240°8 -j 283°5 
795°8 5, ` 237°4 = 48° 13’ 173° =) 162°6 
1,591°6 10,000* 168-4 - 41° 26' 16:3 -ј 1114 
15,916 100,000 67°12 -19° 19 63°35 =j 222 


Table VI gives the surge-impedance of “standard " telephone 
cable, referred to in Table III, for five frequencies— 


Table VI 
Wire Surge-Impedance of “Standard” Telephone Cable, 


/ ы £, 
Frequency. Angular Velocity. Vector. 
Cycles per Second. Radians per Second, Ohms. 
99:5 625 803:0 \ 40° 39’ 38" 
199 1,250 570:1 \42° 28’ 29” 
398 2,500 403:6 \ 43° 10 25” 
796 5,000 285:65 \ 42° 507 36" 
1592 10,000 202°47 \ 46° 29 35" 


The graphs of the surge-impedances in Tables IV and V are 
given, in Fig. 60, at A A А” for the aerial wire, and at CCC’ 
for the cabled wire. The abscissas represent the effective 
resistance, and the negative ordinates the condensive reactance 
at each frequency. 

Initial Sending-end Impedance.—It will be evident from what 
has preceded, in Chapter II, that the surge-impedance z, of a 
line is also the initial impedance of that line at the sending 
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end. If the line is indefinitely Jong; or, is finite, but connected 
to ground through a terminal impedance of z, ohms; then no 
reflected waves return from that end to modify the strength of 
the outgoing waves; so that the initial sending-end impedance 
z, remains, for all time, the final sending-end impedance, In 
general, however, the reflection of current waves from the 
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Fic. 60.—Loci of Vector Initial Sending-end Impedances at different frequencies. 


1300 


distant end alters the outgoing current during the unsteady 
state; so that the final sending-end impedance becomes 
changed from 2, to z, tanh б, if the line, of angle 0, is directly 
grounded at the distant end, and from 2, to 2, tanh (0 +°, 
if the line is grounded through an impedance which subtends 
with the line an auxiliary hyperbolic angle 6”. 

Transmission over an Indefinitely Long Line—We have 
already seen [(15)(16)] that the pressure and current along a 

| K 
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line of uniform electric constants in the steady state are subject 
to the following conditions— 


Ep = Е, cosh Lia — Iaz, sinh La . rms. volts / (211) 


and Ip = І, cosh а — P^ sinh La rm. amperes / (212) 


where Ep and Ip are respectively the voltage and current at the 
point considered, L, km. (or miles) from the sending end; 
while E, and I, are the impressed r.m.s. voltage and the enter- 
ing r.m.s. current at the sending end of the line. z, is the 
vector surge-impedance and a the vector attenuation-constant 
of the line at the frequency considered; so that L,a is the 
hyperbolic angle of the line, as measured from the sending end 
to the point considered. When the line is of such great length 
that the returning waves reflected from the distant end of the 
line during the unsteady state can be ignored, the final sending- 
end impedance remains equal to the initial sending-end imped- 
ance z,, and the final outgoing current in the steady state 
remains the same as the initial outgoing current; viz.— 


I,=— . rms. amperes / (213) 


Consequently, for such long lines (211) and (212) become— 
Ep = E, (cosh Ша — sinh L,a) = Eze- me 
= Ee Ma \ Liag . rms. volts / (214) 


= Tie 
Dus Ža (cosh La — sinh L,a) = a 
^ E,c^ la i 
= "x \L,a, r.m.s. amperes / (215) 


о 


Thus the r.m.s. voltage and current, at a distance L, km. from 
the sending end, are the normally attenuated values of the 
initial values impressed at the sending end. The ratio of the 
voltage and current remains constant at z, ohms for all points 
along the line. 

Аз an example, we may consider a circuit length of 100 miles 
(160:9 km.) of the twisted pair cable of No. 19 A.W.G. copper 
wires already referred to, subjected to an impressed e.m.f. 
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of 4 volts, at a frequency of 796 cycles per second. This will 
correspond to 2 volts on each wire. Table II gives the attenua- 
tion-constant at 0'118 /46° 47’ = 0:08079 + 70°08602 hyp. per 
km.; while Table V give the initial sending-end impedance 
at 237-4 M43? 13’ ohms. The initially outgoing current on each 


wire will therefore be — — 0:008425 /43? 13' 

2374 NA3? 13' PR CEN 
amperes; or 8:425 milliamperes, leading the impressed e.m.f. 
by 43° 13’, or nearly one-eighth of a cycle. Because the cable 
chosen is so long, and the waves that return reflected from 
the distant end are so minute, the outgoing current in the 
steady state has the same strength as the initially outgoing 
current. At a distance of L; = 30 miles say (48:28 km.), 
the hyp. line angle L,a, will be 48:28 x 0:08079 — 3:901. The 
real attenuation-coefficient will be ¢-*%!=— oB = 002023. 
The voltage will have fallen to 2 x 0:02023 = 004046 volt. 
The current strength will have fallen to 8:425 /43? 18' x 
0:02023 = 0:1704 /43? 13' milliamperes, the current still lead- 
ing the local voltage by this phase. Both the current and 
pressure will, however, have been retarded in the transmission 
by 48:28 x 008602 = 4:153 radians, or 238^; so that the full 
expression of voltage and current for the point considered, 
with reference to the phase of the e.m.f impressed at the 
sending end is— 


Ep = 0:04046 \ 238° volt 
Tp = 0°1704\194° 47' milliampere 


the ratio of which is 237:4 \43° 13’ ohms, ог z, Or we may 
express the same result by saying that the vector attenuation- 
coefficient is e~ lit = ¢-8 1 , g-j4155 — 0:0203X238^ ; so that the 
voltage at Р is Ep = 0°0406 \238° and the current at Р is 

= 01704 194° 47 milliampere. 

Table VII gives the voltage and current in each wire of the 
telephone circuit considered, for varying distances L, miles 
from the sending end. 


K 2 
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Table VII 


Hyperbolic Line Angles and Attenuation-Factors for Cable 
Circuit at the frequency of 796 ~ or w = 5000. 


L, Lia e- Lja = Ep Ip 
Kilometric Units, | € - Lia. € 7 Lise 
Miles. | Kio- | ү, L "ston ia Volts Milli 
iles. aj. 102. ation- g. olts. amperes. 
ineters. Factor 
o | o 0 0 10 0° 9-0 8425 48" 137 
1 1609 | 0-13 | 01394 | 08781 7° 55 | 17562 NT 55 7-398 /35° 18/ 


2 8:219 | 0°26 0°2769 0:7711 15° 50 | = 1°542\ 15° 50 6:498 /27° 23’ 
5 8°046 | 0°65 0°6922 0°5221 89° 40° | 1°044\39° 40 4:899 /3° 389 _ 
0 16°09 1:30 1:884 0°2725 79° 20’ | 0°545\79° 20 2°296 \ 36° 7’ 
20 32°19 2°60 2-769 0:07481 | 158° 40’ | 0°149\158° 40’ 0:626 \115° 27’ 
80 48:28 8:90 4153 0:02028 | 238° 0 0°0405 \ 233° 0°170\194° 47’ 
50 80°46 6°50 6:022 0-001503 | 396° 86’ | 0:003 \ 396° 36’ 0:018 \ 353° 23’ 


It is evident from what has already been considered in 
connection with normal attenuation, that if instead of finding 
the current and voltage at different distances along an in- 
definitely extending line, we cut the line at successive distances, 
and connect each wire to ground potential through an impedance 
Z, Z ohms, we obtain the same results. Thus, if we cut the 
line at 30 miles (48:28 km.) from the sending end, and bridged 
the ends through 474:8 \43° 13’; or 237:4 \43° 13’ between 
each wire and ground, the current through this terminal 
impedance would be 0:1704 \194° 47’ r.m.s. milliampere, while 
the voltage to ground at each wire end would be 0:0405 \238° 
volt (0:081 X238? volt between the wires), corresponding to 
normal attenuation at this distance from the sending end. 

If, however, instead of grounding each wire through z, ohms, 
at the point where we cut the line, we ground through some 
other impedance; then the steady state will be disturbed by 
reason of the reflections set up from the terminal impedance 
during the unsteady state, and formulas (15) and (16) must be 
used, in order to determine the terminal voltage and current. 
In general, if the terminal impedance z, is greater than z,, the 
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current to ground will be reduced, and if z, is less than 2,, the 
current to ground will be increased, with respect to the current 
of normal attenuation; but the conditions evidently depend 
on the argument as well as on the modulus of the terminal 
impedance used. 

In the particular case, however, when the distance L, from 
the sending end is so great that the current wave reflected from 
the grounded end makes no appreciable reappearance at the 
sending end, we have by (169). 


I= Е e > e Ems amperes / (216) 
Ів == 2, sinh Ша Ы 99 39 э (217) 
E, 
= x, (gas — glas) . в е » (218) 
2 
2E. 
= 5а алау 5 5 »@19) 


But when L, is large, г 12* becomes very small by comparison 
with "4, and may be ignored. Consequently— . 


_ ЗЕ, _ ФЕ, 2E. 


=з, = 
а 
MoE Zo 20 


Ip e~laa\Lia, rm.s amperes (220) 
which received current is just double that which flows to ground 
through a terminal impedance equal to the surge-impedance, 
or the normally attenuated current at the distance L,. This is 
for the reason that the effect of grounding a line is to reflect the 
arriving voltage wave with 180° change of phase, or to annul 
that wave locally; whereas the arriving current wave is reflected 
with no change of phase, or 1s doubled in amplitude. The same 
proposition applies to a composite telephone line, or line of 
several different sections in series, provided that the length of 
the last section is so great that waves reflected from the grounded 
end do not appreciably disturb the waves as they enter that 
section on the sending side. Thatis,if the normally attenuated 
current at the distant point would be Ig / r.m.s. amperes, the 
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current flowing direct to ground at that point will be 2Ig / r.m.s, 


amperes. 
Fig. 61 is a reproduction of a curve-sheet (Fig. 1) accom- 
panying the paper on “Loaded Telephone Lines in Practice,” 
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Fic. 61. —Observed Attenuation Factors and Relative Telephone Currents on 
unloaded and loaded cable circuits. 


read by Dr. Hammond V. Hayes before the International 
Electrical Congress of St. Louis. * Curve 1 gives the observed 
attenuation-factor on an unloaded telephone cable circuit of 


* Trans. Am. Int. Elect. Congress of St. Louis (1904), vol. iii pp. 643. 
9. 
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88 ohms per loop-mile (27:34 ohms per wire-km.) and 0:068 
microfarad per loop-mile (0:0845 x 10-9 farad per wire-km.) in 
actual tests with standard terminal apparatus. It corresponds, 
therefore, to the resultant attenuation-factor of all the range of 
frequencies entering into telephonic transmission. If we replot 
Curve 1 on semi-logarithm paper, 4.e. paper ruled with ordinary 
equidistant abscissas, but with logarithmic ordinates, like the 
distances along a slide-rule, we obtain the wavy line bbb 
(Fig. 62) This corresponds substantially with the straight 
line 10, b. If the attenuation were normal for a single 
frequency, i& would follow such a straight line. Thus the 
attenuation-factors in Table VII, plotted in Fig. 62, give the 
broken line 1:0, B. The straight line 1:0, Б falls to 0:01 in 
36 miles, or 58 km. Consequently the real attenuation-constant 
a, on this actual circuit was substantially— 


g^" ы! == et 


or a,=0°0795 hyp. per km. (0:128 hyp. per mile). But there is 
one and only one simple frequency which would develop this 
attenuation-constant on such a cable, and it is determined by 
the semi-imaginary relation— 

a = (8734 + jO) (0 + 20-0845 X 10-9) = 0-0795 + 300795 . ME (221) 

(27:34 [0°) (00845 w x 10-8 | 907) = 0:1124 /45° 
A/2:81 w x 10-8 | 90° = A/0:012634 | 90° 
or— „ 12634 


ал = 5469 . . . rad/sec. 


corresponding to the single frequency f = 5469/6:283 = 870:6 ~. 
The line therefore behaved substantially as though a single 
frequency existed in the voice; or as though the pitch of the 
acoustic vibrations were between $9" and a", at the top of the 
treble clef. 

Assuming that such a single frequency were impressed on 
the circuit at the sending end, we have seen that the attenuation 
would not be normal as the circuit increased in length ; because 
the impedance of the receiving apparatus is not the same as the 
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surge-impedance. The deviations of the curve b b b (Fig. 62) 
from the straight line 0d’ might possibly be explained in this way. 


0-01 


Q .., 10 
Miles. 
Fic. 62.—Curves showing the observed Telephonie Attenuation-Factor on an 


Actual Cable as compared with Normal Attenuation for a single frequency. 
Semilogarithm Paper, Ordinates, Logarithms of Attenuation-Factors. 


Abscissas, Distances from Sending end, Miles and Km. 


From many such measurements, telephone engineers have 
generally adopted the angular velocity œw = 5000 as the mean 


ized Google 
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angular velocity of telephony, corresponding to the frequency 
f=796~, which is taken as the standard telephonic fre- 
quency. The reason for this remarkable apparent singularity 
of frequency dominant in a telephone circuit 18 perhaps con- 
nected with the fundamental tone of the transmitter and 
receiver diaphragms. 

Fifty kilometers (31 miles) of such cable is approximately 
a moderate commercial limiting telephonic range, while Figs. 61 
and 62 show that the attenuation-factor 1s about 0:018 at this 
range, or e-* Consequently, a first approximation to a 
moderate commercial limiting range on any circuit is given 


by the formula— | 
La,—4. ....... hyp. (222) 


or— L=— ...... km. (228) 


where a, is the real attenuation-constant at w = 5000. 
Applying this rough rule to the aerial circuit taken in 
connection with Table I, we find that L = 4/0:004684 = 786:8 km. 
(489 miles) In the case ofthe cable circuit taken in connection 
with Table II, L = 4/0:08079 = 49:52 km. (30°77 miles); and 
in the case of the standard cable circuit of Table III, L= 
60°17 km. (87:4 m.). At this range, the normal distortion-ratio 
for the octave above the standard frequency would be &7!99 for 
the aerial circuit, e-1*'$ for the cable circuit of Table II, and 
-1474 for the standard cable circuit of Table III. This explains 
why the articulation is ordinarily better over long aerial lines 
than over cable lines of these types, when the sound in the 
telephone is reduced to the commercial limit of volume. 
Although the value of a, for the standard telephonic frequency 
is, in (222) а criterion of the telephonic limiting range over a 
given uniform line; yet this can only be a first approximation, 
because it makes no allowance for the reflection of waves from 
the terminal receiving apparatus in the unsteady state, and the 
reflections are different with different types of line. Conse- 
quently neither the real component of the hyperbolic angle 
subtended alone by a line, nor the value of the real attenuation- 
coustant, is an accurate criterion of the telephonic range of the 
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line, even with standard terminal apparatus, and when the line 
is uniform throughout. Still less are the hyperbolic angles of 
the sections of a composite telephone line, or their simple vector 
sum, a proper criterion of the limiting range ; because the angle 
of a line section depends, as we shall see, upon the constants 
of the sections with which it is connected. Strictly speaking, 
the criterion of telephonic range is determined by formula 
(59) or— 

Is Pi 


= z sinh 0 + z, cosh 0 r.m.s. amperes (224) 


where E, is the r.m.s. voltage of standard frequency impressed 
on the uniform line at the sending end, z, is the vector surge- 
impedance of the line, z, is the vector impedance of the receiving 
apparatus, and 0 is the vector hyp. angle of the line, all at 
standard frequency. If the distortion-ratio of the circuit in the 
upper necessary frequencies is not too low, the circuit will fail to 
transmit satisfactory speech only when I, falls below a certain 
limit. Taking E, at an average standard value, this means that 
the circuit will fail when the receiving-end impedance z, sinh 0 
+ 2, cosh 0 exceeds a certain value. In practice, it appears that 
when this impedance exceeds 100,000 ohms per wire, or 200,000 
per loop, even expert telephonists are unable to communicate, 
but when it does not exceed 12,500 ohms per wire, or 25,000 
ohms per loop, commercial telephony is readily possible. 

The receiving-end impedance of a simple non-composite 
telephone circuit may, then, be written— 


Z, =z, sinh 6 + 2, cosh 0 =z, sinh e( + = coth 0) 
ohms / (225) 


The proportional increase in the impedance of a circuit due to 
the receiving apparatus depends thus upon the ratio 2,/2, and 
upon the cotangent of the Ime angle б. 

As an example, let us consider a * Standard" cable of the 
type discussed in connection with Tables ПІ and VI, 60:174 km. 
(37:4 miles) in loop-length, with a terminal receiving appara- 
tus of 100 ohms effective resistance, and 500 ohms effective 
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reactance, at the angular velocity of о = 5000. The angle 
subtended by the line alone is 0 = 57682 /46° 05’ 44" = 4000 
+ j4°15597 hyps. (see Table III). The wire surge-impedance at 
the standard frequency is, by Table VI, 285:65 \42° 50’ 36", 
If the receiving instrument is short-circuited, the receiving-end 
impedance per wire of the circuit is by (26) and (225)— 


2, sinh 0 = 285:65 \42° 50’ 36" sinh (5°7682 /46° 05’ 44") ohms. 
= 985:65 \42° 50’ 36" x 27:3214 /238° 08' 12” ,„ 
= 7804:43 /195° 17’ 36" ohms, 


and the receiving-end impedance of the loop would be double 
this quantity. Now, removing the short-circuit, and inserting 
the instrument impedance of 100 + 7500 = 509:90 /78° 41’ 24” 
ohms into the loop at the receiving end, or 2 = 25495 
[18° 41' 24" ohms to ground potential in each wire, we have, 
by (225), the total receiving-end impedance per wire— 
254-95 [78° 41' 24” 
————=====—= coth 0) ohms. 
28565 42°50’ 36” 
— 7804-43 /195° 17’ 36” (1+0°892517\ 121° 32’ 00” 

x 1:00097 /0° 02’ 04”) 
= , " (1 +0:89338\ 121° 34’ 04”) 
= ,, А (1—0:46769 4-;0-76118) 
E " (053231 +70°76118) 
— 1804: 43 /195? 17' 36" х 0:02884 /55° 02’ 03" 
=7249:09 /250? 19’ 39" ohms, 


Z:=7804'43 /195° 17" 36" (1 + 


which shows that, in this particular case, the insertion of the 
receiving instrument diminishes the receiving-end impedance 
per wire from 78044 to 724911 ohms; so that inserting this 
particular receiving apparatus would increase the strength of 
the current received at B by 7:65 per cent. But if the receiving 
apparatus, keeping an impedance of 25405 ohms per wire, 
happened to possess an argument of N42? 48' 32" instead of 
[18° 41' 24", the insertion of the instrument would add 89:25 
per cent. to the receiving-end impedance, or increase it to 14770 
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[195° 17’ 36" ohms per wire (29,540 ohms per loop. More- 


over, 16 is easy to see that the effect of inserting similar receiving 
apparatus into а cable circuit on the one hand, and into an 
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Fic. 63. — Equivalent Circuits of Lines with ground return and metallic return. 
v = 27°96 ohms/w.km. ; l = 0:35 x 10-3 h/w.km. ; g = 0; с = 0:0994 x 10-7 ffo. km. 


aerial circuit on the other, will, in general, make а considerable 
relative difference in the receiving-end impedance, owing to the 
difference in argument of z, for the two circuits. Thus, if we 
insert the instrument above considered into the receiving end 
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of an aerial line of 786:8 km. of loop-length, and of the con- 
stants discussed in connection with Tables I and IV, the effect 
would be to increase the receiving-end impedance nearly 20 per 
cent. In both circuits the real component of the line hyperbolic 
angle would be 4:0 hyps, and their normal attenuation-factors 
would each be 00183; but the insertion of this particular 
receiving apparatus would change their relative actual attenu- 
ation-factors considerably. It should be noticed, moreover, that 
although the impedance of an ordinary receiving sub-station set 
has а modulus of about 250 ohms per wire; yet its argument is 
ordinarily more nearly 30° than 78° 41' 24", as above assumed. 

Equivalent Circuits of Telephone Lines.—The simplest types 
of fixed-impedance conductors capable of replacing, in all 
external relations, a given telephone line, at a given single 
frequency, are, as already observed in relation to (70) and (75a), 
the equivalent T and M. As an example, we may take the 
case of a cabled line 50 km. (31:068 m.) in length, with the 
following linear constants— 


Per Loop Mile. Per Wire Mile. Per Loop km. Per Wire km. 
Ohms . т = 90 7 = 45 T, = 55° т = 27 
Henrys 1 = 1126 x 10-3 | V = 0:563 x 10-6 | 1,,=0°70 x 10-3 l = 0°35 x 10-3 
Mhos . g'-0 g =0 7, = 0 9 = 0 
Farads . c" = 008 х 10-6 | с = 0:16 х 10-6 | с, = 00497 х 10-6 | e= 00994 x 10-6 


We have already seen (85) that we obtain the same value of 
attenuation-constant, whether we use loop- or wire-constants. 
With the above values, and w = 5000, we find— 

a, = a = 01179766 /46° 47’ 26" hyp. per loop-km., ог 
wire-km. 

6,, = 0 = 589883 /46° 47’ 26" hyps. for the loop or either 
wire. | 

Zou = 414155 NA3? 12’ 84" ohms for the loop circuit. 

2 = 237°3775 N43? 12’ 34" ohms for either wire. 
. The simplest elements of a telephone circuit are indicated at 


the top of Fig. 63, both for the loop, and for one wire to neutral 
potential surface. 
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The equivalent / and T of one line wire are indicated at 
ABGG' and AOBG in Fig. 63. The architrave impedance is 
6736:96/ 156° 51’ 15" ohms, which is also the receiving-end 
impedance of each line, excluding the receiving instrument z,; 
because, if we ground the line at B, the current which will flow 
to ground at B will be the impressed potential at A, divided by 
this architrave impedance. 

The equivalent circuits of the loop line are indicated at 
ABB"A" and AOBB'O'A' in Fig. 63. The former is а rectangle 
of impedances, the latter an J of impedances. It will be seen 
that the rectangle ABB"A" is merely a doublet of the single 
line JI, ABG'G ; while the Z, AOBB’OA’ is merely a doublet of 
the single-line Т, AOBG. The receiving-end impedance of the 
loop circuit is evidently 2 x 6736:96 / 156? 51’ 15" = 13473-92 


/ 156° 51’ 15" ohms, excluding the receiving instrument z, 

Since, then, the equivalent circuits of metallic-circuit, or loop 
lines, are mere doublets of those for their component single 
wires, and the latter are easier to think about and discuss, we 
will confine our attention to the latter. 

Artificial Lines for Telephony.—lt would appear from Fig. 63 
that, at the frequency considered, either the single rectangle 
ABB" A", or the single J АОВ, A‘O’B’, is the complete equiva- 
lent externally of the actual line. This being the case, it is 
theoretically unnecessary to employ an artificial line divided into 
numerous sections to represent the behaviour of the actual line. 
Either one of these equivalent circuits is sufficient at and for 
this single frequency. It is to be noted, moreover, that the 
rectangle is not capable of being constructed in impedances 
without the aid of transformers, because the argument of the 
architrave exceeds 90°. The J is capable, however, of being 
constructed of resistance, inductance, and capacitance, without 
transformers. Аз a general rule, either the T or the J of a line 
is capable of being constructed, sometimes the one, and some- 
times the other, according to the length of the line, the linear 
constants, and the frequency. 

Since the T and J of a line vary with the frequency, it is 
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evident that the T or Л which represents a line at о = 5000, 
fails to represent it correctly for other telephonic frequencies, 
and that the discrepancy depends for its amount, among other 
things, on the length of the line. Consequently, it is unsafe to 
assume that а single-section artificial line—its T or IZ —which 
happens to represent it correctly at the standard telephonic 
frequency, represents it adequately for all telephonic purposes. 
Experiments have been reported to show that 10-mile (16:1 km.) 
sections of artificial standard cable adjusted to the equivalent JI 
at о = 5000, satisfactorily imitate such a cable, so far as acoustic 
behaviour is concerned ; but the differences between the H of a 
10-mile section at w = 5000 and w = 10,000 are not very 
great. Further published research is needed, in critical com- 
pany with the theory, to show how few sections of artificial line 
can be used successfully to represent a full-range actual line for 
all acoustic purposes. The answer to the question seems to 
depend upon the relative importance and prominence of the 
upper frequencies. 

Influence of Increasing the Distributed Linear Inductance of a 
Line.—As was first pointed out by Heaviside, the effect of dis- 
tributed inductance in a telephone line is to diminish the 
attenuation of the telephonic current. The influence of increas- 
ing linear inductance on the attenuation-constant 1s clearly shown 
geometrically in Fig. 64, where O I is the vector linear impedance 
of the conductor, z = r + jx ohms per km. The linear admit- 
tance of the dielectric, y= g + jb mhos per km. is shown similarly 
at OA. The argument of z is £,, and of y, bə radians. The 
product zy, or a’, is then indicated at О B, whose modulus is 
the product of the moduli 2 and y, and whose argument is 
В, + В,, the sum of the arguments of z and y. At OC is indi- 
cated the square root of O В, or the vector attenuation-constant 
a in hyps. per km., where the argument is half the argument of 
OB. The real part Oc is the hyperbolic component, and the 
imaginary or j-part cC is the circular component. 

As the linear inductance / of the line is increased, the linear 
reactance 2 = lw increases proportionately. This has the im- 
mediate effect of increasing the modulus or length О I, and also 
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of increasing the argument f, The secondary effect of the 
change is to increase the modulus О С in the square-root ratio, 
апа to increase the argument of OC by half the increase of В. 
The vector attenuation-constant a is thus somewhat increased ; 
but, owing to the increase in argument, the real component a, 
is markedly diminished; while the imaginary component a, is 
increased. The increase in a, merely diminishes the velocity of 
propagation, and shortens the wave-length ; while the reduction 
in a, reduces the attenuation. 

Limit to the Reduction in Attenuation with Increasing Dis- 
tributed Inductance.—If, as generally happens, there is dissipation 
of power in the dielectric ; so that g is not zero, and the argu- 
ment В. of О A, Fig. 64, is less than 90°; then there is a limit 
to the benefit that can be obtained in lessening attenuation by 
increasing the distributed linear inductance. It can be demon- 
strated, either algebraically, or geometrically, that increasing 
jx in Fig. 64 diminishes a, until В, becomes equal to В, Beyond 
this critical point, further increase in ja increases a instead of 
diminishing it. 

This result is indicated geometrically in Fig. 65, which con- 
tains a direct geometrical construction for a, having given the 
vector linear conductor impedance oz’, and the linear dielectric 
admittance oy'. Construct the triangle Ogy to the proper scale of 
linear admittance, with the base Og on the axis OX. Then the 
angle yOg == В, On Oy as base, construct the triangle Orz, to 
the proper scale of linear impedance. Then the angle zOy = В, 
and the angle 20X = В, + B, Таке Oz = Oz With centres 
£ and e, and equal radii, draw intersecting arcs at A, to bisect 
the anglezOX. Join OA, which is the bisecting line. Through 
О draw the dotted line aa perpendicular to OA. With centre 
O, carry circular arcs from z and y, to intersect aa at the points 
Zand Y respectively. On ZY as diameter, construct the semi- 
circle ZpY, intersecting OA in p. Then Op is, to scale, the 
vector attenuation-constant a. Its projection Og on the axis 
ОХ is a, the real or hyperbolic component; while pg is а, the 
imaginary, or circular component. 

As 7/2, the linear conductor reactance is increased, by 

I 
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increasing distributed inductance on the line, the triangle Ors 
extends, in successicn, to the points 128... 8, along the dotted 
line r8. By repeating the above-described construction, it will 
be found that the locus of the vector attenuation-constant 
pursues the corresponding curved path 012 ... 8. The minimum 
real attenuation-constant, 05’, occurs at the point 5, where the 
argument 507 of В, is equal to the constant argument В, of the 
dielectric admittance. 

If, then, there be no dissipation of power in the dielectric, or 
g = 0, there will be theoretically no limit to the reduction in a, 
obtained by increasing z, assuming r constant; although the 
proportional reduction becomes less and less as x is increased. 
But when dielectric dissipation exists, no benefit of reduced 
attenuation is obtained when f, overtakes В,; 4.e. when I = 7 
or when the time-constant of the conductor is equal to the time- 
constant of the dielectric. In such a case, the argument of z, 
is zero; or the line behaves like a non-inductive resistance to 
all frequencies, and the real attenuation-constant a, is the same 
at all frequencies, 80 that the normal distortion-ratio is 1 for all 
ranges and the line is distortionless. 

The same proposition would hold, by symmetry, if B, were 
greater than f, In that case, the increase of linear capacitance 
c would reduce the real attenuation-constant until the argu- 
ment В, overtook the argument В,. In either case, the maximum 
benefit is obtainable when f, = £,, both as to minimum attenua- 
tion for the frequency considered and as to the same attenuation 
for all frequencies or absence of distortion. It is also evident that 
no circuit can theoretically be distortionless which has no dielectric 
dissipation ; because such a perfect dielectric could only make 
В, =В, at infinite linear reactance z, since r cannot be made zero. 

In practice, with actual telephone circuits, B, is always greater 
than f, which means that inductance has to be added to the 
line to diminish attenuation and distortion. This is true even for 
aerial lines, and it is markedly true for cabled lines. Separating 
the wires of an aerial loop, as suggested by Heaviside, helps 


to reduce attenuation and distortion, by increasing / while 
L 2 
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diminishing с; but since / only increases as the logarithm of the ` 


distance separating the wires, the practical benefit obtainable 
in this way is comparatively small, and no marked benefit was 
obtained until the Pupin system was adopted of artificial in- 
ductance coils, inserted in the line at suitable regular intervals ; 
i. e. until lines became regularly loaded with inductance. 

Loaded Lines.—A. regularly loaded line differs from the same 
line, with the same total inductance uniformly distributed, 
owing to the effects of lumping or imperfect distribution. The 
principal formulas dealing with the effects of regular inductance 
loading are (107) to (115). From a theoretical standpoint, we 
may either analyse the behaviour of the loads, as Campbell* 
has done, by analogy with the propagation of waves along a 
periodically loaded string,t studied by Godfrey; or by con- 
sidering line sections replaced by their equivalent T's as in 
Fig. 20, and (107) (Bibliography, 48); or by grounding the line 
at the middle of each successive load and comparing the received 
current in each section with that received over an equal length 
of smooth line. (Appendix G.) (Bibliography, 29.) 

The. following particular case may be taken from actual 
practice, as an example. 

A cabled line has the following linear constants— 


Per Loop-mile. Per Wire-mile. Per Loop-km. Per Wire-km. 
Ohms . т" = 88 3 = 44 r, = 54:68 r = 27°84 
Henrys „| 2” = 0°65 х 10-3 | 0203825 x 10-3 | l, = 0 404 х 10-8 | ¿ = 0202 x 10-3 
Mhos . g'-178x10-9 | у = 8°46 x 10-6 |g, = 1:075 x 100-6 | g —2'15 x 10-6 
Farads . . | e^ = 0:072 x 10-6| с = 0:144 + 10-6 | с, = 0:044T4 x 10-6 | с = 008948 x 10-6 


At successive distances of 2:607 km. (1:62 m.), inductance 
coils of 9:07 ohms effective loop resistance, and 0'1766 henrys 
loop inductance, are inserted in the cable. | 

The attenuation-constant of this cable, unloaded, at the 
standard telephonic frequency (w = 5000), is— 

а = /(27:34 + 311010) (2:15 + /447:4)10 - 5 

= »/(27-359 /2° 06° 57”) (447°4 /89° 43’ 30") x 10-6 


= 011064 /45° 55’ 14" = 0:07697 + 7007948 hyp. per km. 


* See Bibliography, 27. t See Bibliography, 19. 
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The surge-impedance, unloaded, is— 
2, = A/(21:359 /2° 06" 57”)/(447-4 x 10-8 /89° 43’ 30”) 
= 247284 N43? 48’ 16" ohms. 
The hyp. angle subtended by a section of 2:607 km., unloaded 


is— 
0 = 028843 /45° 55’ 14" = 020065 + j0:20720 hyps. 


From which sinh 0 = 0:28831 /46° 42’ 52”, 
and sinh 0/0 = 099957 /0° 47’ 38". 
The load 2 per wire, at о = 5000, is 4535 + /441:5 ohms. 
The semi-load о per wire, at œ = 5000, is 2268 + 7220°75 
= 220°76 /89° 24" 41”. 


Fig. 66 shows, at AB, a section of this line wire before loading, 
with its length, angle, and surge-impedance. The nominal T of 


this section is shown at aob; where ao = ob = 5 ohms, and 


oG, the staff of the T, or nominal total admittance, is б, The 


equivalent T of the section is then determined by (74) and 
(75). It is shown at a'oG'. A semi-load о is now added to 
each arm of the equivalent T, producing the extended T, A’oB’. 
The arm of this extended T is indicated, at oB', as 37:90 + 
J222:56 ohms. The next step is to revert from the extended 
T, which includes the loads, to the smooth line A"B", its 
equivalent by (84) and (86). The angle of one section of loaded 
line is thus 0:0621 + 707384 hyps., and the loading has reduced 
the real, or hyperbolic, component of the line angle, from 020065 
to 0:0621 hyp. 

It is to be observed that on the short section of 2:6 km. here 
considered, there is very little difference between the nominal 
T, aobG, and the equivalent T, a'ob'G'. The great change is 
brought about by the addition of о to each arm of the T. An 
examination into the effect of this extension shows that there 
is a certain amount of reactance in ø which the T will stand 
without unduly increasing the real part of 6’, the equivalent 


>. 
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angle of the extended Т. Beyond this critical value, the real 
part of 6’ runs up, at first slowly, and then very rapidly, until 
the real part becomes enormous. 


L- 2-607 km 


д = 0-20065 +5 0-20720 3563174 j 13165 35631] +4 1-3109 
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Fic. 66.—Section of a Loaded Line developed through the Equivalent Т. 


If we assume that the additional resistance and inductance of 
the loads in the case considered is distributed uniformly along 
the line, we have the modified linear constants— 


r + r” = 2908, l+ l’ = 0034072, 0" = 215 x 10-6, 
с' = 008948 x 10-5, 


and we obtain, for w = 5000, by (33) or (150) the corresponding 
smoothed attenuation-constant— 


1" = 002414 + 70:27702 = 0:27807 /85° 01’ 08” hyp. per km. 


" 35-662 [22 06:S'T* о 35-662. |2206:5у" b 


n 


B 


TO ELECTRICAL ENGINEERING PROBLEMS 151 


and the smoothed angle subtended by a loaded section from 
mid-coil to mid-coil— 


6” = 006294 + 70°72213 = 072493 /85° 01’ 08" hyp. 
with a smoothed surge-impedance— 
z," = 621:518 \4° 42’ 20” ohms, 
whereas the actual attenuation-constant of the loaded line is— 
a’ = 002884 + 7028323 = 0:28423 /85° 11' 17" hyp. per km. 


This means that the real attenuation-constant at о =5000, 
of the loaded line, with its inductance added in lumps every 
2:607 km., is less by 1'4 per cent. than it would have been 
if the same extra resistance and inductance were distributed 
uniformly. The possibility of this unexpected result was first 
demonstrated mathematically by Campbell. In general, however, 
if the lumps of inductance are relatively large, and are too far 
apart, the reverse condition sets in; namely, that the real 
attenuation-constant a’, of the lumpy loaded line is greater 
than the real attenuation-constant a," of the equally loaded 
smoothed line, and in some cases enormously greater. 

We obtain the same results as those above stated, and pointed 
out in Fig. 65, if we employ the Campbell formula (112) for 
deriving the actual loaded section-angle 6’, or attenuation- 
constant а. But whichever formula we select from (107) to 
(112), for this purpose, we find in it & high degree of sensi- 
tiveness. That is, a relatively very small error in the steps of 
the computation, or in the values of the hyperbolic functions, 
may involve a considerable error in the result. Consequently, 
more than ordinary care is necessary in working with these 
formulas, and а higher degree of precision is needed in the 
tabular values of sinh (62) cosh (02) and tanh (02) than is 
ordinarily required. Formula (112) has, however, been carefully 
investigated by Campbell, who has shown * that for the case of 
an extra effective resistance in the load coils, amounting to half 
the unloaded line resistance, and negligible inductance in the 


* See Bibliography, 27. 
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unloaded line, there is the following percentage of excess in a,’ 
over a," — 


For n” 3 coils per smoothed wave-length, a’, is over 500% greater E^ a" 
» 4 » » » 16 6% greater than а 
7) 7 39 99 » ” 
6 » 39 э 33 » 
» 7 » » з » 
8 | 


» ээ » » » 


m bo 09 N 


» 


These results are affected to some extent by the ratios 7''/r 
and /"/l. With more than 8 coils per smoothed wave-length, 
the difference between a’, and a", becomes insignificant. 

The “smoothed "— " is defined by the formula— 


NE. NN — Ll. 2 km (226) 
— A/(l 4l 0. co = TIT XP fA 
where /" is the extra linear inductance of the loading assumed 
distributed. Thus, the smooth wave-length in the case con- 
sidered is— 
Шш 1 
— T95:84/0:084072 x 0°08948 x 10-8 


so that, since there is one coil per 2:607 km., there are 8°73 coils 
per smoothed wave-length. In the case considered, the extra 
linear resistance of the loads instead of being 50 per cent. 
of the unloaded linear resistance, 1s only 6:4 per cent. thereof, 
which changes a’, to slightly less than, instead of slightly 
greater than, a”. 

Strictly speaking, the smooth wave-length 4" should be 
obtained by the full formulas (151) and (162); but in the case 
of a loaded line, апа g become so much smaller than lw and cw 
respectively, that the shorter formula (226) suffices. For the 
same reason, the smoothed velocity of propagation becomes 
by (159)— 

TN о = 1 
on (1 + I)e (+r) 
which ia, therefore, to the degree of precision under discussion, 
constant for all frequencies impressed on the line. The 


= 22°758 km.; 


km. per sec. (227) 
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number of coils which advancing (smoothed) waves of any 
frequency will encounter per second must therefore be— 
"NE dí ] 
Ао =т=т ГРУ; 
In the case considered, the actual velocity at œ = 5000, over the 
unloaded line, is v = 62,910 km/sec. The actual velocity over 
the loaded line is v = 17,654 km/sec. The smoothed velocity, 
by (227), is v" = 18,111 km/sec. The smoothed number of 
coils struck per second by advancing waves is then, by (228), 
N” = 6947. 
The number of coils per smoothed wave at any frequency f is— 


n” = 7 = `- . coils per smooth wave-length (229) 


Thus, in the case considered— 
at о = 5,000 or f= 7958, n” = 873 
„ 0 = 10,000 ,, f= 15916, n” = 4365 
„ © = 12,566 , f= 2000, n” = 3-473 
» 0 = 15,000 ,, f = 2387-4, n” = 2:91 

We have already seen, however, that at n” = 3, a’, is more 
than six times a,", which means that there would be heavy 
attenuation at о = 15,000, and the attenuation commences to 
rise rapidly at œ = 10,000. But it is found in practice that 
N” = 6947, or roughly 7000 coils struck per second, is a satis- 
factory condition for commercial telephony. Hence we may 
consider it demonstrated that f= 2000 (о = 12,566) is ap- 
proximately the highest frequency that has to be preserved for 
intelligible speech. A loaded cable line is, in fact, a wave sieve, 
that rapidly damps out and extinguishes currents of frequency 
higher than N’’/x cycles per second. (See Appendix О.) 

It should be remembered that, in the preceding discussion, 
we have referred for convenience all our results to v”, N”, and 
4", the smoothed-line conditions. Near the limit of л coils per 
smoothed wave-length, the actual wave-length 4’ shortens con- 
siderably, and the actual velocity v’, diminishes in like manner ; 
so that there are actually n’ = 2 coils per actual wave-length, 
when there are n” хє л coils per smoothed wave-length. 


coils per sec. (228) 
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In designing loads for a line, it is sufficient, according to the 
above principles, to provide sufficient extra inductance, assumed 
uniformly distributed, for the required reduction of the real 
attenuation-constant a, to a,". Then the spacing of the load 
coils must be such that 7000 are struck by advancing waves 
per second; or, in other words, that there shall be more than 
л coils per smoothed wave-length 4", at the highest frequency 
(about 2000 —) which has to be preserved. There will then 
be 2z coils per wave at f= 1000 ~, 4л coils per wave at 
Г —500 ~, and so on. For accurate results, however, recourse 
must be had to some one of the full formulas (107) to (115). 

Effect of Leakage on Loaded Lines.—It is observed in practice, 
and is noticeable in the arithmetical theory here under discus- 
sion, that when a line is heavily loaded, it is more subject to 
disturbance from casual extra distributed leakage than when it is 
in the unloaded state. Accidental leaks along the line, and 
defective insulation during storms, influence a loaded line more 
prejudicially than a similar line unloaded. An explanation of 
this behaviour is found in the relation of a change in the 
dielectric conductance argument on the attenuation-constant 
argument in the two cases. Thus, referring to Fig. 64, 16 by 
reason of linear leakance g, the argument of y falls from 90° to 
88°, the result will be that the argument of a will fall 1°. In 
an unloaded cable the argument f, of the linear impedance is 
small, and the argument В, 1 Ps of the attenuation-constant is 
in the neighbourhood of 45°; whereas in a heavily loaded cable, 
the argument of the linear impedance is nearly 90°, and that 
of the attenuation-constant in the neighbourhood of 85?. If 
now the argument of a for the unloaded line drops from 45° to 
44°, the change in a, is an increase of about 1'7 per cent.; 
but if the argument of a for the loaded line drops from 85? 
to 84°, the change in a, is an increase of nearly 20 per cent. 
Leakance in a loaded line has, therefore, to be restricted and 
avoided more carefully than in an unloaded line. (For & more 
formal demonstration, see Appendix Н.) 

Influence of Loading on the Normal Attenuation—Since the 
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immediate effect of loading a line is the same as that of adding 
distributed inductance, except in so far as the spacing of 
the loads—:.e. the lumpiness—may affect the result, the 
loading of a line reduces the real part of its hyperbolic angle, . 
and so reduces in the same proportion the exponent La,” of 
its normal attenuation-factore- U^", As has already been shown, 
there is no theoretical advantage obtainable, however, in 
carrying the loading so far that the argument of the linear 
conductor impedance fj" overtakes the average argument of 
the dielectric admittance 5,". Moreover, it usually happens 
that the expense of loading, both in cost of coils and in the 
cost of space to accommodate the coils, makes it inexpedient 
to carry the loading up to this limit, especially because the 
advantage obtainable from any increase in /" is necessarily 
partly offset by the corresponding accompanying increase in 7”. 
That is, economy usually demands that the loading falls 
considerably short of the theoretical limit В,” = ,”'. In the 
case above considered, for example, the loaded linear conductor 
impedance is = 172826 /80° 18’ 48" ; while the loaded linear 
dielectric admittance is= 447:405 x 10-9 /89° 43’ 28”. 
Influence of Loading on the Surge-Impedance.—An important 
and inevitable effect of loading a line with regular inductances 
is to increase its surge-impedance of z. Thus, in the case 
considered, the surge-impedance of the unloaded circuit was 
241-284 M43? 48' 16" ohms per wire; while in the loaded circuit 
it was 579°77 \4° 25' 15" ohms per wire. But since the receiv- 


ing-end impedance is by (225), z, sinh 0 (1 + = coth в), 16 18 


evident that, neglecting the impedance 2, of the receiving 
apparatus, the receiving-end impedance is increased in direct 
proportion to z,. This means that for very short lines, in which 
the reduction in sinh 0 due to the loading has had no oppor- 
tunity to develop, loading a line makes the received current less 
instead of greater. This result is indicated in curve 2 of Fig. 61, 
which shows the received current on a loaded cable, as com- 
pared with curve 1 for the same cable unloaded. It is evident 
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that the current received on a loaded cable of very short length 
is only 25 per cent. of that received on the same cable unloaded, 
and it is not until the cable is about 19 km. (12 m.) long that 
the current received over the loaded cable overtakes that 
received over the unloaded cable. Beyond this distance, the 
diminished real component of the loaded line-angle more than 
compensates for the increase in surge-impedance. Neverthe- 
less, it is avident that the increase in 2, 1s a heavy drawback on 
the advantage secured by loading the line. 

The physical reason for the increase in z, with loading may 
be found in the terminal reflections of the waves running over 
the line in the unsteady or building-up state. It would bea 
tedious and complicated task to compute these reflections, sum 
them, and find their total effect; but in the hyperbolic theory, 
they are automatically and accurately integrated by the change 
in 2, of the steady state. 

Another way of looking at the matter is borrowed from the 
concepts associated with a. power-transmission circuit. The 
loading of the line with reactance increases the impedance of 
the line, and diminishes the current flow. This reduces the I?R 
loss along the line, and enables the energy to be carried further 
without being absorbed; but the line has become raised in 
voltage, and calls for a change in the winding of the generator- 
and motor-apparatus at the terminals. These should be 
wound with finer wire, in more numerous turns, so as to 
generate and absorb less current, but at a higher voltage, 
than on ordinary unloaded lines. Theoretically, then, if 
the apparatus remained unchanged in efficiency after re- 
winding, such a modification would be capable of avoiding the 
excessive terminal reflections, and of preventing the change in 
z, from reducing the received current, by operating on the term 


= coth 0 in (220) But even if this plan could be satisfactorily 


carried out in practice, it would involve the use of two sets of 
terminal telephone apparatus, one for unloaded and the other 
for loaded lines, a very objectionable differentiation. A better 
partial solution of the difficulty has been obtained by the use of 
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* terminal tapers”; i.e. graded reductions in the loading near the 
ends of a loaded line, whereby the terminal surge-impedance is 
reduced, at some sacrifice in the line-angle. The effect of such 
terminal papers is shown in curve 3 of Fig. 61 from Hayes's 
paper. Here the initial current loaded is raised to 67 per cent. 
of the current unloaded, without appreciable detriment to the 
gain in attenuation. 

Another expedient in extended use at the present time for 
reducing the effect of the rise in surge-impedance with the 
loading of a line is the use of terminal transformers. The 
theory of such transformer reduction in z, is presented in 
Fig. 67. At AA’ is a loaded telephone circuit in its simplest 
elements. At the frequency considered, the loaded line sub- 
tends an angle of 0 hyps., and has an excessive surge-impedance 
of z, / ohms рег wire, or 2z, / ohms per loop. The transmitter 
operates under an e.m.f. indicated as double, and the receiver 
has a loop-impedance of 2z,/ ohms. At each end of the line 
is a transformer with the higher-tension side to line. Let » be 
the ratio of transformation ; ?. e. the ratio of the e.m.f generated 
in the higher-tension winding to that generated in the lower- 
tension winding. Neglecting magnetic leakage, we know that 
y is the ratio of the turns in the higher- to those in the lower- 
tension winding. In the presence of actual magnetic leakage, 
y will vary slightly with the frequency. 

At BB’ one wire only of the circuit is shown, worked to 
neutral-potential plane, and the loaded line-wire is shown re- 
placed by its equivalent T, with p’/ ohms in each arm, and 
y /. mhos in the staff, in the manner represented in Fig. 66. 

At CC’ the two transformers are supposed to have been 
changed to level transformers, by the imaginary process of 
removing the higher-tension winding, and replacing it with a 
winding of the same number of turns as the lower-tension 
winding, keeping the same volume of copper and of insulation. 
The e.m.f. induced in these windings will now be reduced in the 
ratio of l/» for the same magnetic flux in the core as before. 
Nevertheless, the power in the line system will be the same as 
before, provided that all impedances, both in- and out-side the 
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changed winding, are reduced in the ratio 1/»*, which means 
that admittances must be increased, in the ratio ›?, Let, then, 
each of the arms of the T be reduced in impedance to Ph? / 


DU Léa. mc БИТУМ ОНИ ceni s ue --%& oH 


Fig. 67. — Diagrams illustrating Effects of Terminal Transformers in loaded lines. 


ohms, and the admittance in the staff be increased to yl»? / mhos. 
The impedance inside the coil will be automatically changed in 
the proper ratio by performing the substitution above described. 

A level transformer in any circuit is known to be, in all 
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respects, equivalent to a conductive connection z,2, plus a leak 
v, as shown at DD’. The magnitudes of the impedances z, and 
z, Will be the same if the two level coils are symmetrical in 
all respects, and the magnitude of the leak 2, is determined by 
the excitation losses of the transformer with its secondary 
circuit open. Consequently, at DD’, the two transformers have 
been virtually replaced by an impedance-T at each end of the 
line, the line itself being modified in the manner indicated.* 

Finally, replace the modified Т' of CC’ and DD’ by its equiva- 
lent smoothed line, by (84) and (89). Then, it will be evident 
that the line-angle 0 will be the same as at AA’ before the 
conversion, and the new surge-impedance will Бе 2,/»*/ ohms. 

The circuit AA’ is therefore equivalent to a circuit without 
terminal transformers, but with the surge-impedance of the 
line reduced in the ratio 1/»?, and with a certain impedance-T 
injected at each end of the line. The power losses in these 
T's will offset, to a certain extent, the benefit of the change in 
2,; but, theoretically, if the terminal transformers had no losses 
and perfect efficiency, they would secure the required reduction 
in surge-impedance to the original unloaded value, without any 
detrimental effects. 

Precisely similar reasoning would apply if instead of employ- 
ing the equivalent T of the line, at BB’, we employed the 
equivalent JJ. 

Composite Lines.—A conducting line formed of two or more 
successive sections, each section having its own length, and 
uniformly distributed constants, may be called a composite line, 
as distinguished from a simple uniform line, which may be 
called a single line. A composite line is, therefore, made up of 
a series of successive single lines. In practical telephony, most 
long lines are composite, since in every large city the wires 
must go underground, and interurban lines are ordinarily aerial 
lines. Consequently, a very simple circuit, connecting two 
subscribers in different cities, would be a three-section compo- 
site line, consisting of a central aerial section, and two terminal 
underground sections. In practice, a composite line may 

* See Bibliography, 16, 17, and 21, 
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include many sections. Ifthe hyperbolic theory of telephony 
is to have general and useful application, it must embrace 
composite lines with a satisfactory degree of simplicity. As 
the theory is extensive, has already been worked out to a con- 
siderable extent,* and is likely to be worked out much further 
in future, only an abstract can be given here. 

An obvious method of dealing arithmetically with a composite 
line, in order to arrive at a quantitative knowledge of its 
properties, is to find either the equivalent T or the equivalent 
II, for each successive section separately, connect these equiva- 
lent sectional conductors together, in the proper series order, 
and compute an equivalent T or Л of the combination, by 
repeated use of the star-delta theorem (Appendix E) Such a 
final equivalent T or /7 may be called a merger T or П; 
because it is arrived at by merging successive 7"s or з. It is 
always possible, theoretically, to arrive at the merger Т or 77 of 
a composite line in this manner; although, in the case of а 
line of many sections, the process is long, tedious, and liable to 
arithmetical mistakes. In general, the final Т or П of a com- 
posite line is dissymmetrical; whereas the equivalent 7 or П 
of a single line is symmetrical. That is to say, the equivalent 
T of a composite line has its two arms unequal, and the equiva- 
lent // of а composite line has its two pillars unequal. Any 
composite line, no matter how numerous may be its component 
sections, and no matter how many casual loads may be applied 
to it, at its junctions, either as impedances inserted in the line, 
or as leaks to ground, must be capable of representation by 
one and only one T, or by one and only one //; t so that one 


* See Bibliography, 52 and 61. 

T If we consider a composite telephone line as having a dissymmetrical п, 
then referring to Fig. 63, it is evident that, in general, such a line should 
present some telephonic dissymmetry ; because the pillars of the П, acting 
as shunts to the terminal apparatus, are unequal at the two ends of the line. 
Consequently, a markedly dissymmetrical line, having, say, a long cabled 
section at one end and a long aerial section at the other might be expected 
to show some dissymmetry in telephonic operation. Although such dis- 
symmetry has long been known in telegraphy, over dissymmetrical compo- 
site lines worked at high speeds with Wheatstone apparatus, yet the 
condition of dissymmetrical telephony does not seem to have been reported 
in any publication. 
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volt applied at each end, in turn, will send the same strength 
of current to ground at the other end. This proposition 
assumes that the composite line is connected directly to ground 
at the receiving end; also that all leaks are of constant resist- 
ance and are devoid of any variable e.m.f. such as might be 
caused by polarization. 

It 1s easy to demonstrate that, by the use of hyperbolic 
position-angles, assigned by definite law to the successive 
junctions of a composite line, the resultant distribution of 
potential, current, impedance and power over the line, as well 
as the final equivalent T ог Л of the composite line, may be 
determined by relatively simple single formulas, that involve 
much less time and labour to work out than do the successive 
steps of the merging process. The T or M computed by hyper- 
bolic trigonometry may be called the hyperbolic T or I, in 
contradistinction to the merger T or П. | Nevertheless, the 
hyperbolic method requires frequent references to tables of 
functions of complex hyperbolic angles, and is only a swift 
method by reason of the existence of such tables. When such 
tables are not available, the labour of the hyperbolic method 
becomes increased by the labour of computing the needed 
sines, cosines and tangents, or their inverse functions; so that 
in the existing absence of proper tables, the merger method is 
usually less onerous than the hyperbolie method. Suitable 
tables of complex hyperbolic functions are not yet available, 
but are in process of formation; so that the hyperbolic theory 
may advantageously be studied, even though, for the present, 
its application may have to be deferred. 


FIRST CASE. 


Sections of the Same Attenuation-Constant and of the Same 
Surge-Impedance.—1f a line AB (Fig. 68) of L, km. is connected 
to a line CD of L, km., and each has the same attenuation- 
constant a, and the same surge-resistance z ohms * (conditions 
which imply the same linear constants), the line-angles will be 


* We abbreviate z, to z and y, to y, for convenience, when discussing 
that branch of the theory which relates to composite lines. 
M 


162 APPLICATION OF HYPERBOLIC FUNCTIONS 


6, = L4a and 6, = L,a hyps. respectively. Then, if we free the 
composite line at D, the resistance at A is— 

К; = г coth (0, + 0,) . . ohms (280) 
while, if the composite line be grounded at D, the resistance 
at А is— 

К, =z tanh (0, + 0,) . . ohms (281) 
Reciprocally, freeing and grounding the composite line at А, 
we get resistances R, and R, at D, respectively, of the same 
values as in (230) and (231). 


AL â Qù BC & Dd 
z Z 


Fia. 68.—Composite Line with sections of the same Attenuation-Constant 
and Surge-Resistance. 


It is evident, then, that the composite line differs in no way, 
except in length, from either of the component sections. The 
angle subtended by the whole line AD is the sum of the 
component section line-angles. 


SECOND CASE. 


Sections of Different Attenuation-Constant but of the Same 
Surge-Impedance. —If a section CD (Fig. 68) of L, km. be 
connected to a section AB of L, km., and their respective linear 
constants 7, g, and r, 9; are such that their attenuation-con- 
stants a,, a, differ; while their surge-resistances 2 are the same, 
we assign the angles subtended by the sections 0, = L,a, and 
0, = La, hyps. The angle subtended by the whole line will 
then be б, + б„ as in the preceding case. That is, except for a 
disproportionality between the section-angles and their line- 
lengths, two sections of different attenuation-constant, but of the 
same surge-resistance, connect together like two sections of one 
and the same type of line. This is for the reason that in the 
unsteady state, or period of current building prior to the forma- 
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tion of the steady state here discussed, there is neither wave 
reflection nor discontinuity of wave propagation at the junction 
BC, when the surge resistance or impedance z is the same on 
each side thereof. 

In order, however, to simplify the transition to more complex 
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Ета. 69.—Composition of two sections with the вате Surge- Resistance, but with 
different Attenuation-Constants. 


cases later on, we may pause to consider the following case 
of two sections, with different a but the same z. 
L, = 100 km., r, = 20 ohms/km., g, = 2 x 10-* mho/km. 
L, = 100 km, ^ = 10 ohms/km., 9, = 10-" mho/km. 
Whence— = 0:02 hyp/km., z, = 1000 ohms; 


к = 0:01 hyp/km., 2; = 1000 ohms. 
M 2 
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Fig. 69 shows the two lines at AB and CD respectively. It 
shows the Л and T equivalent circuits of AB, at A"B"G"G" and 


A'OB'G', likewise of CD, at C"D'"G"G" and C'OD'G'. If we . 


connect the sections together at BC, into a composite line AD, 
we virtually connect together some one pair of the combina- 
tions of equivalent circuits II «вП cp, T ap T cp, П „в Тор, Т.вПор. 
The first two combinations are shown at ABCDGGG and 
A'OBCOD'G'G'. If we merge together the two elements of 
any such pair by the formulas of Appendix E, we arrive either 
at the equivalent Л, ADGG; or the equivalent Т, AODG, of 
the composite line. 

In all of the examples to be considered, the equivalent /7 and 
T of the various composite lines have been derived hyperboli- 
cally; but have also been checked by the merging process. 

Equivalent Il.—ln order to compute hyperbolically the 
equivalent M of the composite line AD (Fig. 69), we proceed 
as follows— 

Ground either end of the composite line AD, say the end D. 
Assign the junction-angle 0, at BC. Then the angle subtended 
by the composite line at A will be д; = 0, + 0, hyps. The 
sending-end resistance of the composite line at А is, by (23)— 


К.а = 2, tanh dy . А . ohms (232) 
— 1000 tanh 3 — 995:055 ois 
G,4 = 1/R;4 = у, coth ôa . . mhos (233) 


= 0:001 х coth 3 = 10049,7 x 10-* mho. 
Then the architrave resistance AD of the composite Л will be— 


p” = z sinh dy . : . ohms (284) 
= 1000 sinh 8 = 10017: 87 ohms. 
y" = 1/р = 09982125 x 10-* mho. 


The conductance 9", of the leak at А is by (23)— 


g”a = уу coth ĝa — y” .  .  . mho (235) 
= 9:05149 x 10-* mho. 


If we ground the composite line at A instead of at D, the angle 
subtended by the whole line at D will be dp = 6, + 0, = dg. 
The architrave resistance DA will be the same as that given in 
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(234). The sending-end resistance Ёр and conductance О 
will be identical with Rj, and G,, respectively, by (232) and 
. (283) ; so that the leak-conductance g”p at D will be identical 
with g"4 by (235). This completes the hyperbolic Л, ADGG 
of the composite line. 

Equivalent T.—To find the hyperbolic equivalent T of the 
composite line AD, Fig. 69, free the line at one end, say D. 
Then the angle subtended by the line at A will be, as before, 
д, = 0, + 0, hyps. 

The sending-end resistance of the line at A will be, by (20)— 

Ra = 2 coth дА А А А . ohms (236) 
— 1000 coth 3 — 1004:97 ohms. 


The conductance of the leak OG is, by (71)— 


g = y sinh ĝa ; | . mhos (287) 
= (0:001 sinh 3 = 10: 01787 х 10-* mhos. 


And its resistance is— 
К’ = 1/9’ = 99:82125 ohms. 
The resistance of the AO branch is, then— 


р = КА – К . . ohms (288) 
= 1004/97 — 99: 821 = 905 149 ohms. 


Similarly, if we free the composite line at A, instead of at D, 
the angle subtended by the line at D will be др. As before, 
дь = 0, + 0, = дл hyps. The sending-end resistance offered by 
the line at D will then be identical with that found previously 
at A. The conductance of the leak will, by (71) and (237), be 
the same as that found from A. Finally, the resistance of the 
DO line-branch will, by (70) and (238), be identical with that 
of the AO branch (905:149°). This completes the T of the 
composite line. 

We may infer from the above reasoning, and it may be 
readily demonstrated formally, that when a composite line is 
composed of sections differing in linear constants, but having 
the same surge-impedance, the angle subtended by the whole 
line is the same at either end, and whether the distant end be 
freed or grounded. Consequently the equivalent Z and Т of 
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the composite line will be symmetrical. That is, the two leaks 
of the Л are equal, and the two line branches of the T are 
equal. 

Conversely, it follows, from equations (84) and (95), that any 
composite line made up of sections differing in attenuation- 
constant, but with the same surge-impedance, may be replaced 
by an equivalent single line of uniform attenuation- and linear- 
constants. 


THIRD AND GENERAL CASE, 


Sections with Different Surge-Impedances.—Let a section AB 
of 100 km. (Fig. 70) be connected to a section CD of 300 km., 
and let their respective linear-constants be as follow— 


7, = 20 ohms/km.; 9, = 20 x 10-* mho/km. 
T, = 10 ohms/km.; 9, = 2:5 x 10-* mho/km. 


from which— 


a, = 0°02 hyp/km.; 0, = 2 hyps; z, = 1000 ohms; 
a, = 0°005 hyp/km.; 0, = 1:5 hyps; 2, = 2000 ohms, 


so that the surge-resistances of the two sections are unequal. 
It follows that the angle subtended by the composite line will 
differ at the two ends, and will also differ according to whether 
the distant end is freed or grounded. 

Equivalent II.—Let us ground the end A, of the composite 
line A,D, (Fig. 70). Then by formula (23), the sending-end 
resistance at B of the section BA grounded, will be— 


Кв = 2, tanh б, . ohms (239) 
— 1000 шаһ 20 = 964: 0265 ohms. 


The angle of the section AB, at its end B, is дв = 2 hyps. 
At the junction BC, however, the line-angle changes abruptly, 
owing to the change in surge-resistance, and at C, just across 
the junction, it is— 


дс = tanh -! (à tanh 6.) = tanh-! (2) . hyps. (240) 
2 2 


That is, the hyp-tangent of the new angle is the ratio of the 
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sending-end resistance at B to the surge-resistance of the new 
section CD. In this case— 
964-0265 | 
= 1 -1 0°:9640265 
до = tanh - (500^ оро) = tanh ш. 
or, by tables of hyperbolic tangents, д, = 0°525608 hyp. We 
mark this angle opposite to C on the line A,D, (Fig. 70). 
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Fic. 70. —OComposition of two sections of different Surge-Resistances and different 
Attenuation-Constants. 


The angle subtended at D, by the composite line is, therefore— 
др = 0, + бс = 2025608 hyps. 
The sending-end resistance of the grounded composite line 
is then, at D,, by (23), (232), and (239)— 


Ry = 2, tanhdp . . ; . « ohms (241) 
— 2000 tanh 2: 025608 = 1931: 58 ohms, 
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and the sending-end conductance— 
| Ор = y, coth dp = 1/8 . . mhos (242) 
== 0:00051771 mho. 
The formula for finding the architrave resistance of the equiva- 
lent Л of the line AD is— 


p = q sinh dp. Pep . ‚ e « « . Ohms (243) 


cosh 2:0 
cosh 0°525608 


== 2000 sinh 2025608 x 


= 24553:55 ohms 
and— y” = 1/р” = 0407273 x 10-* mho. 

Formula (243) differs from the corresponding formula (234) 
of the preceding case by the application of the ratio cost дв 52 о ог 
the ratio of the cosines of the line-angles across the anean BC. 

The formula for finding the conductance of the leak at D is, 
as before (235)— 

g"p = Gp — y" = 1/Rp — y" . . mhos (244) 
= 4769785 x 10-* mho. 

In order to complete the equivalent /7 of the line AD hyper- 
bolically, we must repeat the above process from the opposite 
end D, as shown at A,D, (Fig. 70). The line-angle at C is 
до = 1:5 hyps. Across the junction BC this angle changes 
suddenly to— | 


дв = tanh (tnt e . e « hyps. (245) 
— tanh-' 1:810296. 
This involves at first sight an impossible result; but in all 


cases of а hyperbolic tangent greater than unity, we may resort 
to the following formulas— 


sinh (s + jg) = + Jj cosh 2 


cosh (г tjs + j sinh x 
‚ numeric (246) 


= 
tanh (г + jg)- coth 2 
(z+ A)- tanh 2 
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We thus obtain— 


ôs — j3 = coth ~? CEA . hyps (247) 


== coth-! 1:810296 
= 0621818 hyp 


and— дв = 0621818 + j hyp. 
This difficulty with seemingly impossible antitangents or anti- 
cotangents is not encountered in the а.-с. case. 


We inscribe this value of дв opposite В on the line AD. 
The angle subtended by the whole line at А will then be— 


0, + дв = д, = 2621818 + ус hype. 
The sending-end resistance of the grounded composite line 
is then at A,, by (232) and (241)— ` 
Ryan = 2, tanh dg. . . . .. e o © ohms (248) 
— 1000 tanh (2621818 4 iz) | 
== 1000 coth 2:621618 == 1010:64 ohms, 
and the sending-end conductance, as in (242)— 
Ga = Y coth ĝa 
= y, coth (2621818 + A) 
= 0:001 tanh 2:621818 = 9:894966 x 10-* mho. 
The architrave resistance, as in (243), is— 


cosh бо 
cosh дв 


= 1000 cosh 2:621818. 
== 24553:55 ohms 


. . . ohms (249) 


cosh 1:5 
sinh 0:621818 


p = z sinh дА. 


and— y” = 1/0” = 0407273 x 10-* mho. 
The conductance of T leak at A is, as in (244)— 
9а = Gy — y" 


= 0:487693 x 10-* mho. 
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Equivalent. T.—To compute the equivalent T of the com- 
posite line AD (Fig. 70), free the line at one end, say D, and 
find the sending-end resistance at C in this condition. It is, 
by (20), (230), and (236)— 

Efo = 2, coth 0, 
= 2000 coth 1:5 = 2209:59 ohms. 
The line-angle changes abruptly at the junction BC from 
дс = 1°5 to дв = 0487935 hyp, by the condition— 


2, coth 6, Ryo 
ôs = coth-} (2923) =‹ coth- Е 4 E . hyps. (250) 
= coth-' 2:20959 = 0:487935 hyp. 


The line-angle at the end A, is thus 0, + дв = 2:487935 hyps. 
The sending-end resistance at A, is finally, by (20)— 
Ra = z coth дл .. . . ohms (251) 
— 1000 coth 2 487935 — = 1013: 897 ohms. 
The conductance of the leak OG’ is, by (237)— 
cosh dg 
cosh дв 


= 0:001 x sinh 2°487935 х 


s.s. n. s. o mhos (252) 


cosh 1:5 
cosh 0:487935 
== 12°5373 x 10-? mho. 


The resistance of the leak OG" is, therefore, Л = 1/7 = 
79:762 ohms. 

The resistance of the AO branch is then, by (238)— 

p-RA—R .. . . ohms (253) 
= 1018:897 — 79: 762 — == . 934: 135 ohms. 

In order to complete the equivalent T of the line AD, we must 
repeat the above process from the opposite end, by freeing the 
end А, as shown at A,D, (Fig. 70). The line-angle at B is 
бв = 2'0. Across the junction BC this angle changes suddenly 
to— 


' = у, sinh дА. 


дс = coth *! (ал) © e e o o © hyps. (254) 
2 
1037:315 


225 = 1 
= со 2000 


) — coth -1 05186575. 
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In order to avoid ап impossible operation, apply formula 
(246)— 


до — j3 = tanh -1 05186575 = 057450 hyp 
до = 0:5745 + % hyps. 
The line-angle at the end D, is thus 6, + дс = 2:0745 
+% hyps. 
The sending-end resistance at D, is finally, by (20) and (251)— 
Кур = 2, coth др . . . . . . . . ohms (255) 
— 2000 coth (20745 +75) 


= 2000 tanh 20745 = 1937:873 ohms. 


The conductance of the leak OG’ is, therefore, by (237) and 
(252)— 
is Gaby СЗ 


cosh бо 


‚ o © > 2.5. . mhos (256) 


= 0001 sinh (20745 4-7). ше 2) _ 
cosh (05745 + 75) 

cosh 20 _ ,,. e 
The resistance of the leak OG’ is, therefore, R’ = 1/9' = 79°762 


ohms. The resistance of the DO branch is then, by (70) and 
(253)— 


= 0:001 cosh 2:0745. 


p—RP?-HR' ......... 
== 1937873 — 79762 = 1858111 ohms. 

This completes the T of the composite line. 

It may be inferred from the preceding reasoning that for the 
case of a composite line of two sections with different surge- 
impedances, the receiving-end impedance of the line in the 
absence of receiving instruments, which is the architrave of the 
line- 77, has the same value frum each end of the line. 'Theleak 
of the composite line-7 has also one and the same value, com- 
puted from either end. Both the Д and the T' are, however, 


ohms (257) 
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dissymmetrical. Each requires two separate computations and 
line-angle distributions, one from each end. 

Summary of Two-Section Formulas.—l1f we expand formulas 
(234) and (243), we obtain for the architrave of the composite 


line Л— 


p" = 2, sinh 0, cosh 6, + z cosh 0, sinh 0, . . ohms (258) 
— 1175 sinh (0, + 0,) + 51775 sinh (0, — 6,) ohms* (259) 


sinh 6, 
sinh д, 
cosh 6, 
cosh 6, 
sinh 6, 
sinh дв 
cosh 6, 
cosh 8, 


= z, sinh 6, 


= 2, sinh dp 


== 2, sinh 0, 


= 21 sinh д, 


2 
ohms (line grounded at A) (260) 


ohms (line grounded at A) (261) 
ohms (line grounded at D) (262) 


ohms (line grounded at D) (263) 


Similarly, if we expand formulas (237) and (252), we obtain— 


9' = y, sinh 0, cosh 0, + y, cosh 0, sinh 6,. . mhos (264) 
= eis sinh (0, + 6,) + 71. sinh (6, — 6,) mhos (265) 


sinh 8, 


= у, sinh 0, 


cosh 8, 


= у, sinh dp 


= y sinh 0, 92h 5, 


cosh д, 


= 71 sinh д, cosh б„ ° 


sinh де ' 
cosh bo ' 


sinh д» ° 


mhos (line freed at A) (266) 
- + mhos (line freed at A) (267) 
mhos (line freed at D) (268) 


- + mhos (line freed at D) (269) 


Single Innes Equivalent to a Dissymmetical П or T. —It is 
evident that formulas (79), (80), (94), and (95) apply only to a 
symmetrical M or T. Moreover, it may be seen that no single 
smooth and uniform line can correspond to a dissymmetrical Л 


* Formulas (258) and (259) were first published as receiving-end 
impedances of a two-section composite line by Dr. G. di Pirro. See 


Bibliography, 52. 


TO ELECTRICAL ENGINEERING PROBLEMS 173 


or 7. This means that, in general, no single smooth and 
uniform line can be the counterpart of a composite line having 
sections of different surge-resistance. But if we reduce a dis- 
symmetrical / to a symmetrical /7 and a terminal leak, we 
may apply equations (95) and (96) to transform the symmetrical 
IT into an equivalent single line. It follows that any composite 
line may be resolved into one, and only one, uniform smooth line 
of the same length with a leak permanently applied to one end; 
or to an infinitude of such single uniform smooth lines having a 
leak at each end. 

Similarly, the 7 of a composite line may be reduced to a 
symmetrical 7 plus a line-impedance at one end. By the use 
of equations (84) and (88), we may substitute a single smooth 
uniform line for the symmetrical Т. Consequently, any com- 
posite line may be resolved into one, and only one, uniform 
smooth line of the same length with a line-impedance at one 
end; or, to an infinitude of such single uniform smooth lines 
having a line-impedance at each end. 

Composite Line of “ n” Sections.—To compute the equivalent H 
of a composite line of n successive sections, ground the line at ` 
the A end and develop the line-angles towards the opposite 
end, following the process of (240). Find the architrave im- 
pedance according to formula (260) or (261). This may be 
regarded as formula (26) modified by the application of (n—1) 
ratios of cosines in (261), or of (n—1) ratios of sines in (260). 
The opposite end leak admittance will then be the sending-end 
admittance minus the architrave admittance. The process 
must be repeated after grounding the line at the distant end 
and developing line-angles towards A. 

To compute the equivalent T, free the line at the A end and 
develop the line-angles towards the opposite end, following the 
process of (250). Find the T-leak admittance by following 
formula (266) or (267). This may be regarded as formula (71) 
modified by the application of n—1 ratios of cosines in (267), 
or of n—1 ratios of sines in (266) ; that is, one such ratio for 
each junction. The opposite-end line-branch impedance will 
then be the sending-end impedance minus the leak impedance. 
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The process must be repeated after freeing the line at the 
distant end and developing line-angles towards A. 

One complete equivalent circuit, say the 1/7, of a composite 
line of n sections calls then for the determination n—1 line- 
angles first in one direction and then in the other. The 
formulas are well adapted to logarithmic computation. If, 
however, only the receiving-end impedance of the composite 
line is required, then we need only develop the line-angles in 
one direction over the line, so as to apply one of the architrave 
formulas, and neglect the pillars of the M, as at AF,, Fig. 71. 


LOADED COMPOSITE LINES. 


Definitions.—Loads in a line may be either regular or casual. 
Regular loads are such as are applied at regular intervals, in 
order to improve the current delivery on telephone lines. 
Casual loads are of an irregular or incidental character, such 
as might occur at section-junctions or at the ends of а com- 
posite line. In the former case they would be intermediate 
` casual loads, and in the latter case, terminal casual loads. Only 
casual loads will be here discussed ; because it is easy, with the 
aid of formulas already discussed on page 45, to substitute an 
equivalent smooth unloaded line for any uniformly loaded line. 

Loads may also be divided into two classes: namely, (1) those 
applied in series with the line, or impedance loads, such as coils 
of impedance or resistance; and (2) those applied in derivation 
to the line, or leak loads. 


INFLUENCE OF LOCATION OF AN IMPEDANCE LOAD ON THE 
RECEIVING-END IMPEDANCE OF А COMPOSITE LINE. 


It can be shown that if a single smooth uniform line is 
terminally loaded with а given impedance, the change in the 
receiving-end impedance due to the load is the same, whichever 
end of the line the load may be applied to; т.е. whether the 
load is applied at the sending or at the receiving end. In the 
case of a composite line, however, this proposition generally 
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fails. The effect of a resistance coil of 100 ohms on the receiving- 
end resistance of the three-section composite line comprising 
the two sections AB and CD above discussed, in series with a 
third section EF of angle 0, — 0°5 hyp. and surge-resistance 
2, = 2500 ohms (Fig. 72), is shown in Fig. 71. Without the load, 
the receiving-end resistance of the line, or the architrave of its 
equivalent JI, is 44,247 ohms. If the load is added at the A end 
of the line, the receiving-end resistance becomes 48,6197 ohms; 
but if added at the F end, it is only 46,192. When the same coil 
is inserted as an intermediate load, its influence on the receiving 
end resistance is not во great. In alternating-current composite 


400" A BC DE 


АРАВ 8—6 697° 
ge ae DE ж луу» 
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Ета. 71.—Diagram showing the Influence of the Location of an Impedance 
Load on the Receiving-end Resistance of a Three-section Composite Line. 


lines, the opportunities for such variations are more marked. 
In all cases, however, the application of a terminal impedance 
о to а line (single or composite), increases the receiving-end or 


architrave impedance of that line in the ratio Ai 2 2; where 


R, is the sending-end impedance of the line at the loaded end 
before the load is applied. "This is true whether the loaded 
end is made the sending or receiving end of the circuit. For 
single lines, А, has the same value at either end, and therefore 
the ratio of increase in receiving-end impedance is the same at 
whichever end of a single line the load ø is applied; whereas, 
for composite lines, we have seen that Л, is different, in general, 
at the two ends, 
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Rules have been worked out for dealing with any succession 
of casual loads in a composite line, including loads applied 
through the medium of transformers. For detailed informa- 
tion, reference may be made to the original papers on the 
subject.* In general, one additional ratio, or fractional co- 
efficient, must be added to the expression of the architrave 
impedance of the equivalent 1/7, for each additional load, 
whether in series or in derivation. "Thus, in the case of the 
three-section line of Fig. 72 with its double terminal load 
(which is & combined leak and impedance) and one intermediate 
load, the architrave impedance of the equivalent // has the 
following expression, working from the grounded end at A— 


p’ =z sinh d,. 2080 05, cosh ðs, Ze | | ohms (270) 
cosh 2:09995 | 
cosh 108581 

cosh 2:0 | 1809-74 
cosh 0°59295 1565: 14 


= 1936:87 sinh 1:535312 - 


== 51,615 ohms. 


All of the preceding formulas in relation to composite lines, 
although illustrated by real numbers for continuous-current - 
cases, are applicable, through the medium of corresponding 
complex numbers, to any single-frequency alternating-current 
case. | 

The preceding theory of composite lines shows that the 
practice of computing the equivalent length of a composite 
circuit by “Transmission Equivalents” or their reciprocals, “is 
fallacious. The transmission equivalent of a type of line is the 
ratio of the real attenuation-constant of “standard” cable, to 
the real attenuation-constant of the line considered, both at the 
standard telephonic frequency. Thus, if the real attenuation- 
constant of standard cable is 0'066 hyp. per km., then а cable 
whose real attenuation-constant is, say 0:132, has a transmission 
equivalent of 0°5, so that half a km. of this cable has the same 
normal attenuation-factor as one km. of the standard cable. It 


* See Bibliography, 52, 61. 
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is evident that if the limiting commercial range of standard 
cable is, say 50 km., then the corresponding range of the cable 
considered will be 50 x 0°5 = 25 km., neglecting reflections at 
the receiving apparatus. This merely means that two different 
types of line have the same normal attenuation-factor when the 
real components of their hyperbolic angles are equal. We may 
not, however, safely infer that the proposition extends to com- 
posite lines; because we have seen that the angle subtended — 


219559 01% 
041263 +1 


w,.0(x 5£089.6 


Fic. 72.— Composite Line of three sections with one intermediate and two 
terminal loads. 


by a composite line is not the sum of the angles of its com- 
ponent sections; but a more complex function of those angles, 
depending upon the order of succession, and on the individual 
surge-impedances. Only in the particular case when the 
surge-impedances of the sections are the same, will the angle 
subtended by the composite line be the sum of the section 
angles. While, therefore, the kilometer, or mile, of standard 
cable is а valuable unit in the absence of anything better, and 
N 
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is a valid unit, neglecting terminal reflections, when single lines 
only are considered, it may become a misleading unit when 
composite lines are employed. 

A correct standard, in the present state of our knowledge, 
would be either of the following— 

(1) The total hyperbolic angle of the composite line in hyps., 
. including the angle subtended by the receiving apparatus, 
corrected for discontinuities at junctions, 

(2) The total receiving-end impedance of the composite line, 
including the receiving apparatus, corrected for discontinuities 
at junctions. In the latter case, the architrave impedance of 
the proper equivalent // including receiving apparatus might 
be substituted. 

In either case, a correction might, strictly speaking, be 
needed for differences in the impressed e.m.f. at the generating 
end, seeing that this impressed e.m.f. supplied by the generating 
apparatus depends to some extent on the sending-end imped- 
ance. Further published research is needed in this direction. 


CHAPTER IX 


THE APPLICATION OF HYPERBOLIC FUNCTIONS 
TO WIRE TELEGRAPHY 


SINCE uniform telegraph lines possess evenly distributed 
conductor-resistance and dielectric leakance, it follows that 
when subjected to steady and continuous e.m.f., either at one 
end or both, in any assigned manner, the steady-state distribu- 
tions over them of potential, current, and power, are subject to 
hyperbolic trigonometry. Thus, in all tests of a telegraph line 
with continuous e.m.f, hyperbolic formulas apply, on the 
assumption that the line is uniform, contains no faults, and 
that the linear dielectric leakance follows some known law of 
time. In underground and submarine cables, for instance, the 
apparent linear leakance is well known to diminish rapidly 
with the duration of impressed e.m.f. by the so-called “ polariza- 
tion” process. Even if the line is faulty, the fault or faults 
may be regarded as leak-loads of magnitudes subject to varia- 
tion, applied at junctions between sections of otherwise uniform 
line. The above class of cases may be described as class (1) of 
steady-state tests. 

When we consider electric signalling over a telegraph line, 
the process falls into one of three other classes, according to 
the particular conditions. 

(2) If the line is short, and the speed of signalling employed 
much below the theoretically attainable limit; so that the 
steady state of the circuit is closely approximated to at each 
signal; then hyperbolic trigonometry is applicable to the 
circuit. 

(3) If,on the contrary, the line is long, or the speed and type 
of signalling such that the steady state of the line is hardly 


ever attained ; then the hyperbolic formulas developed in 
179 N 2 
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preceding chapters with special reference to the steady state are 
inapplicable. Dr. Fleming, has, however, recently published * 
an application of hyperbolic functions to the process of comput- 
ing “curves of arrival” over long submarine cables, as an 
abbreviation of the method, originally developed by Lord 
Kelvin, for calculating the behaviour of such lines in the 
unsteady state. 

(4) An intermediate condition presents itself when the line 
is worked nearly to the limit of its practicable signalling speed, 
and when the method of signalling is such that a steady state 
is constantly approached, although never closely attained. 
That is, the signalling may be roughly imitated by a regular 
succession of alternating-current impulses, impressed on the 
line at the sending end, with discontinuities occurring at some- 
what irregular intervals; so that the steady state is never 
actually reached, but is repeatedly tended to. In this case, the 
hyperbolic theory does not apply definitely, but it may apply 
tentatively; that is, experiment may show that a certain 
approximate relation exists between the actual limiting signal- 
ling speed, and the theoretical steady-state limiting speed of 
pure alternating-current impulses. 

We shall only consider examples from Classes (1), (2), and (4). 

Class 1: Steady-state Tests.—If a uniform line AB, without 
faults is freed at the distant end B, we know, by (20), that its 
apparent resistance at A is Ry = 7, coth 0 ohms, and when it 
is grounded at B, its apparent resistance at A becomes, by 
(23), В, = r, tanh 0 ohms. Consequently, the surge-resistance 
of the line is, by (27), 7, = ./R,R,, and the angle of the line 
is, by (29), 0 = tanh a R hyps. Again, if an ammeter or 
other device, of resistance R,, 1s inserted in the circuit to 
ground at B, the angle subtended by the instrument will be, 
assuming 7, > R,— 

a Ё. 
r 


6’ = tanh . e . . hype (271) 


о 
* The Propagation of Electric Currents in Telephone and Telegraph 
Conductors, by J. A. Fleming, F.R.S., chap. v. 
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and the angle of the line and instrument together becomes 
(0 + 6’) hyps. The apparent resistance of A under these 
conditions becomes— | 

К, = 7, tanh (6+ 6’) . . ohms (272) 
The receiving-end resistance, as judged from the current in the 
ammeter at B, and the e.m.f. impressed at A, is— 


жы ы; . ohms (278) 


cosh 0' 


theline being assumed devoid of all earth-currents or polariza- 
tion. If 0' is not over 0'1, cosh 6’ may be taken as unity, 
without much error, and we have approximately— 
К, 2 т, sinh (6+ 6’) . . . ohms (274) 
Consequently, if instead of having the line freed and 
grounded at B, making two successive observations at A, we 
have the line merely grounded at B through an ammeter, and 
insert an ammeter апа voltmeter at A, thus making a single 
test, with simultaneous observations at both ends; we obtain 
from (56) and (58)— 
(6+ 6 = cosh (ur . e « hyps (275) 


from which, 7,, 6’, and 0 can obviously be successively deduced. 

As a simple arithmetical case, let us take a uniform single 
line 300 km. long, with the linear constants r=6 ohms 
per km. and g = 1:5 x 1075 mho per km. The attenuation- 
constant of the line is „/9 x 10 = 0:003 hyp. per km., and 
its surge-resistance „/6000000/1°5 = 2000 ohms. Its line 
angle is 0°9 hyp. 

With the line first freed, and then grounded at B, and both 
tests taken successively at A, we should have Ry = 2000 coth 
0:9 = 27922 ohms and R, = 2000 tanh 0:9—1432:6 ohms. 
The surge-resistance of the line is therefore computed to be 
T, = 4/2192:2 х 1432:6 = 2000 ohms, while the angle of the 
line is computed to be— 


" (1892 EH T 
= tanh 071630 = 0:9 hyp. 
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From these results we obtain at once, R = 7,0 = 1800 ohms 
in conductor-resistance, or 6 ohms per km. and g = 6/r, 
= 0°45 x 107? = 450 x 10- mho in dielectric leakance, or 1:5 
micromho per km. 

In the second case, with the line grounded at B through a 
milliammeter of 200 ohms, the angle subtended by the instru- 
ment is tanh-!(0:1) = 0:10038. The total angle of line and 
instrument subtended at A is 1:00033 hyps. If 50 volts were 
applied at the A-end of the line, a current of 32:82 milli- 
amperes might be expected at А, and 2137 milliamperes at B. 
The sending-end resistance would then be R’, = 50/0:03282 
—1523:5 ohms, and the receiving-end resistance R, = 50/0:02137 
= 23397 ohms. From these observations, exchanged tele- 
graphically, the total angle of the line would be, approximately, 
by (275): (0+0) = cosh ~! (22597) cosh -1 153578 = 0:99874 
hyp., as against the correct value of 1:00033. The inferred 
value of the surge-resistance is then 1523:5/tanh 0:99374 
= 20078 ohms, as against 2000. The inferred value of 6’ 
is also tanh -(200/2007:3) = 0:09997 hyp. as against 0:100 hyp., 
leaving the line-angle 0 = 0:89377 hyp. as against the correct 
value of 0:9. 

With alternating-current testing, the first case of measure- 
ments at A with the B end freed and grounded successively, is 
perfectly applicable, by extending the formulas into two 
dimensions. The second case is not strictly applicable, because 
the phase of the received current with respect to the impressed 
e.m.f. at A is not measured. 

Class 2: Steady-state Signalling. Best Resistance of a Receiv- 
ing Instrument.—Electromagnetic receiving instruments in wire 
telegraphy may be divided into two classes, namely: (a) those, 
as of the D’Arsonval movable-coil type, in which the magneto- 
mechanical force, or torque, 1з directly proportional to the 
ampere-turns in the coil; and (b) those, like simple polarized or 
non-polarized relays, in which the magneto-mechanical force, 
or torque, may be nearly proportional to the square of the 
ampere-turns at low magnetic saturation, but, as the saturation 
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increases, may fall to perhaps a lower power than the first. In 
either case, the magneto-mechanical force may be expressed 
by— 

Е =a (Іт)? . . . . dynesordyne-perp.cm. (276) 
where F is the force in dynes, or the torque in dynes acting 
perpendicularly to a radius of 1 cm., I, is the received current 
strength in amperes, n, is the number of turns of wire in the 
winding, а a constant of the instrument depending on its con- 
struction, and p some real exponent not greater than 2. The 
received current I, is found by (57). The number of turns n, 
in а given winding-space is well known to be sensibly propor- 
tional to ./R,, the square root of the resistance in ohms of the 
winding, provided that the size of insulated copper wire selected 
lies within the fairly wide range where the ratio óf covered 
diameter to the bare diameter of wire is sensibly constant. 
Consequently we have, approximately, with a’ a modified 
instrument constant— 

p 
Е =a (ЕВ RE Y) dynes or dyne-perp. cm. (277) 
In order to make this mechanical force a maximum by vary- 
ing R, we differentiate Е with respect to R,, in the usual way, 
and equate to zero, We then find— 


R,=r ёапһ ө. . . . ohms (278) 


That is, the best resistance, with respect to mechanical force, 
for the electromagnetic winding of a receiver, that does its 
work during the steady state, is equal to the sending-end 
resistance of the line to ground at B, no matter what may be 
the exponent p, which expresses the relation between the 
torque and the ampere-turns.* 

When the speed of signalling rises, so that the steady state 
fails to be approached, the resistance determined by (278) is, in 
general, too low for the best action. 

Class 4: Limiting Signalling Speeds on Long Lines.—When 
the signalling speed is carried up to, or near to, the practicable 

* See Ayrton and Whitehead paper, No. 12 in the Bibliography. 
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limit on long lines, and especially on long submarine cables, it 
is important to determine theoretically how the limit is affected 
by the terminal apparatus. 

It was first demonstrated by Lord Kelvin that, on any long 
cable, a certain interval of time elapsed from the instant of 
applying a continuous e.m.f. at the sending end to the first 
appearance of even an infinitesimal current flow to ground at 
the receiving end. This silent interval he showed to be— 

4 


a= E log (3) =0°023 т. . seconds (279) 


where t is the time-constant of the cable, defined by the 
relation— 


t = CR = Le. Lr = L*er. . seconds (280) 


Moreover, cables of the same time-constant have the same 
signalling speed, with the same terminal apparatus. Under 
given terminal conditions, the signalling speed is inversely 
proportional to the time-constant. Ір simplex practice, with the 
Kelvin siphon-recorder as receiving instrument, a hand double 
cable key as the sending instrument, and a condenser in the 
receiving circuit, the following empirical formula has been 
found satisfactory— 


n = . e « "letters per second (281) 


The last formula, which has been much used in submarine 
telegraphy, is satisfactory, so far as regards a cable operated 
under stereotyped conditions, and embodies the results of 
Kelvin’s famous investigation. It is, however, incomplete in so 
far as it throws no light upon the influence of variations in the 
terminal apparatus. We proceed to consider how the terminal 
apparatus would effect the signalling speed, if the process of 
signalling consisted in using a simple alternating-current 
generator at the sending end, of assigned e.m.f. amplitude, the 
speed of the generator, and the frequency of its em.f. being 
increased, until the instrument at the receiving end was unable 
to give legible indications. 

* Encyclopedia Britannica: “Submarine Telegraphy.” (10th ed.) 
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We must, then, assign some relation between the frequency, 
or number of impulses per second of the hypothetical alternator, 
and the average number of impulses per second impressed 
rhythmically on the cable in practice by the ordinary sending 
apparatus. The deductions from the alternating-current theory 
will not be strictly applicable to dot-and-dash alphabet sending, 
but will be tentatively admissible, as a working hypothesis, 
subject to experimental check. 

If we connect a long submarine cable AB, as shown in Fig. 73, 
to an alternating-current generator producing a maximum cyclic 
e.m.f. E4 at the sending end, through a terminal impedance 2,, 


A B 


<-----------+4-@1.--------------› 


Fic. 73.—Hypothetical Alternating-Current Generator impressing maximum 
cyclic potential, at signalling frequency, on sending end of a cable which is 
grounded through receiving apparatus at distant end. 


the receiving end may be considered as connected to ground 
through an impedance 2, of the receiving instrument. Then if 
the alternator, assumed bipolar, is driven at angular velocity 
c radians per second, the angle subtended by the cable taken 
separately is, by (19) and (150)— 


0— /3 СКо = „/јто = Ttw /45° hyps. / (282) 
and its surge-impedance is, by (152)— 


T T La 
MON, сүт NI t. 27298 ohms / (283) 
assuming, as we safely may, that the ordinary submarine cable 
has relatively negligible linear inductance and leakance at low 
frequencies. 
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The receiving-end impedance of the cable and receiving 
apparatus is, by (59)— 
Zi = z, sinh 0 + 2. соз Ө. . ohms / (284) 


But on any cable worked nearly to its speed-limit, 6 is so large 
that sinh 6 = cosh 0 very nearly; so that— 


Zı = (2, + 2)smhé@ . . ohms / (285) 


If now the receiving instrument is of such a nature and 
degree of sensitiveness that pure alternating-current signals can 
be read satisfactorily when the received current strength has a 
maximum cyclic strength of Img amperes; then— 


"M" Ena 5 Ema 
І „в = ZG ува amperes / (286) 


where Ema is the maximum cyclic e.m.f. impressed on the send- 
ing end of the cable at A. "This will differ from the maximum 
cyclic e.m.f. E, at alternator terminals, owing to the IZ drop of 
pressure in the inserted impedance 2, which is determined as 
follows— 

The final sending-end impedance of the cable is by (202b)— 


Za = z,tanh(0 + 0^ . . ohms / (287) 


where @ 1з the angle subtended by the receiving apparatus. 
But 0 is so large that tanh 0 — 1, and therefore, a fortiori, 
tanh (6 + 6) = 1. Consequently, on long cables— 


Za =Z, . . . . ohms / (288) 


The maximum cyclic e.m.f. impressed on the cable is— 


Ena = En — 9 . max. су. volts / (289) 


Ze + Zo 
Or the maximum cyclic current at B is— 
En 


Ing = ————— ——— —— шах. су. amperes / (290) 
(1+ ye, + о) sinh 6 


If, then, we assign a limiting value to Em, such as + 50 volts, it 
is evident that the speed and frequency of the alternator at A 
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can be increased until the current Т„в just falls to the lowest 
satisfactory strength agreed upon. Increasing the frequency 
will alter z, to some extent, and will also alter z, inversely as 
the square root, by (283) ; but sinh 0 will increase much more 
rapidly. When Ө is large— 


-e ў 0 
/2 IZ 
sinh 0 = EE L 2 


9. e e e e numeric L (291) 


so that sinh 0 increases with 0 exponentially. 

For stereotyped terminal values of Em, 2, and zz, it is 
evident that on any cable the limiting alternating-current 
frequency and speed are fixed, to a first approximation, by 

0 


sinh 6, or ev? ; so that, under such conditions, all cables must have 
0 


approximately the same value of £3. and, therefore, the same 
value of 6. But, by (282), 0 = „/то /45° hyps. Consequently, 
if we call 6, this limiting value of 0, we have, with œw, the 
associated limiting angular velocity— 


0, = A/ 10, /45°. . . . hyps. /45° (292) 


2 
and— w, = T + . e 5 « radians per sec. (293) 
0? 1 0? 1 
or— Л = on jt In FOR R eles per sec. (294) 


where f, is the corresponding limiting impressed frequency. 
That is, the pure alternating-current frequency on any long 
cable of negligible linear inductance and leakance, under 
stereotyped conditions of terminal apparatus, and neglecting 
relatively small variations in z,, is inversely proportional to 
the time-constant т = CR of the cable, a deduction in accord- 
ance with Kelvin’s law. Our tentative alternating-current 
signalling theory agrees, therefore, with the fundamental theory, 
and with practical observations of alphabet-signalling, at least 
to this extent. 

The next question is how properly to connect the frequency 
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of the hypothetical alternator with the frequency of alphabetical 
signalling. In Fig. 74, the two particular words Submarine 
Telegraph are analysed in terms of their international cable- 
alphabet signals. Each black rectangle, above or below the 
zero line, represents the impression of continuous e.m.f. on the 
sending end of the line, assuming the simple case of a sending- 
key directly connected to the cable. Ordinates then represent 
impressed voltage, and abscissas elapsed time. Dot- and dash- 
elements occupy equal intervals, so that each signal occupies one 
dot-element. The canonical interval between signals in a letter 
is one dot-element, and that between successive letters three 
dot-elements. Between successive words there may be six dot- 
elements. The word submarine thus covers 59 dot-elements 
and telegraph 61. The two together 59 + 61 + 6 = 126. The 
signals as received over a cable of 1:47 seconds time-constant 
are shown beneath, at CC. 

Dot-Frequency and Reversal-Frequency.—There are two hypo- 
thetical uniform signalling frequencies. One is indicated at 
А А or A’ A’ (Fig. 74), the other at BB. The A A type may 
be called pure dot-signalling. In this type of signalling, the 
impulses have all the same sign, and the complete period is 
two dot-elements. The AA type would be equivalent to a 
certain complex alternating-current e.m.f, superposed on a 
positive continuous e.m.f. of half the A amplitude. The A’ A’ 
type would be equivalent to the same alternating current e.m.f., 
superposed on a negative continuous e.m.f. of half the A" ampli- 
tude. The B B type may be called pure reversal-signalling. 
It corresponds to а complex alternating e.m.f. of period equal to 
four dot-elements.  Reversal-signalling has, therefore, just half 
the frequency of dot-signalling, and requires no associated 
continuous e.m.f. 

There has been some debate as to which of these hypothetical 
types of rhythmic signalling more nearly corresponds to practical 
alphabet-signalling. On behalf of dot-signalling, it may be 
urged that it employs the actual frequency of the sending keys, 
disregarding the direction of current. On behalf of reversal- 
signalling, it may be urged that on long submarine cables the 
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dots do not appear. They are smoothed out by retardation, 
and can only be inserted in their proper places by the trained 
intelligence of the receiving operator; whereas the reversals 
actually show on the record, and form the sign-posts, so to 
speak, by which the operator is guided to interpretation. 


S u b m a r i n 


t e 1 e g r a p h 
C mm m aam nn ААА mn меу © 
Submarine toeleg reap b 

A A В 
SERENE 
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карара Р айына АА AAA AR ARAAARA A 
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Еа. 74.—Signals of Impressed E.M.F. at Sending and Receiving Ends in the 
two particular words Submarine Telegraph, as compared with either ''dot- 
siguals " or ‘‘ reversals.” 


As for the actual comparison of the sending record with either 
dot-signals or reversals, there is no marked preponderance of 
evidence. Thus, in the two particular words of Fig. 74, which 
have been taken at random, compared with dot-signals, there 


are— 
8 cases of 2 successive dots or dashes, in s, u, b, m, 1, l, g, p, h. 
9 99 3 39 99 39 8, b, h. 
1 » & Mi ,») 99 h. 


Compared with reversals, there are— 

11 cases ofa cycle or complete reversal, in и, b, a, r, n, l, д, т, а, p, p. 
Зо» cycle and a half т, l, r. 
0 5 2 cycles. 
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We shall see that so far as concerns the cable alone, it is a 
matter of indifference whether we refer alphabetical signalling 
to reversal-frequency, or to dot-frequency ; but, in regard to 
the influence of the terminal apparatus, there is à considerable 
difference. We shall, therefore, discuss both standards, but lay 
emphasis on the reversal standard, since cable engineers are 
believed to prefer the latter.* 

In the two words of Fig. 74 there happens to be 18 letters 
and 126 dot-elements, in all, or, allowing а space before the 
next word, 132 dot-elements. This is at the rate of 7:35 dot- 
elements per averageletter. Insentences taken from an English 
newspaper, an average letter occupies about 7:8 dot-elements 
including the average necessary spacing. In unintelligible 
10-letter code words, with a diminished number of vowels 
the average rises to about 8:0 dot-elements. We may take 
as a working mean 7'7 dot-elements per letter. This cor- 
responds to 3:85 cycles in pure dot-signalling, or 1:925 cycles 
in pure reversals. If, therefore, we have as a speed of signalling 
n letters per second, the corresponding hypothetical frequencies 
will be— | 
for dot-signalling, ff’ = 8:85 љ cycles per sec. (295) 
for reversal-signalling, /” =1:925n , » » (2960) 

We have already seen in (281) that a well-known empirical 
formula for cable-speeds under stereotyped terminal conditions 
is that л = 10/v. Consequently, the limiting frequency f, is— 


for dot-signalling, i. = 352 cycles per sec. (297) 
for reversal-signalling, f” = 1929 j * (298) 


Substituting the value of frequency in terms of a limiting cable 
angle in (292), we find— 
"v dot-signalling, 

= A/2zx x 98:5 [45° = 15:55 [45° = 11 + 711 . hyps. / (299) 
d reversal signalling, 


0," 4/272 x 19:25 [45° —11:0 [45° =T TTT + 71111 hyps. / (300) 
* See Bibliography, 46, 
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That is, at dot-signalling frequency, the normal attenuation- 
factor is €71! = 0:000,0167, or to nearly 1/600 of 1 per cent. ; 
while at reversals-frequency, it is e~ 777" = 0:000,42, or to less 
than 1/20 of 1 per cent. These values of 6, may be regarded 
as the equivalents of formula (281) in alternating-current cable 
theory. 

Influence of Impedanee at the Sending End—We may now 
consider the effect of modifications in the terminal apparatus 
upon the speed of signalling according to our tentative alter- 
nating-current theory. 

In Fig. 73 let the cable have a linear conductor-resistance 
т = 6'7 ohms per nautical mile (naut) and a linear capacitance 
c = 0'42 X 10-9 farad per naut. Then, by (283), the surge- 
impedance of the cable is 3994//w. With a length of 
1229 nauts, the time-constant of the cable is т = 4:25 seconds. 
When working at the rate of 150 letters per minute = 2:5 letters 
per second, the corresponding reversals-frequency would be 
4:812 cycles per second by (296), and the angular velocity 
w” = 30°23 radians per second. The angle subtended by the 
cable would then be, by (282), 6” = 4/1285 /45° = 11:35 /45° 
hyps. The surge-impedance is then 726:4 V 45? ohms. If the 
terminal impedance 2, happened to be а condenser of, say, 
40 microfarads capacitance, its impedance would be — j/ew”’ = 
— j827:'1 ohms. The total impedance offered to the alternator 
at the sending end is, therefore, 2, + z, = 5137 — (513-7 + 
827:1) = 1436\69° 02’ ohms. The ratio of the potential at the 
end of the cable at A to the potential at the terminal of the 
alternator would be, by (289)— 

E, _ 7264\ 45" 

E, 1436 69° 02’ 
That is, the potential impressed on the cable would be nearly 
50 per cent. less than that which would be impressed if the 
condenser z, were short-circuited. Thé lowered potential would 
also lead the potential at alternator-terminal а by 24° 09". 
The reduction in impressed potential would either require a 
compensating increase in the generated e.m.f. of the alternator, 


= 0:506 /24° 02’. 


192 APPLICATION OF HYPERBOLIC FUNCTIONS 


or a reduction in the frequency and equivalent signalling-speed 
in order to restore the received current to its proper strength. 

If, however, in place of a condenser, we insert a reactance-coil 
at the sending end, with an effective resistance of 15 ohms, 
and an inductance of 12:5 henrys, the impedance of the coil 
at this frequency will be 2, = 15 + /378 ohms. The total 
impedance at the sending end will then be 5287 — /185'7 = 
545:8 N 14? 24’. The ratio of the impressed voltage at A to 

A NC ARS 
the generated voltage at a, is then gu == ae 
= 1:33 \30° 36’ or the effect of inserting a magnetic reactance 
in 2,, instead of a condensive reactance, is to raise the im- 
pressed potential 33 per cent., instead of lowering it 50 per cent. 
This would mean increasing the received current at B, and the 
speed of signalling could be slightly but distinctly increased, 
to bring up sinh б, and restore the original current strength 
agreed upon. 

Best Resistance of the Receiving Instrument.—It has already 
been shown, in connection with (278), that the best resistance 
for an electromagnetic receiver winding to possess, when 
operated by continuous currents in the steady state is z, tanh 6. 
It is shown in Appendix J, that whether the mechanical force, 
or mechanical torque, exerted in the receiver varies directly 
with the ampere-turns, or the square of the ampere-turns, or 
any intermediate power thereof, the largest maximum cyclic 
force, or torque, exerted by the receiving instrument will be 
obtained when the reactance of the receiving apparatus 
balances and annuls the surge-reactance or reactance com- 
ponent of the surge-impedance, and when, moreover, the resist- 
ance of the winding in the receiver is equal to the surge- 
resistance or resistance-component of the surge-impedance, 
increased by any other receiving-apparatus resistance present. 
That is, the most powerful reversal-signals or dot-signals will 
be respectively obtained when— 


o=7r,+R’,. . « © « ohms (301) 
where o is the resistance of the receiving-coil or coils, as 
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measured with continuous currents or with alternating currents 
of signalling frequency, r, is the real, or resistance-component of 
the surge-impedance z, and R’, is the resistance-component 
of any reactive apparatus in the receiving circuit for balancing 
the surge-reactance. If R’,is so small that it may be neglected, 
then the receiving-instrument reactance should be equal and 
opposite to the surge-resistance of the cable, and the receiving 
instrument resistance should be equal to the surge-resistance 
of the cable at signalling frequency. In other words, the 
receiving-circuit impedance should be equal to the surge- 
impedance in modulus, and have the equal but opposite 
argument. 

Аз an illustration of these principles to dot- and to reversal- 
alternating-current signalling, the following Table gives, in 
parallel columns, the receiving-end impedance of the 4'25- 
second cable previously discussed, both for the pure reversal- 
frequency of w” = 30:28, and the dot-frequency of w = 60°46 
radians per second, corresponding to the signalling frequency of 
2'5 letters per second; on the supposition that the receiving 
instrument is connected directly between cable and ground. 


Reversals Dots 
Frequency f, cycles/sec. 4°81 9°62 
Angular Velocity о, radians/sec. 80:23 60:46 
Surge-Impedance z, ohms. 726°4 N 45° 513:7 V 45° 
» " To — Jj Lo 513°7 — 75187 863:2 — j3632 
Receiving inst. res. o, ohms, 513 °7 368.2 
(Zo + 2,) 1027:4 — j518'7 726:4 — j368:2 
T 1148:5 \ 26° 34' 812 \ 26° 34’ 
Angle of Cable 0, hyps. 8:014 + j8:014 11:334 + 311884 
S m 11:334 /45° 16:03 /45° 
Sinh 6, numeric. 1510 /459° 10” 41900 /649° 30’ 


Receiving-end Impedance, ohms. 1,784,000 /432° 36’ | 84,080,000 /622° 56’ 


4 
The above Table indicates that doubling the frequency 
impressed on the cable has had the effect of increasing sinh 6 28 
times, and of increasing the receiving-end impedance 20 times. 


If we assume that the maximum cyclic amplitude of current 
o 
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required for effective reversal-frequency signalling is 15 micro- 
amperes, and for effective dot-frequency signalling 0°75 micro- 
ampere; then the maximum cyclic potential Ema impressed on 
the sending end of the cable would be 26:01 volts with reversals, 
and 25:52 volts with dots. It must be remembered, however, 
that 15 microamperes on each side of zero would be able to give 
@ distinct record on a sensitive siphon recorder in good adjust- 
ment; whereas 0°75 microampere could not be expected to give 
any perceptible amplitude. A condenser would be needed in the 
circuit, either at the sending or receiving end, with dot-signal- 
ling, to shut off the continuous-current component mentioned 
on page 188. In pure reversal-signalling there is also need for 
such а condenser owing to the constant departure, towards dots 
or towards dashes in succession, from the pure reversal régime. 
If now we insert а reactance into the receiving circuit, equal 
to the surge-reactance, without appreciably increasing the 
resistance, then we obtain the following conditions— 


Reversals Dots 


Frequency f, cycles/sec. as before 4:81 9°62 
Surge Impedance ro — jx; ohms. 513°7 — 3518°7 363°2 — 3868 :2 
Receiving Apparatus Impedance 

с J-jz,ohms. | 51877 + 7518-7 368-2 + 7868-2 
Extra Inductance in receiving cir- 


cuit, benrys. 17:0 6:0 
(2 + zr) ohms. 1027:4 /0° 726:4 [0° 
Sinh ө 1510 /459° 10' 41900 /649° 30' 
Receiving-end Impedance, Z; ohms. | 1,551,000 /459° 10’ | 30,440,000 /649° 30' 
Max. cyclic voltage Ema 23:26 22-88 


The effect, then, of cancelling the surge-reactance of the cable 
is to diminish the receiving-end impedance, or the required 
impressed voltage at A, by about 10 per cent. Or, if the im- 
pressed voltage were held constant for both cases, about 3 per 
cent. increase in angular velocity and theoretical speed of 
signalling might be derived instead. 

The extra magnetic reactance at the receiving end might be 
introduced in shunt to the siphon-recorder instead of in series 
therewith, with substantially the same range of benefit. 
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A set of experimental connections on an artificial line of 
425-seconds time-constant is indicated in Fig. 75. On this 
line, according to formula (281), we should expect a maximum 
practical working speed of 10/425 = 2°35 letters per second = 
141 letters per minute under stereotyped simplex operation. 


wi Se peters au oes TERTIA Oc rete киы ла 


Z= 726.4 NSFS’ 
= 513-7 -j 5137" 


à A B 
/34.j318 


Ета. 75.— Diagrams indicating Limiting Receiving-end Impedance for satisfactory 
signals in a particular case, referred to equivalent reversals-frequency. 


With duplex connections, owing to the shunting of the receiv- 
ing instrument, the speed ordinarily falls slightly, or the sending- 
battery voltage has to be raised at each end in order to restore 
simplex speed. With the duplex connections shown, how- 


ever, the limiting practical working speed was found to be 
02 
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about 150 letters per minute in each direction, or 2:5 letters per 
second. By (296) this corresponds to f” =4:81 cycles per second 
equivalent reversals-frequency, or w” —30:28 radians per second. 

In key diagram 1, of Fig. 75, is represented the impedance at 
each end of the cable for reversals-frequency. The impedance 
of the shunted condenser is 292 — 7706 ohms, so that the im- 
pedance of the path BD is 692 — 7706 ohms. In key diagram 2, 
the branches DG and Da’, having a joint impedance of 
273 +7422 ohms, the total impedance in the path BG is 
z, = 965 — j284 ohms. This is still shunted by the impedance 
Ba’ of 2, = 15 +7378 ohms. In key diagram 8, the total im- 
pedance in the resultant path to ground at B is 
158 х /353—2, ohms. The current in the receiving instru- 
ment о is, however, less than that leaving the cable at В 
in the ratio z,/(z, 4-25) Тһе receiving-end impedance, as 
judged at the receiving instrument, is therefore increased in 
the ratio (z, + 2,)/2 and becomes— 


7/=(г, + z) sinh 6 (+3) 2... . ohms Z (809) 
2 


In this case— 


" | w19. , o уу, 9844- 794 
Z'- — 510 /45 15 + 7378 
| (5137 —j5187 +158 4+ 858) x 1510 /459" 10 x rr $e 


=2,715,000 /363° 30’ 


The last result is indicated in key diagram 4, where the 
maximum cyclic voltage impressed on the sending end of the 
cable at A delivers current to ground at B through an imped- 
ance of 27715 megohms, with a lag of 363° 30'. The voltage at 
A is, however, raised above that impressed on the bridge at a, 
in the ratio 1:33. 

We may, therefore, say that according to the tentative 
alternating-current and hyperbolic theory of signalling speed 
over long submarine cables, using either simplex or duplex 
connections, and not more than 50 volts in the sending battery, 
the limiting speed is that which brings the receiving-end 
impedance up to 277 megohms with respect to the maximum 
cyclic alternating e.m.f. of reversals-frequency impressed on the 
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sending end of the cable, and with the most sensitive type of 
modern siphon recorder, or to 2:0 megohms with respect to the 
transmitter e.m.f. 

In resolving the impedance z, at the receiving end for the 
case indicated in Fig. 75, we have assumed the bridge apex 
a’ to be permanently connected to ground through the trans- 
mitting apparatus T’. If we cut off this ground connection at 
a’, by opening the key T', we increase the impedance z, at the 
receiving end; but it is demonstrated in Appendix K, that 
when a proper duplex balance has been obtained, the 
quantity (2, + 2,) Є t 3) remains constant, which means that 

2 

whether the bridge apex a’ is freed or grounded at B, or 
remains in any intermediate state, the receiving-end impedance 
Z’, including the effect of the shunt on the receiving instrument, 
is unchanged, and the received signals are also unchanged, 
either in strength or in phase. It is ordinarily somewhat 
easier to compute Z'; with the ground connection cut at T", than 
with the ground connection completed as shown. 

If, in the signalling arrangement of Fig. 75, the system were 
computed for dot-frequency, or twice the reversals-frequency, 
the corresponding receiving-end impedance Z’, would be nearly 
60 megohms. 

On the basis of dot-frequency, if we apply an impressed e.m f. 
of amplitude E volts with the aid of а battery, then, as shown 
at AA Fig. 76, the effect is the same as though an e.m.f. of E/2 
volts were sustained on the cable throughout the succession of 
dots, and superposed on this, would be the well-known Fourier 
series of alternating e.m.f.'s— 


ee *{ sin wt + Ч sin 3 wt + Ы sin 5 wt + . volts (303) 


2 3 5 
where о’ is the angular-velocity of the dot-frequency /’,¢ is 
the time, and л = 314159. The first term only, or funda- 
mental sinusoid, is represented at oaaa, Fig. 76. Its amplitude 
is 2/л of the battery voltage OA. Consequently, if a battery 
of 10 volts is applied at regular make-and-break intervals, the 
effect will be the same as though 5 volts were steadily applied, 
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and on this a series of Fourier harmonic e.m.f’s, the first term of 


EEE EEE mm 


The next term would 


uber 
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All these theoretical alternating e.m.f.’s would 


have a maximum cyclic e.m.f. of 2°12 volts, and a frequency of 


3 f^, and so on. 
send its own current into the cable, independently of the rest. 


which would have a maximum cyclic value of 6:365 volts, of 
be in steady operation at the sending end, and each would 
That is, the various hypothetical harmonic currents of the 


frequency equal to the dot-frequency f’. 
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.—Dot Signals and Dash Signals with their Equivalent Fundamental 


76 and 77 


Fics. 


Alternating E. M.F. 


would not interfere 


The total maximum cyclic amplitude would 


be the rectangular summation.of the respective individual 
amplitudes (Fig. 54). It can easily be shown, however, that 


3 


having different frequencies 


with one another. 


Fourier series, 


when the angle subtended by the cable exceeds 4 hyps. as 
must happen on a long cable operated at or near full speed, the 
current received to ground at the distant end of the line from 
the triple-harmonie frequency component is insignificantly 
. small, and quite negligible. 


In other words, only the funda- 


mental frequency component arrives at the receiving end. All 
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The theoretical condition in sending a regular succession of 


dashes is indicated at A’A’, Fig.77. Here the same maximum 
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cyclic fundamental e.m.f. o a'a’ is operating at dot-frequency, in 


the currents of higher frequencies are absorbed in transmission. 
The higher harmonic currents have very appreciable amplitude 
at the sending end of the line, but are regarded, in the ten- 
tative alternating-current theory, as mere idle currents, that 
neither help nor hinder the fundamental working-currents. 

opposite phase to that at aa; but the continuous component 
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has a maximum cyclic amplitude of 2,/2 јл = 0:90, with respect 
to the impressed e.m.f. of the sending-battery. 


The corresponding theoretical condition or reversal-signalling 


Fic. 78.—Reversals and their Equivalent Fundamental Alternating E. М.Е. 
is indicated in Fig. 78. Неге there is no continuous e.m.f., and 


v’o’ has reversed its sign from that at oo, Fig. 76. 
quently,in changing from a series of dots to a series of dashes, 
the equivalent alternating e.m.f. is not altered in amplitude, 
but both it and the continuous component E/2 are reversed. 
the fundamental alternating component of reversals-frequency 
the sending-battery has, say, 50 volts e.m.f., and is applied in 


200 APPLICATION OF HYPERBOLIC FUNCTIONS 


a uniform succession of reversals, the maximum cyclic ampli- 
tude of the fundamental reversals-frequency is 45 volts. 

If, then, in the arrangement of Fig. 75, the sending-battery 
E had a terminal e.m.f. under working conditions of 50 volts, 
the equivalent reversals alternator would deliver 45 maximum 
cyclic volts at the bridge apex a, and 60 at the end A of the 
cable. The strength of current received through the instru- 
ment at B would be 60/2715000 = 22:1 microamperes 
maximum cyclic current. 

These principles are well illustrated and checked in the 
records aa, a'a’, and bb of Fig. 74, which were received over 
the Canso-Rockport cable. The frequency of the dot series 
was 5:84 dot-cycles per second, representing о’ = 33°55. The 
frequency of the reversals bb was 2:67 reversal cycles per second, 
representing w” =16°75. The maximum cyclic amplitude of 
the dot-signals is approximately 60 microamperes, and that of 
the reversal-signals 200 microamperes. Each series consists of 
sine-waves as nearly as the eye can detect. The sending e.m.f. 
was 80 volts, and in the duplex connections, double-block 
condensers of 50 microfarads each occupied the bridge-arms. 
The shunted siphon recorder had а resistance of about 220 
ohms, and was in circuit with 30 microfarads. The cable has a 
time constant of 1°47 seconds. At the dot-frequency, its angle 
would be 7:0 / 45° hyps. and its surge-impedance 865 — 7865 
ohms. At the reversals-frequency, its angle would be 4°96 /45° 
hyps. and its surge-impedance 1225 — 71225 ohms. The ob- 
served amplitudes of the dot and reversal signals are in fair 
accordance with the formulas above given. 

Summing up, then, the facts concerning the tentative hyper- 
bolic theory of long submarine cable-signalling, that theory is 
in accordance with the simple C.R. law, when no consideration is 
given to terminal apparatus. The theory undertakes to define 
the amplitudes of received signals when those signals consist 
either of uniform dots, dashes, or reversals. On the assumption 
that alphabetical signalling follows the conditions of reversal- 
signalling of the same impulse frequency, the limiting alpha- 
betical frequency with 50 volts of battery e.m.f. is found when 
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the receiving-end impedance rises to 2°7 megohms, reckoned from 
the sending end of the cable. A wide field is, however, open 
to experimental research for determining the actual relation 
of alphabetical signalling to alternating current-signalling. 

Herr Béla Gáti has undertaken to show * that a compara- 
tively small extra distributed inductance in a submarine cable 
is capable of producing a relatively large reduction in the real 
component of the angle subtended by the cable at frequencies 
near 1600 cycles per second, assuming no material increase in 
linear leakance. He has also published experiments and 
measurements on telegraph and telephone lines confirming 
the hyperbolic theory. 


* See Bibliography, 57, 65. 


СНАРТЕВ Х 


MISCELLANEOUS APPLICATIONS OF HYPERBOLIC 
FUNCTIONS TO ELECTRICAL ENGINEERING PROBLEMS 


WE propose in this chapter to consider two applications of 
hyperbolic functions to problems in electrical engineering, quite 
different from those we have studied, without амери to 
discuss them in detail. 

When a condenser is connected in series with resistance and 
inductance in such a manner that both the resistance and the 
inductance have to be taken into consideration, it is well known 
that the conditions of current flow when the circuit is energized 
or de-energized divide themselves into three classes according to 
the amount of resistance present— 

(1) Oscillatory current flow ; 

(2) Aperiodic current flow; 

(8) Ultraperiodic current flow. 

If we denote the dissipative ohmic resistance of the circuit 


by r = 2p, and the surge-resistance АР by z, then if р is less 


than z the circuit is oscillatory. If p is greater than z the 
circuit is non-oscillatory and ultraperiodic. If p=z, the circuit 
is in the intermediate condition, being aperiodic. 

Considering first the periodic case, if we construct an impe- 
dance triangle, Fig. 79, on a base p and with hypothenuse 2 
the perpendicular side will be the reactance 2 = lw. Then the 
discharge frequency in the presence of the resistance will be 
this reactance divided by the inductance /, and will be less than 
the frequency in the absence of resistance, in the ratio 2/2. 


The triangle will have, at the base, an angle p = іар -! (2) 
202 
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To find the conditions during discharge, let OU,, Fig. 81, 
drawn to scale from the original O, along the X-axis, represent 
the initial voltage of the condenser that is about to send dis- 
charging current through the circuit. Draw OU, such that 
UOU, — 90? — 9. Draw OE, reverse to OU, and OE, related 
in the same manner to OE, that OU, is to OU,. Then OU, 
will be the initial vector discharging e.m.f. and OE, the initial 
vector e.m.f. of self-induction in the circuit. The projections of 


М 3 
P= r/2 2 Je 
К. 79. Fic. 80. 


Stationary Vector Diagrams of Impedance in Periodic and Ultraperiodic 
Circuits respectively. 


these vectors at any instant on the axis XOX give the respec- 
tive instantaneous values existing in the circuit. Midway 
between OU, and OE, lies the current vector OI, drawn to 
current scale, the ratio af being made equal to z. Multi- 
plying I, by the resistance 2р = 7 in the circuit, we obtain the 
vector OR, which being reversed in direction to OI, represents 
—I,r. Now let all four vectors rotate positively, or counterclock- 
wise, at the angular velocity w which exists in the presence of 
resistance. The projections of these various vectors on XOX 
reveal at any moment the quantities that would exist in the 
circuit except for the attenuation or damping. Each projected 
quantity must therefore be subjected to the damping coefficient 
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£^ T , where / is the inductance in the circuit and ¢ the time in 
seconds elapsed from the commencement of discharge. Or each 
vector, instead of rotating in a pure circle, and independently 
subjected to damping, may be allowed to rotate in an equi- 
angular spiral as indicated in Fig. 81. | 


Fic. 81.—Vector Diagram of a Dischargi ng Oscillatory Circuit, the vectors 
rotating on circles if subjected to independent damping. 


If the circuit is ultraperiodic, so that p > 2, construct an 
impedance triangle, Fig. 80, with 2 as base and p as hypothenuse. 
The perpendicular will be a hyperbolic reactance lQ, such that 
dividing this reactance by the inductance / we obtain the hyper- 
bolic angular velocity Q. The angle y at the base of the triangle 
corresponds to the angle фр in the periodic case. In Fig. 82 we 


= 
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have the analogue of Fig. 81 with respect to rectangular hyper- 
bolas instead of to circles. OU, is the initial vector discharging 
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Ро. 82. —Vector Diagram of a Discharging Ultraperiodic Circuit, the vectors 
rotating on rectangular hyperbolas if subjected to independent damping. 


e.m.f. the projection OU, of which on the XOX-axis, is the ini- 
tial discharging e.m.f. actually existing in the condenser. The 


hyperbolic angle of the sector OI,U, has its Gudermannian 
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angle the circular angle y of the impedance triangle. The 
vector current OI, lies midway between the vector discharging 


e.m.f. OU, and the vector e.m.f. of self-induction ОЕ,. It is 
or being made equal to z. 
Multiplying I, by the resistance r of the circuit, we obtain the 
vector Or, which should be reversed in direction if there were 
room on the diagram, in order to represent the vector -I,7 


drop. Аз in the circular case, the three vector e.m.f.'s OU,, OE,» 
— Or have always zero as their vector sum. In the periodic 
case they all rotate in circles with uniform circular angular 
velocity œw. In the ultraperiodic case, they all rotate in rec- 
tangular hyperbolas with uniform hyperbolic angular velocity N. 
The damping coefficient may be applied to each projected 
quantity separately, or the vectors may instead be considered to 
rotate in the spiral curves shown. A considerable number of 
trigonometric formulas which apply to the rotatory vector 
diagram of Fig. 81, also apply to that of Fig. 82 when 
hyperbolic functions are substituted for the corresponding 
circular functions (Bibliography, 70). 

The important theorem that a hyperbola takes the place of 
the circle when the discharge changes from the periodic to 
the ultraperiodic type was first published by Dr. Alexander 
Macfarlane (Bibliography, 18). 

Inverse Hyperbolic Functions—Let an indefinitely long per- 
fectly conducting cylinder be supported parallel to an indefi- 
nitely extending perfectly conducting plane, but separated 
therefrom by a uniform conducting medium of resistivity p 
absohm-cm. (or C.G.S. absolute magnetic units of resistance in 
a cube of 1 cm. between opposed faces). A cross-section of the 
system is indicated in Fig. 83, where DEF is the conducting 
cylinder of radius с cm., with its centre at C, which is per- 
pendicularly distant d cm. from the conducting plane Z'OZ. 
Let us take in imagination two such sections at а distance of 
1 cm. apart along the cylinder, so as to comprise between them 
а slab of the system 1 cm. thick. Then the resistance of the 


drawn to current scale, the ratio 
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medium in this 1 cm. slab between the cylinder and the plane 
will be equal to that of a 1 cm. slab of the rectilinear system 
shown in Fig. 84, where EF, a conducting strip D=2z0 cm. 
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Fic. 83.—Section of а Conducting Cylinder DEF parallel to an indefinitely 
extending plane 2'oz. 


wide, is placed parallel to a similar strip Z'Z, but separated 
=] i | 
wnerefrom by the distance о cosh (©) сш. between insulating 


walls shown shaded in the diagram. Thus the linear resistance 
of the system in Fig. 83, is the same as that of the system in 


Fra. $4. —Equivalent Slab Section corresponding to infinite plane and 
parallel cylinder of Fig. 83. 


Fig. 84. In the diagram of Fig. 83, all the stream lines of. 
current are circles and the equipotential lines are orthogonally 
intersecting circles. In the diagram of Fig. 84 the stream lines 
are all parallel straight lines and the equipotential lines likewise. 

From the linear resistance of a conducting medium we may 
pass by a well-known transition to the linear capacitance of the 
corresponding dielectric medium. The linear capacitance of two 


208 APPLICATION OF HYPERBOLIC FUNCTIONS 


parallel cylinders, whether of the same diameter or of different 
diameters, then follows at once in terms of inverse hyperbolic 
functions or anti-hyperbolic functions. These formulas are rigid 
at all distances, whereas the ordinary linear capacitance formulas 
are only approximate formulas, in which the error is practically 
insignificant when the distance between them is more than say 
25 times the diameter of each cylinder (Bibliography, 55). 


eon 


о-о 


EC! » 


оь o a @@oee 


Ета. 85.—Two Parallel Eccentric Cylinders, one enclosing the other, 
and the inferred common zero-potential plane. 


Inverse hyperbolic functions apply very conveniently also 
to eccentric parallel cylinders, as indicated in Fig. 85. 

The geometrical transformation of a rectilinear area into a 
conjugate circular area is represented in Fig. 86. Here in v w 
plane we have abscissas from v= —1 up to v=1, and ordinates 
from w= — z to w=+ > If we apply to this plane the 
tanh function in the form— 

у + jz = tanh (v + jw) 
we obtain the curvilinear diagram shown. Corresponding 
portions of these two diagrams are shaded alike. Thus if 


ч 
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pgrs and tuve are the sections of two parallel wires in the yz 
plane, then the flow lines of current in a conducting medium 
or of displacement in a dielectric medium follow the circular 
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Fic. 86.—Graphical Comparison of (v + w, / — 1) and of tanh (v + w,/ — 1). 


segments such as c'b'a'd'ef' and the equipotential lines are 
the circles intersecting these. The total flow would be the 
same as between the flat surfaces pgrs and tuvæ in the recti- 


linear diagram. Corresponding amounts of the flow occur in 
P 


Fic. 87.—Linear Capacity per 100,000 Wire-Feet and Wire-Meters. 
Graphs of cosh-lr, 1/cosh=lz, and linear capacitances of bare, equal, parallel, round wires in air for 


interaxial distances up to 25 diameters. 
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corresponding shaded areas and corresponding potential drops 
can be traced in the same way. 
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acitance for Different Interaxial Distances. 


P 
Graphs of linear capacitance of bare, equal, parallel, round wires in air for interaxial distances from 25 to 10,000 diameters, in microfarads 


Fic. 88. —Linear Ca 
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The application of these inverse hyperbolic fofmulas to linear 
capacities between equal parallel wires, when the wires are very 
close together, is illustrated in Fig. 87, which gives the linear 
capacitance per wire-meter and wire-foot for various interaxial 
distances up to 25 diameters.* The linear capacitance per 
loop-meter or loop-foot will be respectively half of the amounts 
shown. 

Finally, Fig. 88 gives by inspection the linear capacitance of 
pairs of parallel wires for various separations greater than 25 
diameters, and at which the error in the ordinary formulas 
becomes negligible for practical purposes. 

Since the external linear inductance of any uniform linear 
system of insulated conductors expressed in abhenrys per cm. 
must be the reciprocal of the linear capacitance of the same 
system of conductors expressed in statfarads t per cm., it is 
evident that inverse hyperbolic functions may also be applied 
to computing the linear inductances of cylindrical conductors 
in close mutual proximity. 

Dr. C. V. Drysdale has devised and published an interesting 
application of hyperbolic functions to the theory of the magnetism 
of linear magnets. (See Bibliography, 71.) 

Hyperbolic functions have also been applied for a long time 
to the problem of eddy currents in conducting lamine sub- 
jected to simple harmonic magnetic forces in their plane. (See 
Bibliography, 4, 62.) 

Hyperbolic functions have also been applied by Professors 
J.J. Thomson, Alexander Russell and others, to several elec- 
trical problems other than those discussed in the preceding 
pages. (See Bibliography, 4, 36, 56.) 

* See Bibliography, 55, 67, 68. 

+ The abhenry is an unauthoritative name provisionally suggested for 
the absolute unit of inductance in the C.G.S. magnetic system, and the 


statfarad is a similarly provisional name suggested for the absolute unit of 
capacitance in the C.G.S. electrostatic system. 


APPENDIX А 


Transformation of Circular into Hyperbolic Trigonometrical 
Formulas. | 


THE following identities are well known—_ 


; je ёх í 
sin 2 = Gm RE numeric (1) 
gt p gi 
cos % = 7 9 - бе oè oœ » (2) 


1 g*—g-* 


пша с то к iur si 5 (8) 
sinh ж = E „.... m 
cosh 2 = = ет са. з - (5) 
"-" tanh TE Seo 


where 2 is any real quantity’and f = „/ — 1. 
In formulas (1), (2) and (3) substitute jy for 2. Thus— 


— NE y skeet - 
sin 2 = sin jy == z^ ЕТА x 4 = j sinh y numeric (7) 
cos 2 = cos jy = е Ai i E” = cosh y " (8) 
ley—e  .t"—e-* 


tan z = tan jy = = јапһ у , (9) 


7 €^ + & & + ЕУ 

. Consequently in any transformation formula of simple circular 
trigonometry containing sines, cosines, or tangents of any real 
numerical argument а, we may substitute 


j sinh y or alsoj sinh 2 for sin 2 . . numeric (10) 
cosh y - cosh æ , cosg. . % (11) 
jtanhy „ jtanhz „ tang. . " (12) 


since a transformation equation in terms of y will hold true 
213 
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generally. We may thus derive the corresponding formula of 
hyperbolic trigonometry. For example, taking the well-known 
formula— 


tang=——. . , , numeric (13) 
соз 2 
: ; | jsinhz 
we obtain j tanh z = SE (14) 
siah z 
or tanh 2 = aie к » (15) 
Again taking cos?g--sin?r —]1. . . » (16) 
we obtain cosh? z + 72 яра = 1. . , т (17) 
ог cosh? æ — sinh? g = 1. . . i (18) 


Thus all the regular formulas of circular trigonometry may be 
transformed. 


APPENDIX В 


Short Last of Important Trigonometrical Formulas showing 
the Hyperbolic and Circular Equivalents. 


HYPERBOLIC CIRCULAR 
1 1 
cosech 0 = anh 6 cosec B = sin B 
1 1 
sech @ = cosh 0 кер = cos В 
T ZU 
coth 8 = tanh 0 COUR: ка tan B 


cosh? 0 — sinh? 0 — 1 

sech? 6 = 1 — tanh? 0 

sinh 20 = 2 sinh @ cosh 0 
cosh 26 = cosh 26 + sinh? 6 


cos? В + sin? В = 1 
sec? В = 1 + tan? В 
sin 28 = 2 sin 8 cos B 
cos 28 = cos? 8 — sin? 8 


2 tanh 6 à .. 2 ап В 
tanh 26 = ; + а? 9 шла: — tan? B 
. coth? g +1 — cot*B—1 
coth 26 = aah a cot 28 EIU 
4. sinh e cosh 0 — 1 tan 85 _  SinB 1 .— cos 
tani 5 =I F соз ө ^ sinh 2 l+cos8 sing 
x ОНИЕ Т =, /1 — сов В 
coshé+1 | . 1 + соз В 
sinh (6, + 6) — sinh 6, cosh 6, + cosh 6, | sin (A, + 8,) = sin 8, cos В, + сов В, 
sinh 6, sin В, 
cosh (6, + 62) = cosh 6, cosh, + sinh 6, | 998 (В, + By) = cos В; cos 8, F sin В, 
sinh 0, sın Bo 


tanh 0, + tanh 0, 
tanh (6, + 6) = 1 Е tanh 6, tanh 6, 
_ Coth 6, coth 6, + 1 
cor (& + 02) = Soth 0, £ coth 6, 


_ tan B, + tan B 

tan (& + B) = I F tan B, tan B 
co + 

cot (В, + 8) = Co A ee 


sin (8, + 8) + sin (В, — Ba) = 2sing 


cosh 6; _ ,€08 Bg . 
sinh (0; + 05) — sinh (0, — 0,)=2cosh 0, | 820 (B, + 85) — sin (8, — 83) = 2 cos Ву 
sinh 6, | sin f, 
А c — є -0 А є В — e-jB 
sinh 0 = 5 sin 8 = agg 
e -0 ejB -j 
cosh 0 = < +t cos В = St В 
є0 — є—@ $23 ejB — e-jB 
tanh 0 = 15 1 (76 tan B =F (dg + e A) 
‘ ө 65 348 
sinh 0 = 0 +5; Hgy t sng =8- TE 
e в EN в? p 
cosh 0 — 1-p5 dt соз В = 1—2. 
0 205 178 urias B? 285 , 1787 
tanh 0 = 0 —3 +75 — sig t | P=B+3 +15 ' 815 
d sinh 0 he пй а 
dg = °°% Ki Е 
d cosh 6 cos В — . 
10 = sinh 0 dB = — sin В 
ө 
ы tanh = sech? 6 d S == вес? В 


215 


APPENDIX С 


Fundamental Relations of Voltage and Current at any Point 
along a Uniform Line in the Steady State. 


CONSIDER a uniform conductor, say a lead-covered insulated 
wire, as indicated in Fig. C. At a distance x km. from the 
home end, let the steady potential to ground or sheath be 
e volts, and the steady current along the conductor be 4 amperes. 


ERES 


ы 


Fic. C.—Element of uniformly leaky lead-covered insulated wire with 
its included conductor-resistance and dielectric-conductance. 


Then if we consider a short element of the conductor dz km. 
long, and if r is the linear conductor-resistance, the conductor- 
resistance in the element will be rdz ohms. Likewise, if g be 
the linear leakance of the insulator in mhos per km, the 


leakance іп the element will be gdx mhos between conductor 
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and sheath. The drop of potential in. the element will be 
i.Tdx volts, and the drop of current in the element will be 
e.gdx amperes. 


That is— | — de =irdr. . . . . . volts (1) 
ог Е = — îr. . . . .volts/km. (2) 
апа — — di = 69 00. . . . . amperes (3) 
ог— а = — 67 . . . amperes/km. (4) 
Differentiating (2) and (4) again with respect to 2 же obtain— 

ae . di volts 

а т i У; (5) 

d^ de amperes 
and— dx? = —g 3. EP = gr. t 0x (km)? (6) 


The solutions of (5) and (6) are known to be ee 
graphy, 7)— 

e = Acosh(,/gr.2)-+ Bsinh(,/gr.x) . volts (7) 

i = C cosh (,/gr.2) + Dsinh(,/gr.x) amperes (8) 

The bracketed quantities in formulas (7) and (8) are hyper- 

bolic angles ; while A, B, C and D are constants depending on 

the terminal conditions of the line. If the steady conditions at 


the sending end are known to be an impressed e.m.f. of E, volts 
and an entering current of I, amperes; then— 


e = E,coshL,a —Iar,sinhLa . . volts (9) 
and— 4 = I, cosh La — oA sinh La. . amperes (10) 
where L, is the distance from the sending end, a = „/ and 
r= 3 1 If, on the other hand, the conditions at the receiving 


end, B, are known to be a terminal e.m.f. of Eg volts and an 
escaping current of I, amperes; then (7) and (8) become— 


е = Eg cosh Г.а + Isgr, sinh La volts (11) 
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and— i = Ig cosh La + Е sinh La . . amperes (12) 


where L, is the distance of the point 2 from the receiving end 
of the line. 

Thus, if the distant end B of the line is freed (Fig. 10), then 
in (11) and (12) we know that the current to ground at that 
end vanishes; so that Ig = 0, and those equations become— 


e = Ев cosh La . . . . volts (114) 
i= P9 sinh La . . . amperes (12a) 


where e and 4 are respectively the e.m.f. and current at the 
sending end of the line of length L, km. Consequently, the 
resistance offered by this line at P is— 

R, = S =r, coth La . . ohms (13) 
But although (11а), (12a) and (13) are arrived at over a length 
L, km. between the point P and the distant free end B, yet 
the reasoning they present is general, and applies if the point 
P be moved back to A (Fig. 10). That is, they apply to any 
line of length L and angle 0; so that, substituting E, for e, 
and I, for 4, we have— 


E 
Es = — pġ = Ea sech 0. e . volts (14) 


R=r,coth@ . . . . . . ohms (15) 


Again, if the distant end B of the line is grounded, then 

in (11), the terminal e.m.f. Eg =0, and this equation becomes— 

e = Ig т, sinh La . . . volts (110) 

or the current Ig, received to ground at B, is— 

Ig = rua . e . amperes (16) 

where e is the e.m.f. impressed on the section L, at P. If we 

move P back to A, the length becomes L, and the angle of the 
line becomes La = 0; while e becomes Ea. Hence— 

Ka 


= ың coc c s amperes (17) 


B 
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To find the sending-end current at A with the line grounded 
at B, we may take (12), make Ев = 0, and substitute the value 
of Ig from (16); or, we may take (9), and make e = 0 therein. 
In either case, we find— 

I Е, = Ё 
ы r, tanh 0 

In the same manner, if we e to find the potential and 
current under any assigned terminal conditions, we have only 
to apply those conditions to the proper equation in (9), (10). 
(11) or (12), and arrive at the required result. 


ÉA coth 0 . amperes (18) 


APPENDIX D 


Algebraic Proof of Equivalence between a Uniform Line and its 
T Conductor, both at the Sending and Receiving Ends. 


Let A'O'B'G, Fig. D, be the equivalent T of a line having 
an angle 0 hyps. and a surge-resistance z, ohms or surge-con- 
. ductance y, = 1/2, mhos. Let the two branch resistances be 


each made equal to p' = z, tanh- ohms, and the conductance of 


the leak be made 7 = y, sinh 0 mhos. Then if the T be 
grounded at B through a resistance о ohms, the apparent resist- 
ance of the line at A will be— 


d , 


А 2 О „г В 


G G' G 
Fic. D.—Equivalent T circuit with a terminal load с at the receiving end and 
an e. m.f. E impressed at the sending end. 


1 
(p' 4- о) | d 
, n" p +o 
нир цу те оү ж эшш M 
prot? 


Substituting z, tanh 2 for р’, y, sinh 0 for 7, and z, tanh 0’ for o, 
by (54) we have— 
2, tanh + 2, tanh 0 


6 
В, = 2, tanh 5 + — —7— — — — — ohms (2) 
tanh 9 sinh 0 + tanh 6’ sinh 0+ 1 
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0 

tanh — + tanh 0' 

E m : +2 + . ohms (8) 
2 ' cosh 0 + sinh 0 tanh @’ 


sinh 0 ; 
= «| sinh 0 1 + cosh 0 саа И | » (4) 
i + cosh 6 + cosh б + sinh 0 tanh 6' 
sinh Ө cosh 6+-sinh 36 tanh 0 -- sinh 6-+-tanh 0 (1 + cosh 6)) ohms 
=e coo Guerin] — 2) O 


(1 + cosh 6) (cosh @ + sinh 0 tanh v) 
(1 + cosh б) (sinh 6 -+ cosh 0 tanh 6’) 
=Z, te + cosh 0) (cosh 0 + sinh 0 tanh ^ i 
tanh 0 + tanh 6’ 


Zo IF tanh 9 tanh 0” = 2, tanh (0+0 ) . ohms (6) 


This result is in accordance with formula (56) for a terminally 


loaded uniform line. 
The current entering the line at A will therefore be, if E, is 


the impressed e.m.f., Ia == z anh (048) amperes, and the cur- 


rent reaching ground at B will be— 


Zo 
Is = L.——3— E в ae : amperes (7) 
z, tanh 9 T % tanh 6’ + anh 9 
=L - „ @) 


sinh 0 tanh 5 --sinh 6 tanh 6’ --1 


ee ees (9) 
1 + (cosh 0 — 1) + sinh 0 tanh 0 д 


1 
^ cosh 0 +- sinh 0 tanh 6’ ° ' » Q0) 
ET. cosh 0' (11) 
cosh 0 cosh 6’ -+ sinh 0 sinh 0' d 
=J, cosh 
cos h (t @ + 6’) e e e e e » (1 2) 
= E, cosh 6’ 
z, sinh (0 + 6’) » 9 
which is in accordance with formula (57). 


APPENDIX E 
Equivalence of a Line П and a Line Т. 


LET 24 2p za (Fig. E) be the three impedances of the star, 
Ya ув Ya be the three corresponding admittances— 


D n respectively 
URS ey: 


Z zg’ 


| ‚ 
А' B 


с” 
Fic. E.—Externally equivalent star and delta of 


resistances or impedances. 
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Let 2, 2, 2, be the three impedances of the delta, 
Yı Yz Уз be the three corresponding admittances— 


E Жж respectivel 
2р 20 ® i i 
Then the star will be the external equivalent of the delta * if— 
EN. 2 dE | 
Za = ао ohms (1) 
E 2128 Eu 
ZB | 2 + A + А p? e. e • е 9 (2) 
2g = A = 5 e > o œ » (3) 


= з MR 
24 25 2а. Ж 
where 52 represents the sum of the three delta-impedances. 
The delta will likewise be the external equivalent of the 
star i1f— 
Ya YB _ Ya YB 


= — hos: 
A ya tH ygs + yo Èy то 


2y 
ОГ 2, = h 4 
1 Ya JB onms (4) 


Ya Ya _ Ya Ya 


Yo = EU ETE Sy mhos; : 
ОГ 2, = UT ^ (5) 
or z EU „ (6) 


where Ху represents the sum of the three star-admittances. 
If Ya = y,{tanh 5 yB = y,[tanh 5 Ya = y, sinh 0; 
then by ү. 
y. 
(ат 3 
zt 


0 
9 
tanh 3 


+ sinh 0) 


=> шше canh 205 + sinh 0 tanh 2) 


ohms (7) 
* See Bibliography, 22. 
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6 sinh? 0 0 
= 2, tanh ue + Pu == 2, tanh A +- cosh 6) 
ohms (8) 
=z sinhO.... к (9) 
which is the impedance to be inserted: in йе architrave of the Л. 


Again by (5)— 


EU NELLE za Bg 
y. (2 + sinh Ө tanh 5) 2 сод 
anh | 
= neg aye tabs >. 00 


which is the admittance to be inserted in the A pillar of the ZZ, 
and, by symmetry, also in the B pillar. 


. APPENDIX F 
Analysis of Artificial Lines in Terms of Continued Fractions, 


BEFORE taking up the analysis of an artificial line, it is 
desirable to consider two indispensable propositions in the 
algebra of continued fractions. 

A continued fraction of the type— 


Е, (a, 5) = 1 а пишепе / (1) 
а + 1 
é +1 
M, atl 
b+ 


is called an alternating continued fraction; because the two 
terms а and b appear alternately in the successive denominators. 
On the other hand, a continued fraction of the type— 


К„((у)=1__.. . ee . numeric Z (2) 
c+ 1 
& c+1 
"Map, c+ 1 
9 FR 


may be called a constant continued fraction. The quantities а, 
b, and c, here considered, are numerical constants, positive or 
negative, integral or fractional, real, imaginary or complex.* 

If we multiply the four-stage continued fraction (1) by any 
constant factor d, we obtain by successive steps— 


1 __ l . . numericz (3) 
dx Fa (а, 0) = 1 E 1 EC 1 
1 a) * ed) а a) + фаўт:1 
ы aci me 
b+ b+ аа) + 


* Certain limiting cases of the propositions, including Strehlke’s theorem 
(Bibliography, 2), are defined in the original publication. (See Biblio- 


graphy, 47.) 
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This process is perfectly general, and may be carried on to 
any number of stages. It leads to the following conclusions, 
which may be also demonstrated in other ways— 

(a) The effect of multiplying a continued fraction by a 
constant d is to divide all the odd denominators by d, and to 
multiply all the even denominators by d. 

(6) The effect of dividing a continued fraction by a constant 
d is to multiply all the odd denominators by d, and to divide 
all the even denominators by d. 

(c) The effect of multiplying an alternate continued fraction 
F,(a, 5), by a constant d is to produce а new alternate continued 
fraction, in which the odd denominators are a/d, and the even 
denominators are bd. 

(d) The effect of multiplying an alternate continued fraction 


F(a, b) such as (1) by the particular constant d = d » is, 


by the last preceding proposition, to produce a new alter- 
nate continued fraction, in which the odd denominators are 


A 2 =,/ab and the even denominators are ba] ; = ,/ab. 


Thus the new alternate continued fraction reduces to a constant 


continued fraction Е, (4/40) for the particular case d =\/$ 


T | A45 F, (a, 0) = F, (fab). numeric Z (4) 
b Y 
ene b)=,/— 
and Е, (а, 2 EU. . „(5) 
so that— | 
1 din > >» (© 
a+1 «Na Mab 4- 1 
: b+1 Jab + 1 
£T с + 1 & Hn 
e. TR. ^? s NI + 1 
/аб + 


That is, any alternate continued fraction may be expressed аз а 
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factor multiplied by a constant continued fraction of the same 
number of stages, the constant term of the latter being the 
geometrical mean ,/ab of the two alternate terms of the former, 


and the factor being А 2 the square-root of the ratio of the 


alternates. 

Terminally Loaded Alternate Continued Fractions.—Ilf an alter- 
nate continued fraction of n stages in а and b terminates in а 
denominator m, thus— 


F, (a, 0), = 1 . . e e о œ ь ө ө питег1с L (7) 
Sa Md 
ne i b+1 
а +. 
"аш, RH 
Mrz 
m 


it is called a terminally loaded alternate continued fraction, and 
the final fraction 1/m is called the terminal load of the continued 
fraction. 

Expression of a Constant Continued Fraction in Hyperbolic 
Functions of an Auxiliary Angle—It may be proved * that — 


sinh nu TE 
F, (с) = | - == йл if n is even (8) 
с+ 1 
: TE 9r— 
i ра 800, 
К dE cosh nu  .. . 
= sinh (n + l)u if n 1S odd (9) 
-1 
where sinh u = 5 or w=sinh (2) numeric / (10) 


Consequently, any constant continued fraction n stages may be 
expressed as a sine-cosine ratio of n and n + 1 times a certain 
auxiliary hyperbolic angle w, defined by (10) It follows, © 


* See Bibliography, 47. 
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therefore, from the preceding that any alternate continued 
fraction of n stages may be expressed as a factor, multiplied 
by sine-cosine ratio of n and n+1 times a certain auxiliary 
hyperbolic angle v. 

Example.—Consider the particular 3-stage alternate continued 


. 1 
fraction Fs (20) = 9.99025 + 1 
500 + 1 
000025 


Here a=0-00025 and 5—500. This can be transformed by pro- 
position (d) formula (6) into the constant continued fraction— 


500 í 1 
000028 „/0125+1 
A/0:125 + 1 
A/ 0:125. 

А ; ~r cosh 3u 
This, again, becomes, by (9), 4/2,000,000 x sinh du 
where sinh и = d == к = 0°176777 
or, by tables, u = 017586 . . . . hyp. 


so that F, (a,b) = 14142138 x аи 
= 21177, 
a result easily checked by direct arithmetical solution of F, (a,b). 
In this comparatively simple case, it is easier to solve the 
alternate by direct arithmetic; but in the case of an alternate 
continued fraction of unwieldy constants, and many stages, it 
is much easier to obtain the solution by the hyperbolic process. 
Terminally Loaded Alternate Continued Fractions Expressed 
in Terms of Hyperbolic Functions.—Considering the following 
notation for an ascending series of terminally loaded alternate 
continued fractions— 


F, (a,b) Y == - ‚. . . numeric / (11) 


= 
m 
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F, (b,a) i ET numeric / (12) 
а --1 
m 
F, (00) = l (13) 
- a + 1 99 99 
6+ 1 
a+l 
т 


etc.; we may write consistently with the above notation— 
1 ; 
F, (ba) 1 = m ° e e . ° ° numeric L (14) 


It is easy to show that if n, is an odd value, and тл, an even 
value of n— 


numeric / (15) 


dE cosh (nw + w^) 


Е„, (а, 223 sinh {(n + 1)u+u} 


_ fa sinh (nw + wu’) 
E (b, a)i 1 = NE ` cosh {(n + 1) и + uj » » (16) 


where, as before— 


| 3 uw b 
u = sinh ~! (Sz) = sinh -1 (s . 5) » » (17) 


cosh 20 
"e = -l 
and w = tanh (= m үй — sinh г) d. - » (18) 


When a, b, and m are positive real quantities, (18) becomes 
uninterpretable if the denominator becomes smaller than the 


— 


numerator. That is, must not be less than e“ Я, d . 
a 
| и [b , 
If m is less than € ү we may write— 


E " 
w =) g tu. ‚ e . numeric (19) 


a. 
whence w” = tanh -1 ( | aaah со » (20) 


cosh ù 
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where u is positive and real. Formulas (15) and (16) then 
become— 


F n, (a,b)1 = | E : sinh (nw + wu’) 


Sna vw TU) — numeric (21) 


cosh {(n+1)u+ u} 


= a cosh (nu + u”) 
Fa, (b,a) i = 4 ' sinh (n+ 1) v + и") " (22) 


In the particular case where m = b/2, w” = 0; so that— 


: i sinh nu : 
Fn, (a, Уу» Nd . cosh (n + l)u ‚ e numeric (23) 


а cosh nu 
E, (b, р walt . sinh (n + 1) v e ь 3 - (24) 
Moreover, if we add to Е, (a, b) as in the particular case— 
b Dou uw ws we ur numeric (25 
00) 5 атт | 


we have by (6) апа (9)— 
5 b Е. (a,b) = д^ : {v= "3 a COS | numeric (26) 


+ sinh (n, 4- 1)% 
cosh лш 
=H sinh wu + йй (1, + Т) sighed Ty] ; (27) 
= | foosh u . coth (n, +1)u} „ (8) 


Again, if we add d to F,, (a, D as in the particular case— 
9 ms 


b b 1 ; 
i + F, (o, Уу» = 5 + raat , . numeric (29) 
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we have, by (23)— 
b f (Jab. sinh nu ; 
y + Е, (а, 0)уь ж (21м. ату) numeric (80) 


sinh nu 
"i | sinh u + cosh (n, + 1) est T (31) 
= A. feosh w - tanh (n, + 1) u} » (32) 


Application of Foregoing Formulas to Artificial Lines.—There 
are two types of artificial line, the single-conductor and the 
double-conductor line, as shown in Figs. 1 and 2 respectively. 


A B C || D E 


Fre. F1.—Single-Conductor Type of Artificial Line. 


These are electrically equivalent, ignoring questions of lumpiness, 
circuit balancing, and circuit symmetry, if in each section AB of 


0 , [| = 
А В С D' E' 
A' B" С u D" хб Е [/ 

Кто. F2.—Double-Conductor Type of Artificial Line. 
^D/ AnD 
Fig. 1, there is the same conductor-resistance as in A 


of Fig. 2, and that the capacity in each section of Fig. 1 should 
be twice the capacity in each section of Fig. 2; so that the CR 
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product, 4. e. the total resistance R in the line circuit, and the 
total capacity C across the circuit shall be the same. It is thus 
evident from what has been considered in earlier chapters that 
it is sufficient to discuss single-conductor lines only, with the 
understanding that the discussion applies immediately to corre- 
sponding double-conductor lines. 

It is also evident, from what has preceded, that we need 
only consider single-conductor lines of the continuous-current 
type, with sections of conductor-resistance and Jeaks in 
derivation as shown in Fig. 8. The formulas which we shall 


т-а > 
ЭМЕЧЕ УРЕ: eee ee err eee posue 


4 үү 3 


Fic. F3.—Artificial Line of Four Sections. 


use will then apply to alternating-current artificial lines with 
condensers, by extension from real to complex numbers. 

Fig. 8 shows a four-section artificial line AB. The four 
sections are alike. Each consists of a conductcr-resistance 
7, ohms, with a leak of g, mhos at the centre. In other words, 
the artificial line is a simple succession of uniform T's. The 
junctions are numbered from (0) at B to (4) at A, and the leaks 
are marked with corresponding Roman numerals. 

Sending-end Resistance of Artificial Line when freed at Distant 
End.—Let it be required to find the sending-end resistance of 
the artificial line at A, when freed at B. 

Commencing at leak I nearest to B, the free end, the con- 
ductance of this leak is g, mhos. Consequently, the resistance 


at and beyond point I on the line is 1 ohms. The resistance 
1 
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in the line between leaks is r, ohms. Therefore the resistance 
beyond leak IT is— 


К = 7, +2 0. . . Ohms / (33) 
1 
Expressing this as à conductance beyond point II— 
1 
Сп == тү +1 == B. (r, 9) “© œ mhos L (34) 


9 
Adding the conductance of leak П, to obtain the total conduct- 
ance at and beyond II— 


, E: 
Сп = 9, + 7 +1 =9, + Ё„(т„ф,) . mhos / (35) 
iot 
Jı 
Expressing this as a resistance at and beyond II— 
, 1 _ 
Ryu = 9471 == F,(g,7,) . ohms / (36) 
"ntl 


Jı 
Now transferring attention to leak III, the total resistance 
beyond this leak is— 


Ryan = 7, + zii = т, + FQ") . ohms / (37) 

+1 

Jı 

Expressing this as a conductance— 
1 

Gan = = еги = Е,(71,91) . mhos / (38) 

9,1 

"ntl 
д\ | 


Adding the conductance of leak III to obtain the total con- 
ductance at and beyond this leak— 


А 1 
Gyn = 9 + =g, + F,(7,,9,) mhos Z (39) 


"+1 
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Expressing this as a resistance— 
, 1 | 
Rim = $E = F; (gpr) . ohms Z (40) 
т + 1 
g, T1 
n+l 
йл 


Transferring attention to leak IV, the resistance beyond this 
leak is— 


1 
Rav = т + —— = 7, + F; (go r) ohms / (41) 
9 +1 
д +1 
"+1 
Jı 


Expressing this as a conductance— 


быу FI =F,(r,,9,) mhos Z (42) 
gtl 
т +1 
gti . 
Ti +1 
I 


Adding in the conductance of leak IV, the total conductance at 
and beyond IV is— 


лу = 9 + ы =g, + Fo(7,9,) mhos / (43) 
rl 
K+ | 
"4-1 
д + 1 
ntl 
Jı 


Expressing this as a resistance and adding the last half-section 
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of resistance 4— ТУ, we have as the total sending-end resistance 
of the line in the steady state, with the distant end free— 


Ra = = $+ =F л) ohms / (44) 
т; +1 
91 
ту +1 
ду +1 
Ti Tl 
Jı 


But by (28) we have— 
Ra = АЁ (cosh u.coth 8u) . ohms / (45) 
1 


If the sections of this line were indefinitely short and 
indefinitely numerous ; that is, if the line were composed of, say, 
a million small sections each of conductor-resistance 7,, and 
leak g, it would be equivalent to a smooth uniform actual line of 
those constants and it would have, by (27), p.16,a surge-resistance 


үз — ohms. Consequently, in the artificial line here considered, 


the ЕТА ХЕ may be called the apparent surge-resistance, and 
be denoted by z,. So that— 

Ra =Z, cosh u.coth 84 . . ohms / (46) 
and writing 2, for z,’ cosh u— 

Ry = 2, coth 8u . . . . . ohms Z (47) 
where— u = sinh ~? (s) 0. . 5 hyps./ (48) 


Ав an example, suppose that each section of the artificial line 
has a resistance 7, = 500 ohms, and a leak of g, = 0:00025 mho. 
Then— 


‚_ [ 800. А O | 
2, S ODUBE = 4/2,000,000 = 14142 ohms, 

and— 

-— с" x Ie — sinh-1 pom 


= sinh-! 017678 = 017586 hyp. 
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This is the auxiliary hyperbolic angle and is also the hyperbolic 
angle subtended by a half-section of the artificial line. The 
surge-resistance z, is therefore 14142 cosh 017586 = 14142 
х 101550 = 14361 ohms. The total angle subtended by the 
line is— 

Orn = 8и & © © © c$ © — $9 hyps. / (49) 

= 140688 hy 

The artificial line behaves, in fact, like a real smooth line of 
surge-resistance 2,—1436:1 ohms and angle 1:40688 hyps., the 
sending-end resistance of which by (20) page 15, is— 


Ry = 14361 coth 140688. . . ohms / (50) 
= 1619:38 ohms. 


Sending-end Resistance of Artificial Line when grounded at B. 
—If we ground the artificial line at Б, the resistance beyond leak 


2 
it is— 
R’ I = 1 = F, CA Ti) V. ә ° e e ° ohms L (51) 
” ntl na 
r,/2 
Proceeding from leak to leak as before, we find for the total 
sending-end resistance at A— 


І із 2 ohms. At and beyond this leak; t. e. including the leak, 


1 T 
Кул = ta Fi =; + Е, (9, n); e ohms L (52) 
зр +1 r2 
94-1 
"T1 
g,T1 
rl 
^+ 1 
r2 
By (32) this becomes— 


R, = үл - cosh ш. tanh 8&u . ohms Z (58) 


1 
=, cosh v . tanh 8ш. . . » » (54) 
= z, tanh 8u . . . . . . » » (55) 
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In the case considered, with 7,=500 ohms, and g,—0:00025 
mho, 2,—14361 ohms, and w=0'17586 hyp. the artificial line 
behaves like an actual smooth line of surge-resistance 1436'1 
ohms, and angle 1:40688 hyps., of which by (23), page 15, the 
sending-end resistance at À when grounded at B is— 


Бл = 2, tanh 1:40688 = 1273:633 ohms . . . (56) 


Proceeding in this way, we should find that in every respect the 
artificial line would behave in the steady state exactly like a 
real smooth line of surge-resistance z, and angle 8u hyps. 
Along and within the artificial line, the distribution of potential, 
current, resistance, power and energy would not be the same as 
in the corresponding smooth line; except at section junctions, 
where the agreement would be complete, each section being the 
external counterpart of a smooth line having a surge-resistance— 


— UC "Hon Anat 
2, —2,' cosh u К [1 кее М n ohms / (57) 
and an angle— | 

А T NN T 
0—2w-2snh' (a) = 2 вш}! (3 ; 2) hyps. / (58) 


which means that each section of artificial line is the equivalent 
T of the corresponding section of actual smooth line. See 
page 35, where p' = 7/2. 

If each T-section of the artificial line, in the case considered, 
represented 100 km. of actual smooth line; then the actual line 
of 400 km., having a surge-resistance of 14361 ohms, and an 
angle of 1:40688 hyps., would have a conductor-resistance of 
143611 x1:40688 —2020:4 ohms, and a total dielectric leakance 
of 1:40688/1436:1—0:979956 х 10-3 mho. To these values 
correspond linear constants of 7—5:051 ohms per km. and g= 
2:44989 X 10 , mho per km. 

If the leak in each section of artificial line is not applied at 
the middle of each section, the computation is only slightly 
altered, provided all the sections are alike. The value of u, the 
semi-section angle, remains unchanged and z, only is affected. 
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If the leak is applied half at each end of a section as in a 
symmetrical M; then if г” = A/r,/g, 
Z = 2, |[coshw . . . . ohms / (59) 


80 that the smooth line corresponding to the artificial line is 
readily found. 

In the case of alternating-current artificial lines in the steady 
state, with condensers in the section leaks, the problem is the 
same; namely, to find the equivalent section of smooth line 
represented by each symmetrical T-section. The same formulas 
apply, but must be interpreted vectorially or in two dimensions, 
This means that the smooth actual line which is the external 
counterpart of a given section of artificial line comprising line 
and leakage impedances, varies with the frequency of operation. 

Fig. 4 gives the graph of potential distribution over a five- 
section line of the type above considered, with the distant end 
free, and 100 volts applied steadily at the home end, as 
represented in Fig. 18, page 39. "The heavy broken line repre- 
sents the fall of potential in the artificial line, and the dotted 
curve that which would be found in the corresponding uniform 
smooth line. The heavy broken line is therefore a funicular 
polygon, or inelastic string loaded with equal weights at the 
equidistant points I, II, IIT, IV, and V; while the dotted 
curve is a simple catenary between the same terminal points. 
The catenary coincides with the polygon at the section-junctions 
1, 2, 3 and 4; so that each section of the polygon is externally 
equivalent to the corresponding section of the catenary. 

It follows from the foregoing, that the distribution of resistance 
potentials, currents, power and energy at the section-junction of 
а T-section artificial line, operated either with а continuous 
current, or with a single-frequency alternating-current, is 
identical with that of the corresponding points on the equivalent 
smooth line. Inside each T-section, the electric distribution is 
evidently different from that within the corresponding sections 
of the equivalent smooth line. The actual distribution at any 
point inside each T'-section may, however, be readily found by 
Ohm's law deduction, from the distribution at the adjacent 
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section-junction. The conditions at any given leak may also 
be readily determined in hyperbolic functions. Thus, with the 
distant end free, the ratio of the resistance beyond the (N +1)th 
leak, to that at and beyond, 4. e. including the Nth leak, is— 

Ry wii _ cosh (2 N +1) и 

„хх cosh (2N—1)u ' 

With the distant end of the line grounded, the ratio of the 
resistance beyond the (N +1)th leak, to that at and beyond, îi. e. 
including the Nth leak, is— 

Ry, x41. sinh (2N 4- 1) х 

Кох sinh(2N—1l)u ' ''' 

The line current at one side of a leak is obviously the same 
as the line current at the next adjacent junction on that side, 
whether the distant end is free, grounded, or in any inter- 
mediate state. 

Moreover, whether the distant end is free or grounded, if Ey 
is the potential on the equivalent smooth line at the position 
corresponding to leak N (Figs. 3 and 4); then the potential at 
this leak on the artificial line is— 

E's = Ey sechu , , . . volts / (62) 


numeric / (60) 


numeric / (61) 


APPENDIX G 
A Brief Method of Deriving Campbell's Formula: 


Cosh L'a’ = Cosh L'a + = sinh La . . numeru. 


In Fig. G1, let AB bea line loaded at regular distances L’ km. 
with series loads of 2=2 о ohms. In the continuous-current 
case 2; isa real numeric. In the single-frequency alternating- 
current case, & is a complex numeric. A'B' represents a second 
line which 1s without loads, but which has such linear constants 
as to be electrically equivalent to AB from any one mid-load 
point а to any other such as b. 


a’ he 


o r 2 
Z = >; а 
cec т\с qe ro 
| © 
O ; 


Fis. G1.—Comparison of Loaded and Equivalent Unloaded Line. 


Confining attention to the section ab of the line AB, ground 
the end of this section at b, and let a current of I, amperes flow 
from it to ground there. Then the voltage at the b end of the 
section will be by Ohm's law— 


Es =10 .. .. .. vols (1) 
The current entering the section at @ will then be, by (15)— 


I, = I, cosh L'a + - sinh L'a . amperes / (2) 


where a is the attenuation-constant of the line AB without 
loads. 


Now referring to the equal length L' km. between the 
240 
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corresponding points a’b’ on the companion line, A'B', grounded 
at ф' but without loads, we have, since E’, = 0— 

I’, = Гь, cosh L'a . . amperes / (8) 
where a’ is the attenuation-constant of the line A’B’. 


Coils per smooth wave-length. 
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Fic. G2.—Curve Sheet taken from Campbell’s Paper showing the increase in pP 


for different numbers of coils (n^) per smooth wave-length in a loaded cable, 
for various values of b = r’’/r. 


Assume that I’, = IL, and I’, = L, so that the two lines 
are identical in regard to the entering and leaving currents; 
then equating (2) and (8), we have— 

cosh L’a’ = cosh L’a +2 sinh L'a numeric / (4) 
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Figs. G2 and ОЗ have been taken from Dr. Campbell's paper 
on *Loaded Lines"*, with the notation altered to conform to 
that here used, and sibl an additional scale of abscissas added. 
These figures relate to the properties of formula (4) as applied 
to lines of neglible inductance in the unloaded state. Referring 
to Fig. G2, and to the upper scale of abscissas, it will be seen 
that at л coils per smooth wave-length 4", as obtained by 


Coils per smooth wave-length. 
30 20 15 15 0.9 & 7 


Fic. G3.—Curve Sheet taken from саш Paper showing the decrease in 
velocity of wave propagation and the ratio m for a loaded cable with different 


numbers of coils (n"^) smooth wave-length, and various values of b = Е Е 


formula (226), the real attenuation-constant a’, as found from 
(4) is more than 2:5 times the smooth value a", determined 
by (150), in which the loading is imagined to be distributed 
smoothly. The real attenuation-constant a’, is rising very 


rapidly at this limit. The different heavy-line curves refer to 


different values of 6 = — the ratio of the linear smooth load 


resistance to the linear unloaded conductor-resistance. "Thus 
in the case worked out on p. 150, the value of 7” is 1°74 ohms 
per wire-km. in the load coils snd r = 27:34 ohms per wire- 
km.; so that b = 0:064. Interpolating in Fig. G2 between the 


* See Bibliography, 27, 
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heavy lines of b = 0 and b = 0 lat n” = 8°73 coils per smooth 


wave-length, and we find —j со 0:986 approximately, or the 
D 
real attenuation-constant is actually 1:4 per cent. less than if , 


the loads had been distributed smoothly, the result already 
found on p. 151. 

The dotted lines closely conforming to the heavy lines indicate 
the changes in the curves when the real components cf the 
loaded section angles reach 0:1 hyp. In the case considered 
they only reached 0:06 hyp. 

In the lower part of the figure are curves which to the right- 
hand scale show the ratio 0,'/0," of the real components of 
loaded section angles at different coil spacings. Thus at 
n" == 25 coils per smooth wave-length 4”, the real component 
of the loaded section angle would be over fourteen times greater 
than that computed by (226), on the basis of smoothly distri- 
buted extra inductance. 

Fig. G3 shows the corresponding ratio of actual velocity v’ 
to smooth velocity v" (227), with different spacings of the coils 
in cabled wires. Thus for the case discussed on p. 152 with 
8°73 coils per smooth wave-length this ratio on the curve sheet 
G3 is about 0:975, which agrees with that found near (229); 
namely, 17654/18111. It will be seen that at the critical 
value of z coils per smooth wave-length, the actual velocity 
becomes from 0:638 to 0°73 of the smooth velocity, according to 
the value of b That is, for b=0, or negligible resistance in the 
load coils, the velocity v' is reduced to 0:638 v", and the wave- 
length 4' is therefore reduced in the same ratio to A" x 0:638. 
Consequently, when there are apparently z coils per smooth 
wave-length there are only two coils per actual wave-length. 
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Analysis of the Influence of Additional Distributed Leakance 
on a Loaded as compared with an Unloaded Line 


WITH reference to Fig. 64, for any given line loaded or 


"X unloaded— 


Let f, be the argument of the vector conductor impedance z. 
Let В, be the argument of the vector dielectric admittance y. 


Then the real component of the attenuation-constant of the 
line is by (150)— 


a, = A/2y cos (A+ &) . hyp. рег кю. (1) 

Differentiating with respect to f, we have— 
da, = QS sin (&i5) dB, . hyp. рег km. (2) 
. da, == — tan (B + Ps) dh, 


numeric (3) 


a аш 9 . . е e 


ee a, 9 
When a cabled line is unloaded, At B at о = 5000, is near 


45° and 2а, = ~ hs approximately. When such a line is 
1 
loaded, В, M Bs is usually near to 85° and tan fit Pe 11:4 
da, 


approximately ; so that == 114 "m. that is, the per- 
1 


centage change in a, for а given small reduction in f, due to 
extra distributed leakance is more than ten times as great for 
the loaded as the unloaded line. 


When an aerial line is unloaded, В, TA ? at œ = 5000, is 


usually near to 75°, and Am — 37 be When such a line 
1 
is loaded, B, TE ? approximates 85°, and tan А+ 114. 


Consequently, the percentage change in a, for а given small 
reduction in f,, due to extra distributed leakance, is some 


three times as great for the loaded as the unloaded line. 
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To Find the Best Resistance of an Electromagnetic Receiving 
Instrument Employed on a Long Alternating-Current Circuit. 


THE receiving instrument is assumed to be of the electro- 
magnetic type, employing a coil or coils of fine insulated copper 
wire in the receiving circuit to ground. Let o be the resistance 
of this winding in ohms. Let the inductance of the receiving 
apparatus be considered as independent of the resistance, 4. e. 
the inductance of the winding is either small relatively to the 
resistance; or the inductance accompanying the resistance of 
the winding can be modified, compensated for, or overshadowed 
by independent adjustments of other inductive elements in the 
receiving circuit. 

Then following the reasoning explained in connection with 
(276), either the magneto-mechanical force in dynes or the 
magneto-mechanical torque in dyne perp. cms., exerted by the 
apparatus under the excitation of а certain maximum cyclic 
received current І,„в, is either proportional to the ampere-turns 
nnn, or to some power of the ampere-turns (nims)? where p 
is a positive real exponent not greater than 2. 

If the receiver winding has fixed dimensions and volume, 
& winding of very fine wire will make a coil of numerous turns 
and, therefore, great sensibility, but possessmg very high 
resistance. On the contrary, if the coil 1s formed of coarse 
wire, the resistance will be small, but the sensibility will be low. 
Evidently it is advantageous to reduce the size of the insulated 
wire until the increase of resistance more than offsets the 
increase of sensibility. If throughout the range of working 
sizes of wire, the ratio of bare to covered wire diameter is the 
same, so that the same total weights of copper and of insulating 
material will enter the winding with each size; then halving 
the diameter of the wire will quadruple the number of turns, if 
the winding is carefully executed, but will increase the resistance 
sixteen-fold. Following this reasoning, the number of turns in 
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a winding of fixed volume and dimensions varies as the square 
root of its resistance to continuous currents and also to lowe 
frequency alternating-currents. Consequently formula (276) 
becomes— 

F =a! (Inps/o)? . dynes ог dyne 1 cm. (1) 
where а’ is a constant of the apparatus, depending upon its 
construction. The value of the received current by (286) is— 


Ing = EAE, . max. cy. amperes / (2) 
a vector equation. 
Let— Z =T, d-X ... « . ohms / (3) 
and— zr =0 К. H jlr . .. n / (4) 


where R’, is the extra resistance and 2, the total reactance in 
circuit with о. The current Тв will always be a maximum 
for any given values of z,, o, and R’, when— 


Jer + jt, =0. . . . . . ohms (5) 
or— E EE CC » (6) 
Since vx, is always a negative reactance, x, must be positive or 
magnetic reactance. Substituting in (2) we have— 


Ls max. cy. amperes (7) 


MMC. m 
(т +o+R’,)[sinh 0] ' 
where [sinh 6] means the modulus of sinh б or the numerical 
value of sinh 0 with its argument suppressed. Formula (7) is 
now reduced to real numerical form and may be substituted 
in (1).— | 
F a'f Ena Jo 

(r, 4- o + R’,)[sinh 0] 
In order to find the value of o, which will make F & maximum, 
we differentiate F with respect to о and equate to zero in the 
usual жау 
dF y Ena А/О a 
do Р lc: +o d R’,)[sinh 6] 


„2 Wake +o-+R’,)[sinh 0] — Ema r/o [sinh 6] 
(r, +0 + R’,) [sinh 0) 


max. cy. dynes Яупе Lem. 
ohm ohm 


F max. cy. dynes or dyne Lem. (8) 


(9) 


‚ 
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In order that this expression shall reduce to zero, it is 
necessary that— 
+04 К. —– 20 = 0. . . . . ohms (10) 
or— | o=r+R,. . » (11) 
If the extra resistance-component of impedance in circuit with 
с is negligible; then— 
о=т„. . . . . ._. ohms (12) 
Consequently, the maximum cyclic magneto-mechanical force, 
or torque, developed in the receiving instrument in the steady 
alternating-current state, will be a maximum if the reactance г, 
in the receiving circuit is equal and opposite to the reactance- 
component in the surge-impedance, and if the resistance o of 
the winding is equal to the resistance-component of the surge- 
resistance increased by any extra resistance R’, in the receiving 
circuit. 
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On the Identity of the Instrument Receiving-end Impedance of a 
Duplex Submarine Cable, whether the Apex of the Duplex 
Bridge is Freed or Grounded. 


In Fig. K, let BaDG be the receiving connections at either 
end of the cable, with the apex a freed, and B’D’G’ the corre- 


Fic. K.—Diagram of Impedances at either receiving-end in duplex connections, 
with шер of the bridge disconnected in one case and connected to ground 
in the other. 


sponding connections with the apex a grounded. It is required 
to show that in either case the expression (z, + 2,) (ats ki А) 


has the same value, where 2, 1s the surge-impedance, at "thé 
frequency selected, of both the real and artificial cables, z, is 
the impedance of the receiving apparatus to ground as a whole, 
z, is the impedance of the instrument branch, z, the imped- 
ance shunting the instrument. 

Apex Freed.— With the apex free as at BaDG, we have— 


=s7 — +... . ohms / (1) 


2hg 
Co +2) = ро + 25 e. e » » (2) 
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where № is the impedance of each arm in the bridge. Also 
=g and z,— 2h. Consequently— 


(2+2) 2hg 2h +g 
а) = ECT. Уа", ohms Z (8) 


=9+242 +7). С » » (4) 
Apex Grownded.—With the apex grounded, аз at B'G'D'G', 


we have— 


hz, 
я MI ) hg (h + 2,) + V2, 


= = — e ohms / (5) 
@ +4(% + 2.) F ha, 
hg yu 
h 
Also— 21 =g d- й P" » » (6) 
and— moh. is » (7) 
аъ она) м АА) а 
2, h(h + 2) 
_ + g)( + 2) + №, (9) 
EDT ^ dea We ae am О e o 
Hence— 
аа AV + 9)(h+ Zo) + n! + hg (h + zo) + М, 
(zo RT zx hth + 2) 
ohms / (10) 
_ 4(% + д) + + hz, 
= аш . ө e э » (11) 


=g Hah) 2.2... „ „аз 


APPENDIX L 
To Demonstrate the Proposition of Formula (?), page 4, 


99 
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WE assume the well-known proposition that the magnitude 
of a hyperbolic angle is twice the sectorial area swept out by 


M Ed КУРСЕ T EATS ТШ 


Se 
Fie. .L.—Diagram for the demonstration of the Theorem 6 = J 2. 
81 


the describing radius-vector over a rectangular hyperbola of 
unit radius. 

In Fig. L, let the curve APB be a segment of a rectangular 
hyperbola whose radius OA is taken as unity. Toa point P on 
the curve, whose cartesian co-ordinates are x and y, draw the 


radius-vector from the origin OP = p, making a circular angle 
250 
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Ё with the initial line and radius OA. Draw PT the tangent 
to the curve at P. Then the equation to the curve is— 
5 BEEN f t ED D. E Су, 


y? = — 1 : . Я ° LI ? . * (1) 


Differentiating both sides— 
2y dy = 2x dæ . . . . . . . . (2) 


dp = у = 900 В. e e е о o oœ (3) 


If then we move the point P through a differential distance ds 
over the curve to Р”, and draw P’c and Ре parallel to the X 
and Y axes respectively, cP’ = dz and Ре = dy, so that by (3) 
the angle cPP’ = YPT = f. 

Join OP’, and draw PQ perpendicular thereto, intersecting 
the same at p. Then the angle QPY = f, because QP is per- 
pendicular to OP, and YP is perpendicular to OX. Therefore 
the angle QPP’ = 2. 

Dividing (1) by p? we have— 


р? = р? ЕЕ р? e e E e | е . e . e (4) 
or— вш? В = cos? В — 3 -—— Mn 
jc cos? В — sin? В ‚..... (6 
=cos2B . . . .. . . . (7) 
. _ 1 
. p? = cos 28 e URS e o e ‘b o o o (8) 
Representing the differential angle POP’ by 48— 
Ppzp.dB. . . . . . « . (9) 
P d 
: EE, = OSE оов эр ‚..... (00) 
or by (8)— at nd (11) 
y T. Di ж d one Ub тё d к. 
and— = == 2 . dp e в e . в е e е ° (12) 
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But the differential area dA enclosed between OP, OP’ and the 
element ds is— 


| дА... Q3) 


б =заА........ 09 


but if we denote the hyperbolic angle of PP’ by d0— 
dü—2dÀ ....... . (15) 


s 40 =? а... (16) 


Proceeding in this manner from an. initial point s, whose 
distance along the curve from A 18 s, units up to a final point s, 
whose distance along the curve from A is s, units, we have— 


89 
У ds 
a i e ә ° в e ° ° е (17) 


and this hyperbolic angle must be equal to the are length 
s=s,—8, divided by a certain integrated mean radius-vector 
р’ or— 


Üw— а в , & , vows (18) 
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Comparative Relations between T-Artificial Lines, II- Artificial 
Lines, and their. respective corresponding Smooth Lines. 


As has been pointed out in Chapter III, as well as in 
Appendix F, any symmetrical 7 or Л of impedances can be 
replaced by its equivalent smooth line, of angle 0 and surge 
impedance z,, so far as relates to external behaviour in the 
steady state. In other words, any symmetrical 7' or П, in 
а system of conductors, may be removed and replaced by its 
equivalent smooth line of distributed series-impedance and 
shunt-admittance, without disturbing the steady state of the 
system at, and outside of, the terminals of the Т ог П. In the 
continuous-current case, the equivalent smooth line is unique. 
There is only one *real" smooth line-angle б, and only one 
corresponding “real” surge-impedance z,, which will satisfy the 
external relations of equivalence. In the alternating-current 
case, however, there is one *complex" or vector smooth line- 
angle 0 = б, + /0,, and one “complex” or vector corresponding 
surge-impedance z, which will satisfy these relations at any 
given frequency. Consequently, for the alternating-current 
case, a T or a M calls for an infinite number of equivalent pairs 
of “complex” line-angles and surge impedances, as the 
frequency of steady-state operation is varied from 0 to oc. 
When, therefore, we construct an artificial line of a series 
of similar 7з, or а series of similar //s, and operate it by 
alternating currents of a single frequency, it becomes necessary 
to determine what is the corresponding smooth line which the 
artificial line simulates at that frequency. 

Fig. M1 shows a single Z-section, and also a pair of such 
T-sections connected through an ammeter A. Each 7-section 
has a series impedance of r, ohms, and a shunt admittance of 


9, mhos applied at the middle of 7. 
253 
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Fig. M2 similarly shows a single [[-весбїоп, and also a pair of 
such -sections connected through an ammeter A. Each 
II-section has a series or architrave impedance of 7, ohms and a 
shunt admittance of g, mhos, divided into two equal pillar leaks 
of g,/2 mhos. 

An artificial line of four Z-sections; ¢.¢ a T-line of four 


с д Т. ШП E M 
2 2 72 2 "3 


Fic. M1.—Single T-Section and pair of T-Sections connected through an 
Ammeter A. 
sections, is indicated in Fig. M3; while a M-line of four sections 
is correspondingly indicated in Fig. M4. It is evident that the 
only difference between the lines of Figs. M3 and 4 lies in the 
conditions at the ends of the line. In each case the total series 
impedance is the same; viz. 47, ohms, and the total shunt 
admittance is the same; 4. е. 47, mhos; but in Fig. M3, the line 


^ л n 
9, 9 9, ый 2 9, 
2 | | | | | | 


Fic. M2. —Single II-Section and pair of rI-Sections connected through 
an Ammeter. 

terminates in semi-impedances 7,/2; while in Fig. M4, the line 
terminates in semi-admittances g,/2. In other words, any 
T-line can be converted into a -line of the same number of 
sections, and reciprocally, by changing the end-sections only. 

If we compute the smooth lines corresponding to the 
artificial lines of Figs. M3 and 4, by the methods of Chapter IIT 
or Appendix F, we shall find that the line-angle 0 of each is the 
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same; but that the surge-impedance 2, differs. The surge 
impedance of the Z-line differs from the surge impedance of 
the M-line, even in the continuous-current case. 

Ме proceed to develop the formulas which apply to such T- 
and J/-lines. These formulas may be readily deduced from the 


е " m : st в е 7^ 
737 cech osse oe ener beni fpecies guia 


Fie. М3. — Artificial line of four T -Sections. 


fundamental relations already pointed out in Chapter III and 
Appendix F. 

To find the Line-angle 0 of any artificial Line of a given 
number of similar T- or Il-sections.—The first step is to find the 
hyperbolic angle u subtended by a half-section of the line. 

The angle of a section of a smooth line having 7, ohms of 


Fic. M4.—Artificial line of four II-Sections. 


distributed series impedance and g, mhos of distributed shunt 
admittance would be by (19), page 14— 


2u = rg, . . . . hyps Z (1) 


Consequently the angle subtended by a half-section of such 
smooth line would be— 


ak EE ME RE hyps. / (2) 
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But since an artificial line has alternate lumps of impedance 
and admittance, instead of uniformly distributed quantities, 
the above formulas cannot correctly apply to either a section 
or half-section of artificial line. We can only use (2) in relation 
to a half-section of a T- or //-line by acknowledging the error 
due to lumpiness. For such a T- or H-line respectively, we 
may therefore rewrite (2) as follows— 


u! = u" = 151 : 9 apparent hyps. / (3) 


where the term “apparent” hyps. indicates the existence of the 
lumpiness error. In order to correct (3) for this error, we must 


apply to the left-hand side the correction-factor Enn. i 


Г 


16 


аша аз the case may be, so that we have— 


sinh v’ = sinh u” = sinh u - ^5 (4) 


as the fundamental formula of a T- or M-line. Expressing this 
proposition in language, we may say that either for a 7-line or 
a П-\їпе, the sine of the hyperbolic angle и subtended by a 
half-section is equal to half the geometric mean of the sectional 
series impedance and shunt admittance, each of these being a 
complex quantity in the alternating-current case, and depend- 
ing on the frequency. Knowing the hyperbolic sine of the 
semi-section angle u, we can readily find the angle u by refer- 
ence to Tables of hyperbolic functions* For continuous- 


* Tables of sinh p/8, cosh p/8, tanh p/8, =e and = us to five 
P P 

decimal places, or five significant digits, by steps of O'l in p, between 
p = O and р = 0:5, and by steps of 1° in 8 between 8 = 60° and 6 = 90°, have 
been published by the author in the Proceedings of the American Institute 
of Electrical Engineers, 1911, pp. 2481-2492, “Tables of Hyperbolic 
Functions in Reference to Long Alternating-Current Transmission Lines.” 
These Tables have been extended to p = 1 and 8 = 45° to 90°, and published, 
in pamphlet form, by the author in the Harvard Engineering Journal, 
Harvard University, Cambridge, Mass. At the date of this writing 
(October 1913), these Tables have been carried to p — 30 ; while other 
tables of sinh, cosh, and tanh (x + jy) have been computed to either five 
significant figures, or five decimal places, by steps of 0°05 in x and y, 
from х = 0 to x = 4°0, and from y = 0 to у= с. The complete set of 
Tables is being printed by the Harvard University Press, and also an 
Atlas of 23 charts 45 cm. x 45 cm. for rapid graphic interpolation. 
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current lines, these would be Tables of real functions, and for 
alternating-current lines, they would be Tables of complex 
functions. 

The angle subtended by a single section of artificial line 
would then be 2u, and if the line contained n sections its total 
angle would be— EM 

0 = 2nu = 2n sinh (5-41) hyps. / (5) 


The next step is to find the apparent surge-impedance of the 
artificial line. Ву (27) page 16, we have for either a 7-line or 
a II-line— 


27 =z" = АЁ apparent ohms / (6) 
1 


Correcting for !umpiness, however, on a Z-line, as in (88) 
page 36— 


z, = 2,’ cosh u = cosh « үп . ohms / (7) 
1 


In the case of a M-line, the lumpiness correction, as in (98) 
page 37, is— 


z, == 2," | cosh u= z,” sech u = sech и үз ohms / (8) 
1 


о 


The surge-impedance of the smooth line corresponding to an 
artificial line is thus obtained by multiplying the apparent 
surge-impedance by cosh о for a 7-line, and dividing by cosh u 
for a M-line. 

Figs. M5, 6, and 7 represent the same 5-section T- line as is 
shown in Figs. 17, 18, and 19 on page 39; but they also show 
the corresponding smooth-line. Неге r, = 500 ohms, g, = 0°25 


х 10-8 mho. Consequently, by (4), sinh w= 129 = 
01176777; whence, by Tables, и = 0°175868 hyp. The angle 
subtended by a section is thus 0351736 hyp. and the angle 
subtended by the whole line in Fig. 5 is 1°75868 hyps. Along 
the line, the position-angle is indicated in Fig. M5 at each 
junction-point. The potentials, currents, resistances and 
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Fic. M5.—Five-Section T-Line grounded at Distant End, and ite 


Equivalent Smooth Line. 
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conductances, along the smooth line, conform at all points 
with formulas (40), (41) and (42) page 21. 

The apparent surge-impedance of the artificial line is, by 
(6), 2,’ —4/ 500/0:0025 = 14142 apparent ohms. Correcting 
this for lumpiness, we have, by (7), z = 14142 x cosh 
0°175868 = 1414°2 x 1:0155 = 1436:1 ohms. 

The total conductor-resistance of the equivalent smooth line 
is by (72), page 31, R= 62, = 143671 x 1°75868 = 25257 
ohms, as against 2500 ohms in the T-line. The total 
smooth-line leakance is also, by (73), page 31, G= 6/z,= 
1:75868/1436:1 = 0:0012246 mho, as against 0°00125 mho in 
the 7-line. 

In Fig. Мб, the same Z-line is grounded at the distant end 
through 750 ohms, a terminal load subtending an angle of 
0°57941 hyp., by (55) page 23. This brings the total line- 
angle at the sending end to 2:3381 hyps. Along the smooth 
line, the potential, current, resistance and conductance conform 
to (40), (41) and (42). Along the 7-line, the values are 
correspondingly identical at junction-points, as well as at the 
ends of the line. 

Applying (55), page 23, to the case of Fig. M7, we have the 
angle subtended by the open end— 

9 = tanh-! (7-) =. . . . hype (9) 


Žo 


This requires Ж to be added to each of the position angles 
along the line of Fig. 5. But applying formulas (246) page 
168, to the angles thus presented in Fig. 7, we find that 
formulas (40), (41) and (42) produce respectively (37), (38) and 
(39), page 21. Consequently, we may regard formulas (40), 


(41) and (42) as fundamental, and (37) (38) (39) as derived 
therefrom, in the case where the terminal load angle is % hyps., 


due to an open end. That is, along any line, the current is 
always proportional to the cosine, the potential to the sine, and 
the resistance to the tangent of the position-angle whether the 
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line be freed, or grounded, or in any intermediate state, 
provided that the proper terminal angle be applied to the 
distant end, for the impedance to ground thereat, in accordance 
with (55). 

Figs, M8, 9, and 10 represent the distributions of current, 
potential, resistance and conductance over a five-section M- 
line of the same sectional series-resistance and shunt-leakance 
as before, as well as on the equivalent smooth line. The line- 
angles in Figs. M8 and 10 correspond precisely to those of Figs. 
M5 and 7. Owing, however, to the different surge-impedances 
of the two lines, the line-angles in Fig. M9 are not identical 
with those of Fig. М6. The surge-impedance of the line is 

14142 
^o T0155 
equivalent smooth line is thus 02, = 1392:6 х 175868 = 2449 
ohms, and the total line leakance 6/z, = 1:75868/1392:6 = 
1:263 x 10-° mho, as against 2525°7 ohms and 1:2246 x 10-° 
mho, in the equivalent smooth line with 7-sections. 

The fall of potential on the M-line, 7-line, and equivalent 
smooth lines is indicated graphically in Fig. M11. Referring to 
the curves of “Line Free,” the broken curve is a simple 
catenary, or curve of hyperbolic cosines, corresponding to the 
fall of potential along either equivalent smooth line. The 
internally contacting series of chords represents the fall of 
potential along the //-line. The externally contacting series 
of chords represents the fall of potential along the Z-line. 
These are respectively the internal and external string polygons 
contacting with the catenary in the theory of non-extensible 
weighted strings hanging between terminal supports, in the 
science of statics. 

The general relation between the electric conditions at а 
junction, or a mid-section, on a Z-line, and at the corresponding 
points on the equivalent smooth line, are indicated in Fig. M12. 
The lines are supposed to be voltaged at the sending end only, 
and to be either freed, grounded or in any intermediate 
condition, at the receiving end. It will be seen that, at junctions, 
the potential, current, line-resistance, and line-conductance are 


== 1392°6 ohms. The total line resistance in the 
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Fie. M8.—Five-Section M-Line grounded at Distant End, and 
Equivalent Smooth Line. 
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Fra. M9.—Five-Section rI-Line grounded at Distant End through 750 ohms, 
and its Equivalent Smooth Line. 


APPENDIX М 265. 


e 


e 
3| 3 
Ме = 

067669""EY oton босай! 1471.84 0.67668" 


" Neve & 1.75868 100.0v 
147189 +35 012570 (181279 0.551680 
e 
zi S 86.208v 
0.066023% Eo 48 0.055168а 
| 3: 2 
0.63682" | s- 0.018104a 18127“ 0.76182" 
12416® tm 4069 i» 72.4167 
00461162 | ьт '025"^ | 1958.84 051182" 
1570.34 2 
e 
m „2 Ф 
62.1862 oco mg 68.1500 
0.097638a. a) $ 0.037064a 
её 
0.562840 | $=  0.013471a 3 1493.8" 0.687847" 
б ен 1.0552 оо 53.8840 
А а Ж. mo 9” 0.43784" 
im is +јх 025 2288.9 0.43784 
© 
47.2550 CBS EE 47.9860 
0.023960 RS © 0.028593 
я e R 
0.43555 | s- — 0.010522a 4 1783.9% 0.56056“ 
42.0887 4 0.70347 a> 42.0880 
00183324 | ут 0.2570 J 3220.0% 0.31056%” 
2295.9 2 
e 
o E 
38.2280 Be ms 38.8200 
0.013273a > © 0.013071a 
0.24265т\®| 5= 0.0088881@ 2120.0» 0,361650 
35.5520 | 0.35174 «— WWW — m 99-9920 rmm 
0.0086261а, 4jE 025-0» | 8500.0% 0.11765 
4121.29 2 
© 
: to c |. 
33.9800 Be hD 54. 501% 
0.0042415а to Eo 20.0041826а 
Saa X 
ome 0.0041826a 9 8000” 0.125” 
33.4617 415=0+/т.< м © 3884610 
0а, 2 0.125" 


Fic. M10.—Five-Bection rI-Line freed at Distant End, and its 


Equivalent Smooth Line. 
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all the same on the Z-line and on the smooth line. At a 
mid-section, where the leak appears, the 7-line potential is 
equal to the corresponding smooth line potential multiplied by 


100 
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Fra. M11.—Fall of Potential along II-Line, T-Line, and Equivalent Smooth 
Lines, with Distant End freed, grounded directly, and grounded through 
750 ohms. 


sech и, while the mean of the currents in the line on each side 
of the leak is equal to the current on the mid-section point of 
the smooth line multiplied by coshw. In the alternating- 
current case, this mean value would be a vector mean value 
instead of ап arithmetical mean value. 
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The corresponding general relations between a M-line and its 
equivalent smooth line, at section-junctions and mid-sections, 
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Fic. M12.—Comparative relations of Potential, Current, Conductance and 
Resistance along a T-Artificial Line and along its Equivalent Smooth 
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Fic. M13.—Comparative relations of Potential, Current, Conductance and 
Resistance along a II-Artificial Line and along its Equivalent Smooth 


Line. 
are indicated in Fig. M13. At junction-points, where the leaks 


occur, the potentials agree on both, and the currents, which should 
be measured theoretically between halfleaks as in Fig. M2, 
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agree also, if we take the mean of the two currents on each 
side of any leak. At any mid-section, the M-line potential is 
equal to the corresponding smooth-line potential multiplied by 
cosh u; while the M-line current is equal to the corresponding 
smooth-line current multiplied by sech u. The last relation is 
important in the practical use of /I-lines; because the currents 
along the line, at junction-points, have usually to be measured 
on one side, or the other, of any leak, which is equivalent to 
measuring them at the adjacent mid-section. 

The facts may be summed in regard to Figs. M12 and 13 for 
both T- and /I-lines, by saying that at either a junction-point, 
or at а mid-section, the power UI, in the line, is the same on 
the artificial line as on the equivalent smooth line, if the line- 
current I at a leak is interpreted as the mean of the line- 
currents on each side thereof. 

Аз an example of the preceding propositions applied to an 
alternating-current artificial line, let there be a line of 10 
sections, each consisting of a series resistance of 92°78 ohms, 
with an included inductance of 0'2241 henry, and with shunt 
leaks of 1-microfarad pure condensers, having negligible losses 
of energy, the frequency of operation being f — 125:84 cycles 
per second, or w = 790°67 radians per second. Required the 
equivalent smooth line. 


Here 7, = 92788 + 70°2241 x 790°67 = 99-788 + 717718 
= 200 /62°36 ohms. 


and g,=j10-° х 790°67 = 7:9067 x 10-* | 90° mho. 


туйу = 0°15813\ 152°36, and by (4), sinh u = EN 258.80 
_ 039766 | 76°18 


_ = 0'19883 / 76°18 


By reference to Tables of sinh w already published, we find 
u = 0'2 /76°0 hyp., and this is the angle of a half section. 
The angle subtended by the whole line at this frequency is 
therefore 40 / 76**0 hyps. 
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The apparent surge-impedance is by (6) 
200 / 62°-36 / 7:9067 х 10-*| 90° = v 25:99 x 10*\ 27°64 
= 502-94 \ 13°82 apparent ohms. 


Ву (8), however, it becomes necessary to divide by cosh vw, in 
order to correct for lumpiness, and by Tables already published, 
cosh м = cosh 0:2 / 76°°0 = 098242 / 0°545 ; so that the surge- 
impedance of the equivalent smooth line at the frequency con- 
sidered is 502:94 | 18°82 / 098249 / 0*:545 = 511:94 \ 14°365 
ohms. The total series-impedance in the equivalent smooth 
line is thus 40 /76°0 x 511:94 | 14^365 = 2047:8 / 61*635 
ohms, as against 2000 /62*36 in the actual artificial line; 
while the total shunt admittance in the equivalent smooth line 
is 40 /76*0 / 5119 \ 14°365 = 7:8138 x 10-8 |90°-865 mho, 
as against 79067 х 10-5| 90° actually existing in the artificial 
line at the frequéncy considered. 

By means of an experimental artificial line comprising resist- 
ances only, in five sections, with either //- or 7-connection, and 
rı = 500 ohms; g, = 0:00025 mho, operated by a single storage 
cell, all of the distributions in Figs. M5 to 10 have been verified 
in the laboratory with a potentiometer. 

If the impressed emf. on the artificial line EA 2 volts, a 
potential multiplier leak has ordinarily to be employed with 
the potentiometer. This introduces a slight error, which, how- 
ever, can be corrected for. See Bibliography 83. 
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Solutions of the Fundamental Steady State Differential Equations 
for any Uniform Line in terms of a single Hyperbolic Function. 


IT is shown in Appendix C that the fundamental differential 
equations for potential and current—page 217 (5) and (6)— 
have solutions which were given originally by Heaviside for 
the continuous-current case, but which are also immediately 
applicable to alternating-current cases through the use of 
complex numbers. These solutions are presented on page 12 
(15) and (16) in the following form— 


E, cosh Lia — I,2,sinh L4a = e = Eg cosh Laa + Igz, sinh Lia 
volts / (1) 


I, cosh Lya — =: sinh Га = i = Ту cosh Т»а + = sinh Lpa 
amperes / (2) 


In each of these four equations, the potential or current is 
expressed in terms of two hyperbolic functions: namely, the 
cosine and the sine of one hyperbolic angle L,a ог L4a, accord- 
ing as reference is made to the sending or receiving terminal 
conditions. But, just as in circular functions, we have the 
well-known relation— 

A cos В + B sin B= V А? + B? cos {8 F tan? (B/A)) 
numeric / (3) 
so it can be demonstrated that— 

A cosh 0 + B sinh 0 = 4//A? — B? cosh {0 + tanbh-!(B/A)} 

numeric / (4) 
whatever may be the relative magnitudes of the constants 
A and B. It thus becomes possible to express the solutions 
(1) and (2) in terms of a single hyperbolic function, viz. a sine 
or a cosine, as may be the more convenient, of a single hyper- 


bolic angle. This form of the solution has especial interest ; 
270 
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not only in presenting clearly the fundamental conditions 
of the problem, but also in assisting the computer to find 
arithmetical solutions. 
In (1) and (2), let ар. әс ча es ан ж жс dyps 7 
Г,а= 0, . . T" 
and, in conformity with ‘the боа Өй of Figs. 13, 14, and М5 to 
M10, let 0, + 0.=0 . . . . . byps. Z 
Also, the angle subtended by the ieminsl load of с ohms / 


at B is by (55), 6’ = tanh (2) . . . hyps. Z 
Moreover, the position-angle ё of the point P, Figs. 10 and 
13, is— 
6=6,+60 . . . . hyps Z 
— (6 40)—0,. . , 
Then, applying (4) to the left-hand equation of (1), а. using 
(272) for expressing I,, we have— 

e = E, cosh 0, — z tanh (б + 9 ak i F9) 
= E, {cosh 0, — coth (0 + 0).sinh 0} . . p» 
= E,a/1 — coth?(0 + 0") .cosh [0, — tanh- 

{coth (0+ 6)}] » » 


cosh |^ — tanh ~ 


z, sinh 0, . volts / 


- J. 
= Ey. Soh (0 O 


{tanh (0+6'+53)}] . „, 


= Ey supp, |^ — (e 10 + j2)| "m 


= E, — j sinh (0 + 0 — 04) ° » эу 


J 
"sinh (0 + 0')' 
sinh д sinh 6 
= E. nh (бб) 8am 8 c ° о 3» ө +) » (5) 
which agrees with (40), (60), and the results given in Appendix 
M. This means that along any section of uniform line, in the 
steady state, whether complete in itself, or forming a sectional 
part of a composite line, the potential at any position is directly 
proportional to the sine of the position-angle, and is equal to 
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the potential impressed at the generating end of the section 
multiplied by the ratio of the sine of the position-angle to the 
sine of the total angle subtended by the section at the sending 
end. This rule applies whatever may be the load applied at 
the receiving end of the section. 

Similarly, considering the right-hand equation in (1), 


e = Eg cosh 0, + = z, sinh 0, . . . . volts Z 
= Eg (cosh 0, + coth 6’ sinh 0) . . . 4 » 
== тл r/ 1 — coth?0' . cosh 
(0, + tanh - (соё 6’)} I 
Е, : ‚л\ _ 
Cem ET cosh} 0, + 0 tJ ә) » 49 
=): md sinh (0, -+ 0 ) ° » 39 
sinh 6 sinh д 
= Е.а (040) anh б" ” ” (9) 


which is the same formula as (5). That is, the result is the 
same, whichever end of the section is started from. 

Considering the left-hand side of the equation (2) for current 
strength at the Point P— 


i == I, cosh 0, — 2, sinh 0, . amperes / 


E 
and by (56) I, — 2. tanh | (03-05 
so that— 
1== І, cosh 0, — І, tanh (6 + 6’) sinh 0, А » » 


== I,{cosh 0, — tanh (0 + 6’) sinh 0} . . и. 3 
mE I, ]— tanh?(0 + 6’) . cosh (0, = (0 + 0')} » » 


1 ; 
= L. ono 4 yh ((8 + 6’) — 06 ° » » 


cosh 8 cosh 6 
= L. oh (0 F 6) = #совһ 6” e 8 è o » » (7) 


which agrees with (41). That is, the current at any position 
P of a line, or composite-line-section, with any load at the 
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receiving end defined by the angle 0°, is proportional to the 
cosine of the position-angle, and is equal to the current 
entering at the sending end multiplied by the ratio of the 
cosine of the position-angle to the cosine of the angle subtended 
by the entire line up to the sending end. 

Similarly, considering the right-hand equation (2)— 


% = I, cosh 0, + = sinh 0, . . . amperes / 


But by (54) Ep = І, о, and È = I, tanh 6”, 


% 
^i Ig cosh 0, + Tg tanh 6’. sinh 0, . . amperes / 
= I,(cosh 0, + tanh 0'.sinh 0, . . Д ^ 


cosh 6’ бош: 
==1, cosh (0 + 0) (cosh 6, + tanh 0' . sinh 6,) » " 


EA s (Ed) gy Vic tanh? сов (0,0), , 
cosh 0' 1 у 

е cosh (0 + 0^) ' cosh 0'` cosh: (Zaat) roe 
cosh д cosh д 

= 1а cosh (0+0) Io. cosh е" » » (8) 

This is the same result as in (7). 

We may thus conclude that formulas (40), (41) and (42), 
page 21, are fundamental, while (37), (38) and (39) are sub- 
sidiary thereto. In other words, the receiving end of a line 
may always be conceived of as connected to ground, or to zero 
potential, through some load o, possessing a terminal angle 6”. 
If the line is directly grounded, o = 0, and 6’ = 0. If the line 


is freed, o= с, and 0' = j5 Whatever intermediate con- 


dition may exist at B, the potential and current, there delivered, 
jointly determine an apparent load impedance o ohms /, and 
a corresponding apparent terminal angle 6’= tanh“ (a/z,) 
hyps. /, which must be added to the line angles 0, and 0, in 
order to assign the corrected position angle д, and total angle 
(0 + 6’) subtended at А, as indicated by the results of 
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The Application of Hyperbolic Functions to Electrical 
Conducting Networks. 


A UNIFORM conducting line, such as that represented in 
Fig. 18, page 20, may be regarded as a particular type of 
symmetrical electrical conducting network, made up of an 
indefinitely great number of similar line elements in series, 
and a like number of similar leak elements, or condenser 
elements, in shunt Composite lines as described in Chapter 


Fia. O1. —Network of Impedances replaceable by one Dissymmetrical T 
or II, with respect to the two pairs of terminals a, g, and b, h. 


VIII, and referred to on page 160, give rise to cases of dis- 
symmetrical conducting networks. Certain properties of electric 
networks are to be found in the works of Kirchhoff,* Clerk 
Maxwell,t A. Gray, } and others The first writer, however, 
who represented a general network with respect to two pairs 


* Kirchhoff, Pogg. Ann., vol. 72, 1847, Ges. Werke. 
T J. Clerk Maxwell, Electricity and Magnetism, 2nd ed. 1881, vol. 1, 
. 973. 
l A. Gray, Absolute Measurements in Electricity and Magnetism, 1888, 
vol. 1, p. 160. ; 
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of selected terminals as equivalent to a certain dissymmetrical 
T, appears to have been J. L. la Cour.* . 

Fig. 1 represents a relatively simple network of 15 elements 
and 10 junctions, besides two closed secondary circuits. Two 


j A = Ry A Aa 2 Ry -Ñ i 


о 


© 


Fies. O2 and 03. —Dissymmetrical Т and TI corresponding to 
Network of Fig. O1. 
pair of terminals, а, g and b, h may be assigned anywhere on 
the network. Then the network may be regarded as resolving 
itself with respect to these terminals, into either a single 
dissymmetrical 7 (Fig. O2), or simple dissymmetrical IT (Fig. ОЗ). 
* J. L. la Cour, Leerlauf und Kurzschluss, 1904. 
T 2 
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A simple particular case of а с.с. 3l-element network is 
presented in Fig. O4. Here seven of the elements are made 
infinite, in order to retain а moderate degree of simplicity in 
the computation. The equivalent 7 of the network appears 
in Fig. O5, end the equivalent II in Fig. O6. А simplified 
reduction of the network is shown at the lower part of Fig. 4. 

À symmetrical network is completely defined with respect to 
К, 1000” о 2000” E 


а, t" 
Е 0-294118 X 10 pa 
'o x 3 
з 5х ase 
Оо о - = © 
Ae © te 
= © 35, 
= о 
ы k 
Н 
R., 22428.5]" = 2833.33" 
Кы; = 6000" = 7000° 
бл? = 0-404762 tamh O= 0-636209 
„= 3817-26" 22е. 4453-46" 
$ = 0.925982. 1/4 = 1-08012, 


. Fies. 04, 5 and 6. —Continuous-Current Network of Resistances, with two pairs 
of terminals, also the equivalent T and M of the network with respect to 
them. 


two pairs of terminals, by two characteristic constants; namely, 
its hyperbolic angle 0 = tanh~'./R,/R,, and its characteristic 
impedance, or surge impedance z,=»/R,.R,. (See Chapters 
II and III.) These constants may be determined by two 
measurements (В, and Ry) from the pair of terminals at either 
end, by (27) and (29). In the case here considered of a 
dissymmetrical network, three constants are necessary and 
sufficient. The three recommended are: 
(1) The angle of the network, б. 
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(2) The “geomean surge impedance” of the network; 1. е. 
geometrical mean 4/2,,.2,, of the two surge impedances 
measured from each ar of terminals in turn. 

(3) The inequality ratio 9 = А/г/гь. 

From these three constants, the dissymmetrical equivalent 
T and П of the network with respect to the four terminals, 
can be readily evaluated. The three constants require three 
measurements for their determination, and, in practice, four 
are preferable; namely— 


Rap the impedance of the network measured at terminals a, g 

with b, f, freed. 

the impedance of the network measured at terminals a, g 

with 5, f, shorted. 

R, the impedance of the network measured at terminals b, A 
with a, g, freed. 

К the impedance of the network measured at terminals b, л 
with a, g, shorted. 


Then tanh 0 — NET == NET . . numeric / (1) 
Ros Кы 


R 


ag’ 


That is the ratio К/К, of the network impedance shorted or 
“grounded,” to “freed,” at the far end, is always the same at 
either pair of terminals, and is equal to the square of the 
tangent of the angle 0. 

Also, the apparent surge impedance z,, from the a terminals 
is— 

Zoa = X Rag- Rap. . . . ohms / (2) 

while that from the b terminals is— 


zo == V Ray . Ку p.e ue Sa » (3) 
The geomean surge impedance 2,, as already mentioned, is 
then— 
Zap = M Zoa Zop = V Bay. Rog. Ray Roy . ohms / (4) 
and the inequality ratio of the network is— 


q =N Zaal žo » . . numeric / (5) 
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In the particular network of Fig. 4, all of the above quanti- 
ties are real, since zero frequency, or a continuous-current 
system is assumed. The ratio R,/R,,= R,,/R,, = 0-404762, 
from which tanh 0 = 0-636209 and 0 = 0-751779 hyp. The 
a-end surge impedance z,, is 3817-26 and z = 4453-46. 
The geometric mean of these 18 2,, = 4123-11". The inequality 
ratio 18 g = 4/3817-26/4453-46 = 0-92582. 

We may now construct Fig. 5, the equivalent 7 of the 
network, with the aid of Fig. 2. The surge admittance 
== 1/4123-11 = 0-242536 x 107? mho. The staff leak of the 
T is Ya sinh 0 = 0-242536 x 107? х 0:82462 = 0-2 x 10-3 mho 
or R= 5000 ohms. The branch a'o, Fig. 5, is К, — R = 
6000 — 5000 = 1000, and the branch b'o is Ry— R = 
7000 — 5000 = 2000». 

Similarly, we may construct (Fig. 6) the equivalent 77 of the 
network, with the aid of Fig. 3. The architrave impedance p 
is 2,, sinh 0 = 4123-11 x 0-82462 = 3400 ohms. This corre- 
sponds to an admittance » = 0-294118 х 1073 mho. The 
admittance of the a” leak is then G,, — » = 0-117647 x 10-3 
mho, and that of the b” leak Ga — » = 0-058824 x 1073 mho. 

An alternating-current example appears in Figs. 7, 8 and 9. 
Fig. 7 is a general dissymmetrical-network, like that perhaps 
of Fig. 1, referred to the two pairs of terminals а, 9, and 5, h. 
The impedances at each pair Ras R, and Ry,R, are given 
above Fig. 7. From these z a= 8621-69 V 5?.15'.28" and 
Zo = 4671-55 Y 18?.42'. 46", the geomean value of which is 
Za = 4113:26 V 9?.29'. 7", The ,/R,/R, ratio at either end 
is tanh 0 = 067258 / 16*.32'.37", and the inequality ratio 
q = 0:88049 / 4?.13'.39". From these values, sinh 0 = 
0:82265 / 27°.23’.5”, and the staff admittance of the equiv- 
alent T in Fig. 8, becomes 0'2 x 1075 / 36?.52'.12", cor- 
responding to an impedance of 5000 X^ 36°. 52’.12” = 4000 — 
J 3000 ohms. At an impressed angular velocity w = 10000, 
this would require a resistance of 4000 ohms in series with а 
condenser of 1/30 microfarad. The arms of the 7 are next 
found from R,, and Ry. The architrave impedance of the 
equivalent J is found in like manner to be 2,, sinh 0. 
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Етов, O7, 8 and 9.—General Network in Fig. 7 with its equivalent T 
in Fig. 8 and equivalent II in Fig. 9. 


280 APPENDIX О 


Sending-ending Impedances—If the opposite terminals are 
left open, the impedances are— 


Za = Ray = Zoa coth 0 = 9 Zæ coth 6 . ohms / (6) 
and Z = Ry = 2,5 Coth 0 = : Zæ coth 0 . — , , (7) 


If, however, the opposite terminals are left shorted, the imped- 


ances are— | 
Zs = Rag = Zoa tanh 0 = g 2,5 tanh 0 . ohms / (8) 


and Z, = Ry, = z» tanh 0 = E tanhÓ . , » (9) 
If a load о connects the 5, & terminals, and if— 
2 = tanh ô . . . numeric / (10) 
ob 


where ô, is the position angle at b Then the position angle 


at а is— 
Ô, =ô +0 . . . . hyps Z (11) 
and the impedance at terminals a, g, is— 
Za = 2,4 tanh д, = 9 Za tanh 6, . ohms / (12) 
Similarly, if the load ø is connected between terminals a, g, so 
that— 


-0 —tanhó, . . . numeric / (13) 
“oa 


Then the position angle at b becomes— 
6,=6,+0. . . . . hyps/ (14) 


and the impedance at the b, A terminals is— 


Z = 2» tanh ô, = Zas tanh 6,. ohms / (15) 


The above relations are indicated in Figs. 10 and 11, in 
reference to the continuous-current network of Fig. 4, Неге 
a load of о = 1000 ohms is applied at each pair of terminals in 
turn, while the other pair has an emf. of 1 volt applied to it. 
Fig. 12 shows the corresponding relations for the alternating 
current network of Figs. 1 and 7, for the case of a load = 
14832 / 76°.17'.14” at the b, A terminals, and 1:0 / 0° volt 
at a, g. 
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Fies. 010, 11 and 12.—Motor-end Loads and Position Angles. 
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Receiving-end Impedance of a Dissymmetrical Network.—The 
current received through the load о at b (Fig. 10) is— 


I, = 9 (I, cosh 0 — E, Yoa sinh 0) = 9 (1. ak 4 


~~ 2, Sinh 0 + go cosh б amperes д (16) 


so that the receiving-end impedance of the network, including 
the load o is— | 
Zip = Za sinh 0 + go cosh 0 = 9 (z,, sinh 0 + о cosh б) 

ohms / (1*7) 
Similarly, if the load о be applied at a (Fig. 11) and the voltage 
at b, the receiving-end impedance is— 


Zia = Za sinh 0 +50 cosh 6 = (o sinh 0 + о cosh 6) 
ohms / (18) 


Current and Voltage Distribution at the Two Ends of the Net- 
work.—1f the position angles ô, and 6, are found for the a and 
6 terminals, in the manner already defined by equations (10), 
(11), (18) and (14), starting from the load о at the motor-end 
terminals and working up to the generator-end terminals; then 
if E, and I, are known, 

E, = 9 (Е, cosh 0 + I, z,» sinh 0) = 9 (E, TA 

volts / (19) 

1. = =h cosh 0 + E; y,, sinh 0) = dV rd 

amperes / (20) 
The + or — sign is to be taken according as b is the motor or 
generator end. 

If, on the other hand, E, and I, are known: 

E, — > (E, cosh 0 + I, Zoa sinh 0) = 7 (Be = а 

volts / (21) 
cosh 2) 
cosh б„ 
amperes / (22) 


I, = 9 (I, cosh 0 + E, Yoa sinh 0) = 9 (1, 
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The + or — sign is again taken according as a is the motor 
or generator end. 

In all the preceding formulas (1) to (22), if g=1; ie., if 
the inequality disappears, and the network becomes symmetrical 
with respect to the a and b terminals, the geomean surge imped- 
ance 2,4, becomes the simple surge impedance z,, obtainable from 
either end, and the formulas are those of simple uniform actual 
or artificial lines as developed in Chapters I to X. In other 
words, symmetrical networks and conductors are those particular 
cases of the general network theory in which ф = 1. 

Methods for Determining 0, za and q for any Four-terminal 
Network,—As has already been pointed out, three independent 
measurements are necessary for the evaluation of б, z and 9 
in а dissymmetrical system; but only two for 0 and z, in a 
symmetrical system. The three measurements ordinarily most 
convenient are Ras, Rag and Ry. The addition of Rẹ has the 
advantage of supplying a check, since the vector ratios R,,/R,, 
and R,,/R,,; should be the same. These measurements do not 
lend themselves for application to systems that are electrically 
energised. They are readily applied to any network that is 
devoid of electromotive force. 

In networks subject to continuous energisation,. such as 
electric transmission or distribution systems, it is possible to 
determine 6, z,, and д by measuring loads at each pair of 
terminals; but the precision of such measurements 1s ordinarily 
considerably below that of null-method Wheatstone-bridge 
balances. 

Fig. 13 indicates a distribution network supplied with power 
at A, and capable of having a load of o ohms thrown on and 
off at В. It is required to determine б, z, and g for the 
system between terminals A at one end and B at the other, 
working to ground or common neutral potential. 

Let the voltage E, be measured between A and neutral; 
also the current I, entering the network at A. From these, 
the resistance R,,— E,/I, of the network is computed. At 
the same time, the voltage Eg between terminal B and neutral 
is measured. 
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Rg = со" т=110 о = 5.0“ m = 1.30 
24,2 23355” 50А 0 = 0-4281} O= 0-1.1606 
q = LOUR. @=0-23355я О= 01693 


FiGs. 013, 14 and 15. —Measurement of a Network, while energised, at 
terminals AG and BG, with the aid of an auxiliary load at B. 
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Let Pa т = 9 cosh Ө . . . numeric / (23) 
B 

Next let a known load о be applied at B, by closing the switch 

at that point. The voltage at B now falls to EK’, and the 

current in the load із 1; so that о = E'g/Ig. The simultaneous 


voltage at А is also E’,. 


Let ELS =m =13. .. . . . . numeric / (24) 
B 
Then p = o(m' — m) = Za sinh 0 = 1:0. ohms / (25) 
Za = fo R,(2— 1) = „/е ш — 2.5355 
ohms / (20) 


sinh 0 = А, отт т) c ne = Р. 042817 
af Zab 
numeric / (27) 
D Eu e 7 2 
cosh 0 = af Batt me = eer — 1-08781 
af ab 


numeric / (28) 


_ [em(m' —m) _ mp | 
tanh 0 = AT LL Romo =p poa ай 


numeric / (29) 
m 
= sesh cosh ô И: +р RE 


= 1-01120 


numeric / (30) 
1 соз Ө 


— === —— _ === 0-986645 е ° ° 99 » (31) 
9 т 
m — 1 
Q = sinh 0 — 0:93355 e ° ° e 993 39 (32) 
sinh 0 —Q cosh? 0 — 
O= = manh 7017698 


numeric / (33) 
Ray = @ Za coth 0 = Z,a coth 0 = 60 ohms / (34) 


Consequently, all the elements of the equivalent Л and T 
of the network with respect to the AG and BG pairs of 


—-—— r —peP 
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terminals may be found, as in Figs. 14 and 15, by measuring 
(1) the voltage E, and current I, at AG, (2) the voltage Eg 
simultaneously at B, and (3) the new simultaneous voltages 
E', and E' when the known load o is applied at B. In order 
to obtain a fair degree of precision in 0, г, and ф, the load o 
thrown on at B, should cause the voltage at B to fall 
considerably ; so that m' may differ considerably from m. 

Figs. 13, 14 and 15 represent а continuous-current case. 
The same formulas, however, apply to any similar alternating- 
current case, if the slopes of the vector ratios m and m' can 
be measured. This would mean carrying a pair of insulated 
and shielded pressure wires from А to B; so that, by suitable 
potentiometer comparison, the phase relation as well as the 
magnitude ratio of Ey and E, can be observed. The impedance 
Ray must also be measured by observing simultaneously the 
voltage E,, current I,, and power P,, at A. Likewise, the 
impedance о may be determined from simultaneous observations 
Eg, I5 and Pg at B, when the switch is closed. If harmonics 
are prominent in the voltage and currents, they add to the 
numerical difficulties. Oscillographic observations might have 
to be taken in some cases, both at A and at B, in order to 
eliminate the disturbances due to powerful harmonics. 

In the case of Figs. 13, 14 and 15, m = 1:1 and т’ = 1:3; 
so that if E, were 1100 volts, Eg would be 1000. Also with 
o = 5 ohms, and E’, = 1100, E’ == 846-2 volts. The numerical 
values given in equations (24) to (34) pertaiu to such a case. 

Thwee- Terminal Networks.—JIf in the four-terminal network 
of Fig. Ol, we merge one input terminal with one output 
terminal, as for example by shifting terminal g over to h, we 
obtain a three-terminal network with the three terminals а, b 
and gh. With respect to these three terminals, the network 
resolves itself into a delta or H. To this delta likewise 
corresponds an equivalent three-pointed star or 7. Certain 
propositions * apply to three-terminal networks in addition to 
those presented above in this Appendix. 

It is evident that having selected the three points on the 

* Bibliography, 139. 
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network for the set of terminals a, 6 and gh, where a and g are 
for input, with b and ^ for output, it becomes possible to rotate 
the set, say clockwise, with respect to those three points, into 
three different groupings or aspects thus— 


a b g,h a b 9, ^ 
9, h b a 


In these three aspects, we retain the three sides of the delta 
formed by the system, but we distribute them differently 
among the terminals. In any one of these aspects we may 
denote by p the vector impedance of the delta side connecting 
terminals a and b, by R, that connecting a and gh, and by К, 
that connecting 6 and gh. Let the vector sum of these three 
delta-side impedances be 2 ohms /, and their vector product 
П ohms? /. Then in all three aspects of the system, both 
and П will remain constant. 

Formula (41), page 289, shows that the geomean surge 
impedance of any three-terminal system is— 


„=й e e « . . Ohms / (66) 


"Pd 


and this is constant in all three aspects of the system with 
respect to three terminals. Hence the geomean surge imped- 
ance of any three-terminal system is an invariant pertaining 
to the positions of the three terminals, for any single steadily 
impressed frequency. 

Formula (45) shows that in each aspect of a three-terminal 
system— 


sinh 0 = Я, = ‚ . . numeric / (67) 


Here the quantity under the radical sign is constant in all 
three aspects; so that the sinh of the angle subtended by the 
network at a given frequency is directly proportional to the 
architrave impedance p. Moreover, the sum of the three sinhs 
in the three aspects will be— 


sinh 0, + sinh 05 + sinh 05 = EN * numeric / (68) 
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Likewise, the product of the three sinhs will be— 


8 
sinh 6, . sinh 05 . sinh 05 = Л гар PAL numeric / (69) 
Hence in any three-terminal network the three angles sub- 
tended successively by the system in its three aspects must be 
such that the vector product of their sinhs is equal to the 
vector sum of their sinhs. 

In cases where the three delta sides of the system are either 
reactanceless or have the same ratio of reactance to resistance, 
the three angles 0,, Өв and бо are real. To such real hyper- 
bolic angles correspond gudermannian circular angles f,, fg 
and Во respectively. To such gudermannians belong the well- 
known relation— 

sinh 0 = tan В. . . . numeric (70) 


Consequently the equality between (68) and (69) becomes— 


tan Bat tan Bs + tan Bo = tan Вл. tan Вв. tan Bo 
numeric (71) 


But this is the long-established relation between the three 
interior angles of any plane triangle. Hence in any three- 
terminal network, having real angles 0,, 0g and Oo, their 
respective gudermannian angles fa, Bg and fo sum up to л 
radians or 180°, and define a family of similar plane triangles. 
If two sides of the equivalent network delta are equal, the 
corresponding family of plane triangles is isosceles, and if 
all three sides are equal, the family of plane triangles is 
equilateral. 

Formula (87) of this Appendix, applied to the three 
aspects of a three-terminal network successively, leads to the 
relation— 

дл -9в.9о= 1 / 0° . . numeric / (72) 


or the three vector inequality factors of the network have unity 
for their product, and their slopes add up to 180°. 
The following formulas relating to dissymmetrical networks 
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with their 7 and JZ equivalents, are collected for reference. 
The numerical values pertain to the case of Figs. 4, 5 and 6. 


N 
Rag/Ray = R4/B,, == Gas/Gag = С„/бь, == N (ру + рә) + рур» 


(R + py) Qt + р») 
(n + 99) H 0199 _ tanh? 0 — 0-404762 
+) OFI) 
numeric / (85) 
h0—1 E 
pil» == 9219, = ia 9/3, = = 0-5 » » (36) 
pon 0—1 


q = м К„/Кы =N Ras/ Ry = A Gig/Gag = А/б„/б,„, 
"P чн age ру ЎЇ _ ga» | [ptR, Jt 
Мо Mog FR Ng F Np We 
= Z a| Za = 092582 . . numeric / (37) 

14 =, = „Б/К, А/С, б, = V'Gasl Gy 
m ne з ТЕ Иа cr. шы a 


ру 3 Jat? PHR, R 
= 255/25 == 108012 . . numeric / (38) 


Hot рә) _ iuit Go) _ Сш) cosh 0—1 0:8 
numeric / (39) 


Pips Vi __ | 1 
Уруз = S 2 = (q cosh Ө — 1) (^ cosh 0 — 1) 


= 0:28284 . . numeric / (40) 


руда = рә/@у = Pı Ro = ро, = p R = р/у = R h = гра 
142 


= Zoa Žob = Za = Ras R;, — Rag Ry=p1 pat? (о: рз) 
= А/В af Rag Ras Reg = ^/ py pa 9t, Ne 
== ^/ {ру (ез +R) + р» I} {рә (ру + 91) ae 


RR 
= 17.000.000 = (4123-106)2 = — P173 21 
клы a pt9,T9,0 2 


ohms? / (41) 
U 
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91102 = 91р = »g = glp = r/R = D8 Volo = Уа? 
=G,,G,= G ag 99192-7 (91-99) — =y G,0,, GG; 
= A/ {91 (ga +) +92} 9a (91 +”) -- 91v] 
= 0-058824 x 10-6 = (0-2425355 x 10-3)? 


= ov... mhos? / (42) 
—— R 
Zoa б = УШИ = ура +8) + ЛЕ 
= Q Za = 9? 206 = 3817°26 . ohms / (43) 
NT R 
z» —A/ Ry Ry = вз (оз +8) -- p P 
1 


= ; ^e - aes — 4453-46 . ohms / (44) 


Ba, _ ~ R (ox + рә) + рр» 
sinh 0 = AR = - Rs = нн, = jt 


Vii EET = Vp — А/рў = glia 


== z,,/R = nde = p/Z = p ^/ 2;|Il = 0-82462 
numeric / (45) 


| = Ray Ry | LN (Jt + p1) (It + pə) 
На тее ето o a еар 


= М1 + pg j- Vota) eta) 7+9) _ ^/ Бану 
= YS. М Gag Gig — 


= 1°296148 . . numeric / (46) 


—————— ——— e — Ro + po) +p, po 
tanh 0 == V Rl Raf = УБ, Roy R2 аала 


= | v (91 + 92) +9192 E. ERES P 
NIF (gi + 93) + 9192 V Ray Ray p+ Ў 


= —/% __ — 0.636209 . . . . numeric / (47) 
Gag Gog 
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PAR = руд =gh = fap = P/R = q cosh 6 — 1 = 0-2 
numeric / (48) 


1 
PAR = P29 = 91» = 01р = p/R = 2 cosh 0 — 1 = 0-4 
numeric / (49) 


_. /qcoshĝ0—1\ = П _ 
à TT = RE yt — 1000 
‚ ohms / (50) 


ей 0—1 š 
Sap бы De dE н 
P2 = fab sinh 0 Ji Yas? ND 
ohms / (51) 
R = 2 cosech 0 = = /Ry (R af — Re) = = A/ Ray ( (Къ, — Rog) 
` m — _____ m П — 
== = -3 5000 ohms L (59) 


9 = 0 sinh 0= 02 х 103 , - + mhos Z (58) 


ERa Zap? 
p = 24 sinh 0 EN R: d l^ Uy, — n-a E 9t 
= Ryp p В eg 
EE Ra Ray 3400. . ohms / (54) 
y == Vab соѕесћ 0 = Е, Gy (G = Са) = UM A/O Vag (Geg i Gy) 
A Gig _ - бб, = 0294118 x 10- 


mhos / (55) 


ee 0—1 | | 
5 =Y¥s\ —nhü / == 0117647 x 10° . mhos / (56) 


RR var) = 0058894 x 107 . . mhos Z (57) 
cosh 0 — 1 " 


numeric / (58) 
U 2 
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ба 0—1 


ч ыш DNI LP NES TIT 
% = sinhO — zæ Ni ya рә Уа = 0485071 
numeric / (59) 


Rag = Zoa tanh 0 = 9 Za tanh 0 = 0? z tanh 0 = 2428:57 
ohms / (60) 


К, = Zæ tanh 0 FL tanh 0 = cate tanh 0 = 2833:8 
ohms / (61) 


Roy = Zoa coth 0 = Q 2,, coth 0 = 42 г, coth 0 = 6000 
ohms / (62) 


Ry = z,» coth б = ate eine water coth 0 = 7000 
ohms / (63) 


The following formule are applicable to a symmetrical 7, 
П or network, corresponding to those in the above list. The 
numerical values pertain to the symmetrical case presented in 
Figs. 16, 17 and 18, where the line angle 0 has the same value 
as in Figs. 4, 5 and 6, also where the surge impedance has the 
same value аз 24; but q= 1. See also page 37. 

_ Р (P +2%)_о (у +20) 
R/R, = Cda ule = уруу 
= tanh?0 = 0-404762 . . numeric / (85а) 


ТР ГР 


p/R = g" [y = р 9 = p” g” = cosh 6 — 1 = versh Ө 
= 2 sinh? (0/2) = 0-296148 . . numeric / (39a) 
ply’ = p” R = [о = p' (р + 29) = R; B, = UHE = 2? 
= (4123-106)? = 17,000,000. . . ohms? / (41а) 
9' [p"' = v 9' ER „| = g" (Ж + 2 y) 22, G,G, = П'{>' 222 у. 
= (0-2425355 x 10-3)? = 0-058824 x 10-9 
mho? / (42a) 


Vg” (9" + 2v) 


sinh 8 = n um V p (p + 290) 
BEEN Aun 


jJ 7. 


y 
= «9t =з» = Ур = УРТ 
= 0-824602. . . . . numeric / (45a) 
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„000$ 
O1X%-0 

W с- 
OTSR 


Z = 4123-106° 


G= 0-751779 
3400” 
PP = Z, mhh 


c 


42 
0- 254118107 ^ 


se 9" |а" "lg" 
els ei > 
Olan = s 
t9 © 
БЕ ВА 
УБ з" 
X 
& Zo = 4123.106” 5 
3 3 
0 = 0.751779 
A’ R = 3099-66"22.0 р" 


¥,9 = @=0.18233x19°™ 
= 4123-106° 


Fics, 016, 17 and 18.—Symmetrical T, п and Line System having the 
same Ө and 24, as the dissymmetrical systems of Figs. 4, 5 and 6. 


= = V1 + g' p” == 1-296148 
numeric / (46a) 
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tanh 0 = V RH, = Vp'(p--29') _ М” (g^ F? y) 


91“ 


| p -+ R’ g” + р 
= 2,/R;= y,/G, = 0:636209 . . numeric / (47a) 


= се. Ө —1 


sinh 0 hd ) = = 2, tanh (0/2) = 1480-741 


ohms / (50a) 
= z, cosech 0 = R,sech 0 = /R,(R,— К,) 


M72 
= ppp = Alo" = “Sor! = 5000 ohms / (520) 


= y, sinh 0 = G,cosh б = е — 9" (y +2) 
E 


g y 


= y lv -89 0:2 x 1073 . mhos / (53a) 


= z, sinh 0 = R, cosh 0 = R 
E d e EID з 


К, 
R,— К, 
= 3400 . ohms / (54a) 


= y, cosech 0 = G, sech 0 = VG, (G, — G) 
tt LE 9 , G G 
= 0.201118 x 1073 . . mhos / (55а) 
=: o 0—1 


р) = y, tanh (0/2) = 0-0871024 х 1073 


mhos / (56a) 


= z, tanh 0 = ES = == 2623-157 ohms / (60а) 


= 2, Coth 8 = p' + 9i = 6480.741 . . „  , (61a) 


= y, coth 0 = g” + v = 0-38122 х 1073 mhos / (64) 


— y, tanh 0 = 7—9, +”) _ 0.154149 x 10-8 


g” +v 
mhos / (65) 
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The Application of Hyperbolic Functions to the Problem of | 
Determining the “ Skin Effect” in Wide Strip Conductors. 


THE problem of skin effect in flat conducting strips of very 
great width, remote from disturbing alternating magnetic fields, 
seems to have been first solved by Lord Rayleigh in 1886, and 
solutions have been given by a number of writers, in different 


A 


D? 
Fic, P1.— Longitudinal and Cross Sections of a very wide flat strip of uniform 
conductor carrying an alternating current in the longitudinal direction ACD. 


forms, since that date. The particular form here presented 
embodies a simple application of hyperbolic functions. 

Fig. P1 represents a longitudinal section of a very wide strap 
of copper carrying an alternating current of frequency f~ and 


angular velocity w = 2л/, in the direction AB, The strap is 
295 
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cut in the cross direction CG to reveal the directions of the 
alternating magnetic field and alternating flux density B. The 
thickness of the strap is 2X cm.; so that the midplane OO’ is 
distant X cm. from either surface. The midplane OO’ is a 
plane of symmetry. Owing to skin effect, the a.c. density 4, at 
any distance 2 cm. above the midplane is a maximum at z = X 
апа a minimum at z = 0. The field H and density B vanish 
at 2 = 0. They reach maxima of equal magnitudes, but opposite 
directions, at the surfaces z = + X and z = — X. 

If we consider what happens in an elementary layer 1 cm. 
long and dz cm. thick at distance + æ from the midplane, and 
carrying an a.c. density of 4, rms. abamperes per square cm. 
The current carried in this elementary slab will be 4, dx rms, 
abamperes per cm. of width. The field H, will therefore be 
greater above than below this layer by the amount— 


dH, = 4 лі, йл . . rms. gilberts per cm. / (1) 

In material of uniform permeability u— 
dB, = шан, = алиі, ах . . rms.gausses / (2) 
so that 12, = ANu o... жае L (8) 


"depibeom- 
The increase in cross magnetic flux in the layer dz will be, per 
cm. width of strip— 
dé, =dB,.dx . . . rms. maxwells / (4) 
This rms. alternating increase of flux will, by its time rate of 
change, produce a corresponding increase in longitudinal electric 
intensity, or linear emf. dn, in the dz layer; so that— 


d$, dB, rms. abvolts 
Hs е тоа Oe 


We assume that the magnetic flux is simply harmonic, so 
that— 


dB, . rms. gausses 
di —JoB,. e > o ө gee, L (6) 
and dn, —joB,dr ... rms abvolts / (7) 


In material of uniform conductivity у abmhos/cm., this increase 
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of intensity will develop a corresponding increase in longitudinal 
current density— 
rms. abamperes 


di, =j yw Bdr . . . S L (8) 
di, . rms. abamperes 
ES uq ODE n "sq. cm. depth cm. 2 @) 
Differentiating again— - 
ai, dB, . - 
da TIVO 27 SIAM Not, = a, 
rms. abainperes 
from £ (10) 


sq. cm. depth. cm. 


where a = V jány uow = Vinay uow / 45° = улуш 
-CFjV2nypuo . . cm-!(11) 
Equation (10) is а second-order differential equation of the 
same type as (6) Appendix C, and its solution is naturally 
expressed in hyperbolie functions— 
ll abamperes 
„== А cosh ac + B sinh ax . . ae L (12) 
where A and B are arbitrary constants. 
Again, differentiating (3) with respect to x and УЕ 
(9) we obtain— 


В, = A’ cosh ox + B’ sinh ax . rms. gausses L (18) 


an equation of the same hyperbolic type as (12). 
If we apply (12) to the upper and lower surfaces of the 


strap, where 2 = X and х = — X, 
А ; rms. abamperes 
іх = А cosh «X + B sinh &X . eum s L (14) 
4.x-—AcohaX —BsinhaX . 5 „ (15) 


By symmetry, the current densities at the upper and lower 
surfaces of the strap (Fig. 1) must be identical, which can 
only happen in (14) and (15) if B=0. Consequently— 


1. = А cosh az . . . rms.abamperes / (16) 
Similarly at the surface z = X, (12) becomes— 
ix =A cosh aX . . . rms. abamperes / (17) 
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Consequently, combining (16) and (17)— 


4, cosh ar 


ix coshaX ` e о o ө oœ . numeric / (18) 


The average rms. current density over the entire cross-section 
of the strap 7, will be the average current density between the 
midplane 2 = 0 and the surface 2 = X. 
x ; x 
i, = xJ, i, dx = Y ER : cosh az dz 
| rms. abamperes 
Sq. cm. 


4 (19) 


1 х | sinhaX  . tanhaX 
X'cohaX' a * ax 
RS rms. abamperes 
sq. cm. 


4 (20) 


But ix = уху is the uniform current density which would be 
produced in the strap by the impressed terminal emf. if skin 
effect were absent. Thus— 
; , rms. abvolts 
ix В = Ig Z ‚+ o © © o oœ “linear cm. 


L (21) 


ix 2 aX __ 5 2 
ог eR oha MES . . numeric / (22) 


where R is the linear resistance of the strap in ohms per 
metre, and Z is the linear impedance in vector ohms per 
metre. The vector ratio Z/R is the “skin effect impedance 
ratio" of the strap. This ratio is expressed in polar co- 
ordinates as M. at slope f^, 


Z R+4+ 7X’ о К.Х T 
и == MZP —g tip = М cosp -FJM sin В 


numeric / (23) 


The “skin-effect resistance ratio” of the conductor at the 
impressed frequency— 
R’ 


R = MoosB . . e « . numeric (24) 
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and the “skin-effect reactance ratio” is— 
X’ Lo 


В = р = М 26. . « . numeric (25) 
or i == sin f e e e « o . seconds (26) 


i : ИШ Z 
In any given case, where « is known, the impedance ratio R 


ог NU can be found from Tables or Charts of complex 
tanh «X 
hyperbolic functions. 


Ав an example, a very wide strip of copper 2 mm. thick 
with resistivity р = 1724 abohm-em. or y= 0:580 x 10-? 
abmho/cm., carries an alternating current at a frequency of 
2183 ~. Required the skin-effect resistance ratio R’/R. 

Here X = 0-1, о = 13715 rads./sec., и = 1, 


a = V/12-57 x 0-58 x 10-3 x 13715 / 45? = 10-0 / 45°, 
| aX = 1:0 / 45°. 

By Tables, tanh 1:01 45° = 0:9308 / 27°-044. Hence, by 
(23)— 

Z 1-0 / 45° 

R 0-9308/ 279-044 
so that R’/R = 1-022, or the apparent linear resistance of the 
strip at this frequency is 2-29, greater than that at zero 
frequency. 

If the frequency is sufficiently high to make «X exceed 5 
say, tanh «X differs but very little from 1/ 0°; so that in such 
cases— | 


= 1:074 / 17°-956 = 1-022 + /0-331 


—aX . .. . . numeric / (27) 


and = (Xo X = » » (28) 


Ф| p< 


The above theory applies only to a conducting strip so wide 
that the alternating magnetic flux surrounding it lies entirely 
parallel to the surfaces of the strip. In an ordinary narrow 
strip the magnetic flux penetrates the strip perpendicularly, 
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especially near the edges, and tends to increase the current 
density near those edges, while diminishing it at and near 
the central line of the strip. This additional effect of non- 
uniform current-density distribution is called “edge effect,” 
and the resistance ratio of an ordinary narrow flat strip, due 
to edge effect, may be much greater than that due to skin 
effect considered above. Edge effect in a not very wide strip 
can be almost entirely suppressed in two ways— 

(1) By bending the strip over a cylinder into a tubular 
form with a slit; so that the edges are almost brought into 
contact. | 

(2) By employing two flat strips, side by side, and one over 
the other, separated only by a thin insulating strip of paper, 
cambric, etc., using one of the strips as a return conductor to 
the other. | 

In each of these two conditions the alternating magnetic 
flux produced around the active conductor does not intersect 
the substance of the strip, to any appreciable extent; so that 
the edge effect disappears and experimental measurements of 
the residual skin effect have been found in satisfactory agree- 
ment* with the hyperbolic-function theory. 

Returning to (12) and (13), we have at = = X, and 
z = — X, 

Bx = A’ cosh «aX + В’ sinhaX rms. gausses / (29) 
and B-x = A’ cosh «X — В’ sinh «X » »  » (30) 


because sinh (— «X) = — sinh «X, and cosh (— aX) = cosh aX. 
But it is necessary, by symmetry, that the flux density at the 
top surface of the strip should be equal and opposite to that at 
the bottom surface; so that we must have— 


Ву = — Bx . . rms. gausses / (81) 
This can only happen if A’ = 0, and then— 
В, = В’ sinh az. 5 5 » (32) 
B, sinh ax 
Bx sinhaX ' ° 
* Bibliography, 108 and 109. 


go that numeric / (33) 
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The rms, surface flux density is determined by the fact that 
if I is the total rms. current in the very wide strip, per width 
cm., in abamperes, 

Bx—2zul . . . . rms. gausses / (34) 


sinh «x : 
so that B, == 2n и I sinh AX ° » » » (35) 
At а= 0, B=0..... gy (36) 


Thus, in the case already considered, if the copper strip carried 
l ampere per cm. of width, I = 0'1 / 0°; so that with u = 1, 
and sinh 1:0 / 45° = 1:0055 / 54°°53 

0:6283 / 0? 
1:0055 / 54°°53 


As was first pointed out by Steinmetz,* the current density 
in а very wide strip follows the same law as the transmitted 
current strength along а transmission line of two wires shorted 
at the far end; while the magnetic flux density follows the 
same law as the voltage distribution over the same transmission 
line. See equations (40) and (41), Chapter I, page 21. The 
transmission line may have a length of hundreds of kilometres 
and the copper strip a depth of only a few millimetres; but 
the same hyperbolic-function equations apply to both. 

The Equivalent Skin Depth 6. Theft depth— 


РЕ ТИЕТ 


© „/Әлуио 
has certain properties when the thickness 2X of а very wide 
strip is large by comparison with 6; namely— 

(1) The linear resistance of the wide and thick strip to 
alternating currents, is the same as that of an upper and lower 
layer, each ô cms. thick, to continuous currents. This is shown 
by (28). 

(2) The alternating current density in the strip at a depth д 
below the surface is e+ or 0°368 of that at the surface, and 
lags 1 radian in phase behind the same. 


B, = sinh ax rms. gausses / (37) 


* C, P. Steinmetz, Transient Electrical Phenomena, N.Y., 1909, p. 374. 
T Lord Rayleigh, Phil. Mag. 1886, pp. 381, 469. Scientite Papers, 
vol. ii, pp. 486-497, 
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(3) The surface a.c. density carried in a skin depth 6 would 
give a total current, such that its component in phase with the 
total vector alternating current in one half of the strip (on 
either side of the midplane), is equal to that total current. 

Alternating-current Penetration in Thick Sirips.—W hen the 
strip thickness is large relatively to the skin depth д, the 
hyperbolic angle «X at the surface becomes large, and the case 
corresponds to that of a very long alternating-current line, which 
is more conveniently treated exponentially than hyperbolically, 
see Chapter II, page 26. Instead of measuring the distance 
of a point P in the cross-section by æ cm. from the midplane, 
OO’, we may measure it by a depth co-ordinate of # cm. from 


e 


Fic. P2. — Equiangular Spiral of Diminishing Current Density in a 
Thick Wide Strip. 


the surface. Both the current density. ? and the magnetic 
flux density B then attenuate normally, according to the 
equations— | 


i, == ix gM ы ix Её (eat Jaa) ix Fui V £a, 
rms. abamperes / (39) 
Sq. cm. 
and В,= Вг. . rms gausses / (40) 


This means that their vector loci lie on an equiangular spiral 
(Fig. 2), the constant angle of which is 45°. 

If OA, Fig. 2, represents the current density 7x at the 
surface of the strip; then at a distance of one skin depth 
(£ = ô = 1/a,) the current density will be &! 1, or will be 
reduced to OB, with a size of 0:368, and a lagging slope of one 
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 radian. At a depth of 28, the current density will be OC, 
while at 80 it will be &? V^ 3, or 0°05 in size and nearly 180° 
out of phase with the superficial current density. If the total 
depth is say 56 or more, the vector total alternating current 
strength I, per cm. width of the strip, either above or below 
the midplane, wil be in the direction OQ, or will lag 45? 
behind the surface current density. If OP represents the total 
current which would flow in a skin depth ô, per cm. of strip 
width, with surface current density ОА assumed constant 
throughout that skin depth; then it can readily be shown that 
the perpendicular projection Q from P on OQ measures the 
total vector current strength I in the entire half-strip thickness 
per em. of width. 

Thus the behaviour of thick strips (strips of many 6 in thick- 
ness) having negligible edge effect, corresponds in hyperbolic 
theory to the behaviour of alternating-current lines of virtually 
infinite length. 


Similar considerations apply to any rounded non-magnetic 
conductor, such as à copper rod or hollow cylinder, in which 
the skin effect is so marked at the given impressed frequency, 
that it presents a depth of many 6 to a.c. penetration. The 
current and magnetic flux densities then diminish below the 
surface very nearly according to the exponential relations of 
the last two equations. 
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Distribution of Current Density in the Conductors of 
Alternating-current Machines. 


AN interesting application of complex hyperbolic functions 
to the theory of alternating-current machinery has been con- 
tributed by Prof. W. V. Lyon. Only an outline of the discussion 
can be given here and reference should be made to the original 
papers. * 

Fig. Q1 represents the cross-section of a 
pair of insulated solid rectangular copper 
conductors I, and I, occupying one slot in 
the armature of an alternating-current 
machine. We take the width of the slot 
as s cm., the width of the conductor as w em., 
the depth of the conductor as @ cm. and д 
as the distance in cm. from the bottom of 
the conductor, so that 2 may vary between 0 
and d. 

Ко О0о вн. Considering one conductor at а time, say 
tion оЃа $10 Show- the upper conductor, the mmf. produced by 
ing Two Solid Bar а rms, current of I abamperes passing 

through the conductor will be 4л I rms. 
gilberts, and the mmf. produced by an elementary layer dz cm. 
thick, carrying a rms. current density 7, abamperes/sq. cm., will 
be 4л é.w.dz rms. gilberts. The reluctance offered to the 
action of the mmf. is assumed to be confined to the interior 
of the rectangular slot, the reluctance in the steel portion 
of the magnetic circuit being ignored. Under these conditions, 
the alternating magnetic flux density across the slot, due to 
alternating current in the lowest conductor, will increase 
from zero at the bottom of that conductor to a maximum 
at the top. In the upper conductors, the growth of flux 


* Bibliography, 117 and 120. 
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density towards the top is, however, less simple. Owing to 
this differential increase in flux density, the alternating 
current density will tend to be a maximum at the top of each 
conductor, no matter what the current may be in the other 
conductor or conductors occupying the slot. The phase of the 
current density will also vary continuously from the bottom to 
the top of each conductor. The total current I abamperes in 
the conductor, may be regarded as the vector sum of all the 
elementary current elements in successive horizontal layers. 
The result of this crowding of the current to the top layers 
of any conductor, is to increase the apparent resistance of that 
conductor from the value R abohms at zero frequency, to R’ 
abohms at the working frequency, the working temperature 
being assumed constant, so that the thermal loss of power in 
the conductor will be increased from I? R to I? R' abwatts. 

It is shown in the original paper that the fundamental 
equation for current density in one conductor is 

dèis — 03; rms. abamperes/sq. cm. 
пае ae cx 


da? (height cm.)? Ё (0 


а = VjiAmypuo(w]s cm / 45° . . (2) 
j} y, ш and o, have the meanings assigned to them in 
Appendix P. The solution of (1) is for the current density in 
conductor I, 


i, = ~cosh ат fh T,(tanh Е —tanh аг) 


f ^ w \sinh ad и 


where 


rms. abamperes/sq. cm. / (8) 
at the half-depth point 2 = 1 == A, this becomes— 
. hL «4 =; х 
“a= wå'sinhad sinh «A 
where 4, is I,/wd the average current density reckoned from 


the cross-section. At = = d, the top of the conductor, where 
the current density is a maximum— 


i = © (I, coth ad + I, tanh =) rms. abamperes/sq.cm. / (5) 
d wW 1 о 9 q 
At x = 0, the bottom of the conductor, 


rms. abamperes/sq. cm. / (4) 


x 
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NS = n ge I, tanh 2) . rms, abamperes/sq. cm. / (6) 
J, is the total vector current in the conductor or conductors 
underlying No. 1. In the case presented in the original paper, 
where I, = 100 / 0? abamperes, I, = I, = 100 / 60° abamperes, 
p = 2100, y = 0-476 x 1073, d = 8, 4 = 1:5, f = 60 ~ , w = 877, 
w=1, s=1-2, и==1, а= 1:87 / 45°, ad = 411 / 45°, the 
following results are obtained by the formulas given above. In 
conductor I,, i, = 1629 77°-5, 14 = 80-57 39°, 4, = 249 / 77°5. 
In conductor I,, i, = 151 21°-4, ia = 30-5 / 39°, tg = 138 / 45°. 
Thus in conductor I,, the top current density is about 8 times 
the current density at the midpoint, and in I, about 4°5 times. 
The difference in the two cases is due to the fact that I, is 
permeated by the flux developed by I,. 

Rules are given in the paper for finding the resistance 
ratio R’/R for different arrangements of slots and conductors. 
Resistance ratios of from 2 to 7-8 are cited for the embedded 
portions of solid conductors in the cases examined. 


APPENDIX R 
The Application of Hypcrbolic Functions to Electric Filters. 


ELECTRIC filters are alternating-current conducting networks 
which offer relatively small obstruction to certain selected 
frequencies and relatively large obstruction to other frequencies. 

Filters of more than one section may be divided into the 
following types— 

(1) Uniform filters, comprising similar sections having the 
same hyperbolic angle 0 and the same surge impedance 2,, at 
one and the same impressed frequency. 

(2) Composite filters, comprising dissimilar sections, which 
have the same surge impedance z,, but different values of 0. 

(3) Non-uniform filters, comprising sections differing both 
in 0 and z, 

Types (1) and (2) are readily dealt with arithmetically by 
hyperbolic functions. 

Filters may also be divided into the following four classes, 
whose names are almost self-explanatory: high-pass, low-pass, 
band-pass, and band-suppression filters. 

The simplest forms of uniform filters have sections that are 
either Ts or Лѕ; but combinational or dissymmetrical forms 
may ordinarily be dealt with by slightly modified processes. 
Only an outline of the general process can be presented here. 

Fig. R1 represents a single T-section filter of the low-pass 
type, having a total inductance AB, in series, of £ = 0-04 
henry, and a shunt capacitance OO’ of C = 1079 farad. At 
an impressed frequency f~, or angular velocity о = 2af 
radians per second, this represents a total series impedance of 
7, = ј о £ ohms and a shunt admittance of g, —j C mhos. 
The relatively small resistances in the inductor and condenser 
are neglected in first-approximation computations. 

307 x 2 
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The angle 0 subtended by the filter AB of Fig. 1, is 
determined by formula (4) of Appendix М, page 256, i.e.— 


sinh 2 = sinh й = Ут numeric / (1) 


At any impressed frequency /, and angular velocity w, this 
becomes— 

0 Vifo.jCo _ 
2c 2 = 
If all of the inductance £ were connected simply in series with 
the condenser C, the angular velocity w, of resonance for the 


sinh « = sinh 79м £C numeric / (2) 


4I mos 


0-024 о 9.02 


Fic. R1.—Low-Pass Filter T-section. 


combination, would develop them in equal and opposite reactances 
j £o, = jo P w, = 1/V £C. Substituting this resonant 
angular velocity w, of the £C circuit in (2), we obtain— 
: ., 0 . w ; 
sinh м = sinh 5 =I 8o. ‚ « . numeric / (3) 


As the impressed angular velocity о advances from zero, 
through 2w,, towards infinity, sinh (0/2) passes from 7 0, through 
j 1 towards joc, or pursues the axis of imaginaries from 0 to сс. 
The simplest way to determine the corresponding values of 
6/2 is by using Chart УП-УПТА, of the Atlas of Complex 
Hyperbolic Functions, in the inverse method; t.e. by entering 
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it on the rectilinear co-ordinates, and reading off on the 
curvilinear co-ordinates. 

An examination of the chart shows that if we enter on the 
central axis of ellipses with any quantity sinh о, not exceeding 
jl, the value of u corresponding thereto will be a purely 
imaginary quantity not exceeding jl circular quadrant or 
z/2 radians. If, however, sinh u is an imaginary quantity 
greater than j1, the corresponding value of w will contain а 
real quantity as well as an imaginary quadrant. Thus, if in 
(3), 7 w/2w, = 3 0-707, we find u =j 0:5 or 0 = 2u = 1-0), one 
circular quadrant ог z/2 radians. Again, if / 0/20, = J 0-988, 
м=0 +7 0:9, or 0=0 +718. But if / 0/20, = j 1-128, the 
corresponding curvilinear co-ordinates of w are 0-5 +71:0, 
whence 0= 1 +72 hyps. 

Consequently, as the impressed angular velocity w rises to 
the value 2w,, the value of 0 for the section rises as a pure 
imaginary hyperbolie angle, or real circular angle, to 2 
quadrants or л radians; but above 2w,, 0 suddenly introduces 
а real component 0, which increases as the frequency is 
increased. Above the critical value 2ш, 0 = 0, + 2. 

Assuming that а load о is applied to the receiving end B 
of the filter, equal to the surge impedance 2, for that frequency, 
then the filter section AB may be regarded as a single-section 
artificial line of virtually infinite length (see page 26, third 
case) The voltage impressed at А, being U,, that at B 
will be— 

Us = Ua E~? = О, 2-0 +5) — (О, е-6 ү 0, . volts / (4) 
The current entering at A will also be— 
I, =U,/z, .. . . amperes / (5) 
and the current delivered at B will be— 
Ig =I,e-°=I,e-%V 0, . . amperes / (6) 

Up to the critical angular velocity 2w,, we have seen that 
0, — 0, and 0, will be some circular angle between 0 and 2 
(between 0° and 180°) depending on о. Consequently 0} 
wil have the same size as U,, and its phase will be 6, 
quadrants, radians or degrees behind that of U,. In other 
words, there will be attenuation in phase, but no attenuation 
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in size or magnitude. The same condition will apply to the 
received current Ig, which will differ from I, only in phase. 
If, however, о exceeds the critical value 2w,, 0 will no longer 
be purely imaginary; so that both the voltage and current 
will be attenuated in size when passed through the section. 
Thus, if о = 1:128 (20,), we have seen that 0 = 1 4/2; so 
that Uy = О, €71! V 180° = — 0:3679 U,, or the voltage at 
B will be reduced to 36°79% of U,, and will be in reversed 
phase to U,. 
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The critical angular velocity 2w,, in this сазе 10,000 radian 
per second (f= 1592 ~), is called the cut-off frequency of this 
low-pass filter. All frequencies below this value would be 
unattenuated on a surge-impedance load; while all frequencies 
above this value would encounter increasing attenuation. 

Vector Locus of 0 for a Single-section Filter.—F ig. 2 indicates 
the locus of the angle 0 subtended by the single T-section of 
Fig. 1, as the impressed angular velocity w is varied from 0 to 
15,000, through the cut-off value 10,000. It will be secn that 
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_ the locus consists of a pair of straight lines, which are mutually 
perpendicular. This rectangular type of locus is characteristic 
of filters, and an inspection of any such locus will indicate the 
range of angular velocities w, or of corresponding frequencies /, 
over which the filter can pass alternating currents without size 
attenuation. It is evident that over such a range, 0 must lie 
entirely on the axis of saa or 0, = 0. 
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. Vector Locus of 0 for a Multiple-section Filter—It will be 
evident from what has been said in relation to formula (5), 
Appendix M, page 257, that the total angle Ө subtended by 
a filter of n similar sections, each subtending at a given 
frequency an angle of 0 hyps, will be Ө = „0 hyps /. The 
vector locus of a 5-section filter of the type represented in 
Fig. R1 is given in Fig. R3. It will be seen that the distances 
traversed on the locus between any assigned pair of frequencies 
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is five times as great in Fig. R3 as in Fig. R2. Hence the 
rapidity of cut-off, or the rate of introducing attenuation after 
departing from the axis of imaginaries, is proportional to the 
number of sections, so long as the internal resistances of the 
filter can be neglected. A multiple-section filter is therefore 
more rapid in effecting cut-off or release, with change of 
frequency near the cut-off point, than a single-section filter; 
but this becomes clear upon an examination of Fig. R2; so 
that only the vector locus of a single section is necessary, in 
order to display the behaviour of a filter of given number of 
sections, assumed to be working under a surge-impedance load. 

Surge-impedance Vector Locus of a Filter.—The angle 0 of a 
filter-section of given 7, and g, is the same, according to formula 
(4), Appendix M, whether the section is of T or П form; but 
the surge impedance z, differs in the two cases, as is indicated 
on page 257. For the T-type of filter section shown in Fig. RI— 


" Lana 0 [јо NE 
Zo = cosh 5. D. Joo 8 G ohms / (7) 


For this particular filter, z, = cosh : x 200. The vector locus 


of this is shown in Fig. R4. It commences at 200 / 0? ohms 
for о = 0, and falls to zero at the cut-off frequency, above 
which it becomes entirely imaginary. The surge impedance 
of a single-section filter is necessarily the same as that of a 
multi-section uniform filter and varies markedly with the im- 
pressed frequency. Consequently, a filter working under a 
surge-impedance load in order to maintain normal attenuation, 
requires the value of that load to be adjusted as the frequency 
is changed. 

Behaviour of a Uniform Filter under any Assigned Load.— 
In order to determine the behaviour of a filter of given number 
of similar sections under any given load at the receiving end, 
and under any given range of impressed frequency, we require 
to find the vector value of angle 0 and surge impedance 2, 
of the filter over this range. The position angle of the B 
terminal is then found, as in Appendix N, by formula (55), 
page 23. The position angle 6, at the same frequency is 
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then found for the A end, by adding 0 to дһ. 


have— 
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Fic. R4.—Vector Locus of the Surge Impedance of a Low-pass Filter 
like that of Fig. R1. 


The impedance of the filter at and beyond any terminal or 


junction point P is also— 


ohms / (10) 


z,tand, . 


Rp 
In cases where it may not be permissible to ignore the 


resistance within the filter, these may be introduced into the 


formulas of this Appendix, without changing their algebraic 
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form. Reactances of the type j £w then become R, + 7 £v, and 
1 ‚1 

reactances of the type Ca may have to become Ё, — 3 Go’ 


These changes lengthen the computations, without changing 
their algebraic form. In general, the effect will be to keep the 
vector locus of 0 from coinciding with the axis of imaginaries, 
and the corners of the locus at cut-off points become rounded 
off. In other words, there is always some attenuation in the 
filter, and the transition from the passing to the suppression of 
frequencies is rendered less abrupt. 
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The Constant Mean-to- Mid. Ratio of Potentials or Currents along 
a uniform Line in the Steady State. 


Ler the points 1, 2 and 3, Fig. Sl, represent any three 
points along a uniform line in the steady state, such that the 
angular distance 0 hyps. / , between 1 and 2, is equal to that 
between 2 and 3. The position angles of these three points 
are 61, бф, ӧз (see page 24 and Appendixes M, N). The 
potentials with respect to ground or neutral will be say E,, 
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Ета. S1.— Three Points, 1, 2, and 8, at equal hyperbolic angular distances 6 along 
a uniform real or artificial electrically conducting line, in the steady state. 


E,, Е, volts / , and proportional to the sines of the position 
angles. The current strengths will be I}, І,, І, amperes /, 
and proportional to the cosines of the position angles. Then 
the potential E, at the mid point 2 is— 


DzE, .. . . . . . volts / (1) 
The vector mean potential M of the outside points 1 and 3 is— 
AC 

315 
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M _ E+E, 
D 2 

because E, = E sinh 6, = E sinh (0; — 0). . . volts / (4) 
and Е, = E sinh 6, = E sinh (0, + 0). . . volts / (5) 


where E is a constant potential for the line at the particular 
load and frequency. 


Then = cosh 6 numeric / (3) 


Thus M = Pi 7 Ps — Жып (9, — 6) + sinh (д, + 6) 


= E sinh é,.cosh6 . . . volts / (6) 


M Е, +E; _ E sinh ô, cosh 0 _ 
апа D 2 E TUR S EOS 
numeric / (7) 


This means that whatever be the terminal conditions of the 
line and whatever may be the steady single frequency, the 
mean-to-mid ratio is always cosh 0 for any three equidistant 
points.* 

eae it may readily be shown that for currents I— 


numeric / (8) 


or the mean-to-mid ratio for potentials is the same as for 
currents. 

If therefore we know the potentials at two points 1 and 2, 
along a uniform line, separated by an angle @ in the steady 
state, subject to a single frequency (including the frequency 
of zero or direct currents), we can find the potential at point 3 
removed 0 beyond point 2. In fact— 


E, = 2E, cosh 0 — Е, . . . volts / (9) 
and quite similarly for the current at point 3— 
I, = 21, cosh 0 — I, . . amperes / (10) 
The same propositions apply to any artificial line of uniform 
sections if the equidistant points 1, 2 and 3 are taken at 
section terminals. Fig. M6 on page 259 offers а particular 
* Bibliography, 134. 
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example of such an artificial line with 100 volts applied at 
the generator end and a load of 750 ohms at the motor end. 
We may consider the potentials at junctions Nos. 1, 2 and 3. 
Here E, = 20-880 volts, and Е, = 48-052. The sum of these 
is 68-932, and their mean М = 34-466. The mid potential at 


M 34460 — 1.0625. This ratio of 


2 is D = 32-438. Here D = 39-438 
mean to mid is cosh 0 = cosh 0:351736 the angle subtended 
by one section of the artificial line. | 

In the case of any uniform direct-current line, real or 
artificial line, the power at any point is proportional to the 
sinh of double the position angle. Consequently the mean-to- 
mid ratio of power is also constant over the line and is equal 
to cosh 20. In the case of Fig. M6, this is 1-2578. 

It may be noted that any Table of sines or cosines of a 
hyperbolic real or complex angle 0, which advances by uniform 
steps, is subject to the same rule of constant mean-to-mid ratio, 
ae. cosh бу, where 0, is the uniform step. 

We have already seen (page 26) that when a line is loaded 
with a terminal impedance equal to its surge impedance, it 
behaves as though it were the first section of a uniform infinite 
line. In that case, the attenuation, instead of being according 
to the cosine or the sine of position angles, is according to the 
sum of both, or simply exponential. The mean-to-mid ratio is 
still constant and equal to cosh 0; while, at the same time, the 
voltage (or current) at the midpoint is always equal to the 
geometrical mean of the voltage at the adjacent points. This 
may be seen from an inspection of Table VII, page 132, for 
values of potential or of current at 0,1 and 2 miles, 0, 5 and 
10, or 0, 10 and 20. The constant mean-to-mid ratio thus runs 
through all Tables of exponentials advancing by uniform steps. 

Hyperbolic Sunction Series of Integral Numbers —If we con- 
sider the infinite series of complex numbers *— 


A cosh (— m6+a).... А cosh (— 0 + о), A cosh a, 
А cosh (0 + а) . . . Acosh(nü--«) . . (11) 


* Bibliography, 140. 
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we may call each term a hyperbolic-cosine number, and the 
series a hyperbolic-cosine series. A and « are constant complex 
numbers, and m, n, real integers which may be indefinitely large. 
Then by what has preceded in this Appendix, the angles 
0, 0 + х, 20+ а, etc., might be position angles along a certain 
uniform line having suitable terminal arrangements, and 
A cosh 0, A cosh (0 + а) and A cosh (20 + а) might be the 
corresponding current strengths at these points. Consequently 
the mean-to-mid theorem would apply to such numbers. Any 
three successive terms of the series may be called а triad. The 
central triad will be— 


N Acosh(—0--«). . . . . (12) 
O Acosha . . . . . . . . (13) 
P А cosh (0+ о) . . . . . . (14) 


In order that all of the terms of such а hyperbolic-cosine 
series should be integral and real, it is necessary that the 
central term O shall be an integer, and also that 2 cosh 0 may 
be an integer. This quantity k = 2 cosh 0, which we may call 
the characteristic ratio of the series, is always equal to the sum 
of the outers of a triad divided by the middle term. Thus in 
the central triad, N + Р = КО. Then if N be any integer 
between the limits Oe-® and Oe*, P will also be an integer, and 
all the terms of the series will be integers. Thus for O— 5 
апа k= 4, we have N + P= 20. Selecting N=9, P—11 
and the central triad becomes 9, 5, 11. Extending the series 
in each direction, 4e. multiplying the last term by k= 4 and 
subtracting the preceding term, we have the hyperbolic. cosine 
series— 


.. . . 1601, 429, 115, 31, 9, 5, 11, 39, 145, 541, 2019 .... (15) 


This series of numbers might be exhibited by a series of milli- 
ammeters inserted at successive section junctions of a suitable 
uniform real or artificial line, in the steady state, with suitable 
terminal conditions. In this case « — 0-1160 hyp., А — 4-967 
and 0 = 1:317 ; so that cosh 0 = 2 and k = 4. 

The number of such hyperbolic-cosine series is infinite, both 
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in respect to À and in respect to 0. Any number of such 
series of the same / may be added together, and the sum will 
be another hyperbolic-cosine series of the same k. Thus the 
sum of the series (16) and (17), each of k — 4, 

... 1188 83817 85 23 7 5 13 47 175 653 23437.... (16) 
.... 81082 8815 2228 597 160 4$ 12 5 8 £7 100.... (И) 


....982215 8632 9313 620 167 48 25 52 183 680 8587.... (18) 


is another similar series (18) of = 4. 

Hyperbolic-sine Series —If instead of cosine terms in series 
(11), we substitute sine terms of the type A sinh о, 
A sinh (0--«) etc, we obtain an infinite hyperbolic-sine 
series of numbers. In order that these may all be integers, 
it is necessary that A sinh « should be an integer (including 
zero) and that k= 2 cosh 0 should also be an integer. Then 
in any triad N + P = £O as before, because the numbers form- 
ing the series might evidently be the potentials at successive 
equidistant points on some uniform line energised in a par- 
ticular way. If N is an integer which lies outside of the 
range Ов-# and Oe’, P will likewise be an integer and the 
series will be an integral hyperbolic-sine series. Such a series 
for k = 4 would be formed by taking O — 0, N = — 4 and P= 
4. The series then becomes— 


.... — 224 — 60 —16 —4 0 4 16 60 224.... (19) 


À sine series differs from a cosine series in changing the sign 
of its terms once from + to —, or — to +; whereas a cosine 
series retains the same sign for its terms throughout. 

The sum of any number of sine series of the same 4, is a 
hyperbolic-function series of that Б. Again the sum of any 
number of sine and cosine series of the same & is а hyperbolic- 
function series of that k. 


LIST OF SYMBOLS EMPLOYED AND 
THEIR BRIEF DEFINITIONS 


а,, Qo, а; e. 


, , А 
0,0, 05. 


Area of a hyperbolic sector (cm.?). 

Fourier-series constants (volts). 

Moduli of compiex numbers (cm. or length 
units). 

In diagrams, an abbreviation for current- 
strength in amperes / . 

Torque constants of receiving instruments 
(dyne .L cm. per ampere). | 

Silence-interval in Kelvin theory of submarine 
cables (seconds). 

Àn abbreviation for alternating-current. 

A constant in the hyp. theory of continued 
fractions (numeric / ). 

Attenuation-constant of a line (hyps. per 
wire-km.). 

Attenuation-constant of one line of a loop 
circuit (hyps. per wire-km. / ). 

Attenuation-constant of a loop line (hyps. per 
loop-km. / ). 

Real and imaginary components respectively 
of an attenuation-constant (hyps per 
wire-km.). 

In hyp. theory of composite lines, the attenua- 
tion-constants of successive sections (hyps. 
per wire-km. / ). 

Attenuation-constant and its components for 
a loaded line including lumpiness effects 
(hyps. per wire-km. / ). 
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Attenuation-constant and its components for 
a smoothed loaded line (hyps. per wire- 
km. / ). 
Fourier-series constants (volts). 
A constant in the hyp. theory of continued 
fractions (numeric / ). 
Also in the theory of loaded lines, the ratio 
7" [r (numeric). 
Circular angles (radians or degrees). 
Fourier-series constants (volts). 
Total capacitance of a line (farads). 
An abbreviation for continuous current. 
Linear capacitance of a line (farads per 
wire-km.). 
Linear capacitance of one line of a loop 
(farads per wire-km.). 
Linear capacitance of a loop-line (farads per 
loop-km.). 
Linear capacitance of one line of a loop 
(farads per wire-mile). 
Linear capacitance of a loop-line (farads per 
loop-mile). 
Admittance of a leak load (mhos / ). 
Admittance of a semi-leak load (mhos / ). 
Also the power-factor circular angle at the 
sending end of a transmission-line (degrees 
or radians. 
Fourier-series constants (volts). 
Distance between the axes of two parallel - 
eccentric cylinders (cin.). 
Distance between а plane and the axis of а 
parallel cylinder (cm.). Also a constant 
in the hyp. theory of continued fractions 


(numeric / ). Also sign of differentiation. 
Y 
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d, d, ° 


A = 0, — 0, 


д, дв, д е | 
Е, е. А 

E . ; 

Ea, Ев, Ер 

Ех Ех. 

En, Ena . 

é e ® 

e = 2711828 
e.m.f. 

F 

Fa ( ) 

f a. à 

f=". 
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Distances between an inferred plane and the 
axes of eccentric cylinders (cm.). 

Difference of radii of two conducting cylin- 
ders (cm.). 

Hyperbolic angles of junctions of a series- 
load, and of a selected point on a line 
(hyps.). 

Fourier-series constants (volts). 

E.M.F. (volts / ). 

Е М.Е. at the sending end, receiving end, and 
intermediate point of a line (r.m.s. volts / ). 

E.M.F. ata leak of an artificial line, and at the 
corresponding point of the equivalent uni- 
form line (r.m.s. volts / ). 

E.M.F. impressed on a pair of looped lines, 
and on either component single line (r.m.s. 
volts / ). 

Maximum cyclic e.m.f. at alternator terminals, 
and at sending terminal of a submarine 
cable (max. cy. volts / ). 

In oscillating-current theory, the initial value 
of a vector e.m.f. of self-induction (volts / ). 

Instantaneous value of an e.m.f. (volts / ). 

Also the value of e.m.f. at an intermediate 
point on a line (volts / ). 

(numeric). 

An abbreviation for electromotive force. 

Magneto-mechanical force, or torque developed 
in а receiving instrument (dynes or dyne 
1 em.). 

Expression for an alternate or constant con- 
tinued fraction of n stages. 

Frequency of an alternating-current or e.m.f. 
(cycles / sec.). 

Frequency of dot-signalling on a submarine 
cable (dot-cycles / sec.). 
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Frequency of reversal-signalling on a sub- 
marine cable (reversal-cycles / sec.). 

Limiting maximum frequency of alternation 
on a submarine cable (cycles per sec.). 

Total dielectric leakance of a line (mhos / ). 

Admittance of a line at sending end when 
grounded at receiving end (mhis / ). 

Admittance at and beyond a point on an 
artificial line, free at far end (mhos / ). 

Admittance at and including a leak on an 
artificial line, free at far end (mhos / ). 

Linear leakance of a line (mhos per wire- 
km. /). Also, impedance of a receiving 
instrument in submarine cable duplex 
theory (ohms / ). | 

Admittance of the leak in an artificial-line 
section (mhos / ). 

Linear leakance of one of a pair of looped 
lines (mhos per wire-km. / ). 

Linear leakance of one of a pair of looped 
lines (mhos per wire-mile / ). 

Linear leakance of a loop-line (mhos per 
loop-km. / ). 

Also the admittance of a JJ pillar after 
adding a leak load (mhos / ). 


Linear leakance of a loop-line (mhos per loop- 
mile / ). 

Admittance of the leak in the staff of a Т 
(mhos / ). 

Admittance of the leak in the pillar of a I 
(mhos / ). Also in the theory of loaded 
lines, the total linear leakance of a 
smoothed loaded line (mhos per wire-km.). 

A pparent linear leakance ofa line, uncorrected 
for line resistance (mhos per km. / ). 

v 2 
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LIST OF SYMBOLS 


Impedance of a duplex telegraph bridge 
arm (ohms / ). 

Ап abbreviation for hyperbolic тайап 
(numeric / ). 

Hyperbolic angle of a line, or section (hyps. / ). 

Auxiliary hyperbolic angle of an appended 
impedance or line section (hyps. / ). 

Hyperbolic angle of a line-section after being 
loaded (hyps. / ). 

Hyperbolic angle of a looped line (hyps. Z). 

Hyperbolic angle of a loaded and smoothed 
line-section (hyps. / ). 

Real and imaginary components of a hyper- 
bolic angle (hyps.). 

In hyp. theory of composite lines, hyp. angles 
of successive sections (hyps. / ). 

Limiting hyperbolic angle subtended by a 
submarine cable at maximum working 
speed (hyps.). 

Values of 0, for dot-signalling and reversal- 
signalling respectively (hyps.). 

Maximum cyclic current-strengths at sending 
and receiving ends of line (amperes / ). 
Current-strengths at sending end, and 
receiving end, and assigned point of a line 

(r.m.s. amperes / ). 

Condenser currents at sending and receiving 
ends of a line J (r.m.s. amperes / ). 

Current-strength at sending end of line with 
far end free (r.m.s. amperes / ). 

Current-strength at sending end of line with 
far end grounded (r.m.s. amperes / ). 

Instantaneous value of an alternating current 
(amperes /). Also the current-strength 
at an intermediate point on a line 
(amperes / ). 


kg, e. 

ke, . . 
ke, . ; 
ben оа 
k, н 

Кы 9 е 
E ж А 
ku . à 
km. . 

L . . 
L. А 
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In oscillating-current theory, the initial value 
of the vector discharging current (am- 
peres / ). 

The quadrantal operator (quadrantal versor). 

Correcting factor for reducing а nominal T 
staff to an equivalent 7 statf (numeric / ). 

Correcting factor for reducing a nominal J 
pillar to an equivalent /7 pillar (numeric / ). 

Correcting factor for correcting the line angle 
pertaining to a T (numeric / ). 

Correcting factor for correcting the line angle 
pertaining to а Л (numeric / ). 

Correcting factor for correcting the surge- 
impedance to a T (numeric / ). 

Correcting factor for correcting the surge- 
impedance to a M (numeric / ). 

Correcting factor for reducing а nominal T 
arm to an equivalent T arm (numeric / ). 

Correcting factor for reducmg а nominal 
П architrave to an equivalent Л architrave 
(numeric / ). 

Normal attenuation-factor of a line of L km 
(numeric / ). 

An abbreviation for kilometer. 

Length of a line or section (km.). 

Length of a section of loaded line, or distance 
between loads (km.). 

Distances along a line as measured from send- 
ing and receiving ends respectively (km.). 

In the theory of composite lines, lengths of 
successive sections (km.). 

Length of line in which the normal attenua- 
tion factor is 1/c (km.). 

Length of line in which the normal attenua- 
tion factor is 1/2 (km.). 
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Linear inductance of a line (henrys per 
wire-km.). 

Linear inductance of one line of a loop 
(henrys per wire-km.). 

Linear inductance of one line of a loop 
(henrys per wire-mile). 

Linear inductance of a loop line (henrys per 
loop-km.). 

Extra linear inductance in the smoothed loads 
of a line (henrys per wire-km.). 

Wave-length on a line (km.). 

Wave-length ona loaded smoothed line (km.). 

Wave-length on a loaded line inclu ling 
lumpiness effects (km.). 

Transmission coefficient of a current wave at 
a point of discontinuity (numeric / ). Also 
a numerical constant in the hyp. theory 
of continued fractions (numeric / ). 

Ап abbreviation for microfarad. 

Number of load coils encountered by an 
advancing wave per second cn a single 
loaded smoothed line (numeric / sec.). 

Number of load coils encountered by an 
advancing wave per second on a single 
loaded line, including lumpiness effects 
(numeric / sec.). 

In the theory of artificial lines, the number 
of a leak counting from the far end of an 
artificial line (numeric). 

Number of letters per second in maximum 
working speed of a submarine cable 
(numeric / sec.). 

Also in the hyp. tlieory of continued fractions, 
the nuinber of stages of such a fraction 
(numeric). 

Also in the theory of complex numbers and 
of the Ferranti-effect, any integer(numeric). 
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Number of turns in a receiving-instrument 
winding (numeric). 
Number of load coils per smoothed wave- 
length of a loaded line (numeric / km.). 
Number of load coils per wave-length of a 
loaded line, including lumpiness effects 
(numeric / kin.). 

Ratio of transformation of a transformer 
(numeric). 

Hyperbolic angle of a point on a line 
measured from sending end (hyps. / ). 


Alternating-current power, to sending, and at 
receiving, end of line (watts / ). 

Effective components of P, and Pg respec- 
tively (watts). 

Reactive components of P, and Pg respec- 
tively (7 watts). 

A real exponent between 0 and 2 (numeric). 

A delta connection of three impedances 
externally equivalent to a line (ohms / ). 

(numeric). 

Total conductor resistance of a line (ohms / ). 

Resistance of a line at its sending end, and 
at a selected point (ohms / ). 


Resistance of a line at А or B when free at 
far end (ohms / ). 


Resistance of a line when free at far end 
(ohms / ). 

Resistance of a line when grounded at far end 
(ohms / ). 

Resistance of a line at А or B when grounded 
at far end (ohms / ). 

Resistance between receiving end of a line 
and ground (ohms / ). 

Additional resistance inserted in receiving- 
end circuit of a submarine cable (ohms / ). 
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Resistance offered by a line when grounded 
through apparatus at far end (ohms / ). 


Resistance at and beyond a point on an arti- 
ficial line free at far end (ohms / ). 

Resistance at and including a point on an 
artincial line free at far end (ohms / ). 

Receiving-end resistance of a line (ohms / ). 

Resistance in the staff of a T (ohms / ). 

Resistance in the pillar of a 77 (ohms / ). 

Linear resistance of a line (ohms per wire- 
kin.). 

Apparent linear resistance of a line, uncor- 
rected for leakance (ohms per wire-km. / ). 

Linear resistance of single line in a loop 
(ohms per wire-km. / ). 

In hyp. artificial-line theory, the resistance 
of a conductor section of artificial line 


(ohms / ). 

In the theory of loaded lines, the extra linear 
conductor-resistance due to the load coils 
smoothed (ohms per wire-km.). 

Linear resistance of loop line (ohms per 
loop-km. / ). 

Surge-resistance of a line (ohms / ). 

Surge-resistance of one wire ofa loop(ohms / ). 

Surge-resistance of a loop-line (ohms / ). 

Apparent surge-resistance ofa T (ohms / ). 

Apparent surge-resistance of a JI (ohms / ). 

Abbreviation of root-mean-square. 

Radius-vector to a point on a curve (cm.). 

Also Resistance in each arm of à nominal T, 
or in architrave of nominal /7 (ohms / ). 

Resistance in each arm of a T (ohms / ). 

Also,in the theory of hyperbolic angles, the 
integrated mean value of a radius-vector 


(cm.). 
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Resistance in architrave of a Л (ohms / ). 

In oscillating-current theory, half the resist- 
ance of the circuit (ohms). 

Also in plane-cylinder theory, the resistivity 
of the environing medium (absohm-cm.). 

А Fourier-series, equivalent to an impressed 
rectangular e.m.f. (volts / ). 

Distances measured along a curve (cm.). 

Resistance, in one line, of a regular series line- 
load (ohms / ). 

In plane-cylinder theory, the sum of the radii 
of two parallel eccentric cylinders (cm.). 
Sum of the three admittances of a triple star 

(mhos / ). 

Sum of the three impedances of a delta 
(ohms / ). 

Resistance inserted between line and ground 
at receiving end of line (ohms / ). 

In theory of loaded lines, half of the resistance 
of а regular load inserted in each line 
(ohms / ). 

Resistance inserted between line and ground 
in each wire of а loop (ohms / ). 

Resistance inserted between the receiving 
ends of а loop-line (ohms / ). 

In plane-cylinder theory, the radius of a 
cylinder (cm.). 

А. triple star, or Y, connection of three im- 
pedances, externally equivalent to a line 
(ohms / ). 


Time elapsed since a certain epoch (seconds). 

Time-constant of a submarine cable (seconds 
or farad-ohms). 

In oscillating-current theory, the initial value 
of а vector discharging e.m.f. (volts / ). 
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Potential at sending end and at a selected 
point on a line (volts / ). 


Auxiliary hyperbolic angles in theory of 
artificial lines and continued fractions 
hyps. Z). | 

Real and imaginary components of a complex 
number (numeric). 

Cartesian co-ordinates of a point ina plane (cm.). 

In diagrams, an abbreviation for potential 
in volts /. 

Velocity of propagation of waves on a line 
(km /sec.). 

Velocity of propagation of waves on a 
smoothed loaded line (km/sec.). 

Velocity of propagation of loaded line, in- 
cluding lumpiness effects (km/sec.). 

Total reactance of a line-wire (j-ohms). 

Distance from the sending end of a line (km.). 

Also the linear reactance ofa line (j-ohms/km.). 

Also the inductive reactance in an oscillating- 
current circuit (ohms). 

Cartesian co-ordinates of a point in a 
plane (cm.). 

Total admittance of a line (mhos / ). 

Admittance of semi-line condensers at ends 
of a П (mhos / ). 

Admittances of the branches of a star 
(mhos / ). 

In composite-line theory, the surge-admit- 
tances of successive sections (mhos / ). 
Also admittances of the sides of а delta 

(mhos / ). 

Surge-admittance of а line per wire (mhos / ). 

Admittance of the architrave of a JI (mhos / ). 

Linear admittance of а conductor (mhos per 


km. / ). 
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Total impedance of a line-wire (ohms / ). 

Impedance of а half-line condenser in а M 
(ohms / ). 

Receiving-end impedance of a line (ohms / ). 

Receiving-end impedance of a line corrected 
for the shunting of the receiving instru- 
ment (ohms / ). 

In oscillating-current theory, the surge-impe- 
dance of the circuit, „// с, in the absence 
of resistance (ohms). 

Linear impedance of a conductor (ohms per 
km. / ). 

Surge-impedance of a line-wire (ohms / ). 

Surge-impedance of a looped line (ohms / ). 

Surge-impedance of a line-wire with no dissi- 
pation (ohms). 

Apparent surge-resistance of a T-section 
artificial line (ohms / ). 

Apparent surge-resistance of а -section 
artificial line (ohms / ). 

Impedance of a receiving instrument when 
shunted (ohms / ). 

Impedance of the shunt to a receiving instru- 
ment (ohms / ). 

Impedances of the branches of a star (ohms / ). 

In composite-line theory, the surge-impe- 
dances of successive line-sections (ohms / ). 

Also impedances in the three branches of а 
delta (ohms / ). 


Impedance of receiving apparatus to ground 


(ohms / ). 
Impedance in the sending-circuit of a line 
(ohms / ). 
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Hyperbolic angular velocity in an ultra- 
periodic circuit (hyps. / sec.). 

Angular velocity of an alternating emf. or 
current (radians / sec.). 

Also, in diagrams, a sign for ohms /. 

Angular velocities of dot- and reversal-fre- 
quencies impressed on a long submarine 
cable (radians / sec.).. 

Limiting maximum angular velocity impressed 
on a submarine cable (radians / sec.). 

In diagrams, a sign for mhos /. 

* Approximately equals." 

Sign of an angle, to indicate the existence of 
a vector or complex quantity,either actually 
or potentially. 

“Ts not less than.” 

0:5 inch. 

Cycles per second. 
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